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Township 13 South, Range 11 East

(&%)

CHAINS

: 91807 (October 1964) (formerly 4~673b) USDI—~BLM

The north, south, east and west boundaries were surveyed
by A. D, Ferron in 1885. - The south 3 miles of the west
boundary were remurveyedby A. D. Ferron in 1890, In 1891,
A, D, Ferron resurveyed the south boundary, the south 3
miles of the east boundary, and surveyed the south portiog
of the subdivisional lines. In 1900, Frank E. Baxter and
Alfredo R, Talamantes retraced the north boundaries of
sections 1 and 6, and surveyed the north portion of the
subdivisional lines. In 1902, John R, Stewart retraced
the east boundary. In 1947, Elliot Bird and George W.
Johnson resurveyed sections 7 and 18. The following
filed notes are those of the dependent resurvey of the
south and east boundaries and the subdivisional lines
except sections 7 and 18 of Township 13 South, Range 11
East; the south boundary of Township 12 South, Range 11
East, and a portion of the east boundary of Township 13
South, Range 10 East.

The survey was exccuted in accordance with the specifica-
tions as set forth in the Manual of Surveying Instruc-
tions, 1947, and Special Instructions dated February 8,
1965,

Before restoring the corners, the lines of the original
survey were retraced and diligent search made for any
evidence of the original corners, bearing trees or other
calls of the original field note record.

The rules of proportionate measurement were applied to
ascertain the position of the lost corners, but not until
exhausting every rcasonable possibility of finding direct
evidence for the control of each particular corner.

All lines of this survey were run by direct method where
the lines were accessible; lines inaccessible were run by
triangulation or traverse methods., Distances to topo-
graphy on lines run by traverse or triangulation mecthods
are approximately as scaled from U.S.G.S. topographic
sheet '"Wellington, Utah.'" The details of such traverses
or triangulations have been thoroughly checked and veri-
fied, and in order to simplify the record, thc diagrams
and reductions are omitted from these field notes.

The direction of the lines of this survey were determined
by reference to true meridians established on line by
hour angle observations on Polaris and altitude observa-
tions'on the sun. The lines were carried forward by
sustained angulation being supplemented by other altitude
observations on the sun taken throughout the progress of
the survey,

The geographic position of the southeast corner of the
township is at latitude 39° 38' 41.6" N, and longitude
110° 37' 23,4" W., as determined from section line ties
to U.5.G.5. triangulation station "Coal," at latitude

39° 43' 08.7" N. and longitude 110° 38' 50.1" W,, located
N. 69° 24' 20" W., 15.43 chains distance from the corner
of sections 1, 2, 11 and 12,

The magnetic declination was read at several stations
throughout the township and the average of these readings
was found to be 15° 45' East,

Dependent Resurvey of the East Boundary, T. 13 S., R, 1l1:

Reestablishment of the Retracement Executed by John R,
Stewart in 1902, with establishment of W. 1/4 sec. cors.
pertaining to T. 13 S.,, R, 12 E., on this line.

S AT



CHAINS

19.50

23.90
32.20

40,18

| £rom which-

Dependent Resurvey of the East Boundary, T. 13 So’ R, 11 E,

inni ' d 14 S., Rs. 11 and
Beginning at the cor. of Tps. 13 an R
12gE., which is monumented with a sandstone, 24x11x11 ins .

" firmly set and plainly mkd. 6 notches on N., 5., E., and

W. edges, and witnessed by a mound of stone, 3 ft, base,
1% ft. high alongside.

At the cor. point

Set an iron post, 30 ins. lopg, 2% ins, diam., 18 ins,
in the ground, and in a mound ofstone, 4 ft, base to top,

with brass cap mkd.

T13S
R11E R12E
§$36s31
51)s6

T14S
1965

Thence,

N. 0° 45' E,, bet. secs. 31 and 36.

Over gently rolling land through scattered timber and
sagebrush undergrowth,

Wash, 15 lks, wide, 3 ft. deep, drains S. 20° W,

Wash, 40 lks, wide, 6 ft. deep, drains S. 35° W.

Soldier Creek, with stream of water 40 lks. wide, 1 ft,
deep, flows S. 35° W.; asc, 20 ft. over gentle SE, slope.

The 1/4 sec. cor. of secs. 31 and 36, monumented with a
sandstone, 10x8x4 ins., firmly set and plainly mkd., 1/4
on W, face.

from which an original - bearing tree:

A dead and fallen juniper, 6 ins. diam,, bears
West, 10 lks. dist., plainly mkd. % S BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.

T13s
R11E R12E

%
$36 |S31.
1965

A juniper, 6 ins. diam., bears N. 34° E., 17% 1ks.
dist., mkd. % S31 BT. ~

A Juniper, 6 ins, diam.,, ﬁears‘S. 47° W., 22 1ks.
dist., mkd. % S36 BT,

- Bury original cor. stone alongside iron post,

N. 0° 17' W., beginning new measurement .

Continue over gently rolling land through scattered
timber; asc. 65 ft. over SE, slope.




w

Dependent Resurvey of the East Boundary, T. 13 S., R. 11 E.
w

16.67 | Trail road, bears S. 40° W. and N, 60° E. curving N.
20.05 |Top of ascent slopes E.; desc. 10 ft. over NE. slope.

21.55 Bottom of descent; leave timber, bears NW. and SE.; -enter
shadscale and greasewood undergrowth. Thence over nearly
level land. : : '

" 28.80 Same trail road, bears N. 30° W, and S. 30° E.

31.00 |wash, 15 lks. wide, 3 ft., deep, drains S. 25° E.; asc.
: 20 ft. over gentle SE. slope. :

40,21 The cor. of secs. 25, 30, 31 and 36, monumented with a
sandstone, 12x10x4 ins., firmly set and plainly mkd. 1
{notch on S, and 5 on N. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, with brass cap mkd.

T13s
RLLE R12E
S$25]530
S36(831

1965
Bury original cor. stone alongside iron post.

Raise a mound of stone, 3 ft. base, 2 ft. high, W. of
cor. .

Land, gently rolling.

Soil, clay loam.

Timber, scattered juniper.

Undergrowth, sagebrush, greasewood and shadscale.

N, 0° O1' E., bet. secs. 25 and 30.

Over gently rolling land through shadscal: and greasewood
undergrowth.

0.08 |{Fence, bears nearly E. and W.
20.00 |Enter dense juniper timber, bears E. and W.

40.46 |The % sec. cor., of secs. 25 and 30, which is monumented
with a sandstone, 12x8x5 ins., firmly set and plainly
mkd. % on W. face, and located on fence line bearing E.
and W,

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the ground, and in a collar of stone to top, with brass
cap mkd.

T13S
RL1E RL2E
%
525530
1965

Bury original cor. stone alongside iron post.

N. 0° 33' E., beginning new measurement.
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ssc. 5 ft. over gentle 5. slope. Enter scattered timber)|

Trail road, bears E. and W.

2ld corral, oo line.

:Tclvphuﬂc line, Hears N. 17 E. and S, 41° W,

carioa diten, 13 lks. wide, I ft. deep, flows S. 57°
33

Highwav 53, zravel, bears N, 28° E. and S. 35° W.;

;5:
D le tizber,

sench marker, which is an iron post, 12 ins. above
Peround, 5 ias. diam., bears West 2,11 chs. dist., mkd.

ELEV. 0254

tor tae cor. of sves. 19, 24, 25 and 30 at propor-

Pooint
. bearing and dist,; there is no remaining evidence

luntiate

clothe origingl cor.

I>t an iron post, 30 ins. long, 2% ins. diam., 24 ins. in
the groand, witi brass cap mkd.

Tl3s
RLLE RIZE

1965

!
PRt ie o mound of stone, 3% ft. base, 2 ft. high, W. of
i
[IRNERYS G

)

(Lore Tocated about 100 ch. W. of Highway 53,
shead, sently rolling.

>l pravelly clay loam,

» svattered to dense juoniper,
Minderorowth, sacebrush and greasewood.

"Timber

srvev of the East Boundary, T. 13 S., R, 11 E.

Noouooouyt kL, alons the E. bdy. of sec. 24.
Sreer mouatainous land. Asc. 155 ft. over SW. slope.

Trol rond, bears N 45 E. and S. 45° W.; enter densc

tiaer,

JRimeon teach, bears NE. and SW.; asc. 40 ft. over rolling

Caod,

~och MRS wide, f ., deep, drainsg S. 75° E.

v

ot L, hears N,o490 50" W, and 5. 49° 50' E., with

TEedh ol Llongatde,

PR tor the AL Y Sec. coar, of sec, 19, T. 13 8., R. 12
=e boabdposat ety the cor. of secy, 19, 24, 25 and 30,

delothe o losiog cor, ol secs. L8 and 19, T. 13 s.,, R. 12 E

R iree st 80 dns . long, 2% ins. diam,, 18 ins. in
Acoaround, and 4oy collar of stone to top, with brass
vyoomad,

PO



Dependent Resurvey of the East Boundary, T. 13 S., R. 11 E.

CHAINS

40.12

48.80

53,50

156.00

57.00

79.38

T13S
R11E R12E

%
|s19
1965

from which

A pinon, 5 ins. diam., bears S. 10° E., 13 lks.
dist., mkd. 1/4 S19 BT. :

A pinon, 5 ins, diam., bears S. 58° 30' E., 22 1lks.
dist., mkd. 1/4 S19 BT.

Raise a mound of stone, 3 ft. base, 1% ft, high E.
of cor.

Point for the E. 1/4 sec. cor. of sec. 24 at proportionatd
bearing and dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, with brass cap mkd.

T13S

R11E R12E
L

3
S24 |
1965

from which

A pinon, 5 ins. diam., bears N. 70° W., 32 1lks.
dist., mkd. 1/4 S24 BT,

Raise a mound of stone, 3 ft. base, 1% ft. high,

W. of cor.
\

Continue over bench land through dense timber.

Rim of bench, bears N. 75° W. and S. 75° E., thence by
triangulation, desc. 50 ft. over rocky NE. slope.

Power line, bears N. 54° E. and S. 54° W.

Draw, with small stream of water, flows E.; asc. 230 ft.
over rocky SE. slope.

Underground gas line, bears NE. and SW.

The closing cor. of secs. 18 and 19, T. 13 S., R, 12 E.,
monumented with a sandstone, 12x10x8 ins., firmly set and
plainly mkd. 3 notches on N. and S. edges and CC on E.
face, and witnesgsed by a mound of stone alongside.

from which the original bearing trees:

A pinon, 14 ins, diam., bears N. 32° E., 34 lks.
dist., mkd. CC T13S R12E S18 BT.

A pinon, 10 ins. diam., bears S. 38° E., 45 lks,

dist., mkd. CC T13S R12E S19 BT.

Note: there is no record of these bearing trees.
At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

180-—7 “Dctober 1964) - . . 4—673b) USDI—-—-BLM NN



Dependent Resurvey of the East Boundary, T. 13 §., R. 11 E.
CHAINS
T13S
R11E R12E
$24S18 C
s19 C
1965

Asc. 20 ft. over SE. slope.

80.24 The cor. of secs. 13 and 24, which is a sandstone boulder
8x6x4 ft., mkd. with a cross (+) and 3 notches on N. and
S. sides of cross.

At the corner point

Set an iron post, 8 ins. long, 1 in. diam., 6 ins. in
a drill hole, with brass cap mkd.

T138
R11E R12E

Sl3l518
524

1965
from which an original bearing tree:

A pinon, 8 ins. diam., bears N. 60° W., 16 lks.
dist., mkd. S13 BT. (There is no record of this
bearing tree.)

A sandstone boulder, 12x8x5 ft., bears S. 57° W.,
24% lks, dist., mkd. with a cross (+) and the
letters BO on E. face.

Land, rolling bench'S. portion; mountainous N. portion.
Soil, rocky clay loam.

Timber, dense pinon and juniper.

Undergrowth, sagebrush. ’

N. 0% 07' E., along the E., bdy. of sec. 13.

From the true cor. point, by triangulation, asc. 800 ft.
over broken and ledgy SE. slope.

0.03 |Witness cor. of secs. 13 and 24,

35,50 End triangulation; asc. 85 ft. over SE. slope.
37.30 Spur, slopes S, 70° E.; desc. 50 ft. over steep NE. slope,
38.35 |Point for the W, 1/4 sec. cor. of sec. 18, T. 13 S., R, 12
E., at midpoint bet. the closing cor. of secs. 18 and 19,
and the closing cor. of secs. 7 and 18.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground to bedrock, and in a mound of stone, 3 ft,
base to top, with brass cap mkd.

T13s
R11E R1Z2E.

%
[s18
1965

GPO !



Dependent Resurvey of the East Boundary, T. 13 S., R, 11 E,

CHAINS® * . ¢
from which
A pinon, 8 ins, diam., bears N. 19° E., 12 lks,
dist., mkd. % S18 BT,
A pinon, 8 ins., diam., bears N, 42° E., 23 iks,
dist. mkd. % S18 BT.
Desc., 30 ft. along steep.E,.slope.
39.65 Point for the E. % sec, cor. of sec, 13 at proportionate

bearing and dist.; there is no remaining evidence of the
original . cor., ’ .

Set an iron post, 30 ins. long, 2% .ins. diam., 6 ins., in
the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd,

T13S
RI1E RIZE

L

.
s13
1965

from which

A pinon, 7 ins. diam., bears N, 69° W., 50 lks.
dist., mkd. % S13 BT,

A pinon, 4 ins. diam., bears N. 41° W,, 40 lks,
dist., mkd. % S BT.

Thence, by triangulation, desc, 100 ft. along steep
E. slope.

48.00 Head ofidraw, drains E.; asc, 100 ft, over SE. slope.

75.00 Ridge, bears N. 30° E. and S. 30° W. curving S. End
triangulation, Desc, 50 ft., over NW, slope.

77.56 The .closing cor. of secs. 7 and 18, T. 13 S., R, 12 E,,
monumented with a sandstone, 18x14x6 ins., firmly set in
mound of stone and mkd. 4 notches on S. and 2 on N.
edges and CC on E, face.

from which the original bearing trees:

"A long leafed pine, 14 ins. diam., bears N, 42° E.,

53 lks, dist., mkd. T13SR12E S7 BT. (Record: 51 lks.
dist.)

A long leafed pine, 24 ins. diam., bears S. 75° E.,

66 lks. dist., mkd. T135R12E S18 BT. (Record: 62

1ks.) o

At the cor,. point
Set an iron post, 30 ins. long, 2% ins. diam,, 18 ins.

in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

)180—7 (October 1964) (formerly 4—673b) USDI—-—BLM FIELD NOTE PAPER
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CHAINS

8
" ™ ..endent Resurvev of the "re D i 2 T o1 1
T13S
R11E R12E
S13]S7 'C
S1i8 C
1965

79.17

Bury origingl cor..stone alongside iron post,

Desc. 25 ft., over NW, slope.

The cor. of secs. 12 and 13, monumented with a sandstone,
16x8x5 ins., firmly set and plainly mkd. 4 notches on S.
and 2 on N. edges, and witnessed by a mound of stone to
w.

from which the following bearing trees were found:

A long leafed pine, 24 ins. diam., bears N. 11°
45' E., 34 lks. dist, (Note: there is no record
of this bearing tree.)

A long leafed pine, 14 ins. diam., bears S, 72° E.,
48 lks. dist. (Note: there is no record of this
bearing tree,)

A long leafed pine, 18 ins. diam., bears S. 55° 30'
Wey 39 lks, dist., (Note: there is no record of
this bearing tree.) ' .

Scribe marks om original bearing trees are partially
grown over and full markings not visible,

At the cor. point

Set an irom post, 30 ins. long, 2% ins, diam., 24 ins. in
the ground, with brass cap mkd.

T13S
R11E R12E

.S512])87
S13
1965

Bury original cor. stone alongside iron post.

Rebuild mound of stone, 3 ft. base, 1% ft, high, W, of
cor. ‘ . :

Land, mountainous and broken,

Soil, rocky loam, :

Timber, dense pinon and juniper and scattered pine,
Undergrowth, sagebrush, oak brush and'serviceberry.

N. 0° 29' w., along the E, bdy., of sec. 12,

<

GPO



CHAINS

25,00

38.025

39.52

55.00

69.15 .

77.66

11

Dependent Resurvey of the East Boundary, T, 13 S,, R, 11 E,

Over mountainous and broken land through dense timber
and undergrowth. By triangulation, desc., about 580 ft.
over steep and broken NW. slope.

Ledgy draw, drains S. 60° W, from N. 20° E,; asc, 500 ft,

.y

over broken SE. slope.

Point for the W. % sec. cor. of sec, 7, T. 13 §,, R, 12
E., at midpoint bet. the closing cor., of secs. 7 and 18
and the closing cor, of secs. 6 and 7., End triangula-
tlon.

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T13S
R11E R12E
k4

sS7
1965
Asc, 40 ft. over SE. slope.

Point for the E,., % sec. cor, of sec, 12 at proportionate
distance. Tnere is no remaining evidence of the
original cor,

Set an irom post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

- T138
R11E R12E

%

s12

1965

’

Asc, 450 ft, over brokeh and ledgy SE. slope.

Rim of Book Cliffs, mesa, curves SE. and SW.; leave
timber;. desc, 205 ft. over N. slope through dense
sagebrush, oak brush and serviceberry undergrowth.

Head of draw,. drains N. 60° W,; desc. 65 ft. along
W. slope.

The closing cor, of secs. 6 and 7,. T, 13 S.,, R, 12 E,,
monumented with a sandstone, 22x14x6 ins., firmly set
and plainly mkd. 5 notches on S. and 1 on N, edges and
CC on E, face. .. . .

At the cor, point
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone, with brass cap
mkd,

9180--7 (October 1964)

(formerly 4~673b) USDI—-—BLM Fl s
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Dependent Resurvey of the East Boundary, T. 13 S,, R. 11 E,

CHAINS

T138
R11E R12E
S12i|s6 _C
s7 C

1965

Bury original cor. stone alongside iron post,

Desc, 10 ft. along W. slope.

82.49 | The cor. of secs.,'l and 12, monumented with a sandstone,
22x14x5 ins., firmly set and plainly mkd. 5 notches on
S, and 1 on N. edges.

At the cor, point

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.,
in the ground, and in a collar of stone to top, with
brass cap mkd.

T13s
R11E R12E

S1|S6
S12
1965

from which

An oak, 4 ins, diam., bears N. 45° We, & lks. dist.,
mkd. S1 BT.

Bury original cor. stone alongside iron post,

Cor. located at S. edge of dense oak and dead
aspen grove,

Land, mountainous.

Soil, rocky clay loam.

Timber, dense pinon and juniper, scattered pine S.
portion.

Undergrowth, sagebrush, oak brush and serviceberry,

N. 0° 34' W,, along the E. bdy. of sec. 1,

Over mountainous land through dense undergrowth. By
triangulation, desc. about 30 ft. over N. slope.

1.50 | Small draw, drains W. about 10.00 chs. to small reservoir
asc. 150 ft, over SW.. slope, '

34,49 | Point for the W. % sec. cor, of sec, 6, T. 13 S., R, 12
E., at proportionate dist. bet. .the closing cor. of secs,
6 and 7 and the closing cor. of T, 13 Sey Rs, 11 and 12
E. End triangulation,

GPO =



CHAINS

39.16

11

Dependent Resurvey of the East Boundary, T. 13 S., R. 11 E,

Set an irom post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T13S

R11E R12E

%

S6
1965

Intersect the N. bdy. of the Tp. at the closing cor. of
Tp. 13 S., ‘Rs. 11 and 12 E., which is monumented with a
sandstone, 17x12x6 ins. loosely set and plainly mkd. 6

notches and CC on S., no other mks, visible.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins,
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd.

T12S R12E

§31
S1{S6

cc
T13S

R11E R12E
1965

Bury original cor. stone alongside iron post,

From this cor., the S. % sec. cor. of sec. 31, T. 12 S.
R. 12 E., bears S. 89° 53' E., 19.24 chs, dist., monu-
mented with a llmestone, 18x9%5 ins., firmly set and
plainly mkd. % on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.

TLZS R12E
¥ 831

T13s
1965

Bury original cor. stone alongs1de iron post.

Raise a mound of stone, 3 ft, base, 1; ft. high, N. of
cor.

From the same cor., the cor, of Tp. 12 S,, Rs, 11 and
12 E., bears N. 89° 53' W., 18,91 chs. dist., monumented
with an iron post 2% ins. diam., hereinafter described,

Land, mountainous.,
Soil, rocky clay loam,
No timber,

Undergrowth, dense sagebrush, oakbrush and serviceberry.,

13

180-7 » -:

1964) (formerly 4—673b) USDI——BLM il



»

CHAINS

5.00

- 8.90

14.00

16 .00

20.35

26.85

32.30

38.50

39.84

12

Dependent Resurvey of the South Boundary, T. 13 S., R. 11 E,

Reestablishment of the Resurvey Executed
by A. D. Ferron in 1891

From the cor. of Tps. 13 and 14 S., Rs. 11 and 12 E.,
hereinbefore described.

N. 87° 23' W., bet. secs, 1 and 36.

Over rolling bottom land through dense greasewood
undergrowth,

Wash, 50 lks. wide, 6 ft. deep, drains S.

Soldier Creek, with stream of water, 40 lks. wide, 1 ft.
deep, flows S. 30° W.; asc. 10 ft. over gentle SE.
slope.

Wash, 50 lks. wide, 8 ft. deep, drains S.

Bas¢ ~f hill, bears N. and S.; asc. 90 ft, over E.
slope.

State Highway No. 53, gravel, bears N, and S. Enter
dense timber,

Top of bench, bears N. and S., thence over nearly level
land.

W. rim of bench, bears N, and S.; desc. 100 ft, over W,
slope. ’ ’

Small creek, 5 lks wide, 1 ft, deep, flows S. 20° E,;
asc., 100 ft. over E, slope. -

Trail road, bears N, and about S, 20° E,

E. rim of bench, bears N. and S., thence over gently
rolling land.

The % sec. cor, of secs. 1 and 36, monumented with a
sandstone, 15x11x5 ins., firmly set and plainly mkd,

L on N, face,

from which an original bearing tree:
A juniper, 6 ins. diam., bears N, 67° W., 24 1ks.
dist., scribe mks, illegible. (Record: N. 69°
W. 24 1ks.)

At the cor, poinf

Set an iron post, 30 ins. long, 2% ins. diam,.,, 22 ins,

in the ground, and in a collar of stone to top, with
brass cap mkd.

GPO
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Dependent Resurvey of the South Boundary, T. 13 S., R.

11 E.

15

CHAINS

22,25
30.00
36.80

40.32

T13S R11E

- - 'y 836 el
sL ..

TL14S
1965

from which

A pinon, 10 ins. aiam., bears S, 32° E,, 53 lks.
dist., mkd, % S1 BT.

A pinon, 12 ins, diam., bearsAN° 37° W., 45 lks,
dist., mkd. % S36 BT,

3

Bury original cor. stone alongside iron post.

N. 89° 20' W., beginning new measurement,

Asc, 40 ft, over gently rolling bench land, through
dense timber, . o

Wash, 10 lks. wide, 1 ft. deep, drains S. 15° E,
Leave dense timber, enter sagebrush, bears N, and S,
Enter timber, bears N; and S;

The cor. of sécs. 1; 2, 35 and 36, monumented with é

sandstone, 12x8x6 ins., firmly set and dimly mkd. 1
notch on E., and 5 on W. edges.-

At the cor. point
Set an iron post, 30 ins. long, 2% ins; diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.
T13S R11E
’ ‘ " 835[s36
’ S§2{S1

T14S
1965

from which

A pinon, 10 ins. diam., bears N, 36° 25' E., 64 lks

dist,.,, mkd. 536 BT. (tree is too scrubby for full
markings).

A juniper, 6 ins, diam., bears S. 65° 20' E., 51
lks. dist., mkd. S1 BT. (tree is too scrubby for
full markings).

4
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CHAINS

9.10

17.00

30.70

39.00

40 44

44.00

50,00

71,00

14

Dependent Resurvey of the South Boundary, T. 13 S., R. 11 E,

A pinon, 10 ins. diam., bears S, 31° 20' W., 54 lksf

dist., mkd. S2 BT. (tree is too scrubby for full
markings) .

A juniper, 6 ins. diam., bears N, 54° 25' W.,
25 lks. dist., mkd. S35 BT. (tree is too scrubby
for full markings).

Bury original cor., stone alongside iron post.

Cor. located at. cor. of fence bearing N, 0° 25' E,
and S. 17° 56' W,

Land, rolling bench- and bottom land.

Soil, clay loam.

Timber, dense pinon and juniper W, portion; no timber
E,., portion.

Undergrowth, dense greasewood E. portion; sagebrush W.
portion,

N. 89° 48' W., bet. secs. 2 and 35.
Over rolling bench land through dense timber,

W. rim of bench, bears N, and S. Leave timber; desc.
120 ft, over NW. slope.

Wash, 20 lks. wide, 3 ft. deep, drains irregularly W,

Wash, 20 1ks. wide, 3 ft, deep, dralns irregularly S,
asc. 40 ft, over E. slope,

Wash, 50 lks., wide, 4 ft. deep, drains S. 20° E.; asc.
40 ft. over steep SE, slope.

P01nt for the % sec, cor, of secs. 2 and 35 at pro-
portionate dist,.; there is no remalnlng evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins, diam., 22 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.

T13S R11E

1 835
* 82

T148
- 1965

Asc, 40 ft. over steep SE. slope.
Spur, slopes S, X0° W.; desc, 135 ft. over W. slope,

Base of spur, bears nearly N. and S,; desc, 20 ft,
over gentle W. slope,

Coal Creek, 2,00 chs, wide, 6 ft, deep, with stream of
water, 10 lks. wide, 8 ins, deep, flows S. curving SW,
from N. curving NW,

GPOQ
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Dependent Resurvey of the South Boundary, T. 13 S., R, 11 E.

CHAINS

80,88 |The cor, of secs, 2, 3, 34 and 35, monumented with a
sandstone, 10x8x3 ins,, plainly mkd. 2 notches on E.
and 4 on W, edges, and firmly set in old fence line
bearing nearly N, and S.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T13S R11E

o . - ‘ ©-834]835
s3[s2

T14S
1965

.- ‘Bury original cor. stone alongsidé iron post.

Raise a mound of stone, 3 ft, base, 1% ft, high, W. of
| cor. ' : : '

Land, rolling ‘bench "and bottom land.

Soil, clay loam, o

Timber, dense pinon and juniper or bench; no timber in
bottom land,

Uridergrowth, sagebrush and greasewood.

4

N. 89° 45' W,, bet. secs, 3 and 34.

Over gently sloping bottom land through dense greasewood
undergrowth,

5,60 |Wash, 100 lks. wide, 10 ft. deep, drains S. 25° E,

11.51 | Telephone line, bears N, 22° E. and S. 22° W, about 6.00
chs,; thence SE, . .

17.90 Center of narrow oiled road to Wellington, bears N. 3°
13' E. and S. 3° 13' W,; enter rolling hills; asc, 85 ft.
over E, slope.

21.80 | Wash, 15 lks. wide, 3 .ft. deep, drains S. 15° E,
32,75 | Small spur, slopes S.; ‘desc. 20 ft., over W. slope,

35,11 | Power line, in draw, bears N, 15° E, and S. 15° W,; draw
: drains S.; asc. 50 ft, over E. slope,

39.20 Spur, élopes S. about 2,00 chs. to end; desc., 40 ft. over
W. slope. ) .

40,38 | Point for the % sec. cor. of secs. 3 and 34 at pro-
: portionate dist.; there is no remaining evidence of .the
original cor.

Set :an iron post, 30 ins. long, .2% ins. diam., 20 ins.
in the ground, and in a .collar of stone to top, with
brass cap mkd.,

80—7 (October 1964) (formerly 4—673b) USDI~—BLM FIELD NOTEP*
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40.98

51.70
54.85
60,15

69,90

80.76

7.00
20.75
34,70

40,38

16

Depéndent Resurvey of the South Boundary, T. 13 S., R, 11 E,

T13S R11E

1 834

" Ts3
T14S
1965

Desc. 35 ft. along S. -slope,
Underground gas line, bears N. 56° E, and S. 56° W,

Wash, 20 lks. wide, 3 ft, deep, drains S.; asc, 20 ft.
over E. slope.

Clay spur, slopes S. about 3,00 chs. to end; desc. 45 ft.
over W. slope.

Wash, 50 lks. wide, 4 ft. deep, drains S.; asc, 115 ft,
over SE, slope.

Wash, 70 lks. wide, 4 ft. deep, drains S. 40° E.

Point for the cor, of secs. 3, 4, 33 and 34 at pro-
portionate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% 'ims. diam., 18 ins. in
the ground to bedrock, and in a mound of stone, 3% ft,
base to top, with brass cap mkd.

T13S R11E

S533(834
S4(83
T148
1965

Land, rolling.

Soil, clay.

No timber.

Undergrowth, greasewood and shadscale,

N. 89° 45' W,, bet. secs. & and 33.

Over rolling land through .shadscale and greasewood
undergrowth; asc, 145 ft, over NE. slope.

E. rim of bench, .bears NW. and SE., thence over gently
rolling bench land recently cleared of timber.

W. rim of bench, bears N, 35° W, and S. 35° E.; desc,
250 ft. over SW. slope, Enter timber.

Base of steep descent, bears NW. and SE.; desc. 30 ft.
over gentle SW. slope., Leave timber.

The % sec. cor. of secs. 4 and 33, monumented with a
sandstone, 12x10x7 ins., firmly set and plainly mkd,

% on N, face.

At the cor, point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
in the ground, with brass cap mkd.

GPO
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Dependent Resurvey of the South Boundary, T. 13 S., R, 11 E,

19

’ \cﬁAnw'

2.35
31.60

38.95

39.66

7.50

11.40

T13S R11E

3 S33
sS4
T14S

1965
Bury original cor. stone alongside iron post.

Raise a mound of stone, 3 ft base, 1% ft. high, N. of
cor,

$.-89° 20'-W,., beginning new measurement.

Wash, 70 lks, wide, 8 ft. deep, drains S. 30° E,; asc.
115 ft. over rolling land,

Wash, 30 lks, wide, 4 ft, deep, dralns S. 70° E.; asc.
210- ft. over steep NE, slope.

Spur, slopes SE.; desc. 10 ft. over SW. slope.

Point for the cor. of secs. 4, 5, 32 and 33 at pro-
portionate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, -and in a collar of stone to top, with
brass cap mkd.

T13S R11E

321533
S5154

T148
1965

from which

A juniper, 6 ins. diam,, bears N. 76° E., 3 lks.
dist,, mkd. S33 BT. (tree too scrubby for full
‘markings) .

Land, rolling and mountainous.

Soil, rocky clay.

Timber, widely scattered juniper and pinon E, portion.
‘Undergrowth, shadscale and greasevood.

S. 89° 20' W,, bet., secs. 5 and 32.

Over broken land through medium dense tlmber. Desc. 60
ft. over SW, slope,

Head of draw, drains S.; asc, 120 ft. over SE, slopé.

Point of spur, slopes sharply S.; desc., 180 ft, over
steep SW. slope.

B0—7 (October 1964) (formerly 4~673b) USDI——BLM
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Dependent Resurvey of the South Boundary. T < 1

CHAINS

16.65
23.35

27.90

35.05

39.66

16,05

Draw, drains S.; asc. 50 ft. over SE. slope.
Point of spur, slopes S.; desc. 85 ft, over SW. slope,

Wash, 30 1lks., wide, 3 ft, decp, In draw, drains §,
20° E.; asc. 225 ft. over steep E, slope,

E, rim of bench, bears N. 10° W, and S. 10~ E., thence
over nearly lcvel bench land through dense timber, Cor,
of new fence is 2,45 chs, S. with fence bearing S. 20° E,
and W,

The % sec, cor. of sves, S and 32, monumented with a
sandstone, 14x9x4 ins., plainly mkd, % on N. face and
firmly set in small mound of stone,

from which the original bearing trecs:

A juniper, 14 ins. diam., bears N. 59° E., 8 lks,
dist., dimly mkd., S B T, (record: N, 50° E., 8 lks.

A juniper, 6 ins. diam,, bears S, 69° E., 12 1lks.
dist., dimly mkd. .S BT. (rvcord: S. 69° E., 13 lks,

At the cor. point

Set an iron post, 30 ins., long, 2% fns, diam,, 18 ins,
in th - ground to bedrock, und in a mound of stone, 3 fr,
base to top, with brass cap mkd,

T13S RI11E

v S§32

Y]
T14S
1965

from which

A pinon, 12 ins, diam., bears S, 59° 30! We, 57 lks.
dist., mkd. S5 BT,

-

A juniper, 8 ins. diam., bears N. 54° 30' W., 40 lks.
dist., mkd. % S32 BT. ’

Bury original cor. stone alongside iron post.

A new E, and W, fence line is 2,37 chs. S, of cor,

N. 89° 34' w,, beginning new measurement.

Continue over nearly level bench land through dense
timber,

End of new fence bearing E. is 2.43 chs. S, of line,

GPO -
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Dependent Resurvey of the South Boundary, T. 13 S., R. 11 E.

O

(S

CHAINS

20.65

24.50

27.70

30,75

39.83

0.50

2.50

9.10
16.00

23.60

30.60

W. rim of bench, bears N. and S.; leave timber; desc.
125 ft. over W. slope.

Wash; 50 lks. wi&e, 6 ft. deep, drains S.

Wash, 20 lks. wide, 3 ft. deep, dralns S. 20° E.; asc.
90 ft. over E. slope.

Low spur, slopes S.; asc, 50 ft, along steep S. slope.

The cor. of secs., 5, 6, 31 and 32, which is a sandstone
boulder in place, 4x4xl% ft., above ground, plainly mkd.
with a cross (X), and 5 notches on E. and 1 notch on W.
leg of .cross. .

At the corner point

Set an iron post, 8 ins. long, 1 in. diam., 6 ins. in
a drill hole with brass cap mkd.

T13S R11E

531832
56|S5

T148
1965

Land, broken E. portlon, bench land W. portion.

8011, rocky clay.’

Timber, dense pinon and juniper E. portion; scattered
pinon and juniper W. portion.

‘Undergrowth, scattered shadscale and sagebrush.

S. 87° 40' W., bet. secs. 6 and 31.

Over broken bench land through scattered timber. Asc.
10 ft. along S. slope.

Top of ascent, slopes S.; desc. 50 ft. over SW. slope.
Wash, 20 lks. wide, 2 ft. deep, in draw, drains
irregularly S.; 'asc. 175 ft. over rocky and steep NE.

slope.

East rim of bench, bears N. and S., thence over gently
rolling bench land recently cleared of timber.

W. rim of bench, bears N, 30° W, and S. 30° E.; enter
dense timber; desc. 180 ft. over SW. slope.

Wésh, 20 1lks. wide, 3 ft. deep, drains S. 15° E.; asc,
60 ft. over rolling land.

Wash, 30 lks. wide, 2 fe. deep, drains S. 40° E.

0

(F.. .. . . 4=673b) USDI—-—BLM cl N
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CHAINS

33.55

40.60

41,24

42.95

44,85

53.90

57.95

80.65

82,56

20

Dependent Resurvey of the South Boundary, T. 13 S., R. 11 E,

Beginning of fence bearing W, {s about 2.50 chs. S. of
line.

Wash, 50 lks. wide, 1 ft. deep, drains S. 40° W.

Point for the 1/4 sec. cor. of secs. 6 and 31 at pro-
portionate dist.,; there is no remaining evidence of
the original cor,

Set an ifon post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T13S R11E

S31
K S6

T14S
1965

from which

A juniper, 6 ins. diam., bears N. 44° E,, 30 lks.
dist., mkd. 1/4 S31 BT.

A juniper, 10 ins, diam., bears S. 74° E., 24 lks.
dist., mkd. 1/4 S6 BT.

A new fence bearing about E. and W, is 2.39 chs.
S. of cor.

Continue over rolling land through dense timber. Asc.
15 ft.

Wash, 30 lks. wide, 4 ft. deep, drains S. 20° W.

Improved gravel road, bears N. 20° E, and S. 20° W.

Top of ascent, bears N. and S.; desc. 70 ft. over W.
slope.

Wash, 70 lks. wide, 4 ft. deep, drains S. 30° W.; asc.
100 ft. over SE. slope.

Top of ascent, bears N. and S.; desc. 40 ft. over SW.
slope. .

The cor. of Tps. 13 and 14 5., Rs. 10 and 11 E.,
monumented with a sandstone, 20x10x6 ins., firmly set
and plainly mkd. 6 notches on N., S., E. and W. edges.

from which the original bearing trees:

A pinon, 10 ins., diam., bears N. 3° E., 17 1ks,
dist., mkd. S31T13SR11E BT. (Record: N. 8° E.,
27 1ks.).

GPO
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:Dependént Resuf#ey of the South BSundary, T, 13 S.,, R. 11 E.

23

CHAINS

3.15

24,80
35.10

39.40

41.52

A juniper, 8 ins. diam., bears N. 65° E., 29 lks,
dist. (Record: N, 63° E., 35 lks. dist,).

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T13S
""R10E R11E

$36(531
s1)s6 )
T14S
1965

Bury original cor, stone alongside iron post.

A new fence bearing about E. and W. is 20 lks. S, of
cor., :

Land, rolling and broken bench land.
Soil, rocky clay loam,

Timber, dense pinon and juniper.
Undergrowth, sagebrush.

Dependent Resurvey of a Portion of the East
Bdy., T. 13 S,, R, 10 E,

Reestablishment of the Resurvey Executed by
A, D, Ferron in 1890

N. 2° 00' E., bet. secs. 31 and 36,

Over rolling land through dense timber; asc. 40 ft,
over SW. slope.

Rim of bench, bears N, 30° W. and S. 30° E., thence

‘over nearly level-bench'land,

Draw, 20 ft. deep, drains S, 40° E,
Desc. 65 ft; over N. slope. : o

Wash, 30 lks. wide, 4 ft, deep, in draw, drains S, 65° E.
asc, 20 ft, over S. slope,

Point for the % sec. cor. of secs, 31l and-36 at pro-
portionate dist,; there is no remaining evidence of
the original cor. :

Set an iron post, 30 ins, long, 2% ins. diam,, 20 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.

80~7 (October 1964) (formerly 4=673b) USDI——BLM
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45.25
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Dependent Resurvey of a Portion of the East
° Bdy., T. 13 S., R, 10 E.

. T138

R10E RI11E
%

5365831

1965

from which

A pinon, 8 ins. diam., bears N. 25° 45' E,, 21 1ks.
dist., mkd. % 531 BT.

A pinon, 10 ins. diam., bears S. 60° W., 48 1lks.
dist., mkd, % S36 BT.

Raise a mound of stone, 4 ft. base, 2 ft. high,
W. of cor.,

Aéc. 65 ft. over S, slope.

Top of asceﬁt, bears E. and W., thence over gently
rolling bench land.

Leave timber, bears E. and W.; enter recently cleared
land.,

The cor., of secs. 25, 30, 31 and 36, monumented with a
sandstone, 11x8x4 ins., firmly set in mound of stone and
plainly mkd., 1 notch on S. and 5 notches on N, edges.

At the cor, point ,

Set an iron post, 30 ins,. long, 2% ins, diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T13S
RI0E RILE

525[830
8361831 ':
1965

from which

A juniper, 12 ins, diam., bears S, 67° E., 15% lks,
dist., mkd. T13S R11E S31 BT,

A juniper, 8 ins, diam., bears S, 37° W., 50 1ks.
dist., mkd. S36 BT, (tree is too scrubby for full
markings) .

Bury original cqf. stone aloﬁgside iron post.

Land, rolling bench.

Soil, rocky loam.,

Timber, dense pinon and juniper.
Undergrowth, sagebrush. .

GPO
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Dependent Resurvey of a Portion of the East
Bdy., T. 13 s., R, 10 E,

N. 1° 52' W,, bet. secs, 25 and 30.

Over rolling bench land recently cleared of timber.
18,00 Desc, 30 ft, over NE, slope; enter timber.

25,40 Bottom of descent slopes E,; asc, 20 ft, over SE, slope,
35.20 Small spur, slopes SE.; desc. 25 ft. over NE. slope,
38.25 Small draw, 25 ft, decp, drains S. 40° E.

39.66 The % sec. cor, of secs. 25 and 30, monumented with a
sandstone, 24x20x8 ins., firmly set and plainly mkd, °
on W, face,

At the cor. point

Set an iron post, 30 ins. long, 2. ins. diam., 6 ins, in
the ground to bedrock, and in a mound of stonv, 4 ft, bas

to top, with brass cap mkd.

T13S
R10E R11E

1‘:
1
5251530
1965

from which

A pinon, 8 ins., diam., bears N, 80° E,, 14 1lks,
dist., mkd. } S30 BT,

A pinon, 6 ins. diam., bears N, 61 W,, 10 1lks,
dist., mkd, % S$25 BT,

Bury original cor, stone alongside @ n post.
Cor. is located on top of small spur, slopes SE.

Thence by triangulation, desc. about 50 ft, over N. <lope

N. 0° 12' E., beginning new measurement.

By triangulation; desc, about 50 ft. over N, slopc.

5.00 Wash, 50 lks. wide, 4 ft. deep, drains SE, about 60 1lks.
to wash, 70 lks. wide, 6 ft. deep, draining irrcegularly

SE.; asc. about 50 ft. over SE. slopec.

35.00 Leave timber, bears E. and W,; enter recently cleared
land.

7 (October 1964) Garmerty 4—873) USDI—BLM FIELD NOTE PAPER
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40,27
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Dependent Resurvey of a Portion of the East
Bdy., T. 13 S., R, 10 E.

The cor. of secs. 19, 24, 25 and 30, monumented with a
sandstone, 18x12x6 ins., firmly set and plainly mkd, 2
notches on S. and 4 on N, edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T13S
R10E RI1E

5241519
S$25|830
1965

Bury original cor. stone alongside iron post,

Raise a mound of stone, 3 ft. base, 1% ft, high, W. of
cor.

Land, rolling bench.

Soil, rocky loam,

Timber, dense pinon and juniper in uncleared area.
Undergrowth, sagebrush.

29.70

39,98

N. 0° 42" W,, bet, secs. 19 and 24,

Over rolliﬁg bench land cleared of timber. Asc. 115 ft,
over gentle S, slope,

Trail road, bears N, 60° E, and S, 60° We; enter dense
timber,

The % sec, cor. of secs, 19 and ‘24, monumented with a
sandstone, 18x16x12 ins., firmly set and plainly mkd,

% on W, face,

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam,, 6 ins, in
the ground to bedrock, and in a mound of stone, 4% ft,
base to top, with brass cap mkd,

T13s
.R10E R11E
1

£

S$24(519
"1965
from which

A juniper, 12 ins, diam., bears S, 56° E., 28 1ks,
dist., mkd, % S19 BT,

A pinon, 6 ins, diam,, bears S, 77° W., 21 1ks,
dist., mkd. % S 24 BT,

Bury original cor, Stone alongside iron post.,

GPO
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Dependent Resurvey of a Portion of the East
de., Tc 13 Sc,.Rn(lo E. .

¢ -

2,85
26 .60
38.64

38.74

50.60

52.20

77.48

Land, gently wolling bench land.

Soil, loam, . o
Timber, dense pinon and juniper N. portion,
Undergrowth, sagebrush,

Reestablishment of the Survey Executed by
A, D, Ferron in 1885

From the cor, of secs. 1, 6, 7 and 12, which is monu-
mented with an iron post, 2 ins., diam., 10 ins. above
ground, mkd, as described in the official record of the
1947 resurvey of a portion of the W, bdy. of T, 13 S.,
R. 11 E,

thence
N. 5° 09' W., alongA;he E. bdy. of sec. l.

Over mountainous land thrqﬁgh scattered timber and dense
undergrowth, Asc. 55 ft, over SW. slope.

Top of ascent, slopes W., thence by triangulation, desc,
about 100 ft. over NW. slope.

Draw, drains SW.; asc. about 250 ft, over steep SE,
slope.

Point for the closing cor. of Tps, 12 and 13 S., R, 11 E,
hereinafter described. End triangulation,

Point for the E, % sec, cor. of sec, 1 at proportionate
dist.; there is no remaining evidence of the original
cor,

Set an iron post, 30 ins, long, 2% ins. diam., 18 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.

v

T13S

R10E RI1E

%

S1

1965
Asc, 350 ft. over steep SE. slope.
Rim of Book Cliffs, bears E, and W., thence over gently
rolling land. Desc. 100 ft, over gently rolling N,
slope. , Leave timher,
Trail road, bears irregﬁlarly E. and W,
The cor. of Tps, 12 and 13 S,, R. 10 E,, monumented with
an iron post, 3 ins, diam., 8 ins, above ground, mkd. as

described in the official record of the 1923 resurvey of
the S, bdy., T, 12 S,, R, 10 E,

0~7 (October 1964) (formerly 4—673b) USDI——BLM
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7.00
14,15
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26

Dependent Resurvey of a Portion of the East
Bdy., T. 13 S., R, 10 E, -

Land, mountainous.

Soil, rocky loam. :

Timber, scattered pine and pinon S. portion; no timber
N. portion. :

Undergrowth, dense oakbrush and serviceberry S, portion;

dense sagebrush N, portion.

Dependent Resurvey of the South Boundary,
T. 12 S., R, 11 E,

Reestablishment of the Survey Executed by
A, D, Ferron in 1885

The cor, of Tp. 12 S., Rs, 11 and 12 E,, monumented with
a sandstone, 15x12x8 ins;, firmly set and plainly mkd.

6 notches on N., E, and W, edges, and witnessed by a
mound of stone to S,

At the cor. point
Set an iron post; 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a collar of stone to top, with

brass cap -mkd.

T12s
R11E R12E

536531
s1 .
T13S R11E
1965
Bury original cor. stone alongside iron post.
thence
N. 89° 21' W., along the S. bdy, of sec. 36.
Over rolling mountain land through dense undergrowth and
scattered patches of dense aspen timber. Asc. 60 ft,
over E, slope,
Slope changes; asc. 50 ft. over NE, slope.

Enter dense aspen -timber, bears N. and S.

Point for the N. % sec, cor. of sec, 1, T, 13 S,, R, 11 E
hereinafter described.

GPO
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Dependent Resurvey of the South
Boundary, T. 12 S., R, 11 E,

28 .45

39.00

- 40.395

56.00

60.01

66.05
76 .00

_;80.79

_cor.,

.Desc. 45 .ft., over W. slope,

Leave aspen timber, bears N, and S,.; asc, 135 ft, over
NE. slope.

Trail road, bears S. 15° W, and curves N. 65° E,

Point for the S. % sec. cor. of sec, 36 at proportionate
dist.; there is no remaining evidence of the original

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T12S R11E
. 536

T13S'R11E
1965

Asc, 35 ft., over NE,., slope,
Spur, slopes N.; desc, .20 ft, .over W. slope,

The closing cor. of secs, 1 and 2, T, 13 S., R, 11 E.,
hereinafter .described,

Shallow draw, drains N,; asc. 45 ft., over NE, slope.
Enter dense aspen timber, Bears N, and S.
The cor. of secs, 35 and 36, monumented with a sandstone,
14x13x10 ins., firmly set and plainly mkd. 1 notch on E.
and 5 notches on W, edges, and witnessed by a small mound
of stone alongside.,
At the cor, point
Set an iron post, 30 ins. long, 2% ins, diam., 15 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.

" T12S R11E

8351836
82

T13S R11E
1965
from which

An aspen, 6 ins, diam., bears N. 46° 20' E., 22% lks,
dist., mkd, T12S R11lE S36 BT,

An aspen, 5 ins, diam., bears N, 38° W,, 17 lks,
dist., mkd. T12S RI1lE S35 BT,

Bury original cor., stone alongside iron post.

07 (October 1964) (formerly 4—67%) USDI——BLM
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2,00

2,55

15.40

19.55

31.60

36.00

39.40

45,45

57.20

59.88

28

Dependent Resurvey of The South
Boundary, T. 12 5., R, Il E,

Land, rolling mountain,

Soil, loam. . T .

Timber, scattered patches of dense aspen, ]
Undergrowth, dense sagebrush and scattered serviceberry.

S. 89°.55' W,, along.the S, bdy. of sec. 35.
Over mountainous land through dense aspen timber.
Leave dense aspen timber, bears N, and S,

Rim of Book Cliffs, bears S, 20° E, and N, 20° W,,
curving W.; desc. 325 ft. over steep SW, slope through

dense undergrowth,

Head of draw, drains S, curving S. 70° W.; asc., 40 ft.
over SE. slope.

Point for the N, % sec, .cor., of sec. 2, T. 13 8,, R, 117}
hereinafter described.

Asc, 140 ft; over steep.SE, slope,

Spur, slopes S, 75% W,; desc. 100 .ft, over NW. slope;
enter scattered pine timber,

Enter dense timber, bears NE, and SW.
Point for the S. % sec. cor., of sec. 35 at proportionate
dist,; there is no remaining .evidence .of the original
cor.
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.,

T12S R11E

k835
T138 R11E
1965

Desc, 15 ft, along N. slope.

Spur, slopes N. 80° W,; desc. 100 ft. along S, slope;
leave dense timber.

Spur, slopes SW,; desc., 45 ft. over NW. slope.

The closing cor. of secsy 2 and 3, T, 13 S., R. 11 E,,
hereinafter described. . .

Desc, 340 ft, over W, slope through dense undergrowth
and scattered timber. ’ )




29 31

Dependent Resurvey of the South
Boundary, T. 12 5., R. 11 E,

CHAINS ’

78.80 | Point for the cor. of secs. 34 and 35 at proportionate
dist.; there is no remaining evidence of the original
cor,

Set an iron post, 30 ins. long, 2% ins, diam., 12 ins,
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T12S R11E

834835
S

T135 R11E
1965

" from which

A blazed pine, 6 ins. diam,, bears S, 55° 15' E.,
17 1ks, dist, ' '

A blazed pine, 6 ins., diam., bears S, 59° W., 36 lks}.
dist. . ’

Land, mountainous.
Soil, rocky loam.’
Timber, scattered patches of aspen, pine and pinon.
Undergrowth, densé sagebrush, oak brush and serviceberry.

S, 89° 55' W,, along the S. bdy. of séc. 34,

Over broken and mountainous land, through dense under-
growth and scattered timber, Desc, 75 ft., over NW.
slope.

'7.40 By triéngulgtion, desc. about 600 ft. over steep and
ledgy W. slope,

20.00 Coal Creek, with stream of water, 10 lks. wide, 6 ins.
deep, flows irregularly SW., from N. 85° W,; asc. about
20 ft, over NE. slope.

21.145 | Point for the N, % sec. cor. of sec. 3, T. 13 S., R, 11 E
hereinafter described.,

24,80 Trail road, bears irregularly N. and S.; asc., about 440
ft. over steep NE. slope.

39.40 Point for the S. % sec. cor. of sec, 34 at proportionate
dist.; there is no remaining evidence of the original
cor, End triangulation.

Set an iron post, 30 ins., long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, -with brass cap
mkd ., < :

0-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER




32

CHAINS

40.30
45,24
52,85

61,21

63.10
74,55

78.80

30

Dependent Resarvey of the South
Boundary, - T, 12 8., R. 11 E,

T12S R11E
% 834

T13S R11E
1965

from which

A spruce, 10 ins. diam., bears N, 47° 30' W., 29
lks. dist., mkd. % S34 BT.

Asc. 50 ft. over steep NE, slope,

Spur, slopes S. 80° E.; asc. 145 ft. over NE. slope,
Cor. of fence, bears N. 20 lks, dist., with fence bear-
ing SE. and W., thence along S, side of fence., Enter

dense timber,

Top of ascent slopes N,; desc., 15 ft. over gentle NW,
slope. ' ’

The closing cor. of secs, 3 and 4, T, 13 S., R. 11 E.,
hereinafter described. ’

Desc. 10 ft. over NW. slope,
Draw, drains N.; asc. 55 ft. over NE. slope,

Draw, drains NE.; asc. 45 ft. over E. slope,

The cor. of secs. 33 and 34, monumented with a sandstone,

18x8x8 ins., Firmly set in a mound of stone and plainly
mkd. 3 notches on E. and W. edges,

At the cor; point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground, with brass cap mkd. i

T12S8 R11E

S33{S34
Y

T13S R11E
.1965

Bury original .cor. stone alongside iron post.,

Raise a mound of stone, 2% ft., base, 1% ft; high, N. of
cor, . . . .

Cor, is located 7 lks. S, of E. and W. fence line,

Land, mountainous, broken,

Soil,;rocky loam, o :

Timber, scattered pine, pinon and juniper E, portion;
dense pine W. portion,

Undergrowth, dense oakbrush, sagebrush and serviceberry.

GPO ¢
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Dependent Resurvey of the South
Boundary, T..12, 8., R. 11 E,

33

5,00

22,61

33.60

41.20

15.90

16.50

21.61

27.50

40,07

N. 89° 57' W., along the S, bdy. of sec. 33.

Over mountalnous land through dense timber and under ~
growth, By triangulation, asc, about 30 ft. along draw,
drains nearly E, curvxng N, along S. side of E, and W,
fence line,

Leave draw; asc. about 425 ft, over steep NE, slope,
Leave dense timber,

Point for the N % sec. cor. of sec, 4, T, 13 S., R, 11
E., hereinafter described. End triangulation.

Asc, 325 ft. over steep NE. slope,
Spur, slopes S. 50° E. Fence bearing about E, and curv-
ing NW, about 2,00 chs., thence W, 2 lks. N, of line.
Desc. 45 ft. along S, slope,
The S. % sec. cor. of sec. 33, monumented with a
sandstone boulder, 8x7x4 ft., dimly mkd, with a
cross (+) and % on NE, cor,
On NE, side of boulder,
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of 'stone, &4 ft,
base to top, with brass cap mkd.

T12S R11E

S33

T13S RL1E
1965

N. 88° 16' W., beginning new measurement,

Asc. 185 ft. over SE. slope.

Top of ascent, bears irregularly E. and W.; desc. 15 ft,
over gently rolling mountain top through dense sagebrush

undergrowth,

Fence, bears about N, 85° E, and S. 85° W. curving W.

The closing cor., of secs. 4 and 5, T, 13 S., R. 11 E.,

hereinafter described.
Desc, 15 ft, over W, slope.

Wash, 20 lks, wide, 3 ft., deep, drains S. 1,00 ch, to
small stock pond; asc, 70 ft, over gentle NE, slope.

The cor. of secs, 32 and 33, monumented with a sandstone,
12x12x2 ins,, firmly set and plainly mkd. 4 notches on
E. and 2 on W. edges, and located on E, and W. fence
1inéc

-7 (October 1964) (formerly 4—673b) USDI——BLM
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10.00

22,30
24,80

28.34
34,75
36.95
37.15

40,75

32

Dependent Resurvey of the South
Boundary, T..12 S,, R. 11 E,.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd, - : Co

T125 R11E

§32|833
S5

T13S R11E
1965

Bury original cor, 'stone alongside iron post,

‘Land, mountainous,

Soil, rocky ‘clay loam, -

Timber, scattered ‘pine E. portion; no timber W. portion,
Undergrowth, dense sagebrush, scattered oakbrush and
serviceberry, ’ : : :

S. 89° 04' W., along the S. bdy. of sec. 32.

Over rolling mountain land through dense undergrowth,
Asc. 110 ft. over gentle NE. slope and along S. side of
E. and W, fence line. : ;

Enter dense aspen timber, bears N. and S,

Point for the N, % sec, cor. of sec, 5, T, 13 s,, R. 11
E., hereinafter described.

Top of ascent, bears N, and S,; desc. 70 ft. over W.
slope; leave timber,

Trail road, bears N, and S,
Enter dense aspen timber, bears N, and S.
Small draw, drains N.; asc, 15 ft. over genéle E. slope.
Leave aspen timbef.
Point for the S. % sec, cor, of see, 32 at proportionate
dist,; there is no remaining evidence of the original
cor,
Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in.the ground, and in a collar of stone to top, with
brass cap mkd,
T12S R11E
3 . ¥ 832
' T13S R1IE
1965

‘Deposit broken glass at base of 'iron post.

GPO
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Dependent Resurvey of the South
Boundary, T. 12 S., R, 11 E,

CHAINS

53.64

63,00

63.06

74.00

81.30

81.50

10.15

21,50

22.31

27.50

33,00
40,75

Deposit broken glass at base of iron post.
Cor. is located 54 lks. S. of E. and W. fence line.

Asc, 50 ft. over NE. slope.

Cor. of fence bears N. 75 lks., with fence bearing E.
and N. 50° W,; desc, 210 ft. over steep SW. slope; enter
dense ocakbrush and serviceberry undergrowth.

Head of draw, drains S.; asc, 50 ft. over SE. slope.

Point for the closing cor. of secs, 5 and-6, T. 13 s.,
R. 11 E., hereinafter described.

Desc. 50 ft. over SW. slope.

Point of spur, slopes sharply S.; desc. 80 ft. over SW,
slope,

Draw, drains SE,

Point for the cor, of secs. 31 and 32 at proportionate
dist.; there is no remaining evidence of the original
cor,

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd,

T12S R11E
S$31(832
S6
T13S RI11E

1965

Land, mountainous.

Soil, rocky clay loam,

Timber, scattered patches of aspen E. portion; no

timber W, portion,

Undergrowth, dense sagebrush, oakbrush and serviceberry.

S. 89° 04' W., along the S, bdy. of sec. 31,

Over mountainous land through dense undergrowth. Asc.
75 ft. over NE, slope.

Spur, slopes SE.; thence by triangulation; asc. about
175 ft. over SE, slope,

Rim of Book Cliffs, bears S. 75° W. and N, 75° E.
curving E. End triangulation. Asc. 25 ft. over
gentle NE, slope,

Point for the N. 1/4 cor. of sec. 6, T, 13 S., R, 11 E,,
hereinafter described.

Top of ascent, bears N, and S.; desc. 60 ft., along S.
slope of breaks of the Book Cliffs.

Head of draw, dréins S;; asc. 46 ft. over SE. slope.

Point for the S. 1/4 sec. cor., of sec. 3l at proportion-
ate dist,; there is no remaining evidence of the origina
cor,

0~7 (October 1964) (formerly 4=673b) USDI-~BLM
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60,00

" 64,99

34

-Dependent -Resurvey of the South
Boundary, T. 12 S., R, 11 E,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T12S R11E
S31

T13S R11E
1965

Cor. located on point of Book Cliffs,
Desc. 355 ft. over steep SW. slope. .-

Head of draw, drains S.; asc. 125ft., over SE, slope.

" Intersect the W. bdy. of the Tp. at a point S, 5° 09' E,,

10 1ks. dist. from the E, 1/4 sec, cor, of sec. 1, T, 13
S., R. 10 E., which is monumented with an iron post, 2%
ins. diam,., hereinbefore described.

At point of interéection at proportionate dist. beﬁ. the
cor., of secs. 1, 6, 7 and 12, and the cor., of Tps, 12
and 13 S., R, 10 E. :

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone to top, with
brass cap mkd,

T13S8 T12S
R10E R11E

Cor. is located on steep SE, siope;30 lks. E, of group
of sandstone boulders, and 20 lks. W, of sandstone
boulder, 40x30x25 ft.

Land, mountainous,

Soil, rocky clay loam,

Timber, scattered pine in canyons,

Undergrowth, dense oakbrush, sagebrush ‘and serviceberry,

-Dependent Resurvey of the Subdivision,
.T. 13 8., R, 11 E,

Reestablishment of .the Survey Executed
by A, D. Ferron in 1891

From the cor. of secs, 1, 2, 35 and 36, on the S. bdy.
-of the Tp. . : c .

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

37

28.70

39.40

12,00

26,00

39.75

40,03

N, 0° 45' E,, bet. secs. 35 and 36.

Over rolling land through dense timber, and along E,
side of fence. .

Enter sagebrush clearing,

The % sec, cor, of secs, 35 and 36, monumented with a
sandstone, .16x8x4 ins., firmly set and plainly mkd. %
on W, face.

At‘the cof. point

Sét an iron post, 30 ins, long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone to top, with

brass cap mkd.

T13S R11E

1

B

S$351836
1965
Bury original cor. stone alongside iron post.

Cor, located 28 lks. E. of fence cor., with fence bear-
ing S. 0° 25' W. and N. 35° 31' E,

N. 0° 09' E., beginning new measurement,
Enter dense timber; asc. 105 ft, over SE, slope.

East point of spur, slopes NE,; desc. 225 ft, over
N. slope.

Wash, 15 lks, wide, 8 ft. dcep, drain W,

The cor. of sccs, 25, 26, 35 and 36, monumented with a
sandstone, 20x20x6 ins,, firmly set and plainly mkd. 1
notch on S. and E, edgcs.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd,

© T13S RIIE
" 8§26[S25
$35|536
1965
Bury original cor, stone alongside iron post,
Land, rolling.
Seil, clay.,

Timber, dense pinon and juniper.
Undergrowth, sagebrush and shadscale,

From the cor, of secs, 25, 30, 31 and 36, on the E. bdy.
of the Tp,
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5,00
14,00
19.00

25,20
f 3,50
135,70

19,69

RYB ¢

36

Dependent Resurvey of the Subdivision,
T. 13 S., R, 11 E,

N. 89° 26' W., bet. secs. 25 and 36.

Over rolling land through dense undergrowth and along
fence line,

Trail road, bvars N, 20° W., and S. 20° E.

e 1965

Feace, bears N.; asc. 85 ft, over E, slope,; enter timber
Spur, slopes S.; desc. 45 ft. over W. slope,

State Highway No. 53, gravel, bears N. 3° 30' E. and S.
6° 30' E,; leave timber; thence over nearly level land,

Leave level land; asc, 30 ft. over E. slope; enter timber
Spur, slopes S,; desc. 30 ft. over W, slope.
The | sec. cor. of sees, 25 and 36, monumented with a

sandstone, 30x12x5 ins,, firmly set in small mound of
stone and plainly mkd. % on N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam,, 20 ins, in
the ground, and in a mound of stone, 3 ft, base to top,
with brass cap mkd.,

1

T13S R11E

8§25
S36
from which

A pinon, 6 ins, diam,, bears N, 37° W., 22 lks, dist
mkd, ! S$25 BT, . . .

Riaise a mound of stone, 3 ft, base, 1% ft, high, N.
of cor,

{N. 38 53'w,, beginning new measurement,

, .
]Dusc. 50 ft. over steep W, slope,

Wash, 20 Tks, wide, 8 ft. decp, drains S. 25° W,

Wash, 30 lks, wide, 10 frt, deep, drains $, about 20,00
cha oy reservoir, about 10,00 chs, wide, 15,00 chs, long;

ase. 150 fe, over E, slope,
i
VRid, bears 8. 20° We and N, 20° E.; desc, 15 ft, over
U NW, ilope,
; |
Trail road, bears N, 11° E. and S. 19° w,




37

Dependent Resurvey of the Subdivision,
T. 13 S., R. .11 E. '

39

21,06

23,50

39.50

40,23

0.50

2,40

9.90

15.00

30.00
37.95

40.28

Fence, bears about N. 11¢ E, and S. 19° W.

Rim of bench bears N. 15° E. and S. 15° W,; desc, 115 ft,
over_NW. slope.

Wash, 10 lks, wide, 6 ft. deep, drains S. 80° W,
The cor, of secs. 25, 26, 35 and 36.

Land, rolling and broken bench land,

Soil, rocky clay,

Timber, medium dense pinon and juniper.
Undergrowth, greasewood, shadscale and sagebrush,

24,00

N. 0° 07' E., bet. sccs. 25 and 26.
Over rolling desert land through scattered timber and
shadscale and greasewood undergrowth., Asc, 35 ft, over

SE. slope.

Wash, 15 lks., wide, 8 ft, dcep, drains S, 50° W,; asc.
35 ft. over SE, slope,

Low spur, slopes SW.; desc, 30 ft, over NW. slopc.

Wash, 70 lks, wide, 4 ft. deep, drains about S, 20° W,
from irregularly N,

Same wash, drains irregularly S.

Same wash, drains irrcgularly S. from about N, 30° W,;
asc, 45 ft, over S. slope.

Top of low bench; enter dense timber,

Trail road, bears N. 50° E, and S, 50° W,

Point for the % scc. cor. of secs. 25 and 26 at pro-
portionate dist.; therc is no remaining ecvidence of the
original cor,

Set an iron post, 30 ins. long, 2& ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,.

base to top, with brass cap mkd. .

T13S R11E
¥

§26825
1965

Asc. 85 ft, over gentle S, slope through dense timber.

0—7 (October 1964) (ormerly 4—872v) USDI—BLM
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CHAINS

44.80
58.69

75.09

80,56

4.15
11,35
19,90

38,55

40,12

78.50 -

38

Dependent Resurvey of the Subdivision,
T. 13 s., R, 11 E.

Telephone line, bears about E, and W.; wash, 30 lks. wide
3 ft. deep, drains S, 65° E,

Underground gas line, bears N, 41° E, and S. 41° W,
Power line, bears N. 55° E, and S. 55° W.
Washy, 20 lks, wide, 3 ft. deep, drains S. 35° E.
The cor. of secs. 23, 24, 25 ‘and 26, monumented with a
sandstone, 14x14x12 ins., firmly set and plainly mkd, 1
notch on E, and 2 on S. edges.
At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins,
in the ground, and in a mound of stone, 3 ft. base to top,
with brass cap mkd.
T13S RI11E
523824
526 [S25
1965

from which

A pinon, 6 ins, diam., bears S. 55° E,, 27 lks.
dist., mkd. S25 BT,

A juniper, 12 ins, diam., bears N. 82° We, 16 1ks,
dist., mkd, 523 BT, (trees were too scrubby for full
markings)-,

Bury original cor, stone alongside iron post.

Land, rolling desert,

Soil, clay loam,

Timber, scattered pinon and juniper S. portion; dense
N, portion, : : :
Undergrowth, shadscale, greasewood and sagebrush,

From the cor. of secs. 19, 24, 25 and 30, on the E, bdy.
of the Tp, : . :

N. 89° 01' W.,- bet. sécs. 24 and 25,

Over rolling bench land through dense timber.

Trail road, bears N, and S.; asc. 80 ft. over E. slope,
Spur, slopes S., desc. 125 ft. over W. slope,

Fence, bears N, and S.

Base of descent, bears N, 30° E. and curves S., thence
over nearly level land. Timber becomes scattered,

The % sec. cor. of secs. 24 and 25, monumented with a
sandstone, 10x8x6 ins., firmly set in small mound of
stone and dimly mkd. %,

At the cor. point

GPO
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Dependent Resurvey-of the Subdivision,
T. 13 S., .R. 11 E. .

51

1.60
7.80
13.00
20.26
24,90
32.07

239,97

35,50

40.79

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd, :

T13S RI11E

, _ 82
525

1965

" 'Bury .original cor. stone alongside iron post,

Raise a mound of stone, 3 ft., base, 1% ft. high, N, of
cor.

N. 89° 20 W., beginning new measurement,

Asc., 40 ft. along gently rolling S. slope.

Wash, 20 lks..wide, .3 ft, deep, drains S.

Wash, 60 lks, wide, 4 ft. deep, drains é.

Trail roa&, bearé N. and éurves S, 35° W,

Underground gas line, bears N. 41° E. and S, 41° W, -
Wash, 30 lks, wide, 4 ft. deép, draiﬂs S,

Power line, bears N.k55°iE. énd S. 55; W.

The cor. of secs. 23, 24, 25 and 26.

Land, rolling bench land.

Soil, clay loam,

Timber, dense pinon and juniper E., portion; scattered

W. portion. .
Undergrowth, shadscale and sagebrush.

v

N. 0° 12' E., bet. secs. 23 and 24,

Over rolling bench land through scattered timber changing

to dense timber, By triangulation; asc, about 250 ft.
over rolling S, slope.

Drift fence, bears E, and W,
Point for the % sec. cor. of secs, 23 and 24 at pro-
portionate dist,; there .is no remaining ewidence of the

original cor. End triangulation.-: .

Set an iron post, 30 ins. 1oﬁg, 2%\ins° diam,, 8 ins, in

-the ground to bedrock, and in a mound of stone, 3 ft,

base to top, with brass cap mkd,
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66.00

81.00

81,58

40

Dependent Resurvey of the Subdivision,
T. 13 S.,-R. 11 E, :

T13S R11E
3
$23|524

1965

from which

A juniper, 8 ins. diam,., bears west, 2% lks, dist.,
wkd. % S23 BT,

Reestablishment of the Survey Executed by
Frank E. Baxter and Alfredo R, Talamantes in
1900

Continue by triangulation., Asc..about 450 ft. over S.
slope,

Baselof Book Cliffs, bears E,., and W.; asc, abruptly
about, 900 ft. over broken .and ledgy S, slope,

Top of ledge, on point of spur, about 500 ft, high,
bears NW. and NE,

The cor. of secs, 13, 14, 23 and 24, monumented with a
mound of stane, and an old squared juniper stake. No
visible mks., but, I accept this as being the original
cor. point. End triangulation. -

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stone, 4 ft, base to top, with
brass cap mkd.

T13S R11E

S14[S13
S$23|824
1965

Bury old juniper stake in mound of stone alongside iron
post,

Land, rolling bench land S. portion; broken face of Book
Cliffs N. portion,

Soil, rocky clay loam.

Timber, scattered to dense pinon and juniper,
Undergrowth, scattered sagebrush and serviceberry,

GPO



41 L

Dependent Resurvey of the Subdivision,
T. 13 S., R, 11 E, _

From the true point for the cor. of secs. 13 and 24, on
the E. bdy., of the Tp.

N, 88° 14' W,, bet. secs, 13 and 24,

OQer broken and ledgy face of Book Cliffs, through dense
timber., Asc. 45 ft. over SE. slope,

4,00 Spur, slopes S,; thence by triangulation; desc, 400 ft,
over broken and rocky SW,., slope.

‘723.00 . Draﬁ, with-small stréam of water, flows S, 30° E.; asc,
750 ft, over broken and ledgy NE. slope,

,38.67 Endrfriangﬂlation.

39.84 Point selected for the witness % sec, cor., of secs., 13
and 24,

Set an iron post, 30 ins, long, 2% ins, diam., 4 ins. in
the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T13S R11E

1 E S13
C S24

1965

39.99 Point for the % sec, cor, of secs. 13 and 24 at pro-
portionate dist.,; falls on sloping ledge and cannot be
perpetuated; there is no remaining evidence of the
original cor,

Aéc. 350 ft. ovér steep E. slope.

54,20 Spur, slopes NE.; thence by triangulation; desc, 150 ft,
along steep N. slope,

62,00 | Head of draw, drains N.; asc, 500 ft, over steep and
broken NE, slope,

79.98 The cor. of secs..13, 14; 23 and 24, End triangulafion.

Land, broken and ledgy face of Book Cliffs.

Soil, rocky clay, loam.

Timber, dense pinon and juniper and scattered pine,
Undergrowth, sagebrush, oakbrush and serviceberry.

N. 1° 23' E., bet. secs. 13 and 14,
Over broken and ledgy breaks of Book Cliffs., By
triangulation; desc, about 500 ft. over NE, slope

through scattered timber,

27.00 Head of draw, drains E.; asc, 150 ft, over SE. slope.
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CHAINS

34.80

38.79

11.60
14,60
22,60
36.60

40.66

| from which the original bearing trees:

6.50 .

42

Dependent Resurvey of the Subdivision,
T. 13 S.y R. 11 E, - '

Spur; slopes E. End triangulation; desc, 165 ft., over
steep N. slope., Enter dense pine timber.

The % sec: cor, of secs. 13 and 14, monumented with a
sandstone, 20x8x5 ins,, firmly set and plainly mkd, %
on W, face, . .

A pine, 6 ins. diam., bears N. 85° E., 7 lks. dist.,
. dimly mkd. % S13 BT, (Record: East 5 lks).

A\pine, 6 ins, diam,, bears N. 45° W., 14 lks, dist.,
dimly mkd. % S14 BT. (Record: N, 45° W., 18 1ks).

At the cor, point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins. in
the ground, and in a .collar of stone to top, with brass
cap mkd.

T13S R11E
L
%

S14}813

1965
Bury original cor, stone alongside iron post.

N, 1° 26' W., beginning new measurement,

By triangulation; desc. 250 ft. over steep N, slope
through dense pine timber. . .

Draw, drains E.; leave dense pine timber; asc, 50 ft.
over SE, slope. .

Point of spur, slopes E.; desc. 100 ft. over NE, slope,
Draw, drains E.; asc. 200 ft. over SE. slope,
Spur, slopes E.; desc. 250 ft. over NE. slope.
Draw, drains SE.; asc, 100 ft., over steep S. slope.
Point for the cor. of secs. 11, 12, 13 and 14 at pro-
portionate dist.; there is no remaining evidence of the
original cor. End triangulation.
Set an iron. post, 30 ins. long, 2% ins. diam., 16 ins,
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd,
T13S RI11E
S11)s812
S14(S13

1965

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

45

CHAINS

20.00

35.25

40.13

50.35

71,20

80.26

. Land, broken breaks of Book Cliffs.

Soil, rocky loam,

Timber, scattered pinion, juniper and pine, with dense
patches of.pine. . .

Undergrowth, dense oakbrush, sagebrush, serviceberry
and grass. .

From the cor. of secs. 12 and 13, on the E, bdy. of the
Tp. . .

N. 88° 00' W,, bet, secs. 12 and 13.

Qver broken breaks of .Book Cliffs through dense timber.
By triangulation; desc, about 1,000 ft., over steep and
ledgy NW. slope,

Canyon, with small stream of water, flows S, 20° W.;
asc, 750 ft. over broken and ledgy E. slope.

Ledgy spur, slopes SE.; thence along broken S, slope.

Point for the % sec. cor. of secs. 12 and 13 at pro-
portionate dist.; there is no remaining evidence of the
original cor. End triangulation,

Set an iron post, 30 ‘ins. long, 2% ins. diam., 8 ims.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

TI3S R11E

L S12
S13

1965

By tr{angulation; asc, 200 ft, over steep and ledgy SE.
slope,

Spur, slopes S. End of one triangulation and beginning
of another; desc. 750 ft, over broken and ledgy W.
slope. ’ '

Draw, drains S.; asc. 100 ft. over rocky SE. slope
changing to S, slope. ‘

The cor. of secs. 11, 12, 13 and 14. End triangulation.

Land, brokén breaks of Book Cliffs,

Soil, rocky clay loam.

Timber, dense pinon, juniper and pine E. portion;
scattered W, portion.

Undergrowth, dense oakbrush, sagebrush and serviceberry.

0-7
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CHAINS

16.30

39.00

40,66

65,12

81,32

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E.

N. 1° 03' E., bet. secs. 11 and 12,

Over broken land through scattered timber and dense
undergrowth, Asc. 225 ft, over steep S, slope.

Point of ledgy spur, slopes sharply E., thence by
triangulation; desc. 50 ft. over NE, slope.

Draw, drains SE.; asc. 350 ft, over SW. slope,

Spur, slopes SE, End triangulation; asc., 100 ft. over
SE. slope.

Poiﬁt for the % sec. cor. of secs, 11 and 12 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T13S R11E
%

S11{S12
1965
from which

A pinon, 8 ins, diam., bears S, 1° W., 10 1ks.
dist., mkd. %S BT.

A pinon, 8 ins. diam., bears N. 85° We, 12 1ks,
dist,, mkd. %S BT,

By triangulation; asc., about 450 ft. over steep SE,
slope.

Rim of Book Cliffs, curves SE. and SW. End triangulationd
Leave timber, asc, 20 ft, along gentle E. slope through
dense undergrowth.

The cor, of sees, 1, 2, 11 and 12, monumented with a
sandstone, 20x10x6 ins,, firmly set and plainly mkd,
l notch on E. and 5 on S. edgeés, and witnessed by a

small mound of stone alongside. )

At the cor. point-
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins,
in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.
T13S RI11E
§2iS1
S11]S12

1965

GPO
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Dependent Resurvey of the Subdivision,
T. 13 §,, R, 11 E,

CHAINS

Bury original cor. stone alongside iron post,

From this cor., U.S.G.S. Triangulation Station "Coal,"
bears N. 69° 24' 20" W., 15.43 chs. dist. Geographlc
position of station is Latitude 39° 43 08.7" N,
Longitude 110° 38' 50.1" W,

Land, broken breaks of Book Cliffs S. portion; rolling
mountain top N, portion.

Soil, rocky clay loam.

Timber, scattered pinon, pine and juniper $. portion; no
timber N. portion.

Undergrowth, dense sagebrush, oakbrush and serviceberry.

7.00

39.05

60,80

78.10

From the cor. of secs. 1 and 12, on the E. bdy. of the
Tp.

N, 88° 48' W., bet. secs, 1 and 12,

Over rolling mountain land through dense undergrowth.
By triangulation, desc., 50 ft. over W. slope.

Draw, with small reservoir 2.00 chs. N, of line, drains
S.; asc. 450 ft. over SE. slope.

Point for the 1/4 sec. cor. of secs. 1 and 12 at pro-
portionate dist.; there is no remaining evidence of the
original cor. End triangulation.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T13S R11E
L S1
S12
1965

Cor. is located on S. slope of spur, slopes S., at base
of ledge, 10 ft. high, bears E, and W.

By triangulation; desc. 170 ft. over SW. slope.

-Draw, drains S. 30° E.; asc, 260 ft. over E. slope.

The cor. of secs. 1, 2, 11 and 12, End triangulation.

Land, mountainous.

Soil, rocky clay loam.

No tnnber.

Undergrowth, sagebrush, oakbrush and serviceberry.

N. 1° 49' W,, bet. secs. 1 and 2.

Over rolling land through dense undergrowth., Asc. 70 ft|]
along E. slope,

-7 (October 1964)
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CHAINS

5.85

17,75

28,35

38.37

17.70

46

Dependent Resurvey of the Subdivision,
T. 13 5., R. 11 E. :

Small draw, drains E.

Ridge, bears N, 70° E, and S. 70° W.; desc., 20 ft, over
gentle NE, slope.

Trail road, bears N, 70° E. and S. 70° W,

Head of small draw, dtains NW.; asc. 10 ft, over gentle
SW. slope. ’

Intersect the N, bdy. of thé Tp, at the closing cor. of
secs. 1 and 2, monumented with a sandstone, 14x9x7 ins.,
firmly set and plainly mkd. 1 notch on E. and 5 on W.
edges, and CC on S. face, and witnessed by a mound of
stone to S,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.
T12S R11E
536
281
ccC
T13S RI1E.
1965

Bury original cor. stone alongside iron post.

Raise a mound of stone, 3 ft. base, 1% ft. high, S. of
cor,

From this cor., the cor. of secs., 35 and 36, T, 12 S.,
R. 11 E., bears N, 89° 21' W., 20.78 chs. dist., monu-
mented with an iron post, 2% ins. diam., hereinbefore

.described,

Land, rolling mountain top.

Soil, clay loam,

No timber.

Undergrowth, dense sagebrush apd serviceberry,

Point for the N. 1/4 sec. cor., of sec. 1, on the N. bdy.
of the Tp., at midpoint bet., the closing cor. of secs,

1 and 2, and the closing cor. of Tps 13 S,, Rs. 11 and
12 E,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd, ) . . :

GPO :
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 1L E,

T12S RI11E

¥ s1
T13S R11E

1965
From this cor., the S. % sec, cor, of scc, 36, T, 12 3.,
R, 11 E., bears N. 89° 21' W,, 19.845 chs. dist.,
monumented with an iron post, 2% ins. diam., hercinbeford
described.

Reestablishment of the Survey Exccutced
by A, D. Ferron in 1891

From the cor. of secs, 2, 3, 34 and 35, on the S. bdy.
of the Tp.

N, 0° 22' E,, bet. secs. 34 and 35.

Over nearly level bottom land of Coal Creck, through
dense greasewood undergrowth, Along old funce line,

12,40 Coal Creek, 85 lks, wide, 8 ft, deep, with stream of
water, 10 lks. wide, 6 ins, deep, flows S, 30° E.

40,48 The % sec, cor. of secs. 34 and 35, monumented with a
sandstone, 10x6x4 ins., firmly set at end of old funce
line, and plainly mkd. % on W. face.

At the cor, point

Set an iron post, 30 ins. long, 2% in.. diam., 24 ins.
in the ground, and in a collar of stone to top, with

brass cap mkd.

T13S R11E

L
534;535
|

1965

Bury original cor, stone alongside iron post,

N, 0° 16' E., beginning new measurement.

Asc., 70 ft. over gently rolling SW, slopc.

11,76 Underground gas line, bears N, 40° E, and S, 40 W,
13,77 Telephone line, bears N, 19° 45' E, and S. 19° 45' W,

15.85 Wash, 60 lks, wide, 5 ft, deep, drains S, 30 W,
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CHAINS

20.30
32.70
38.00

40,51

3.50
12,00
20.20

26,50

35,00

41,50

48

Dependent Resurvey of the Subdivision,
T. 13 S.,. R. 1L E. .

Trail road, bears NE, and SW.
Wash, 15 lks. wide, 4 ft. deep, drains S. 30° W,

Wash, drains S. 30° W,

The cor. of secs. 26, 27, 34 and 35, monumented with a
sandstone, 14x10x5 ins., firmly set and plainly mkd, 2
notches on E., and 1 on S, edges.

At the cpr.‘point

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, and in a collar of stone to
top, with brass cap mkd.

T13S R11E

5271526

$34[S35
1965

Bury original cor, stone alongside iron post,

Land, nearly level S. portion; gently rolling N, portion,
Soil, clay.

Timber, widely scattered juniper N. portion; no timber
S. portion,

Undergrowth, dense greasewood, scattered rabbitbrush
and- shadscale, : -

From the cor. of secs. 25, 26, 35 and 36.
N. 89° 15' W., bet. secs. 26 and 35.

Over rolling land through greasewood and shadscale
undergrowth,

Wash, 10 lks, wide, 6 ft. deep, drains SW,.; asc, 30 ft,
over SE, slope,

Top of ascent, slopes S,.; desc. 35 ft., over SW. slope,
Wash, drains S, 20° E.; asc., 30 ft. over SE, slope,
Spur, slopes S. 30° W.; desc, 25 ft, over W, slope,

Wash, 30 lks. wide, 10 ft, deep, drains S.; asc. 85 ft,
over E, slope,

Rim of bench, bears N. and §. Enter dense timber,
The % sec, cor. of secs. 26 and 35, monumented with a

sandstone, 12x10x8 ins., firmly set and plainly mkd, %
on N, face, ’ '




49 51

Dependent Resurvey of-the Sublelsion,
T, 13 Soy Re-11 E.- -

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
in thé ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd,

T13S R11E
$26
S35

1965

%

from which

A juniper, 4 ins, diam., bears S, 4° 30' W,, 12%
lks. dist., mkd. BT only,

A pinon, 8 ins, diam., bears N, 45° 30' W., 16 1lks,
dist., mkd. % S26 BT. -

Bury original cor. stone alongside iron post,

N. 88° 20' W,, beginning new measurement.

Continue over gently rolling bench land through dense
timber.

7.60 Shallow draw, drains S. 25° E,

16.90 Rim of bench, bears N, and S, ' Leave timber; desc. 200
ft., over W, slope.

18.45 Underground gas line, bears S, 35° W, and curves N. 46°
E.

24,50 Wash, at base of hill, drains irregularly SW,; desc. 30
ft. over gently rolling land,

32,23 Telephone line, bears N, 19° 30' E. and S. 19° 30' W,
32.80 Trail road, bears N, 20° E, and S, 20° W

39.68 The cor, of secs, 26, 27, 34 and 35,

Land, rolling.

Soil, clay loam.,

Timber, dense pinon and juniper on bench.,
Undergrowth, shadscale and greasewood,

N. 0° 49' E., bet, secs, 26 and 27.

Over gently rolling land through sagebrush undergrowth,
Asc,.95 ft., over gently rolling SW. slope.

8.95 Wash, 60.1lks. wide, 4 ft. deep, drains irregularly W,
16.45 Trail road, bears E, and W,

19.00 Power line, bears N, 62° E, and S. 62° W,
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CHAINS

40.45

2,40
13.96

19.10
26,55

40,40

50

Dependent Resurvey of -the Subdivision,
T. 13 S., R. 11 E.,

The % sec. cor, of secs., 26 and 27, monumented with a
'sandstone, 12x10x4 ins., firmly set and plainly mkd. %
on W, face,

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 3% ft,

base to top, with brass cap mkd,

T13S RI11E
%

S27(S526

11965

Bury original cor, stone alongside iron post,

N, 0° 15' E,, beginning new measurement.
Continue over rolling land.

Enter timber; desc. 40 ft, over NW. slope.
Fence, bears E. and W,

Base of hill, bears N. 30° W. and S, 30° E.; asc, 120 ft.
over SW, slope.

Bench, bears NW, and SE.; asc. 55 ft. over gently
rolling land,

The cor. of secs. 22, 23, 26 and 27, monumented with a
sandstone, 20x12x6 ins., firmly set and plainly mkd, 2
notches on E, and S, edges,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 2 ins,
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd,

T13S RI1E

822|523
$27]526
1965

Bury original cor. stone alongside iron post,

Land, rolling,

Soil, rocky clay loam.

Timber, medium dense pinon and juniper N..portion; no
timber S. portion,.

Undergrowth, shadscale and .sagebrush,

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S.,.R. 11.E,..

From the cor, of secs. 23, 24, 25 and 26,
N. 86° 42' W,, bet. secs. 23 and' 26,

:Over rolling bench land through dense timber.

20.00 Rim of bench, bears N, and S.; desc, 70 ft, over N.
slope, Leave dense timber,

23,50 Wash, 50 lks. wide, 3 ft. deep, drains SW.; desc. 50 ft,
over gently rolling land.

39.30 Wash, 20 lks. wide, 2 ft., deep, drains S. 30° W

40.99 The % sec. cor., of secs. 23 and 26, monumented with a
sandstone, 20x6x5 1ns., firmly set and plainly mkd. %
on N. face.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam.,, 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T13S R11E

S$23
526

1965

Bury original cor. stone alongside iron post,

S, 89° 52‘ W., beginning new measurement,

Asc, 35 ft. Qéer SE..slope.

13.20 Low spur, slopes S., desc. 15 ft. over W, slope.
16.20 Wash 20 1ks. w1de, 3 'ft, deep, drains S, 30° W,

v

27..95 Wash, 20 ‘lks. wide, 4 ft, deep, dralns S. 20° E.; asc.
110 ft. over E, slopes

39,65 Rim of bench, bears N, and S,

39.74 The cor. of secs, 22, 23, 26 and 27,
Land, r0111ng bench land.

Soil, rocky clay,

Timber, dense pinon and juniper.
Undergrowth, sagebrush.

N. 0° 05' W., bet. secs. 22 and 23,

Over broken land through dense timber, By triangulation}
asc, about 200 ft, over SE. slope.
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CHAINS

39.80

72,00

79.60

52

Dependent Resurvey of the Subdivision,
T. 13 S.,.R. 11 E,.

Point for the % sec. cor, of secs, 22 and 23 at pro-
portionate dist.; there is no remaining evidence of the
original cor. End triangulation,

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,
base to top, with brass cap mkd,

T13S R1l1E
%

§221823
1965
from which

A pinon, 10 ins. diam., bears-S., 49° E., 90 lks,
dist., mkd. %S BT.

Reestablishment of the Survey Executed by
Frank E. Baxter and Alfredo R. Talamantes
in 1900

By triangulation; asc., about 200 ft. over broken SE.
slope.

Head of draw, drains SE.; asc. 50 ft. over SW, slope.
The cor. of secs. 14, 15, 22 and 23, monumented with a
sandstone, 24x24x12 ins,, firmly set and plainly mkd. 2
notches on E, and 3 on S, edges,

from which the original bearing trees:

A pinon, 12 ins, diam., bears N, 11° E., 46 1lks,
dist., plainly mkd. T13S RLIE S14 BT,

A pinon, 12 ins, diam., bears S. 75° E., 42 1ks.
dist., plainly mkd. T13S RIIE S23 BT,

A juniper, 5 ins. diam., bears S, 52° Wey, 20 1lks.
dist., plainly mkd. T13S RL1E S22 BT.

A pinon, 12 ins. diam., bears N, 67° 45' w,, 28>1ks.
dist., plainly mkd. T13S R11E S15 BT.

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam,, 16 ins.
in the ground to bedrock, and in a mound of stone, 3% ft,
base to top, with brass cap mkd,

- T13S R11E

S15(S14
822523

1965

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S., R, 11 E,

CHAINS

Bury original cor. stone in mound of stone alongside
iron post.

Land, broken.

Soil, rocky clay.

Timber, dense pinon and juniper.
Undergrowth, sagebrush.

From the cor. of secs. 13, 14, 23 and 24.
N. 89° 47' W., bet. secs. 14 and 23.

Over broken Breaks df Book Cliffs through dense timber.,
By triangulation, desc, abruptly about 500 ft. over
precipitous and broken SW. slope.

4,00 Base of ledge, bears NW. and SE.;'desc. 250 ft. over
_SW. slope.

8.00 Draw, drains S.; asc. 150 ft. over broken SE. slope.
16.00 Spur, slopes S.; desc, 250 ft. over broken SW, slope.

23,00 Draw, drains S. 60° W.; asc. 150 ft, over broken SE.
slope.

31.00 Spuf, slopés S. 60° W.; désc{ 350 ft. over broken NW,
slope.

40.98 The % sec, cor. oflsecs.'14 and 23, monumented with a
sandstone, 16x8x4 ins., plainly mkd. % on N. face, End

triangulation.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, and in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T13 R11E

. L Sl4
523

1965

Bury original cor. stone in mound of stone alongside
iron post,

.N. 89° 47' W., beginning new measurement.

By triangulation; desc. about 450 ft., over broken NW,
slope.

20.00 Head of draw, drains S. .20° W.; asc. about 50 ft. along
S. slope. .

39.86 The cor. of secs. 14, 15, 22 and 23. . End triangulation.
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CHAINS

9.00
21.02

32,15

40.14

17.90

32.95

39.88

54

Dependent Resurvey of the Subdivision,
T. 13 §., R. 11 E.

Land, broken breaks of Book Cliffs.
Soil, rocky clay loam.

Timber, dense pinon and juniper.
Undergrowth, sagebrush.

N. 0° 27' E., bet. secs. 14 and 15.

Over broken mountainous breaks of Book Cliffs through
dense timber. By triangulation; asc. 300 ft. over
broken SW. slope.

Base of ledges, bears NW. and SE.; asc, abruptly 500 ft.
over broken ledges on SW. slope.

Top of ledges, bears NW. and SE. End triangulation.
Asc. 105 ft, over SW, slope.

Spur, slopes NW.; desc. 50 ft, over NW. slope.

The % sec. cor. of secs. 14 and 15, monumented with a
sandstone, 14x10x6 ins., firmly set and plainly mkd. %
on W, face, :

from which the original bearing trees:

A pine, 8 ins. diam., bears S. 33° E., 27 lks.
dist., mkd. %S14BT. : :

A pine, 16 ins. diam., bears S. 57° W., 67 lks.
dist., mkd., %S15BT. : :

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,

‘base to top, with brass cap mkd.

T13S R11E
I

B

S15{514

1965

Bury original cor. stone alongside iron post.

N. 0° 17' W., beginning new measurement.,
By triangulation; desc. 470 ft. over steep NW. slope,

Ledgy draw, drains SW.; asc. 650 ft. over broken and
1edgy SE. slope,

Ledgy spur, slopes S. .50° W. End triangulation; desc,
270 ft. over steep NW., slope., .

The cor. of secs. 10, 11, 14 and 15, monumented with a
sandstone, 18x10x8 1ins,, fimmly set and plainly mkd, 2
notches on E, and 4 on S. edges, and witnessed by a
mound of stone alongside.

GPRO : ¢
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E. .. .

57

6.00

35.80

At the cor. point

Set an iron post, 30 ‘ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, &4 ft.
base to top, with brass cap mkd.

T13S R11E
s10]s11
S15(S14

1965

from which

A pine, 10 ins. diam., bears S, 51° 30' W., 92 lks.
dist., mkd, S15 BT. (tree is too scrubbv for full
markings).

Bury orig{nal cor, stone alongside iron post.

Land, broken.

Soil, rocky clay loam,

Timber, dense pinon and juniper S. portion; scattered
pinon, pine and mahogany N. portion.,

Undergrowth, sagebrush and serviceberry.

From the cor. of secs., 11, 12, 13 and 14,

N. 89° 24' W,, bet. secs, 11 and 14.

Over broken and mountainous land through densc under-
growth and scattered timber., By triangulation; desc.
100 ft. over SW,. slope.

Draw, drains SE,.; asc, 750 ft, over -.tcep E. slope.

Ridge, bears N. and S, End triangulation; desc. 145 ft.
over steep W, slope,

The % sec., cor, of secs. 11 and 14, monumentced with a
sandstone, 16x8x4 ins., firmly set and plainly mkd. %
on N. face.

from which the original bearing trces:

A pine, 30 ins, diam.,.bears N. 29° E., 25 lks.
dist,, mkd. %S11BT,

A pine, 10 ins. diam., bears S. 69° 30' W., 37 lks.,
mkd. %S14BT,

At the cor, point

0—7 (October 1964) (formerly 4—-6730) USDI——BLM
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12.00
29,50

40,08

6.25

11,25
24,25

40,25

56

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E. :

Set an irom post, 30 ins. long, 2% ins. diam., 18 ins,
in the ground, and in a mound of stone, 3 ft, base to

top, with brass cap mkd.

T13S R11E

S11
% S14

1965

Bury original cor. stone alongside iron post,

N. 89° 29' W., beginning new measurement.
By triangulation; desc, 350 ft. over steep W, slope,

Head of draw, drains SW.; asc, 250 ft. over broken SE,
slope. :

Rocky spur, slopes S, 55° W, End triangulation. Desc.
330 ft. over steep NW,. slope.

The cor. of secs. 10, 11, 14 and 15,

Land, broken.

Soil, rocky clay loam,

Timber, scattered pine, pinon and mahogany.
Undergrowth, scattered serviceberry, oakbrush and
sagebrush,

N. 0° 07' E., bet, secs. 10 and 11.

Over broken and mountainous breaks of Book Cliffs
through scattered pine and pinon timber and scattered
undergrowth., By triangulation; desc. 250 ft., over Nw.
slope, .

Draw, drains N. 70° W.; asc. 100 ft, over SW, slope.

Small spur, slopes N, 75° W.; desc, 350 ft. over NW.
slope. .

Draw, drains SW,; asc. 650 ft. over broken and pre-
cipitous S. slope,

Point for the % sec, cor. of secs, 10 and 11 at record
distance from the witness % sec. cor, secs, 10 and 11,
falls on precipitous S, slope and cannot be perpetuated,

N, 0° 07" E., with same triangulation, and beginning new
measurement,

GPO
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Dependgnt Resurvey of the Subdivision,
T. 13 8., R. 11 E,

59

8,00

8.50
30.80

39.79

7.20

16.00

24,75

33.00

Asc. 250 ft. over broken and ledgy S. slope.

The witness % sec. cor. of secs, 10 and 11, monumented
with a sandstone, 16x10x4 ins., firmly set on top of
ledge, bears E. and W., and plainly mkd. % and WC on W,
face, End triangulation.

At the witness cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,
base to top, with brass cap mkd.

T13S R11E
' ¥
s1ols11

Wwe
1965

Bury original witness cor. stone alongside iron post,
Asc, 20 ft. over S. slope.

Spur, slopes S. 70° W.; by triangulation; desc. 700 ft,
over broken NW. slope.

Draw, drains S. 60° W.,; asc., 400 ft. over broken and
ledgy SE. slope; enter dense juniper and mahogany timber.,

True point for the cor. of secs. 2, 3, 10 and 11 falls
on precipitous SE. slope and cannot be perpetuated.
From this point, the witness cor. of secs. 2, 3, 10 and
11, bears N, 0° 07' E., 3.25 chs., record witness dist.,
hereinafter described.

Land, mountainous and broken breaks of Book Cliffs.
Soil, rocky clay loam.

Timber, scattered pine-and pinon S, portion; dense
juniper and mahogany N, portion.

Undexgrowth, scattered serviceberry and oakbrush.

From the cor. of secs. 1, 2, 11 and 12,
S. 88° 22' W,, bet. secs. 2 and 11,

Over gently rolling top of Book Cliffs through dense
undergrowth, - Asc, 55 ft, over E, slope.

Rim of Book Cliffs, bears S. 20° E., and curves W. Desc,
about 250 ft. over -broken SW, slope. Enter dense under-
growth of serviceberry and oakbrush.

Head of draw, drains SW.; asc, 50 ft. over SE. slope.

Spur, slopes S. 55° W.; desc. 520 ft. over steep NW.
slope.

Enter dense timber,

0--7
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41.64

28,00

40,27

3.00

58

Dependent Resurvey of the Subdivision,
T. 13 S., R, 11 E, ‘ ’

The % sec. cor. of secs, 2 and 11, monumented with a
sandstone, 24x14x8 ins., firmly set and plainly mkd.

% on N. fuace.

from which an original bearing tree:

A pine, 12 ins, diam., bears S, 4° We, 17 1ks.
dist., mkd. %S11BT. (Record: S. 15° E,, 17 lks.).

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam,, 18 ins,

in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T13S R11E
1 __ 82
S11
1965

from which

A pine, 12 ins. diam., bears N, 7° We, 22 1ks. dist,

mkd. % S2 BT.

Bury original cor. stone alongside iron post,

N. 89° 07' w., beginning new measurement,

By triangulation; desc, 400 ft, over broken NW, slope
through dense timber and undergrowth,

Draw, drains S, 65° W.;.asc. 550 ft. over broken SE,
slope.

True point for the cor. of secs, 2, 3, 10 and 11,

Land, broken breaks of Book Cliffs,

Soil, rocky clay loam.

Timber, scattered pine E. portion; dense pine, pinon,
juniper and mahogany W, portion,

Undergrowth, dense serviceberry and oakbrush, scattered
sagebrush,

N. 0° 07' E., bet. secs. 2 and 3,

Over broken and precipitous breaks of Book Cliffs, By

triangulation; asc., 100 ft, over ledges on broken SE,
slope,

Top of ledge, bears NE, and sw, End triangulation,

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S., R, 11 E,

13.20

23,00

37.01

39.01

3.25

The witness cor, of - secs, 2, 3, 10 and 11, monumented
-with a sandstone, 18x12x4 insy, firmly set in mound of
stone, and plainly mkd. 2 notches-on E. and 5 on S.
edges, and WC on NE, face,

from which the original bearing trees:

A juniper, 6 ins, diam., bears N, 87° 15' E., 24
lks. dist., mkd. T13SRL1ES2BT., (Record: N. 86°
E., 23 1ks.)-

A pine, 10 ins, diam,, bears S, 25° Wey 6 1ks,
dist,, mkd. WC T13SR11E S10BT. (Record: S, 20° W.,
6 lkS-)a

A pine, 10 ins, diam., bears N. 61° W,, 20 lks.
dist., mkd, WC T13SR11E S3BT. (Record: N, 64° W.,
20 1lks,).

At the witness cor. point

Set an iron post; 30 ins. long, 2% ins. diam,, 15 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,
base to top, with brass cap mkd.

T13S R11E
S3|s2
S10(S11
WeC
1965

Bury original witness cor., stone alongside iron post.
Asc. 150 ft, over SE, slope,

Spur, slopes S. 65° W.; thence by triangulation; desc.
120 ft, over NW, slope,

Draw, drains S, 60° W.; asc. 200 ft. over SE. slope.

Spur, slopes S. 70° W, End triangulation; desc., 15 ft.
over NW, slope.

Intersect the N, bdy. of the Tp. at the closing cor. of
secs, 2 and 3, monumented with a sandstone, 18x10x7 ins,,
firmly set and plainly mkd. 2 notches on E, and 4 on W.
edges, and CC on S, face,

from which the original bearing trees:
A pine, 12 ins. diam., bears S. 28° 15' E,, 34 1lks,

dist., mkd. T13S RL1E S2BT, (Record: S. 8° E., 37
1ks,

307 (Octaber 1964) (formerly 4~673b) USDI——BLM
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

A pine, 16 ins. diam., bears S. 45° 15' W,, %O.Iks.
dist., mkd, T13S R11E S3 BT. (Record: S, 31°W.,
26 lks. dist.).

At the cor, point

Set an iron post, 30 ins., long, 2% ins. diam., 15 ins,
in the ground to bedrock, and in a mound of stome, 3 ft,
base to top, with brass cap mkd.

T12S RL1E

835
s3[s2

c'c
T13S RI11E

1965
Bury original cor. stone alongside iron post,

From this cor., the cor. of secs. 34 and 35, T. 12 Se,
R. 11 E., bears S. 89° 55' W,, 18.92 chs. dist., monu-
mented with an iron post, 2% ins. diam., hereinbefore

described.

Land, mountainous and broken breaks of Book Cliffs.
Soil, rocky loam,

Timber, dense pinon, juniper and pine, scattered
mahogany.

Undergrowth, dense oakbrush and serviceberry,

_describedﬂ

Point for the N. % sec, cor, of sec. 2, on the N. bdy. of
the Tp., and midpoint bet, the closing cor. of secs, 2
and 3, and the closing cor. of secs. 1 and 2.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd,

T12S R11lE

1

% S2
T13S R11E
1965
From this cor., the S. % sec., cor, of sec, 35, T. 12 s,,

R. 11 E., bears S, 89° 55' W,, 19.85 chs. dist,, monu-
mented with an iron post, 2% ins. diam., hereinbefore

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E.

63

CHAINS

22,50

40,24

44,50
52.20
58.50

63.55

80.48

Reestablishment of the Survey Executed
by A. D, Ferron in 1891

From the cor. of secs., 3, 4, 33-and 34, on the S, bdy.
of the Tp.

N. 0° 40' E., bet. sees., 33 and 34.

Over rolling land through dense shadscale and sagebrush
undergrowth. Desc. 100 ft, over NE., slope,

Large draw, drains S, 30° E.; asc, 150 ft, over series
of small spurs and washes on SW. slope.

Point for the % sec, cor. of secs. 33 and 34 at pro-
portionate dist,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins, long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.

base to top, with brass cap mkd,

- T13S R11E
5331834
1965
from which

A juniper limb, 4 ins, diam., bears S, 80° E., 22
lks, dist., mkd. % S BT,

Asc, 105 ft, over SW. slope. Enter scattered timber,

Rim of bench, bears N, 40° W, and S. 40° E. Enter

recently cleared land. .

Rim of bench, bears N, 35° W. and S. 35° E.; by
triangulation; desc. 120 ft, over NE., slope. Enter
dense timber,

Draw, drains S. 50° E.; asc. 100 ft, over SW. slope.
Spur, slopes S. 80° E.; desc. 150 ft. over NE. slope,
Point for the cor. of secs, 27, 28, 33 and 34 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins, long, 2% ins, diam., 18 ins,
in the ground, and in a mound of stone, 3 ft. base to

top, with brass cap mkd.

T13S R11E

$28]527

$33|s34
1965

from which

7 (October 1964) (formerly 4—673b) USDI-~-BLM
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20.80

26 .00

28.20

35,45

36.95

40,09

21,00

30.25

62

Dzpendent Resurvey of the Subdivision,
T. 13 s., R. 11 E, )

A juniper, 8 ins. diam., bears S. 89° 45' W., 19 lks
dist., mkd. S 33 BT. (tree is too scrubby for full
markings) .

A pinon, 8 ins. diam., bears N. 17° 30' W., 32 1ks.
dist., mkd. S 28 BT. (tree is too scrubby for full
markings) .

Land, rolling.

Soil, clay.

Timber, scattered pinon and juniper S. portion; dense
pinon and juniper N. portion.

Undergrowth, shadscale and sagebrush.

From the cor. of secs. 26, 27, 34 and 35.
N. 89° 47' W., bet. secs. 27 and 34.

Over rolling land through scattered timber and dense
undergrowth, Desc. 20 ft, over gently rolling SW. slope.

Wash, 40 lks, wide, 10 ft, deep, drains SE,

Coal Creek, 1.00 ch, wide, 10 ft, deep, with stream of
water, 10 lks, wide, 1 ft. deep, flows S. 20° E.; asc,
30 ft. over gently rolling NE, slope.

Power line, bears N, 53° 30' E, and S. 53° 30' Ww.

Narrow oiled road to Wellington, bears N, 15° 30' W. and
S. 15° 30' E.

Power line, bears about N. 25° W, and S. 25° E.

The % sec. cor. of secs. 27 and 34, monumented with a
sandstone, 16x9x3 ins., firmly set and plainly mkd. %
on N. face, . .

At the cor. point

Set an iron post, 30 ins.. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T13S RI1E
§27
834

1965

%

Bury original cor. stone alongside iron post.,

S. 89° 50' W., beginning new measurement,
Asc, 150 ft, over SE. slope through medium dense timber,

Rim of bench, spur, slopes S, 50° E., thence over bench
land recently cleared of timber.

Rim of bench, bears NW, and SE.; desc. 80 ft. over sW,
slope. Enter timber.

GPO
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Dependent Resurvey of the Subdivision,
T. 13 5., R, 11 E,

CHAINS

37.85 | Draw, drains SE.; asc, 10 ft, over gentle NE. slope.
40,22 | The cor. of secs. 27, 28, 33 and 34.

Land, rolling and bench land.

Soil, rocky clay.

Timber, medium dense pinon and juniper W. portion; no
timber E, portion,

Undergrowth, shadscale and greasewood E, portion; shadscale
and sagebrush W, portion,

N. 0° 23' E,, bet, secs. 27 and 28,

Over rolling land through dense timber., By triangulation}
desc. about 20 ft. over NE. slope,

3.00 Draw, drains SE.; asc. 150 ft. over SW. slope.

21.50 | Rim of bench, bears. NW, and SE. End triangulation; enter
recently cleared land..

23,00 | Trail road, bears N, 35° W, and S. 35° E.

38.30 | Top of ascent, bears NW, and SE.; desc, 10 ft. over
gentle NE, slope..

40.24 | Point for the % scc. cor. of secs. 27 and 28 at pro-
portionate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins, long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 4 ft, basc to

top, with brass cap mkd.

T13S RI11E

1
5281527
1965
from which

A juniper, 8 ins. diam., bears N. 10° W., 10 lks.
dist., mkd. % S28 BT.

Desc, 25 ft. over NE, slope,

43.50 | Head of draw, drains N. 50° E.; asc. 35 ft, over SE.
slope.

48,10 | Spur, slopes N, 75° E.; desc, 160 ft. over N. slope.

60.40 | Wash, in Straight Canyon, drains E.; asc., 110 ft, over P
S. slope. '

72,35 | Point of spur, slopes SE,; desc. 35 ft. over NE, slope.

80,48 | The cor. of secs., 21, 22, 27 and 28, monumented with a
sandstone, 20x10x8 ins., firmly set and plainly mkd, 2
notches on S, and 3 on E, edges, and witnessed by a

small mound of stone alongside.

—7 (October 1964) (formerly 4—673b) USDI——BLM . FIELD NOTE PAPER
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4.20

12,75

38.80

40,50

64

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E5 - :

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3: ft, base to
top, with brass cap mkd.

T13S RI1E

. 8211822 .
528|827
1965

from which

A juniper, 8 ins. diam., bears S. 12° E., 41 lks.
dist., mkd. 827 BT. (tree is too scrubby for full
markings). . .

A pinon, 10 ins, diam., bears S. 57° W,, 49 1lks.
dist., mkd, S28 BT. (tree is tooscrubbyfor full
markings) .

Bury original cor, stone alongside iron post.

Land, rolling and bench land..

Soil, rocky clay loam.

Timber, dense pinon and juniper except cleared land,
Undergrowth, sagebrush.

Ffom the cor, of secs. 22, 23, 26 and 27.
N. 89° 38' W., bet, secs, 22 and 27.
Over rolling bench land through dense timber.

Rim of bench, bears N. and S. Desc. 150 ft, over W.
slope. Leave timber.

Base of slope, wash, drains S. 20° E., thence over gently
rolling land.,

Wash, 30 lks, wide, & ft. deep, drains S. 20° W,
The % sec, cor. of secs. 22 and 27, monumented with a
sandstone, 18x10x4 ins., firmly set and plainly mkd. %

on N. face, and witnessed by a mound of stone alongside,

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 8 ins. in
the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd, )

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E.~

67

CHAINS

19.97
23,97
24,97

27.00

32,32
35.35
37.00

39.95

11.50
17.15

21.15
26.50

29.00

T13S R11E

y _ 822
527

1965

Bury original cor. stone alongside iron post.

S. 89° 15' W., beginning new measurement.,

Desc. 20 ft. over gently rolling land through scattered
timber.

Enter cultivated land.

Leave cultivated land.

Fence, bears N. and S.

Coal Creek, 1,50 chs. wide, 6 ft. deep, with stream of
water, 30 lks. wide, 6 ins., deep, flows irregularly S,;
asc., 45 ft. over gentle NE. slope.

Powerline, bears N, 7° 46' W, and S. 7° 46*' E,

Gravel road to Wellington, bears nearly N, and S,
Enter dense timber.

The cor. of secs, 21, 22, 27 and 28.

Land, rolling bench E. portion; gently rolling W. portion
8011, clay loam,

Timber, dense pinon and juniper E. and W. portions;

scattered central portion,
Undergrowth, shadscale and sagebrush.

Base of knoll, bears .E, and W.

N. 0° 15' E., bet. secs, 21 and 22.

Over .rolling land through dense timber. Desc. 25 ft.
over NE, slope, .

Wash, 20 1lks, wide, 3 ft. deep, drains S. 55° E.; asc,
10 ft. over gentle SW. slope, Timber becomes scattered.

Gravel road to Welllngton, bears N, 37° W, and S. 37° E,;
asc, 120 ft. over S. slope. .

Top of flat knoll,.thence.over nearly level land.

Desc. 45 ft, over N. slope,
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39.35

39.95

12.30

25.50

37.21

40.07

31.25.

66

Dependent Resurvey of the Subdivision,
T, 13 S., R. 11 'E. ’

Power line, bears N, 9° 41' W. and 5. 9° 41' E.
The % sec. cor. of secs. 21 and 22, monumented with a
sandstone, 12x10x4 ins,., firmly set in E.-W. fence line,

plainly mkd. % on W. face, and witnessed by a small mound
of stone alongside.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam,, 20 ins.
in the ground, and in a collar of stone to top, with

brass cap mkd.

T135 R11E
%

$21|822
1965
from which

A juniper, 4 ins. diam., bears S. 77° W., 39 lks.
dist., mkd. %S BT.

Bury original cor. stone alongside iron post,

Reestablishment of the Survey Executed by Frank
E. Baxter and Alfredo R, Talamantes in 1900

N. 0° 13' E., beginning new measurement,
Asc, 40 ft. over gentle SE. slope.

Gravel road to Wellington, hears N, 10° E, and S. 10° W,

Base of hill; asc, 75 ft. along E. slope. Enter dense

timber,

Wash, 20 lks, wide, 2 ft. deep, drains S. 35° E.

Power line, bears N. 5° E. and S. 5° W.

The cor. of secs. 15, 16, .21 and722, monumented with a
sandstone, 16x10x6 ins., firmly set and plainly mkd. 3
notches on S. and E, edges.

At the cor., point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in

the ground to bedrock, and in a mound of stone, &4 ft.
base to top, with brass cap mkd.

GPO
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Dependent Resurvey of the Subdivision,
T, 13 S., R. 11 E,

€9

CHAINS

T13S R11E
S16|S15
§21|s22

1965

from which

A juniper, 8 ins. diam., bears S, 5° E., 62 lks,
dist., mkd. S22 BT. (tree is too scrubby for full
markings) .,

A juniper, 6 ins. diam., bears N, 37° W,, 28% lks.
dist,, mkd. S16 BT. (tree is too scrubby for full
markings).

Bury original cor, stone alongside iron post, -

Land, rolling.

Soil, rocky clay loam,

Timber, scattered to dense pinon and juniper.
Undergrowth, shadscale, sagebrush and scattercd grease-
wood,

20.15

22,15

30.15

40,04

From the cor. of secs, 14, 15, 22 and 23.
S. 89° 38" W., bet, secs, 15 and 22,

Over broken land through dense timber. Asc. 20 ft,
along S, slope.

Spur, slopes S.; top of ledge, 50 ft, high, bears N, and
S., thence by triangulation; desc, 250 ft., over SW. slopd

Point of spur, slopes SW.; desc. 100 1t, over NW. slope,
Draw, drains S. 65° W.; asc, 50 ft. over SE, slope.
Spur, slopes S, 65° W,; desc. 100 ft. over NW, slope,
The % sec. cor. of secs. 15 and 22, monumented with a
sandstone, 16x8x4 ins., firmly set and plainly mkd, %
on N, face,

from which the original bearing trees:

A pinon, 12 ins. diam., bears S. 3° 30' W., 40 1lks.
dist., mkd. %¥S22BT.

A pinon, 14 ins. diam., bears N, 85° W,, 15 1lks.
dist., mkd. %S15BT.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.

in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

~7 (October 1964)

(formerly 4=673b) USDI-—BLM’
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69 71

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

o .

CHAINS

from which

A& juniper, 10 ins, diam,, bears S, 11° E., 13% lks.
dist., mkd. % S15 BT,

By triangulation; desc., 50 ft. over NE. slope,

45.00 | Draw, drains E.; asc. 800 ft. over broken and ledgy SE.
slope. " : : .

79.00 | Spur, slopes N. 75° E, End triangulation; desc, 25 ft,
over N, slope.

80.14 | The cor. of secs. 9, 10, 15 and 16, monumented with a
sandstone, 20x6x6 ins,, firmly set and plainly mkd. 3
notches on E. and 4 on S. edges, and witnessed by a
mound of stone alongside.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins,
in the ground to bedrock, and in a mound of stomne, 3 ft.
base to top, with brass cap mkd.
T13S R11E
$91s10
S16|S15
1965
Bury original cor. stone alongside iron post, i
Land, mountainous and broken,
Soil, rocky clay,

Timber, dense pinon and juniper.
Undergrowth, sagebrush, oakbrush and serviceberry.

From‘khe cor, of secs, 10; 11, 14 and 15,

N. 89° 42' W,, bet. secs., 10 and 15.

Over broken and mountainous land through scattered
timber and-undergrowth. By triangulation; desc, 50 ft,
over NW, slope,

4,00 | Head of draw, drains N.; asc., 50 ft. over NE. slope,

‘11,00 Spur, slopes NW,.; desc, 600 ft., over NW, slope.

28,00 | Draw, drains SW.; asc. 450 ft. over broken and ledgy SE.
slope.

-7 (October 1964) (formerly 4=673b) USDI——BLM FIELD NOTE PAPER



CHAINS

39.19

40,34

17.00

19.50

24,55

38.95

139.82

70

Dependent Resurvey of the Subdivision,
T. 13 S.’ ‘R. 11 ‘E. :

The witness % sec. cor. of secs. 10 and 15, on narrow
ledgy spur, monumented with a sandstone, 36x30x12 ins.,
firmly set in mound of stone, and dimly mkd. % on W,
face., End triangulation.

‘At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., on solid
rock, and in a mound of stone, 4 ft, base to top, with
brass cap mkd.

T13S R11E’
1 W_, S0

A

* ¢ s1s
1965

Bury original witness cor. stone in mound of stone
alongside iron post. By triangulation; desc. 100 ft,
over precipitous W, slope,

True point for the % sec. cor. of secs. 10 and 15 at
record distance from the witness % sec. cor. secs., 10
and 15, falls on inaccessible ledges and cannot be per-
petuated.

N. 89° 42' W., with same triangulation and beginning new
measurement,

Desc., 600 ft. over precipitous and broken W. slope.

Coal Creek, with stream of water, 30 lks. wide, 8 ins,
deep, flows S.; asc, 50 ft. over SE. slope.

Gravel road to Wellington, bears N. 30° E, and S. 30° W3
asc. 650 ft. over broken SE. slope.,

Power line, bears N. 20° W. and S. 20° E.

Spur, slopes N. 70° E, End triangulation; desc. 10 ft,
along N. slope.

The cor. of secs. 9, 10, 15 and 16.
Land, broken and mountainous breaks of Book Cliffs,

Soil, rocky clay loam.
Timber, dense pinon and juniper W, portion; scattered

| Pinon and juniper E. portion. Undergrowth, sagebrush,

serviceberry and oakbrush.

N. 0° 04' E,, bet. secs. 9 and 10.

GPO |
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Dependent Resurvey of the Subdivision,
T, 13 8., R. 11 E.-

73

CHAINS

14.00

30,00

39,50

39.70

15.00

37.00.

40,17

, timber and undergrowth. By triangulation; desc, 600 ft,

“and dimly mkd. % on NE, face.

Over broken and ledgy breaks of Book Cliffs through dense
over broken and ledgy N. slope changing to NE. slope.

Hoffman Creek, with small stream of water, flows S, 75°
E.; asc. 600 ft. over broken and ledgy SW. slope.

Spur, slopes SE.; asc. 100 ft. along broken E. slope.

Spur, slopes E; End triangﬁlafion;taésc. 15 ft, over
N. slope.

The % sec. cor. of secs. 9 and 10, monumented with a
sandstone, 8x4x2 ins., firmly set in small mound of stone
from which the original bearing trees:

A juniper, 8 ins. diam., bears S. 37° E., 5 lks.
dist., mkd. %S10BT.

A juniper, 12 ins. diam., bears N. 27° 30' W.,
19 lks. dist., mkd. %S9BT,

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.

base to top, with brass cap mkd.

T13S R11E
%

59(s10
1965

Bury original cor. stone alongside iron post.

N. 0° 13' E., beginning new measurement.
By triangulation; desc. 450 ft, over N, slope.

Draw, aréins E.;.asc. 850(ft. over broken ana 1edgy‘
S. slope,

Spur, slopes S, 30° E., End triangulation; desc. 10 ft.
along E. slope.

The cor. of secs. 3, 4, 9 and 10, monumented with a
sandstone, 20x10x4 ins., firmly set and plainly mkd.

3 notches on E, and 5 on S. edges.

ffom_whichgthe»briginal beariﬁg trees:

)--7 (October 1964) (formerly 4=673b) USDI——BLM
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. At the cor, point

72

Dependent Resurvey of the Subdivision,
T. 13 5., R, 11 E,

A pine, 18 ins. diam., bears N, 84° 30' E., 96 1lks.
disc., mkd. T13S R11E S3BT,

# mthogany, 8 ins. diam., bears S. 52° 30' E., 16
tks. dist., mkd. T13S R11E S10BT,

4 pine, 24 ins. diam., bears S, 19° W,, 72 lks.
dist., mkd, Tl3S RI11E S9BT.

Svt un iron post, 30 ins. long, 2% ins. diam., 14 ins, in
th: uround to bedrock, and in a mound of stone, 3 ft.
basv to top, with brass cap mkd.-

T13S R11E
S4iS3
591510
1965

Burv original cbr. stohe alongside iron post.
Land, ":oken and ledgy breaks of Book Cliffs,
Soil, cocky clay loam,
Tinmber, dense pinon, juniper and scattered pine and

avthogany,
Undergrowth, svrviceberry and oakbrush.

e e

tEo rim of Coal Creck, bears N. and S., thence by
itrixnuulutinn; dusc. 600 €t. over steep and ledgy W,
i slope, Enter dense undergrowth,

fwith brass cap mkd.

i
i ww‘mu*:,:m,w;;sz. AR,

From the true point for the cor, of secs. 2, 3, 10 and 11/
3. 89 59" W., bet, secs. 3 and 10.

Mver broken and ledgy breaks: of Book Cliffs through dense
timber, By triangulation; asc., 250 ft. over broken and

ledzy SEL stope,

Spur, slopes S, 70° W. End triangulation; desc. 110 ft,
wver NW, o slope,

The L see, cor. of secs, 3 and 10, monumented with a
iindstone, 12x10x4 ins., firmly set and platnly mkd. ¥
MmN, face, End triangulation,

At the cor, point

Set an iron post, 30 {ns. long, 2% {ns. dfam,, 18 {ns, {n
the sround, and in 4 mound of stone, 4 ft, bage to top,

[ 142



73

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E.,

CHAINS

11.30

12,15

39.19

"5.80 °

19.00

38.97

T13S R11E

5 .83

S10
1965

Bury original cor. stone alongside iron post,

N, 89° 55' W., beginning new measurement.

By triangulation; desc. 300 ft, over steep and ledgy W.
slope. :

Coal Creek, 1.00 ch. wide, 20 ft. deep, with stream of
water, 10 lks, wide, 12 ins. deep, flows S. 15° E.; asc,
50 ft. over E., slope.

Road to Wellington, bears N. 20° E, and S. 20° W.; asc.
950 ft..over steep and broken E, slope.

The cor. of secs. 3, 4, 9 and 10. - End triangulation.

Land, broken and ledgy breaks of Book Cliffs.,

Seil, rocky clay loam.

Timber, dense pinon, juniper, and scattered mahogany and
pine.

Undergrowth, dense serviceberry and oakbrush.

N. 0° 03' W,, bet. secs, 3 and 4.

Over mountainous land through dense timber and under-
growth. Asc, 45 ft, along E. slope,

Point’ of spur, slopes E.; desc. 55 ft. along E. slope,
Spur, ‘slopes N. 60° E.; desc. 320 ft. over N. slope.
Intersect the N. bdy. of the Tp.

Point for the closing cor, of secs. 3 and 4.

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,

base to top, with brass cap mkd.,

T12S R11E
S34

. S4]83
c'c
T13S R11E
1965
From this cor., the cor. of secs. 33 and 34, T. 12 3.,

R. 11 E., bears S, 89° 55' W., 17.59 chs. dist., monu-
mented by an iron post 23" diam., hereinafter described.




7C 74

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

CHAINS

An oak, 4 ins. diam., bears S. 2° E,, 2% lks. dist.,
mkd, S3CCBT.

The original closing cor. of secs. 3 and 4, bears N, 0°
03' W., 9 lks. dist., firmly set on E. and W. fence line,
and plainly mkd. 3 notches on E. and W. edges, and CC on
S, face, and witnessed by a small mound of stone to S.
This cor., will now function as an amended monument only,
and I destroy the original works on this cornerstone, and
add the letters "AM,"

Land, mountainous.

Soil, rocky loam. .

Timber, dense pinon, juniper and pine S. portion;
scattered N, portion. Undergrowth, dense oakbrush,
young mahogany and serviceberry.

Point for the N. %-sec. cor. of sec. 3, on the N, bay. of
the Tp., and midpoint bet. the closing cor. of secs. 3
and 4, and the closing cor. of secs., 2 and 3.

Drill an iron post, 1 in. diam., 12 ins. long, 6 ins. in
solid sandstone, along S. bank of Coal Creek, with brass

cap mkd.

.T12S R11E

T13S R11E
1965
From this cor,, the S.% sec., cor. of sec. 34, T. 12 8.,
"R. 11 E,, bears’S. 89% 55' W., 18,255 chs. dist., monu-

mented with an iron post, 2% ins. diam., hereinbefore
described, ' ' ‘ '

Reestablishment of the Survey Executed
by A, D, Ferron in 1891

From the cor. of secs. 4, 5, 32 and 33, on the S. bdy.
of the Tp.

N.0° 12' E., bet. secs. 32 and 33.

Over rolling bench land through dense timber. Asc. 30 ft,
over SW, slope,

0.70 | Point of spur, slopes SE.; desc, 70 ft. over NE. slope.

Form 9180-7 (October 1964) (formerly 4—673b) USDI—~~BLM FIELD NOTE
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Dependent Resurvey of the Subdivision,
T. 13 S., R, 11 E.

77

CHAINS

6.50

9.95

36.75

64.00

80.80

Head of draw, drains SE,; asc. 120 ft, over SW. slope.

Rim of bench, bears E. and W.; asc. 65 ft. over rolling
land. : : : :

Rim of bench, bears NW, and SE.; ‘desc. 130 ft. over NE,
slope.

Point for the % sec. cor, of secss 32 and 33 at pro-
portionate dist.; there is no remaining evidence of the
original cor. - : ’

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T13S R11E
‘ %

$321833

1965

Thence by triangulation; desc. about 170 ft. over NE,
slope, Timber becomes scattered.

Draw, drains S, 30° E.; asc. about 200 ft. over SW,
slope.

Point for the cor. of secs. 28, 29, 32 and 33 at pro-
portionate dist.; there is no remaining evidence of the
original cor., End triangulation. ‘

Set an iron post, 30 ins, long, 2% ins. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T13S R11E

529528
$32]5833
1965

from which

A juniper, 6 ins. diam., bears S. 79° 15' E., 29
lks. dist., mkd., S33 BT, (tree is too scrubby for
full markings).

A pinon, 8 ins. diam., bears S, 25° 15' W,, 25 lks.
dist., mkd, T13S R11E S32 BT. .

No other suitable bearing trees available,

Land, rolling bench land,

Soil, rocky clay loam.

Timber, dense pinon and juniper S, portion; scattered
N. portion.

Undergrowth, shadscale and sagebrush.

)~7 (October 1964)
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CHAINS

9.45

40.32

51.05

56,70

73.50

80.64

11.00

76

Dependent Resurvey of the Subdivision,
T. 13 s., R. 11 E,

From the cor. of secs. 27, 28, 33 and 34,
N. 89° 54' W., bet. secs, 28 and 33.

Over rolling bench land through medium dense timber.
Asc, 190 ft. over NE, slope.

Rim of bench, bears, NW, and SE, _ Enter land recently
cleared of timber, Asc. 85 ft. over rolling NE, slope,

Point for the % sec. cor. of secs. 28 and 33 at pro-
portionate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins, diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T13S R11E

1 _ 828
L, 9206

8§33
1965

Asc.‘30 ft. over gentle NE. slope.
Spur, slopes SE.; desc. 75 ft. over SW. slope.
Draw, drains S. 20° E.; asc, 100 ft. over NE. slope,

Rim, bears N, 30° W, and S, 30° E.; desc, 180 ft, over
SW. slope. Enter timber,

The cor. of secs. 28, 29, 32 and 33.

Land, rolling bench land.
Soil, rocky clay loam.

Timber, medium dense pinon and juniper, except for
cleared area.

Undergrowth, sagebrush and shadscale,

N. 0° 43' E,, bet. secs. 28 and 29,

Over rolling bench land through medium dense timber,
Asc, 200 ft. over SW, slope.

Rim of bench, bears NW. and SE.; end triangulation; asc.
50 ft. over gently rolling land recently cleared of
timber.

GPO -



77

Dependent Resurvey of the Subdivision,
T. 13 s, R. 11 E.

79

CHAINS

38.00

40.40

56 .60

64,00
73.00

80.80

Small draw, 15 ft, deép, drains SE.

Point for the % sec. cor. of secs. 28 and 29 at pro-
portionate dist,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins, long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd,

T13S R11E
%

§29(528
1965

Raise a mound of stone, 4 ft. base, 1% ft. high, W, of
cor,

Asc. 20 ft. over gently rolling land.
Trail road, bears N, 80° W, and curves SE.

Rim of bench, bears NW, and SE., thence by triangulation;
desc., 250 ft. over NE. slope. Enter timber.

Wash, in Straight Canyon, drains S. 60° E.; asc. 200 ft.
over S, slope,

The cor. of secs. 20, 21, 28 and 29, monumented with a
sandstone, 20x12x8 ins,, firmly set and plainly mkd. 2
notches on S, and 4 on E, edges, and witnessed by a
mound of stone alongside, End triangulation,

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam,, 14 ins,
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T13S R11E

. s20]s21
s29[s28

1965

from which

A pinon, 6 ins, diam., bears S. 74° E., 44 lks.
dist., mkd., S28 BT.

A pinon, 6 ins. diam,, bears S. 22° W., 10 lks.
dist., mkd. SZ9IBT-

A pinon, 8 ins. diam., bears N, 34° W., 33 lks.
dist., mkd. S20 ET. '

Trees are too scrubby and knotty for full markings.

-7 (October 1964) (formerly 4-673b) USDI——BLM
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5.60

21.70

31.50

40,72

0.55

16.70

78

Dependent Resurvey of the Subdivision,
T, 13 S., R. 11 E.

Land, rolling bench land.
Soil, clay loam,
Timber, pinon and juniper, except for cleared area.,

Undergrowth, -sagebrush,

From the cor, of secs. 21, 22,.27 and 28,
N. 89° 51' W,, bet. secs. 21 and 28.

Over broken bench land through dense timber. Asc. 145 ft|,
over E. slope.

Spur, slopes S.; desc. 150 ft, over W. slope.

Wash, 20 lks. wide, 3 ft. deep, drains S. 40° E,; asc.
100 ft. over SE. slope changing to E. slope,

Spur, slopes S.; desc, 50 ft, over W, slopé.

The % sec. cor. of secs. 21 and 28,'monumeﬁted with a
sandstone, 12x10x3 ins., firmly set and plainly mkd. % on
N. face.

At the cor, poiﬁt

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.

in the ground, and in a collar of stone to top, with

brass cap mkd.

T13S R11E

y _s21
’ 528

1965
from which

A juniper, 5 ins. diam., bears N. 74° E., 17 1lks,
dist., mkd. %S BT.

A pinon, 6 ins. diam., bears S. 42° E., 82 1lks.
dist., mkd. %S28 BT,

Bury original cor. stone alongside iron post,

N. 89° 20' W., beginning new measurement,

Wash, 15 1ks. wide, 2 ft, deep, drains S, 40° E,; asc,
25 ft. over NE. slope.,

Low spur, slopes S,; deésc, 20 ft. over SW. slope,

Wash, 30 lks, wide, 3 ft. deep, drains S, 60° E,; asc,
250 ft. over NE. slope.

GPO
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Dependent Resurvey of the Subdivision,
T. 13 s., R, ‘11 E.

CHAINS

19.70

39.54

17.25

21.00

39.85

Rim of bench, bears N. 25° W, and §. 25° E., thence
over nearly level land.

The cor. of secs. 20, 21, 28 and 29.

Land, rolling and broken bench land.
Soil, clay loam.

Timber, dense pinon and juniper.
Undergrowth, sagebrush,

N. 0° 04' E., bet. secs., 20 and 21.

Over rolling land through dense timber. Asc. 150 ft.
over SE. slope.

Spur, slopes E., thence by triangulation; desc. 150 ft.
over NE. slope.

Draw, drains SE.; 'asc, 50 ft. over gentle SW. slope.

The 1/4 sec. cor. of secs., 20 and 21, monumented with
a sandstone, 14x10x8 ins., firmly set and plainly mkd.
1/4 on W. face. ‘

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.
T13S R11E
%
S20(s21

) . 1965.

from which

A pinon, 8 ins. diam., bears N. 76° E., 39 lks.
" dist., mkd. 1/4 S21 BT.

A pinon, 8 ins. diam., bears S. 70° W., 24 lks.
dist., mkd. 1/4 $20 BT.

Bury original cor. stone alongside iron post.

Reestablishment of the Survey Executed by Frank
E. Baxter and Alfred R. Talamantes in 1900

N. 0° 06' E., beginning new measurement.

7 (October 1964) (formerly 4—673b) USDI—~—BLM El
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CHAINS

17.00

23,10

29,00

0. 36

80

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E.

Asc. 75 ft. over SE. slope.

Spur, slopes NE., thence by triangulation; desc. 300
ft. over steep N. slope.

Drift fence, bears E. and W. Leave timber.

Draw, drains S. 70° E.; asc. 300 ft. over steep S.
slope,

Point for the cor. of secs. 16, 17, 20 and 21 at
proportionate dist.; there is no remaining evidence
of the original cor. End triangulation.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T13S RI11E

s17]s16
$20[s21
1965

Land, rolling bench land.

Soil, rocky clay.

Timber, dense pinon and juniper §. portion; scattered
N. portion,

Undergrowth, sagebrush.

From the cor. of secs. 15, 16, 21 and 22.

N. 89° 49' W., bet, secs. 16 and 21.

Over rolling bench land through dense timber. Asc.
135 fr. over SE., slope.

Rim of bench spur, bears NE. and SW.

Rim of bench spur, bears NW. and SE.; desc. 150 ft, over
W. slope,

Draw, drains S, 20° E,; asc. 220 ft. over steep E.
slope,

Spur, slopes S, 30° E.; asc. 25 ft. along S, slope.

The 1/4 sec., cor. of secs. 16 and 21, which is a sandstu:
boulder in place, 4x2xl ft. above ground, mkd. with a
cross (-) and 1/4 N. of cross.

[ 14
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Dependent Resurvey of thg Subdivision,
T. 13 S.y R, 11 E.- -

83

CHAINS

10.70
30.30

39.95

2.00

40.04

At the corner point

Set an iron post, 8 ins, long 1 in. diam., 6 ins. in
a drill hole with brass cap mkd.

T13S R11E

S16
521

1965
ffom which
A cross +) and the letters BO, chiseled on a
sandstone boulder, 30x20x15 ft., bears N. 24° E.,
22 lks. dist.

A pine, 8 ins. diam., bears S. 29° W., 33 lks.
dist., mkd. 1/4 S21 BT.

N. 89° 30' W., beginning new measurement.
Asc. 55 ft, along broken E. slope.

Rim of mesa, bears N, and S.; desc. 260 ft. over
broken W. slope,

Wash, in draw, drains S.; asc. 190 ft. over SE. slope,

" changing to S. slope. Enter scattered timber.

The cor. of secs. 16, 17, 20 and 21{

Land, broken and rolling bench land.

‘Soil, rocky clay.

Timber, dense pinon and juniper E. portion; scattered
W. portion.

Undergrowth, sagebrush and shadscale.

N. 0° 46' E., bet. secs. 16 and 17.

Over broken and mountainous’ land through medium dense
timber. By triangulation; asc., about 50 ft. over
ledges on S, slope. ’

Top of ledge, bears E. and W.; asc. 600 ft, over broken
and ledgy SE. slope.

Point for the 1/4 sec. cor. of secs, 16 and 17 at record
dist. from the witness 1/4 sec, cor. of secs. 16 and 17,
falls on inaccessible ledges and cannot be perpetuated.

N. 0° O5" W,, beginning new measurement; continue with
same triangulation.

Asc. abruptly 200 ft., over precipitous SE. slope.

7 (October 1764) (formerly 4—673b) USDI——BLM El - -
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CHAINS

3.00

28.80
39,25

40.02

82

Dependent Resurvey of the Subdivision,
T. 13 5., R, 1] E,.

The witness 1/4 sec. cor. of secs. 16 and 17, monumented
with a sandstone, 20x8x6 ins., firmly set in mound of
stone, and plainly mkd. 1/4 WC on W. face. End tri-
angulation,

from which the original bearing trees:

A pinon, 8 ins. diam., bears N. 81° E., 28 1lks.
dist., mkd. WC%S16BT,

A pinon, 6 ins. diam., bears N. 59° W., 24 lks.
dist., mkd. WC%S17BT.

At the witness cor. point

Set.an iron post, 30 ins. long, 25 ins. diam., 10 ins,
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

T13S R11E

%
S17|s16
WyC

1965

Bury original witness cor. stone alongside iron post.

By triangulation; asc. 500 ft. over broken and ledgy
SE. slope.

Small spur, slopes E, End triangulation; asc, 85 ft.
along E. slope.

Ridge, bears N. 5° E, and S. 5° W.; desc. 10 ft. along
W. slope.

The cor. of secs. 8, 9, 16 and 17, monumented with a
sandstone, 16x6x4 ins., firmly set and plainly mkd.

4 notches on S. and E,. edges, and witnessed by a mound
of stone alongside.

At the cor. point
Set. an iron post, 30 ins. long, 2% ins. diam., 4 ins.

in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T13S R11E

S8([s9
S17|sS16
1965

3

Buryloriginal cor. stone alongside iron post.

GPO



83

Dependent Resurvey of the Subdivision,
T. 13 8., R. 11 E, .

CHNAINS
Land, broken and ledgy breaks of Book CLliffs,
Soil, rocky loam, .
Timber, dense pinon, juniper and scatterced pine and
mahogany,
Undergrowth, oakbrush and serviceberry.
From the cor. of sces, 9, 10, 15 and 16,
N. 89 55' W,, het, scees. 9 and 16,
Over mountainous land through dense underyrowth and
scattered timber. Asc. 320 fr, along N. slope,
21,20 S[‘Ur, slopes 5§, 50 ey desce, 10D ft. ovvwer Sw, wlope,
29.00 Head of draw, draias SW.; asc, 200 ft. sver SF, slope,
39,76 The & scece core of secne 9 and 16, monunent-d with a
sandstone, 15%12x88 ins,, firmly not and plainl. mkd.
L on N. face,
At the cor, point
Set an dron post, 30 dins. Lew, 20 das, diu., 5 oins.
in the pround to bedrock, and in a mound of wtone, 4
ft. base th top, with brac cup akd,
T13s RIIE
59
516
19675
from which
A pine, 8 ins, diam,, bearn 5, 637 E., 16 lks,
dist,, mkd. ' S16 BT,
A pine, 10 ins, diam., bears N, 327 W., 23 ks,
dist,, mkd, ' 59 BT,
Bury oripinal cor, stone altongside iron post,
N. 89" 35' W,, beginning new measurement.
Asc, 260 ft, over steep SE, slope changing to E. slope,
4.95 Spur, slopes S., thence by triangulation; desc. 500 fe.
over steep and broken W, slope.
19.60 Bottom of canyon, drafins S,; asc. 500 ft. over steep and
broken SE, slope.

-7 (October 1964) (formerly 4—673b) USDI—~BLM
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CHAINS

39.00

40,20

10.00

15.00

37.00

40,06

2.00

84

Dependent Resurvey of the Subdivision,
T. 13 S., R, 11-E, - :

Ridge, bears N, 10° E, and S. 10° W. End triangulation,
Desc, 15 ft. over W, slope.

The cor. of secs. 8, 9, 16 and 17.

Land, mountainous and broken breaks of Book Cliffs,
Soil, rocky loam.

Timber, scattered to dense pinon, juniper, pine and
mahogany, . -

Undergrowth, dense oakbrush and serviceberry,

| W. slope.changing to NW, slope.

N. 0° 07' W., bet., secs. 8 and 9.

Over mountainous land through dense undergrowth and.
scattered timber. By triangulation; desc. 100 ft, along
Head of draw, drains S. 40° W,;.asc..50 ft. over SE.
slope, .

Small spur, slopes S. 60° W,: asc. 150 ft. over SW, slope,

Small spur, slopes W, End triangulation, Asc. 100 ft.
along steep W. slope,.

The % sec..cor. of secs, 8 and 9, monumented with a
sandstone, 20x8x6 ins., firmly set and plainly mkd. b
on W, face,

from which the original bearing trees:

A pine, 14 ins, diam., bears §. 25° E., 168 1ks,
dist., mkd. % S9 BT.

A pine, 18 ins, diam., bears S, 18° W., 59 1ks.
‘dist., mkd. % S8.BT. .

At the cor. point
Set an iron post, 30 ins. long, 2% ims. diam., 10 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,

base to top, with brass cap mkd.

T13S R11E
3

4
58189
1965

Bury original cor. stone alongside iron post.

N. 0° 08' E., beginning new measurement.

Asc. 40 ft. along steep W. slope.

Ridge, bears N. 15° W. and curves S.; thence by triangulad"

tion; desc. 500 ft, over steep NE. slope,

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S., R. llyE.w

87

CHAINS

32.00

39.87

2,90
25,00
36,90

40,21

Head of draw, drains E.; asc, 50 ft. along E. slope.

"Point for the cor. of secs, 4, 5, 8 and 9 at proportionat
dist.; there is no remaining evidence of the original cor]

End triangulation,

Set an iron post, 30 ins. long, 2% ins. diam,, 16 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,
base to top, with brass cap mkd,

T13S R11E

S5[S4
S8|s9

1965

Land, mountainous.

Soil, rocky loam. .

Timber, scattered pine, pinon, juniper and mahogany.
Undergrowth, dense oakbrush and serviceberry,

From the cor. of secs. 3, 4, 9 and 10.
N. 89° 51' W., bet. secs. 4 and 9.

Over mountainous land through scattered timber and dense
undergrowth, Asc, 20 ft, over NE, slope.

Spur, slopes S. 30° E., theﬁce_by triangulation; desc,
100 ft. over SW. slope,

Head of draw,'drains SE.; asé. 200 ft; over broken.SE.
slope.

Spur, slopes S. End trianguiation; desc; 65 ft. over
steep W, slope.

The % sec, cor. of secs. 4 and 9, monumented with a
sandstone, 18x10x6 ins,, firmly set and plainly mkd,
% on N, face,

from which the original bearing trees:

A pine, 16 ins, diam., bears N, 18° E., 78 lks.
dist., mkd. %84BT, (Record: N, 15° E,, 77 lks.).

A pine, 20 ins. diam., bears S. 1° E., 56 lks.
dist., mkd. %S9BT., (Record: S, 1° E., 64 lks.).

At the cor. point

~7 {(October 1964) (formerly 4=673b) USDI——BLM FIELD .
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CHAINS

0.30
12.00
17.00

26 .00

40,00

11.50

17,50

37.85

86

Dependent Resurvey of the Subdivision,
T, 13 S.,’R, 11'E, ° ‘

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T13S R11E

1 S4

° S9
1965

Bury original cor., stone alongside iron post.

N. 89° 45 W., beginning new measurement.,

By triangulation; continue over broken and ledgy W.
slope.

Top of ledge, 100 ft. high, bears N, and S.; desc. 500
ft. over precipitous W. slope.

Bottom of East Fork of Hoffman Creek, drains S.; asc,
150 ft. over ledgy SE. slope.

Point of ledgy spur, slopes S.; desc. 200 ft. over ledgy
SW. slope.

Bottom of West Fork of Hoffman Creek, with small stream
of water, flows S. 50° E.; asc. 400 ft. over steep and
ledgy E. slope. i :

The cor. of secs. 4, 5, 8 and 9. End triangulation.

Land, mountainous and broken breaks of Book Cliffs.
Soil, rocky loam.

Timber, scattered pine and pinon and mahogany.
Undergrowth, dense oakbrush and serviceberry.

N. 0° 23' W., bet, secs., & and 5.

Over broken and mountainous land through scattered timber
and dense undergrowth. By triangulation; asc., 300 ft,
over SE. slope, :

Point of spur, slopes E.; desc, 100 ft. along E. slope,

Head of West Fork of Hoffman Greek, -drains S. 30° E.;
asc. 500 ft. over broken and ledgy SE. slope.

Rim of Book Cliffs, bears SW. and curves E. End
triangulation, thence over nearly level land, Leave
timber.

GPO
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Dependent Resurvey of the Subdivision,
T. 13 s., R, 11 E..

89

CHAINS

39.24

39.39

The closing cor. of secs. 4 and 5, monumented with a
sandstone, 12x10x6 ins., firmly set on fence line
bearing about W. and curving about N. 85° E., and
plainly mkd. 4 notches on E. and 2 on W. edges, and
CC on S. face, This cor. will now function as an
amended monument only. I destroy the original marks
and add the letters "AM.'" on 8. face.

Intersect the N. bdy. of the Tp.
Point for the closing cor. of secs. 4 and 5.

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd.

_ T12S R11E

S33
S5|s4

clic
T13S R11E

1965

From this cor., the cor. of secs. 32 and 33, T, 12 s.,
R. 11 E., bears N. 88° 16' W., 18.46 chs. dist., monu-
mented with an iron post, 2% ins. diam., hereinbefore
described.

Land, mountainous and broken.

Soil, rocky loam.

Timber, scattered pine and pinon.

Undergrowth, oakbrush, serviceberry and young mahogany.

Point for the N. 1/4 sec. cor. of scc. 4, on the N. bdy.
of the Tp., and midpoint bet., the closing cor. of secs.
4 and 5, and the closing cor. of secs. 3 and 4.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T12S R11E

¥ s4
T13S R11E
1965

from which

A pine, 20 ins. diam., bears S. 50° E., 82 lks.
dist., mkd. 1/4 S4& BT.

From this cor., the S. 1/4 sec. cor. of sec. 33, T. 12 s,
R. 11 E., bears N. 89° 57' W,, 18,59 chs. dist., monu-
mented with an iron post, 2% ins. diam., hereinbefore
described.

~7 (October 1964)
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0

CHAINS

2,00

18.40

28.80

35.15

40.24

88

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E..

Reestablishment of the Survey Executed
by A. D. Ferron in 1891

From the cor. of sees. 5, 6, 31 and 32, on the S, bdy.
of the Tp.

N. 0° 46' W., bet. secs. 31 and 32,

Over mountainous land through medium dense timber.
Asc. 75 ft. over S. slope.

Rim of bench, bears E, and W,, thence over rolling
bench land.

Rim of bench, bears NW, and SE.; desc. 160 ft. over
NE. slope.

Wash, 50 lks, wide, 10 ft, deep, in large draw, drains
S. 40° E., asc. 140 ft. over SW. slope.

Rim of bench, bears NW. and SE., thence over gently
rolling land.

The 1/4 sec., cor. of secs. 31 and 32, monumented with
a sandstone, 16x9x4 ins., firmly set and plainly mkd.
1/4 on W. face, and witnessed by a small mound of
stone alongside.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 3%
ft. base to top, with brass cap mkd.

T13S RI1E
%
$31/532
1965

from which

A pinon, 5 ins. diam., bears S, 67° 45' W., 26 lks.
dist., mkd. 1/4 S BT.

Bury original cor. stone alongside iron post.
N. 0° 34' W., beginning new measurement.

By'triangﬁlation; asc, 100 ft. over gently rolling land
through dense timber.

GPO
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Dependent Resurvey of the Subdivision,
T. 13 s., R. 11 E,

91

CHAINS

37.00

40,12

8.05

20.90

32.85

40,27

Leave timber, bears E. and W.; enter recently cleared
land,

The cor. of secs. 29, 30, 31 and 32, monumented with a
sandstone, 24x12x5 ins., firmly set and plainly mkd. 1
notch on S, ‘and 5 ‘notches on E. edges, and witnessed by
a mound of stone alongside, End triangulation.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd.

T13S R11lE
530529
831|832

1965

Bury original cor. stone alongside iron post,

Land, rolling bench land.

Soil, rocky clay loam.

Timber, dense pinon and juniper, )
Undergrowth, shadscale, sagebrush and scattered
greasewood,

From the cor. of secs. 28, 29, 32 and 33.
S. 89° 30' W., bet. secs. 29 and 32,

Over rolling bench land recently cleared of timber.
Desc. 65 ft, over SW, slope,

Wash, in draw, drains irregularly SE.; asc. 295 ft.
over NE. slope.

Rim of bench, bears N. 30° W, and S. 30° E.; asc. 40 ft.
over gentle NE, slope.

Top of ascent, bears N. 30° W, and S. 30° E,; desc. 15
ft. over gentle W, slope.

Point for the % sec. cor. of secs, 29 and 32 at pro-
portionate dist.; there is no remaining evidence of the
original cor. ’ '

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, & ft,
base to top, with brass cap mkd.

T13S RI1E
: S29 -
% 532

1965

~7 (October 1964) (formerly 4—673b) USDI-—BLM FIELD N
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CHAINS

52,10

55.20
57.85

63.15

"71.90

80.54

12,50

28.35

32,45

39.07

42.00
35.00
68.00

78.30

90

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

Desc. 35 ft. over gentle W, slope.

Small draw, 20 ft. deep, drains S. 20° E,; asc, 20 ft.
over E, slope.

Small spur, slopes S.; ‘desc. 5 ft..dver W. slope.
Wash, drains S,; asc., 20 ft. over E. slope.

Spur, slopes 5. 20° W.; desc. 40 ft, over NW. slope.
Draw, drains S. 20° W,; asc, 55 ft. over SE. slope.
The cor., of secs. 29, 30, 31 and 32.

Land, rolling bench land.

Soil, clay loam,

Timber, pinon and juniper in uncleared area.
Undergrowth, sagebrush and shadscale.

S. 89° 25' W., bet. secs. 30 and 31,

Over rolling bench land -recently cleared of timber. Desc
80 ft, over W. slope.

Draw, drains S.; asc. 160 ft. over E. slope.

Trail road, on spur, bears about N, and S.; desc. 60 ft,
over W, slope.

Draw, drains S.; asc, 50 ft. over E, slope.

Point for the % sec. cor. of secs. 30 and 31 at pro-
portionate dist.; there is no remaining evidence of the
original cor, : : : :

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins,
in the ground, and in a mound of stone, 4 ft. base to
top, with brass' cap mkd.

T13S R11E

p 830
831

1965
Desc, 20 ft. over W. slope,

W. rim of bench, bears N, and S., thence by triangulation
desc. about 250 ft, over W. slope. Enter dense timber.

Improved gravél road, bears N. and S.; enter scattered
timber.

Deadman Creek, drains S. 20° E,; asc. about 75 ft. over
E, slope. Enter cleared land.

The cor. of secs. 25, 30, 31 and 36, on the W. bdy, of
the Tp., End triangulation.

GPO :
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Dependent Resurvey of the Subdivision,
T. 13 5., R. 11 E.

g3

CHAINS

39.74

19.55

40.44

Land, rolling bench land.

Soil, rocky clay loam.

Timber, pinon and juniper in uncleared area.
Undergrowth, sagebrush.

From the cor. of secs. 29, 30, 31 and 32.
N. 0° 04' W., bet. secs. 29 and 30.

Over rolling bench. land recently cleared of timber.
Asc., 100 ft. over gently rolling S. slope.

The 1/4 sec. cor. of secs. 29 and 30, monumented with
a sandstone, 20x12x10 ins., loosely set and plainly mkd.
1/4 on W. face.

At the cor. point
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.
T13S R11E
%
530|529
1965

Bury original cor. stone alongside iron post.

Raise a mound of stone, 3 ft, base, 1% ft., high, W. of
cor.

N. 0° 13' W., beginning new measurement.
Asc, 75 ft. over gentle S. slope.
Trail-road, bears N. 35° W, and S. 35° E.

The cor. of secs. 19, 20, 29 and 30, which is a sandstone
boulder in place, 5x4x3 ft., mkd. with a cross +).

At the corner point

Set an iron post, 8 ins. long, 1 in. diam., 6 ins. in
a drill hole with brass cap mkd.

T13S R11E

S19/s20
§30(s29
1965

Land, rolling bench land.

Soil, rocky clay loam.

Timber, pinon and juniper in uncleared area.
Undergrowth, sagebrush,
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CHAINS

4.05
9.00

12,00

23.00

40.94

41.90

52.90

58.85

62.40

79.00

81.88

92

Dependent Resurvey of the Subdivision,
T. 13 8., Ro 11 E.

From the cor. of secs. 20, 21, 28 and 29.

S. 88° 59' W., bet, secs. 20 and 29,

Over broken bench land through dense timber. By
triangulation.

Wash, drains S. 60° E.
Rim of bench; desc, 100 ft, over SW. slope.

Draw, in bottom of Straight Canyon, drains S. 50° W.;
asc. 350 ft. over E. slope.

Rim of bench, bears N. and S. End triangulation. Enter
recently cleared land.

Point for the 1/4 sec. cor. of secs., 20 and 29 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T135 R11E

§20
529

1965

Trail road, bears N. 55° W, and §. 55° E.

Rim of bench, bears N. and S.; desc. 85 ft. over W.
slope. Enter timber.

Wash, 20 1ks. w1de, 3 fe. deep, drains S. 15° E.; asc.
125 ft. over E, slope.

Rim of bench, bears N. and S. Enter recently cleared
land, thence over gently rolling land.

Small draw, 40 ft. deép, drains S.; asc. 15 ft. over
NE. slope.

True cor. of secs. 19, 20, 29 and 30.

Land, broken bench land E. portion; rolling bench land
W. portion.

Soil, rocky clay loam.

Timber, pinon and jumiper in uncleared area.
Undergrowth, sagebrush.

PO
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Dependent Resurvey of the Subdivision,
T. 13 s., R. .11 E,

e

CHAINS

6.30

29.80

36.80

39.38

2,90

28.00

39.83

S. 89° 08' W., bet. secs. 19 and 30.

Over rolling bench land recently cleared of timber.
Asc. 100 ft. over NE. slope.

Trail road, bears N. 25° W, and §. 25° E.

W. rim of bench, bears N, and S.; desc. 150 ft. over
W. slope.

Base of bench; thence over nearly level land. Enter
scattered timber.

The 1/4 sec. cor. of secs. 19 and 30, monumented with
a sandstone, 14x8x6 ins., firmly set and plainly mkd.
1/4 on N. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

© T13S RI1E

5 S19
S30

1965

Bury original cor. stone alongside iron post.

S. 89° 10' W., beginning new measurement.
Desc: 50 ft. over gentle W. slope.
Improved gravel road, bears N, and S.

Wash, 40 lks. wide, 2 ft., deep, in Deadman Creek, drains
8.; asc. 35 ft. over E. slope. Enter recently cleared
area.

The cor. of ‘secs. 19, 24, 25 and 30, on the W. bdy. of
the Tp.

Land, rolling bench land.

Soil, rocky clay loam.

Timber, pinon and juniper in uncleared area.
Undergrowth, sagebrush.
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CHAINS

5.30

17.75

23.10

39.02

40.05

41.07

42,50

52.40

58.40

71.40

81.80

94

Dependent Resurvey of the Subdivision,
T. 13 8., R, 11 E.

N. 1° 09' E., bet. secs. 19 and 20.

Over rolling bench land recently cleared of timber.
Desc. 20 ft., over NE. slope.

Draw, drains S, 10° E.; asc, 100 ft. over rolling SW.
slope.

Rim of bench, bears N, 20° W, and S. 20° E. Enter
dense timber; desc., 115 ft, over NE. slope.

Wash, 20 lks. wide, 10 ft. deep, drains SE. Leave
timber and enter sagebrush, bears NW, and SE.; asc.
80 ft. over gentle S, slope.

Trail road, bears nearly E. and W.

Trail road, bears about S. 60° E. and N. 60° W,

Point for the 1/4 sec. cor. of secs. 19 and 20 at
proportionate dist,; there is no remaining evidence
of the original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T13S R11E
X

S19]s20
1965

from which

A pinon, 5 ins, diam., bears S. 85° E., 42 lks.
dist., mkd. 1/4 S BT.

Raise a mound of stone, 2% ft. base 1% ft, high,
W. of cor.

By triangulation; asc, 50 ft. over gentle S. slope.

Enter dense timBer.

Drift fence, bears about E, and W,

Ledge, 20 ft. high, bears E., and W.; asc. 800 ft. over
broken and ledgy SE. slope,

Top of ledge, 50 ft. high, curves W, and NE. End
triangulation; asc. 205 ft. over ledgy SE. slope.

Top of ledge, 30 ft., high, bears NE. and SW.

Gro:
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

CHAINS

82,14 | The cor. of secs. 17, 18, 19 and 20, monumented with an
iron post, 2 ins. diam., firmly set in mound of stomne,
and properly mkd. as described in the official record
of the 1947 resurvey of secs. 7 and 18.

Land, rolling bench land S. portion; broken and
mountainous N. portion. . .

Soil, rocky clay loam.

Timber, pinon and juniper. . .
Undergrowth, sagebrush and scattered greasewood and
_shadscale.

Reestéblishment of ﬁhe Survey Executed by Frank
E. Baxter and Alfredo R. Talamantes in 1900

From the cor. of secs. 16, 17, 20 and 21.
N. 89° 23' W., bet. secs., 17 and 20.

Over broken bench land, By triangulation: asc. 100 ft.
over broken SE. slope.

8.35 | Top of ledge, 50 ft. high, curves SW. and E. End
triangulation; asc. 200 ft. over steep SE. slope. Enter
scattered timber,

17.10 Spur, slopes S., thence by triangulation; desc. 150 ft.
over SW, slope. Enter dense timber.

35.00 Straight canyon, drains S.; asc., 135 ft. over rocky E.
slope.

40,07 The % sec. cor. of secs. 17 and 20, monumented with a
sandstone, 12x10x6 ins., loosely set and dimly mkd, %
on N. face. End triangulation.

from which the original bearing trees:

A pinon, 10 ins. diam., bears N. 45° 30' W,, 30 lks.
dist., mkd. %S BT. '

A pinon, 10 ins. diam,, bears $. 29° 15' W., 18 1lks,
dist., mkd. %S BT,

Note: there is no record of these bearing trees.
At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins. !
in the ground, and in a mound of stone, 4 ft., base to top)
with brass cap mkd,

T13S R11E

S17
% 520

1965
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CHAINS

2.00
20.00

39.60

40,00

25.00

40.22

96

Dependent Resurvey of the Subdivision,
T. 13 S., R. 1T E. '

Bury original cor. stone alongside iron post.

N. 89° 06' W,, beginning new measurement.
Asc. 25 ft, over E, slope.

Spur, slopes S., thence by triangulation; desc. 150 ft.
over SW, slope.

Draw, drains S. 20° E,; asc. 780 ft. over steep and
ledgy SE. slope.

Top of ledge, 50 ft. high, bears NE, and SW.
The cor. of secs, 17, 18, 19 and 20. End triangulation,
Land, broken bench land E. portion; mountainous W.

portion. '
Soil, rocky clay loam.

‘Timber, dense pinon and’ juniper.,

Undergrowth, sagebrush.,

From the cor. of secs, 8, 9, 16 and 17.

‘N. 89° 03' W., bet. secs, 8 and'17.

Over broken and mountainous land of breaks of Book Cliffs
through dense undergrowth and scattered timber. By’
triangulation; desc. 800 ft, over steep and broken W.
slope.

Straight Canyon, drains'S.; asc. 300 ft. over steep and
broken SE. slopé. ' '

The % sec. cor. of secs. 8 and 17,:monumented with a
sandstone, 16x12x8 ins., firmly set and plainly mkd.

1% on N. fdce,

At the cor. point

Set an iron post, 30 ins. long, 2% ids. diam., 6 ins.,
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd,

T13S R11E

S S8

517
1965

Bury original cor. stone alongside iron post,

N. 89° 14' W., beginning new Teasurement,

GPO
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Dependent Resurvey of the Subdivision,
T, 13 S., R. 11 °E,

CHAINS

By triangulation; asc. 450 ft. over steep and broken E.
slope. Enter dense. timber,

17.50 | Ridge, bears N, and S. End one triangulation and
beginning of another; desc. 750 ft. over steep and
broken‘W. slope,

33.00 | Canyon, drains about 5. 30° wW,.; asc, 250 ft. over broken
SE., slope, ’

40.07 | The cor. of secs. 7, 8, 17 and 18, monumented with an
iron post, 2 ins, diam., firmly set and properly mkd.

as described in the official record of the 1947 resurvey
of secs. 7 and 18. End triangulation.

Land, broken and mountainous breaks of Book Cliffs,
Soil, rocky clay loam,

Timber, scattered Pine, dense pinon and juniper.
Undergrowth, dense oakbrush ‘and young mahogany.

From the cor. of secs. 4, 5, 8 and 9.
5. 89° 55' W., bet. secs. 5 and 8.

Over mountainous land of breaks of Book Cliffs through
dense undergrowth and scattered timber. Asc. 435 ft.
over steep E. slope,

15.30 | Ridge, bears N. and 5., thence by triangulation; desc.
400 ft. over steep SW. slope.

27.00 | Head of Straight Canyon, drains S. 25° W.; asc. 300 ft,
over SE. slope. ’ ’

38.15 | Spur, slopes S, End triangulation; desc. 15 ft. over SW.
slope.

40.00 | The 1/4 sec. cor. of secs. 5 and 8, monumented with a
. sandstone,’ 11x8x4 ins., firmly set and plainly mkd. %
on N. face, and witnessed by a mound of stone to N.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd, ‘

T13S R11E

<85
K S8

1965

from which

~7 (October 1964) (formerly 4—673b) USDI——BLM . FIELD NOTE PAPER
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6.00
22.60
35.45

40.41

11.00
18.00

30.00

" 36.00

38,94

98

Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

A pinon, 8 ins. diam., bears S. 6° W., 41 lks.
dist., mkd. %SBT,

Bury original ‘cor. stone alongside iron post.
N. 89° 51' W., beginning new measurement.
By triangulation; desc, 50 ft, over SW. slope.

Head of draw, drains SE.; asc. 500 ft. over steep and
rocky SE, slope, ) '

Ridge, bears N, 10° E. and S. 10° E. End triangulation.
Desc., 225 ft, over SW, 'slope.

Spur, slopes SW.; desc. 125 ft. over NW. slope. Enter
dense timber.

The cor. of secs. 5, 6, 7 and 8, monumented with an iron
post, 2 ins. diam., firmly set and properly mkd. as
described in the official record of the 1947 resurvey
of secs. 7 and 18,

Land, mountainous and broken breaks of Book Cliffs.
Soil, rocky loam,

Timber, scattered pine, juniper and pinon.
Undergrowth, dense oakbrush, serviceberry and young
mahogany.

N. 1° 07' W., bet. secs. 5 and 6.

Over mountainous land thfough dense undérgrowth and
scattered timber. By triangulation; desc. 300 ft, over

"NW. slope.

Draw,.drains W.; asc, about 50 ft. along W. slope.
Head of draw, drains SW.; asc. 250 ft. over SW. slope.
Spur, slopes S. 30° W.; desc. 50 ft. over MW. slope.
Draw, drains SW.; asc. 100 ft. over SW. slope. .
Intersect the N. bdy. of the Tp. End triangﬁlation.
Point for the closing cor. of secs. 5 and 6 at pro-

portionate dist. longitudinally; there is no remaining
evidence of the original cor.

Set an iron post, 30 ins. long, 2% ins. diam,, 18 ins,
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd.

GPO
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

CHAINS

T12S R11E
532

‘“EEIEE"‘

cle

T13S R1IE
1965

From this cor., the cor. of secs. 31 and 32, T. 12 s,
R. 11 E., bears S, 89° 04' W., 18.44 chs. dlSt., monu-
mented with an iron post, 2% ins. diam., hereinbefore
described.

Land, mountainous,

Soil, rocky loam.

Timber, scattered pine and pinon,
Undergrowth, dense oakbrush and serviceberry.

Point for the N. % sec., cor. of sec. 5, on the N. bdy. of
the Tp., and midpoint bet. the closing cor. of secs., 5
and 6, and the closing cor. of secs, 4 and 5.

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, and in a collar of stone to top, with

brass cap mkd.

T12S R11E

% 85
T13S R11E
1965

From this cor., the S. % sec, cor. of sec. 32, T, 12 S.
T. 11 E., bears S, 89° 04' W,, 18.45 chs. dlSt., monu-
mented with an iron post, 2% ins, diam., hereinbefore
described.

Point for the N, % sec. cor. of sec. 6, on the N. bdy.
of the Tp., and at proportionate dist., bet, the closing
cor. of secs. 5 and 6, and the closing cor. of Tps. 12
and 13 S,, R. 11 E,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins,
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd.

T125 R11E

% s6

T13S R11E
1965

~7 (October 1964) (formerly 4—673b) USDI—-—BLM
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Dependent Resurvey of the Subdivision,
T. 13 S., R. 11 E,

From this cor., the S. % sec, cor, of sec, 31, T. 12 S.,
R. 11 E,, bears S. 89° 04' W., 18.44 chs, dist,, monu-
mented with an iron post, 2% ins. diam., hereinbefore
described.

‘Township 13 South, Range 11 East is located in the Book
"Cliffs about 7 miles north of Wellingtdn, Utdh and about

‘and Déadman Creek, with several unimproved roads branching

General Description

5 miles northéast of Price, Utah. The southern portion
is mostly rolling and broken bench ldnd covered with
dense pinon and juniper timber, except for recently
cleared areas. The northern portion is high broken
ridges and spurs with deep canyons, and is covered with
dense undergrowth of oakbrush, serviceberry, and patches
of young mahogany., Timber in this portion consists of
scattered pine, pinon and juniper, with scattered patches
of aspen in the extreme north portion. Soil in the area
is mostly rocky clay loam, Elevation of the southern
portion is about 6,000 ft. above sea level and the northes
portion is about 8,500 ft. above sea level. The township
is drained 'in a southerly direction by numerous canyons
and draws draining into Soldier Creek in the east portion|{
Coal Creek in the central portion, and Deadman Creek in
the western portion., The main source of water in the
township is Coal Creek, and this stream of water varies
considerably with the s=2asons. A small stream of water
was noted in Hoffman Creek, which flows southeasterly
through sections 4, 9 and 10, draining into Coal Creek.
There are traces of coal throughout the northern portion
of the township, and there are abandoned coal mines in
the western portion of section 10, and the eastern
portions of sections 7 and 18. There is one ranch
located along Coal Creek in section 27, State Highway
No. 53, passes through the eastern portion of sections

25 and 36. There are improved gravel roads in Coal Creek

off these roads.

p
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CERTIFICATE OF SURVEY

I, Glen B. Hatch , HEREBY CERTIFY upon honor 'h -
in pursuance of special instructions bearing date of the 8th day of February , 19 65

I have dependently resurveyed the south and east boundaries and the subg:

lines, except sections 7 and 18, of Township 13 South, Range 11 East, a
of the east boundary of Township 13 South, Range 10 East, and the south
of Township 12 South, Range 11 East .

of the  Salt Lake Meridian, in the State of Utaﬁ , whi
are represented in the foregoing field notes as having been executed by me and under my direction
and that said survey has been made in strict conformity with said special instructions, the Ma:

of Instructions for the Survey of the Public Lands of the United States, and in specific maii -

described in the foregoing field notes.

’ " . './;.
February 2, 1966 _hﬁ‘/‘i;g}:gj ﬁ//{/:f&/c

(Date) (Cadastral Surveyor)
Supervisory
(Date) T (Cadastral Surveyor) o

CERTIFICATE OF APPROVAL
SUBKITTED FOR APPROVAL

Date JUN 6 1967 BUREAU OF LAND MANAGEMENT,
Washington, D. C.

The foregoing field notes of the dependent resurvey of the south and east bounda
and the subdivisional lines, except sections 7 and 18, of Township 13 Sc
Range 11 East, and a portion of the east boundary of Township 13 South
10 East, and the south boundary of Township 12 South
Lake Meridian, Utah

executed by Glen B, Hatch, Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.
y

,/.

SEP 22 1857
(Date) \——"(Chief, Diyﬂion of Engideering)
CERTIFICATE OF TRANSCRIPT
FOTLTIOTITR R S Sgten et s,

R

» is a true copy of the original field notes.
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Township 14 South, Range 11 East

CHAINS

.township is at latitude 39° 33' 25.9" N. and longitude

The south boundary, the west boundary and sections

15 through 22 and 27 through 34 were surveyed by A,

D. Ferron in 1880. The north boundary was surveyed by
A. D. Ferron in 1885, 1In 1891, A. D. Ferron surveyed
the east boundary, resurveyed the north boundary; the
north 2 miles of the west boundary; the east 2 miles
of the south boundary and surveyed the remaining 20
sectionsand resurveyed that portion of the subdivisional
lines adjoining the 1880 survey. In 1913, John W.
Dougall retraced the east boundary and established

4 closing corners on this line in connection with the
survey of Township 14 South, Range 12 East. The north
boundary was dependently resurveyed concurrently with
this survey by Glen B. Hatch. The following field
notes are those of the dependent resurvey of the east,
south and west boundaries and the subdivisional lines
of Township 14 South, Range 11 East, )

The survey was executed in accordance with the
specifications as set forth in the Manual of Surveying
Instructions, 1947, and Special Instructions dated
February 8, 1965.

Before restoring the corners the lines of the original
survey were retraced and diligent search made for any
evidence of the original corners, bearing trees or other
calls of the original field note record.

The rules of proportionate measurement were applied to
ascertain the position of the lost corners, but not until]
exhausting every reasonable possibility of finding direc
evidence for the control of each particular corner.

All lines of this survey were run by direct method and
the distances determined by chaining.

The direction of the lines of this survey were determined
by reference to true meridians established on line by
hour angle observations on Polaris and altitude observa-
tions on the sun. The lines were carried forward by
sustained angulation being supplemented by other
numerous altitude observations on the sun taken through-
out the progress of the survey.

The géographic position for the southeast corner of the

110° 37' 24.9" W., as computed from section line ties
to U.S.G.S, triangulation station "Coal," at latitude
39° 43' 08.7" N. and longitude 110° 38' 50.1'" W.,
located N. 69° 24' 20" W., 15.43 chains distance from
the corner of sections 1, 2, 11 and 12, Township 13
South, Range 11 East,

The magnetic declination was read at several stations
throughout the township and the average of these read-
ings was found to be 15° 45' E.

—7 (October 1964) (formerly 4—673b) USDI—BLM el
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2
Dependent Resurvey of the E., Bdy.. Townsh - 14 So i .. |

CHAINS
Dependent Resurvey of the East Boundary, Township 14
South, Range 11 East, with Establishment of West 1/4
Section Corners for Township 14 South, Range 12 East,
on this line.

Reestablishment of the Survey Executed by A, D. Perron
in 1891 and the Retracement Executed by J, W, Dougall
in 1913,
Beginning at the cor. of Tps. 14 and 15 S., Rs. 11 and
12 E., which is a limestone boulder in place, 36x36x30
ins. above ground, plainly mkd. with 6 notches on S.
edge, faint notches on W. edge. Other mks. have
weathered away.
At the corner point
Set an iron post, 8 ins. long, 1 in. diam., 6 ins. in
a drill hole, with brass cap mkd.
T14S
R11E R12E
S$36/s531
51|56
T15S
1965
thence
N. 0° 05' E., bet. secs. 31 and 36.
Over mountainous land through shadscale undergrowth.
Asc. 50 ft. over steep S. slope.
1.20 W. point of narrow spur slopes sharply W.; desc. 125 ft.
over N. slope.
6.90 Wash, 10 lks., wide, 1 ft, deep, drains W.; asc. 30 ft.
over gentle S, slope.

10.00 | Base of mesa, bears E. and W.; asc, 130 ft, over steep
S. slope. .

13.40 8. rim of mesa, bears E. and W. Enter dense juniper and
pinon timber; desc. 60 ft. over gentle NW. slope.

39.00 Wash, 15 lks. wide, 2 ft. deep, drains N. 70° W.

39.73 The 1/4 sec. cor. of secs. 31 and 36, monumented with a
sandstone, 40x10x6 ins., dimly mkd. 1/4 on W. face, and
witnessed by a small mound of stone alongside.

At the cor. point
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Dependent Resurvey of the E. Bdy., Township 14 South, Range 11 East

CHAINS

18.40
19.50
23.75

~33.60
36.00

40.31

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, .with brass cap mkd.

T14S
RI1E R12E

%
$36|s31

1965
from which ..

- A pinon, 8 ins. diam,, bears S. 29° E,, 61 lks.
dist., mkd. %S 31 BT.

A juniper, 10 ins. diam., bears S, 27° W., 26 lks.
- dist., mkd. %S 36 BT.

Bury original stone cor. alongside iron post.

N. 0° 05' W., beginning new measurement.

Désc. 13d ft. ovér NH; slope;

Trail road, bearé NE. and SW.

Wash, 15 lks.'wide,‘Z ft. deep, drains N, 65° W,
Wash, 20 lks. wide, 3 ft. deep, drains N; 80° W.

Wash, 15 1lks. wide, 2 ft, deep, in small draw, drains
irregularly W.; asc. 35 ft, over SE. slope.

Leave timber, bears E. and W.; enter dense shadscale and
sagebrush,

The cor. of secs. 25, 30, 31 and 36, monumented with a
sandstone, 18x10x4 ins., plainly mkd. 1 notch on S. and
5 on N, .edges, with a .small mound of stone alongside.
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap

mkd.

T14S
R11E R12 E

525330
536531
1965

Bury original stone cor. alongside iron post,

~7 (October 1964) (formerly 4~673b) USDI~—~BLM Fl: r:
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Dependent Resurvey of thé E. Bdy., Township 14 South, Range 11

CHAINS

2.00
10.20

24,85

31,10

33.45
37.65

40,065

40,35

Land, mountainous S. portion; rolling mesa N. portion,
Soil, rocky sandy clay. .
Timber, dense pinon and juniper, . .

Undergrowth, shadscale, sagebrush and grass,

N. 0° 09' E., along the E, bdy. of sec. 25,

Over rolling land through shadscale and sagebrush under
growth., Asc. 10 ft. over SE,. slope,

Low spur, slopes NE,; desc. 55 ft. over gentle NW. slog
Wash; 15 lks. wide, 3 ft. deep, drains N. 30° W,

Wash, 30 1lks. wide, 6 ft. deep, drains W,

Transmission line, .double poles, hears N. 69° 15' W,

and S. 69° 15' E,
Transmission line, bears N. 69° 15' y, and S, 69° 15' E,
Trail road, bears N. 30° W, and S. 30° E.

Point for the W. % sec. cor. of sec, 30, T, 14 S,, R,
12 E., at midpoint bet. the cor. of secs., 25, 30, 31
and 36, and the closing cor, of secs. 19 and 30,

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.

T14S
R11E R1Z2E"
%

$30
1965

The % sec. cor. of secs. 25 and 30, monumented with a
sandstone, 16x10x6 ins., plainly mkd. % on W. face.
This cor. will now function as the E. % sec. cor. of
sec. 25 only,

At the cor. point

Set an iron post, 30 ins, 1ong; 2% ins. &iam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd,

T14s
R11E R12E

%
25

1965

Bury original stone cor, alongside iron post,

i
H
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Dependent Resurvey of the .E, Bdy., Township 14 South, Range 11 East

CHAINS

15.07
34,40
39,20

39.78

40,38

N, 0° 02' E,, beginning new measurement.
Asc. 40 ft, over gently rolling S. slope,
Trail road, bears N, 70° W, and S..70° E.
Trail road, on curve, bears about E, and N. 20° E.
Trail road, bears E, and W.
The closing cor. of secs, 19 and 30, T. 14 S., R, 12 E.,
monumented with an iron post, 2 ins. diam., set and mkd.
as described in the official record.
from which the original bearing trees
A Juniper, 10 ins, diam., bears N. 42° 30' E,,
99 lks, dist,., dimly scribed. (Record dist, 102
1ks.,) . . - .

A Juniper, 12 ins, diam,, bears S, 67° E., 74 1lks.
dist., dimly scribed. . :

Destroy old.iron post and .at the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in .the ground, and in a collar of stone, with brass cap

| mkd.

T14S
R11E R12E .

g25|819 C
S30 C

1965

from which

A Juniper, 8 ins. diam,, bears N, 80° 30' E,, 28
lks. dist., mkd. T14S R12E S19 CC BT.

The cor. of secs, 24 and 25, monumented with an iron
post, 3 ins. diam., with original cor., a sandstone,
10x10x8 ins. alongside. Brass cap efroneously mkd.

T14S8

S19
S30
R11E|R12E

1913
Destroy old iron post and at the cor. point
Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.

in the ground, and in a collar of stone, with brass cap
mkd.

. T14S
R11E R12E

525

1965

0—7 (October 1064) + . : 4—673b) USDI——BLM o1
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Dependent Resurvey of the E. Bdy., Township 14 South, Range 11 ™

CHAINS

27.55

39.47

40.37

from thch

‘A Juniper, 8 ins, diam., bears S. 60° W., 82 lks.
dist., mkd. 525 BT. .

A Juniper, 10 ins. diam., bears N, 22° 30' W,, 74
lks, dist., mkd. T14S R11E $24 BT,

Bury original stone cor. alongside iron post,

Land, rolling.

Soil, sandy clay.

Timber, widely scattered pinon and juniper N. portion.
Undergrowth, -shadscale and sagebrush,

N, 0° 14! E;, along the E. de. of sec. 24,

_.Over rqlling land through scattered juniper and pinon

timber. Asc. 30 ft. over gently ralling S. slope.
Trail road, bears N. 50° E, and S, 50° W,
Point for the W. % sec. cor. of sec, 19, T, 14 S.,

R, 12 E., at midpoint bet, the closing cor. of secs. 19
and 30 and the closing cor. of secs, 18 and 19.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd,

T14S
R11E R12E

%
519

1965
The % sec. cor. of secs, 19 and 24, monumented with a
sandstone, 16x10x8 ins., p1a1n1y mkd, % on W. face.
This cor. will now functlon as the E. % sec. cor, of
sec, 24 ‘only,
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd,

T14S
R11E RI12E

%
sa4|

1965

Bury original stone cor. alongside iron post,

GF:



Dependent Resurvey of the E. Bdy., Township 14 South, Range 11 East

CHAINS

1.15

39.17

40,27

27.90

29.00

-from which the original bearing trees

N. 07 15' E., beginning new measurement,
Asc, 25 ft. over gently rolling S. slope.
Trail road, bears E. and W.

Trail road, bears E, and W.; desc. 15 ft. over gentle N,
slope.

Enter scattered juniper timber.

The closing cor. of secs., 18 and 19, T. 14 S,, R, 12 E.,
monumented with an iron post, 2 ins. diam., set and mkd.
as described in the official record.

A Pinon, 9 ins, diam., bears N, 77° 40' E., 252 1lks,.
dist,, with dim-scribe mks.,

A Pinon, 8 ins, diam., bears S. 73° E., 230 lks,
dist., dimly scribed T14S R12E S19 BT.

Destroy old iron post and at the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T14S
R11E R12E

g24/818 C
S19 C

1965

The cor. of secs. 13 ‘and 24, monumented with a sandstone,
18x14x6 ins., firmly set in a mound of stone, and plainly
mkd. 3 notches on N, and S. edges.

At the cor, point

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd,

T14S
R11E R12E

S13 s18
524

1965
Bury original stone cor. albngside iron poét.

Land, gently rolling.

Soil, sandy clay,

Timber, scattered juniper and pinon,
Undergrowth, sagebrush and shadscale.

N. 0° 23' E., along the E, bdy. of sec. 13,

Over rolling low hills through sagebrush and scattered
timber,

)7 & - - 1964) (formerly 4—673b) USDI—BLM ElI N -
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Dependent Resurvey of the E, Bdy., Township 14 South, Range 11

CHAINS

9.00

15.42

17.40

28.90

32,50

| 35.00

38.925

40,32

6.50

8.40

Trail road, on low ridge, bears W, and E, about 8.00 chs.
to gravel pit; desc. 50 ft. over N, slope.

Center of gfavel road, bears N, 64° E, and S. 64° W,

Wash, 20 1ks, wide, 6 ft..deep, drains S, 65° W.; asc,.
80 ft., over SW. slope. . .

Wash, 30 lks, wide, &4 ft. deep, drains S. 50° W,
Trail road, bears NE. and SW.
élope éhanges; asc. 20 ft, over 3. slope,
Point for the W. % sec. cor. of'sec.'18, T. 14 S., R.
12 E., midpoint bet, the closing cor. of secs. 18 and 19
and the closing cor. of secs. 7 and 18,
Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd,

T14S

R11E R12E

%
518

1965

The % sec, cor. of secs, 13 and 18, monumented with a
sandstone, 12x6x4 ins,, firmly set in a small mound of
stone and plainly mkd. % on W, face., This cor. will now
function as the E. % sec. cor. of sec. 13 only,

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with

brass cap mkd. o

T14S
RI11E R12E

%

s13
1965

Bury original stone cor, alongside iron post.

N. 0° 06' W., beginning new measurement,
Asc. 85 ft. over S. slope,

Rim of mesa spur, bears E. and W.; enter dense timber.
Rim of same spur; desc. 110 ft. over NE, siope; leave
dense timber, co ¢




Dependent Resurvey of the .E, Bdy., Township 14 South, Range 11 East,

1

17

CHAINS
17.70
23,40
32.00

37,25

38.63

40,13

‘Rim of mesa spur, bears E, and W.; enter dense timber.

Wash, 20 lks. wide, 1 ft. deep, drains N, 35° W.; asc.
80 ft. over SW. slope.

Top of ascent, slopes sharply W.; desc. 70 ft., over NW,
slope.

Wash, 40 lks. wide, 3 ft, deep, in draw, drains W.; asc.
125 ft. over steep S. slope.

The closing cor. of secs. 7 and 18, T. 14 S., R. 12 E,
monumented with an iron post, 2 ins, diam., set and mkd
as described in the official record.

from which the original bearing trees

A dead and fallen Pinon, plainly scribéd, bears
N. 37° E., 77 lks. dist. (Record: 115 lks.)

A Pinon, 8 ins. diam., bears S, 74° 30°' E., 120 lks,
dist,, mkd., CC S18 BT, (Record: 76 lks.)

Destroy the old iron post and at the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T14S
R11E R12E

s13/87 C
S18C

1965

The cor.,df secs. 12 and 13, monumented with a sandstone,
13x8x7 ins., firmly set and plainly mkd. 2 notches on N,
and 4 on S. edges.

from which the original bearing trees

A Pinon, 6 ins. diam., bears N. 45° E., 11 lks.
dist., markings destroyed.

A Pinon, 8 ins. diam., bears N. 50° W., 10 lks.
dist., fallen and decayed.

At the cor, point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.,

T148
RL1E R12E

$12]¢
s13

1965

from which

0—7 (October 1964) (formerly 4—673b) USDI-—BLM ' ' D



Dependent Resurvey of the E. Bdy., Township 14 South, Range 11

CHAINS

; A Juniper, 10 ins. diam., bears S. 38° 50' w., 89
lks. dist., mkd. S13 BT.

A pinon, 10 ins, diam,, bears N, 63° 50' W,, 41 1ks,
dist., mkd. S12 BT.

. Bury original stone cor. alongside iron post.

Land, rolling hills S. portion; mountainous N, portion.
5011, rocky clay,

Timber, scattered pinon and juniper with dense plnon

: and juniper on mesa top.

’ Undergrowth, shadscale and sagebrush.

N. 0° 24' E,, along the E, bdy. of sec. 12,

Over mountainous land through dense pinon and juniper
timber.

7.10 |‘Rim of mesa spur, bears NW, and SE,: Leave timber; desc,
rocky NW. slope.

17.98 | Fence, at base of descent, bears N. 39° 10' E. and S.
39° 10* W.; thence over nearly level land in Soldiers
Canyon,

25,00 Irrigation ditch, 20 lks. wide, 3 ft. deep, drains SW.

31.00 | Left bank of Soldier Creek, 10 ft. high, bears W. and E.
curving NW,

34,40 | Left bank of Soldier Creek, 10 ft, high, bears NW. and
SE, curving W.

| 38.475 | Point for the W. % sec, cor. of sec. 7, T. 14 S., R.
12 E,, midpoint bet, the closing cor, of secs. 7 and 18
and the closing cor, of secs, 6 and 7.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.,
; in the ground, and in a collar of stone, with brass cap
i mkd.

T14S
R11E R12E
| %

‘ S7

1965

40,30 Point for the E, % sec., cor. of sec. 12 at proportionate
bearing and dist,.; there is no remaining evidence of the
original cor.

Set an {iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.
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Dependent Resurvey of the E. Bdy., Township 14 South, Range 11 East

CHAINS

T14S
R11E R12E

%
S12

1965

N. 0° 28' E., beginning new measurement.

Asc, 15 ft. over gentle SW. slope.

5.85 Trail road, bears N, 50° W, and S. 40° E.

12,75 Trail road, bears E. and W.; asc. 105 ft. over SW. slope.
22.70 Eence, bears E, and W.

29.85 Top of ascent on W, slope of breaks, near top, thence
along broken W, slope., '

38.15 ‘The closing cor. of secs. 6 and 7, T. 14 8., R, 12 E.,
monumented with an iron post, 2 ins. diam,, set and mkd.
as described in the official record.

from which the original bearing trees:

A fallen pinon, 10 ins., diam., bears N. 15° E
42 lks. dist., with dim scribe mks.

LY

A dead pinon, 8 'ins. diam., bears S. 15° E., 96 1ks.
dist., with dim scribe mks.

Destroy the old iron post and at the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 4 ft, base to
top, with brass cap mkd, -

T14S
R11E R1ZE

51256 C
T s7c

1965
Desc. 30 ft. over NW. slope.

40.48 The cor. of secs. 1 and 12, monumented with a sandstone
boulder, 30x24x16 ins., plainly mkd. 1 notch on N. and
5 on S. edges.

On S, side of stone cor.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T14S -
RI1E R12E

S1]s6
812

1965

—7 (October 1964) (formerly 4—673b) USDI—~BLM FIELD NOTE PAPFR
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Dependent Resurvey of the E. Bdy., Township 14 South, Range 11 !

CHAINS

2.70
6.05
9.95

15.05

18.30

22,75

25.80
26.65
30.70

37.55

37.67

41.14

from the cor. point

A juniper, 6 ins. diam., bears S. 55° W., 19 lks.
dist., mkd. S12 BT.

Land, rolling and mountainous.

Soil, rocky clay.

Timber, dense pinon and juniper S. portion; scattered
N. portion.

Undergrowth, shadscale and sagebrush, with greasewood
in Soldier Creek Canyon.

N. 0° 19' E., along the E., bdy. of sec. 1.

Over mountainous land through scattered pinon and
juniper timber. Desc. 30 ft. over NW. slope.

Draw, drains W.; asc. 80 ft. over SW. slope.
W. point of mesa; desc. 65 ft. over NW. slope.
Wash, 20 lks. wide, 2 ft. deep, in draw, drains W.

Wash, 20 lks., wide, 2 ft, deep, drains W.; asc. 70 ft.
over S. slope.

Spur, slopes W,; desc. 75 ft., over N, slope.

Wash, 20 1lks. wide, 2 ft. deep, drains S. 75° W.; asc.
35 ft. over S. 'slope.

Spur, slopes S. 70° W.; desc. 45 ft. over NW. slope.
Leave scattered timber.
Trail road, bears NE, and SW,.

Creek, 30 lks. wide, 5 ft. deep, with stream of water,
flows W. about 2.00 chs. to Soldier Creek; asc. 10 ft.
over S, slope,

Point for the W. 1/4 sec. cor. of sec, 6, at pro-
portionate dist., 40.00 chs. northing from the closing
cor, of secs. 6 and 7.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

' T14S
R11E,R12E

% N

S6
1965

The 1/4 sec. cor. of .secs. 1 and 6, monumented with a

sandstone, 15x10x6 ins., firmly set in small mound of

stone and plainly mkd. 1/4 on W, face. This cor. will
now function as the E, 1/4 sec. cor. of sec. 1 only.
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Dependent Resurvey of the E, Bdy,, Township 14 South, Range 1l East
CHAINS

At the cor. point .

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.,

' T14S
R11E R12E
%

S1

1965

Bury original stone cor, alongside iron post.

N, 0° 26' E., beginning new measurement.
Asc. 20 ft, over gentle SE,. slope.

6.10 Low spur, slopes S. 70° W. about 2.50 chs. to end; desc.
10 ft. over gentle NW. slope.

17.60 Wash, 15 lks. wide, 4 ft. deep, drains S. 30° W,; enter
scattered juniper timber; asc, 35 ft. over gentle SW,
slope.

34.05 Wash, 10 1lks, wide, 3 ft. deep, drains S. 40° W,
37.35 Wash, 20 lks., wide, 5 ft. deep; drains S. 40° W.

40,28 The cor. of Tps. 13 énd 14.8.,_Rs. 11 and 12 E,,
monumented with an iron post, 2% ins. diam., set, mkd,
and witnessed as described in 1965 field notes of T. 13 S
R. 11 E,

Land, mountainous S, portion; gently rolling N, portion.
Soil, rocky clay S, portion; clay.N. portion.,

Timber, scattered pinon and juniper.

Undergrowth, sagebrush and greasewood.

Dependent Resurvey of the S. Bdy., Township 14 South,
Range 11 East, .

Reestablishment of the Résurvey Executed by A, D, Ferron
in 1891

From the cor. of Tps. 14 and 15 8., Rs, 11 and 12 E.,
hereinbefore descrlbed.

S. 89° 38' W., bet. secs. 1 and 36.

Over mountainous land through scattered timber, Desc.

130 ft. over SW. slope,

30~7 (October 1964) (formerly 4—673b) USDI~—BLM FIELD NOTE PAPER
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Dependent Resurvey of the 8; Bdy., Township 14 South, Range 11

CHAINS

15.20

21.35

28.95

40.24

20,70

27.90

40.58

Base of steep descent; desc. 30 ft. over gentle W, slope

Wash, 20 1lks. wide, 4 ft, deep, drains S. 40° W,; asc.
125 ft, over broken SE. slope,

Rim of bluff, bears N. 35° E, and S. 35° W,; enter dense
timber; desc. 50 ft. over NW, slope,

The % sec. cor. of secs, 1 and 36, monumented with a
sandstone, 12x10x6 ins., firmly set and plainly mkd.
% on N. face.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.

T14S R11E

$36
%,31

T15S

1965
from which

A juniper, 10 ine. diam., bears S. 57° E., 40 1ks.
dist,, mkd. % SI BT.

A pinon, 8 ins. diam., bears N, 11° W., 27 lks.
dist., mkd. % S36 BT. . -

Bury original stone cor, alongside iron post,

N. 89° 54'.W., beginning new measurement.

Desc, 160 ft, over NW. slope.

Wash, 40 lks, wide, 3 ft, deep, drains N,; asc, 40 ft.
over SE. slope,

Low spur, slopes N. 60° E.; desc. 75 ft. over NW. slope,
The cor. of secs, 1, 2, 35 and 36, monumented with a
sandstone, 19x6x4 ins., firmly set and plainly mkd. with
1 notch on E, and 5 on W, edges.
from which the original bearing tree
A juniper, 10 ins. diam., bears S. 64° Wey 35 1lks,
dist., mkd. T15S R11E S2 BT. (Record: S, 48° w.,
40 1ks.)

At the cor, point

‘Set an iron post, 30 ins. long, 2% ins..diam., 18 ins.

in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd,
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Dependent Resurvey of the S. Bdy., Township 14 South, Range 11 East

CHAINS

5.95

12.40
33.20

40.05

47.95

57.30

57.74

68.10

T14S R11E

. 835]536
S2iS1
T158
1965

from which’

A juniper, 5 ins. diam., bears N. 26° E., 34 1ks,
dist., mkd. T14S R11E S36 BT.

Bury original stone cor. alongside iron post.

Land, mountainous.

Soil, rocky clay,

Timber, scattered to dense pinon and juniper.
Undergrowth, shadscale and sagebrush,

West, bet, secs. 2 and 35.

Over rolling mountain land through scattered timber.
Desc. 40 ft. over NW. slope.

Wash, 50 lks. wide, 6 ft. deep, drains S, 70° W.; leave
timber, enter shadscale; asc. 70 ft. over broken and
rolling land.

Wash, 50 lks. wide, 4 ft. deep, drains S. 70° W.
Top of ascent, thence over bench land.

Point for the 1/4 sec. cor. of secs. 2 and 35 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T14S R11E

. y _ 835
52

T15S
1965

Desc. 100 ft. over W. slope.

Wash, 15 lks. wide,. 3 ft. deep, drains N. 75° W.
Soldier Creek, 50 1lks. wide, 1 ft. deep, with banks
about 10 ft. high, drains S.; thence over nearly level

land.

Transmission. lines, double poles, bears N. 66° 11' W.
and S. 66° 11' E,

Trail road, bears N. 60° W. and curves S.

-7 (October 1964) (formerly 4—673b) USDI—~~BLM

FIELD NOTE PAPE"



124

16

Dependent Resurvey of the S. Bdy., Township 14 South, Range 11

CHAINS

69.25

77.10

80.10

5.91

7.26

10.90

40,28

Wash, 20 lks. wide, 4 ft. deep, drains S. 30° E.; asc.
115 ft. over NE. slope.

E. edge of knoll, thence over nearly level top.

The cor. of secs. 2, 3, 34 and 35, monumented with a
sandstone, 16x10x8 ins., firmly set in mound of stone,
and plainly mkd. 2 notches on E. and 4 on W. edges.

At the cor. point’

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a mound of stone, 3 ft. base to
top, with brass cap mkd.

T14S R11E

$341835
§3|82
T15S
1965

Bury original stone cor. alongside iron post,

Land, rolling mountain.

Soil, rocky clay.

Timber, scattered juniper and pinon E. portion; no
timber W. portion.

Undergrowth, sagebrush and shadscale.

Reestablishment of the Survey Executed by
A, D, Ferron in 1880.

S. 89° 45' W., bet. secs. 3 and 34.

Over rolling desert land through shadscale undergrowth.
Desc. 65 ft., over W. slope.

Center of State Highway No. 53, bears N. 23° 34' E. and
S. 23° 34' W.

Fence, parallel to highway.

W. point of clay spur from E.; desc. 90 ft. over gently
rolling W. slope. .

Point for the 1/4 sec. cor. of secs. 3 and 34 bearing
determined longitudinally by an old property line fence
bearing N. and S., and latitudinally on line bet.
adjacent sec. cors.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T14S R11E

S34

% s3

T15S
1965




Dependent Resurvey of the.S. Bdy., Township 14 South, Range 11 East

17

125

CHAINS

40,24

20.05

27.00

27.60

36.75

40,40

No accessories available,

c . . ¢ -

< -

S. 89° 45' W., beginning new measurement.

Point for the cor. of secs. 3, 4, 33 and 34, on fence,
bears N. and S., and midpoint bet fence bearing E. and
fence bearing W. This point was shown to me by adjacent
land owner, and is harmoniously related with existing
original cors.,, and is accepted as the best existing
evidence of the position of the original cor. point,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T14S R1lE

8331834
S4183
T158

1965

Cor, is 20 1ks. N. of fence bearlng E. and 20 lks., S,
of fence bearing W,

Land, rolling desert. E. portion;.cultivated W. portion,
Soil, clay E. portion; sandy clay W, portion,

No timber, .

Undergrowth, shadscale E, portion.

N. 89° 37' W., bet. secs. & and 33.

Over level cultivated land and along S, side of fence

line,

Fence, and transmission line, bears S, and N, about
16.00 to farm house; leave cultivated land and enter
greasewood and shadscale, Continue along fence line,

Fence and telephone line, bears N, 21° 20' E, and S.
21° 20' W, Leave E, and W. fence line,

Center of oiled country road, bears N, 21° 20' E, and
S. 21° 20' W,

Branch of Coal Creek,-150 lks, wide, 15 ft, deep, with
small stream of water, 5 lks. wide, 4 ins, deep, flows
about S, 20°'W,. . :

The % sec, cor. of sees, 4-and 33, monumented with a
sandstone, 14x10x4 ins., firmly set- and plainly mkd.

% on N, .face.

(October 1964) (formerly 4—673b) USDI-—BLM
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Dependent Resurvey of the-S. Bdy., Township 14 South, Range 11

CHAINS

.34.40

36,53

40.28

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam,, 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.

T14S R11E
833
¥ 54
T15S

1965

Bury original stone cor. alongside. iron post.,

S. 89° 53' W., beginning new measurement.

Over rolling desert land through greasewood and shadsca
undergrowth,

Cor. of fence, with fence bearing N. and S. 89° 53' wW,,
thence along fence line.

Coal Creek, 2.00 chs. wide, 10 ft. deep, with stream of
water, 15 lks. wide, 1 ft, deep, flows nearly S,; asc,
40 ft. over gently rolling desert., Leave greasewood.

Wash, 70 lks. wide, 6 f£t, deep, drains S. 30° E.
Transmission line, bears N, 10° E,, and S. 10° W.

The cor. of secs. 4, 5, 32 and 33, monumented with a
sandstone, 18x10x6 ins., firmly set and plainly mkd.
4 notches on E, and 2 on W. edges.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd. ' .

T14S R11E

S$32{533
S5|s4

T158
1965

Bury original stone cor. alongside iron post,

Land, cultivated E. portion; gently rqlling desert W.
portion.

Soil, sandy clay E, portion; clay W, portion.

No timber. . .

Undergrowth, greasewood and shadscale. .
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Dependent Resurvey of the S. Bdy., Township 14 South, Range 11 East

CHAINS

S. 89° 52' W., bet. secs. 5 and 32.

Over gently rolling desert land Ehrough shadscale
undergrowth and along new fence line.

3.40 Wash, 10 lks. wide, 2 ft. deep, drains S. 15° E.
7.50 | Trail road, bears N, and S.

19.71 Telephone line, 20 wires, bears N, 76° 51' W. and
S. 76° 51' E,

40.13 Fence, bears S.; end of E. and W. fence line,
40.25 Wash, 20 lks., wide, 2 ft, deep, drains S,

40.43 .| Point for the 1/4 sec. cor. of secs. 5 and 32 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 1ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T14S R11E
5 832

S5

T15S
1965

from which

A cotton wood, 8 ins. diam., bears N. 7° E., 58
lks. dist., mkd. 1/4S BT.

Asc. 25 ft. over gently rolling desert land.
55.60 Wash, 20 lks. wide, 2 ft. deep, drains §S.
80.70 Trail road, bears about N. 25° E, and S. 15° E.

80.86 Point'for the cor. of secs. 5, 6, 31 and 32, bearing
longitudinally in line with property line fence from
the north and latitudinally on line between found
township corners. There is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
- mkd. . : :

T14S R11E

5311332

S6(s5

T15s8
1965

Land, gently rolling desert.
Soil, clay,

No timber.

Undergrowth, shadscale.

-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTF PA.
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Dependent Resurvey of the S. Bdy., Township 14 South, Range 11 Ea.

CHAINS

11.15

14.25

26.95

29.15

40.13

6.10

21.95

38.96

39.41

20

S. 89° 52' W., bet., secs. 6 and 31.

Over gently rolling desert land through shadscale
undergrowth.

Wash, 10 lks. wide; 3 ft. deep, drains S. 40° W. from
small pond 1.00 ch. N.

- Wash, 20 lks. wide, 3 ft. deep, drains S. 15° W.

Fence, bears 'S. and extends N. 20 lks., thence bears
about N. 89° W.

Wash, 30 lks. wide, 3 ft. deep, drains S. 40° E, fram
small pond 75 1lks. N. . .

The 1/4 sec. cor. of secs. 6.and 31, monumented with
a sandstone, 10x8x5 ins., firmly set and plainly mkd.
1/4 on N, face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd.

T14S R11E

% S31
S6

T158
1965

Bury original stone cor., alongside iron post.

.Cor. is on N. and S. fence line, 39 lks. S. of fence

from E.

N. 89° 39' W., beginning new measurement.
Asc. 25 ft, over E. slope.

Low ridge, bears N. 20° W, and S. 20° E.; desc. 45 ft.
over SW. slope.

Wash, 2.50 chs. wide, 15 ft. deep, drains S. 15° E.,

thence over nearly level land along N. side of wash
from W.

Fence, and transmission line, bears N. 19° 20' W. and
S. 19° 20' E.

Center of oiled country road, bears N. 19° 20' W. and
S. 19° 20' E.
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129

21

39.79

The cor, of Tps. 14 and 15 S,, Rs. 10 and 11 E,., at cor.
of fence, with fence bearing W, and N, 19° 20' W. This
point was shown to me by A, L, Young, adjacent land
owner and long time resident of Wellington, Utah, and is
accepted as the best existing evidence of the position
of the original cor. point.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd,

T14S
R1OE R11E

$36/S31
S1{S6
T15S
1965

From this cor,, a farmhouse bears NE, about 4,00 chs.
dist., and A. L, Young's house bears about N, 30° W,
about 8.00 chs, dist.

Land, rolling desert,

Soil, sandy clay.

No timber,

Undergrowth, shadscale and grecasewood.

Dependent Resurvey of the W, Bdy,, Township 14 South,
Range 11 East

1.32

2.41

32.71

39.71

Reestablishment of the Survey Executed by A, D, Ferron
in 1880

From the cor. of Tps. 14 and 15 S., Rs. 10 and 11 E,,
hereinbefore described.

N, 0° 03' E., bet, secs, 31 and 36.
Over nearly level farm and meadow land,

Center of oiled country road, bears N. 19° 20' W, and
S, 19° 20' E, .

Fence, and transmission line, parallel to road. Enter
farm land, .

.Telephone line, 20 wires, bears N, 77° W. and S. 77° E.

Point for the % sec. cor. of secs. 31 and 36, at cor.

of fence, with fence bearing E, and N, 1,75 chs,, thence
W, This point was shown to me by interested and adjacent
land owners, and has long been recognized as a perpetua-
tion of the original cor. point.

0_7 (October 1964)
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Dependent Resurvey of the S. Bdy., Township 14 Soukh. R..«: 11
CHAINS
At the cor, point
Set an iron post, 30 ins. long, 2% ins. diam., 26 ins.
in the ground, with brass cap mkd.
T14S
RIOE R11E
A
$36s31 i
1965 ;
No accessories available,
N, 0° 03' E., beginning new measurement.
Continue over cultivated farm land, and along fence line.
1,75 Fence, bears W.; leave fence line,
19.01 Concrete canal, 3 lks. wide, 1 ft. deep, flows E,
19.31 Fence, bears E, and W.; leave éultivaﬁed land.
19.80 Canal, 30 lks, wide, 6 ff. deep, flows E.; enter country
roadway,
20.41 Cor., of.fence, bears E. 80 lks., with fence bearing E.
and nearly N,
20.91 Center of oiled country road, on curve, bears N. and W.;
thence along W. edge of road.
40,21 Point for the cor. of secs. 25, 30, 31 and 36, at midpoirnt

bet. right of way fences bearing N. and S., and midpoint
bet. right of way fences to E. This point was shown to
me by adjacent land owners, and is accepted as the best
existing evidence of the position of the original cor,
point, -

At the cor. point

Bury a 1 in., T-iron post, 24 ins., long, 6 ins, below
ground.,

from which

An.iron post, 30 ins. long, 2% ins. diam., set. 24

ins. in the ground for a reference monument, bears
N. 45° E., 43 ft, dist., with brass cap mkd. T14S

R11E S30 RM 43FT 1965 and an:arrow pointing to.the
true cor,

.An"iron post, 30 ins. long, 2% ins, diam., set.24
ins, in the ground, for a reference monument, bears
S. 45° W., 52 ft. dist.; with brass cap mkd. T14S
R10E 836 RM 52FT 1965 and an arrow pointing to the
true cor, . ) .
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Dependent Resurvey of the.W, Bdy., Township 14 South, Range 11 East

131

CHAINS

Land, level farm land.
Soil, loamy clay.

No timber,

No undergrowth.

20,01
33.30
33.90
40.11

40,45

17.61

40,01

N. 0° 09' E., bet, secs. 25 and 30,

Over level farm ‘land and along road way.

Fences, on both sides of roadway, bear E. and W,
Farm house, bears W. 1,00 ch, dist; |
Canal, 12 lks. wide, 4 ft. deep, flows E,.

N. and S. right of way fences, curves E, and W.

Point for the % sec. cor. of secs. 25 and 30, at inter-
section of oiled road from S, and gravel road from E,
This point was shown to me by adjacent land owners, and
is accepted as the best existing evidence of the posi-
tion of the original cor. point. .

At the cor. point

Bury a 1 in. T-iron post, 24 ins. long, 8 ins. below
ground. ’ : ’ .

from which-

An iron post, 30 ins, long, 2% ins. diam., set

24 ins, in the ground, for a reference monument,
bears S. 28° 50' E,, 67 ft. dist., with brass cap
mkd, T143 R11E S30 RM 67FT 1965, and an arrow
pointing to the true cor,

An iron post, 30 ins. long, 2% ins, diam., set

24 ins, in the ground, for a reference monument,
bears ' S. 34° 20' W,., 27 ft. dist., with brass cap
mkd., T14S RIOE S25 RM 27 PT 1965, and an arrow
pointing to the true cor,

North, beginning new measurement.

Over gently rolling desert land through shadscale under-
growth, Asc, 30 ft., over gently rolling S. slope.

Fence, bears N. 73° 48' W, and S. 73° 48' E,

The cor. of secs. 19, 24, 25 and 30, monumented with a
sandstone, 14x6x4 ins., firmly set and plainly mkd, 2
notches on S, and 4 on N, edges,

.

At the cor. point

Set an iron post, 30 ins, long, 2% ins, diam,, 24 ins,
in the ground, with brass cap mkd.

0—7 (October 1964)
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Dependent Resurvey of the W, Bdy., Township 14 South, Range 11

CHAINS

3.98

5.78
8,65

24,30

40,28

' Clav spur, slopes N. 50° W.; desc. 45 ft, over NE. slope.

" The % sec. cor. of secs, 19 and 24, monumented with a

T14S
R10E R11E

5241519
§25}830
1965

Bury origihal stone cor, alongside iron post, and raise
a mound of stone, 3 ft, base, 1% ft., high, W, of cor.

Land, level farm land S. % mile; gently rolling desert
N. % mile.

Soil, sandy clay S. % mile; clay N. % mile.
Undergrowth, shadscale, N. % mile.

N. 0° 04' E,, bet. secs. 19 and 24,

Over rolling desert land through shadscale undergrowth.
Asc. 65 ft. over SW. slope,

Transmission line, double set of poles, bears N, 52° W
and S, 52° E,

Transmission line, bears N, 52° W, and S. 52° E.

Bottom of descent, slopes W,.; asc, 25 ft. over gentle
SE. slope.

sandstone, 14x8x7 ins., firmly set in a small mound of
stone, and plainly mkd. % on W, face,
At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.,

T14S
R10E R11E

%
S$241S19
1965
from which

A juniper, 10 ins. diam., bears S. 86° 30° W., 62
lks. dist., mkd. %S BT,

Bury original stone cor, alongside iron post, and
raise a mound of stone, 3 ft, base, 2 ft, high,
W, of cor.

N. 0° 10' E., beginning new measurement.
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Dependent Resurvey of the W. Bdy.,, Townsh}lp 14 S°Mﬁ 11 M
CHAINS
0.30 Low ridge, bears NE, and SW.; desc. 30 ft. over N, slope.
3.45 Wash, 20 lks. wide, 2 ft. deep, in small draw, drains W,;
asc. 30 ft. over S. slope.
8.50 Small spur, slopes W.; desc, 30 ft, over N. slope.

11,95 Wash, 1.00 ch. wide, 10 ft. deep, drains W.; asc. 20 ft.
over S, slope.

14.85 Top of small knoll; desc., 10 ft., over gentle N, slope.

29,45 Wash, 40 lks. wide, 10 ft. dcep, drains S. 40° W,; asc.
20 ft. over SW, slope of small hollow.

40,46 The cor. of secs. 13, 18, 19 and 24, monumented with a
sandstone, 12x8x3 i{ns., firmly set and plainly mkd. 3
notches on N, and S. edges.

At the cor, point
Set an {ron post, 30 {ns. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd.
T14S
R10E RI1E
52&;519
1965
Bury original setone cor, alongside iron post,
Land, rolling descere.
Soil, clay,
Timber, widely scattered juniper.
Undergrowth, shadscale and scattered ~reascwood,
N. 07 07' W,, bet, sccs. 13 and 18,
Over rolling desert land through widely scattered Juniper
timber and shadscale and scattered greascwood undergrowth,
Asc, 5 ft. along W, slope.

14,05 Wash, 1.00 ch. wide, 10 ft, decep, drains S. 20° W. about
1.50 to main wash, draining ncarly S,

22.25 Wash, 50 lks. wide, 10 ft, dcep, drains W. about 3.00 chs,
to main wash; asc. 80 ft. over stecp SW. slopec.

33.40 W. point of spur, slopcs sharply W,.; desc. 65 ft. over
steep NW, slope,

37.25 Wash, 1.20 chs, wide, 15 ft, deep, drains W,

0-7 (October 1964) (ermerly 4—$726) USDI—BLM
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Dependent Resurvey of the W. Bdy., Township 14 South, Range 11

CHAINS

40,33

3.60
4.98

40,58

The % sec. cor. of secs. 13 and 18, monumented with a
sandstone, "15x8x6 "ins., firmly set and plainly mkd., %
on W, face,

At the cor. point

Set an iron post, ‘30 ins, long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd, ' ' '

T14s
" RIOE R11E

%
S13|s18

1965

Bury original stone cor. alongside iron post,

N. 0° 04' W., beginning new measurement.

Asc, 50 ft. over gently rolling land in bottom of large
flat hollow.

Wash, 40 lks. wide, 10 ft. deep, drains S. 30° w.
Telephone line, bears nearly E. and W,

The cor. of secs., 7, 12, 13 and 18, monumented with a
sandstone, 12x8x6 ins., firmly set and plainly mkd. 4
notches on S, and 2 on N, edges,

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.

| in the ground, and in a collar of stone, with brass cap
mkd .

T14S8
R10E RI11E

51287
S13|S18

1965
from which

A juniper, 8 ins. diam., bears N, 15° W., 21% 1ks.
‘dist., mkd. T145 RIOE S12 BT, i '

Bury original stone cor. alongside iron post,

Land, rolling desert.

Soil, sandy clay,

Timber, widely scattered juniper,
Undergrowth, shadscale and greasewood.
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Dependent Resurvey of the W. Bdy., Township 14 South, Range 11 East

3.80

11.60

16.20

22,73

31.70

31.86

40,21

Reestablishment of the Resurvey Executed by A, D, Ferron
in 1891

N. 0° 16' W,, bet. secs. 7 and 12,

Over rolling desert land through widely scattered
juniper timber and shadscale and greasewood undergrowth.
Asc, 90 ft. over SE, slope, ’ ' '

Wash, 20 lks,. wide, 2 ft. deep, drains S. 50° E,

Rim of bench, bears NE, and SW,; enter dense timber;
asc, 20 ft. over SE. slope.

Top of ascent, bears NE, and SW,; thence over gently
rolling land.

Oiled country road, on curve, bears about N. 40° E. and
S. 30° W. Leave dense timber.

Trail road, bears N, 36° W, and S, 36° E. Enter medium
dense timber.

Transmission line, bears N. 36° 04' W, and S. 36° 04' E.

The % sec. cor. of secs, 7 and 12, monumented with a
sandstone, 15x10x6 ins., firmly set and plainly mkd, %
on W, face,

from which the original bearing trees

A Juniper, 8 ins. diam., bears N, 3° E., 22 lks.
dist., mkd. %S BT. (Note: there is no record of
this bearing tree.)

A dead juniper limb, 2 ins. diam., bears S. 21°
30' E., 75 lks. dist. mkd. % BT. (Record: S.
10° W., 75 lks.)

At the cor. point
Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, and in a collar of stone, with brass: cap

mkd.’

T14S
R10E R11E
-s12|s7

1965

Bury original stone cor, alongside iron post.

N, 0° 14' E., beginning new measurement, -

Over gently rolling land through medium dense timber,

07 (October 1964) (formerty 4~872b) USDI—BLM
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Dependent Resurvey of the W, Bdy., Township 14 South, Range 1

CHAINS

24.80

29.60
33.95

40.60

2.60
17.60

21.00

21,70

40,39

Underground gas line, with trail road alongside, bears
N. 73° E. and S. 73° W,

Leave timbe;.
Wash, 20 lks. wide, 3 £t deep, drains S. 50° W.

The cor. of secs. 1, 6, 7 and 12, monumented with a
sandstone, 13x8x6 ins., set in small mound of stone,
and plainly mkd. 5 notches on S, and 1 on N. edgesﬂ

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground, and in a collar of stone, with brass cap
mkd. ' ’

T14S
R10E R11E

51|S6
S12{ s7

1965
Eury original stoné cor. alongside iron post,

Land, gently rolling.

Soil, rocky clay loam. . .

Timber, scattered to medium dense pinon and juniper,
Undergrowth, shadscale and sagebrush,

N. 1° 31' E., bet. secs. 1 and 6.

Over gently rolling land through medium dense timber and
sagebrush undergrowth., Asc. 25 ft. over gentle S, slope

Trail road, bears N. 55° E. and S. 55° Ww.
Improved trail road, bears N. 59° E. and S. 59° W,

Trail road, bears N. 75° E. and S, 75° W., curving SW.
Leave timber.

Wash, 15 lks. wide, 3 ft. deep, drains S. 75° W,

The % sec. cor. of sees. 1 and 6, monumented with a
sandstone, 15x10x5 ins., firmly set and dimly mkd. %
on W. face, and witnessed by a small mound of stone
to W,

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd, - . *

T1l4S -
RI1OE R11E

%
S1{S6

1965

Bury original stone cor. alongside iron post.
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29

137

11.05
12,75

20.24

28.25

40.74

6.40

13.50

31.60

38.00

40,91

N. 0° 17' W., beginning new measurement,

Continue over gently rolling land through scattered
ti.mber .

Trail road, bears nearly E. and about S. 70° W.; desc.
20 ft. over NE, slope.

Wash, 70 lks, wide, &4 ft, deep, drains N, 65° W.; asc.
35 ft, over gentle SW, slope.

Old fence line, bears W, and E, about 16,00 chs. to end,

Base of spur, bears NW, and SE.; asc. 75 ft. over SW.
slope. Enter dense timber,

The cor. of Tps. 13 and 14 S,, Rs, 10 and 11 E., set,
mkd. and witnessed as described im the 1965 field notes
of the S. Bdy., T. 13 S,, R, 11 E.

Land, gently rolling.
Soil, rocky clay loam.
Timber, scattered to dense pinon and juniper.

- Undergrowth, shadscale and sagebrush,

Dependent Resurvey of the Subdivision, Township 14
South, Range 11 East

" Reestablishment of the Survey Executed by A, D.
Ferron in 1891

From the cor. of secs. 1, 2, 35 and 36, on thc S. bdy.
of the Tp.

N. 0° 33' E., bet, secs. 35 and 36.

Over rolling land through scattered timber and under-
growth. Desc. 10 ft. over N, slope.

Wash, 40 lks, wide, 4 ft. deep, in small draw, drains
about N, 70° W,; asc. S0 ft, over S. slope.

Spur, slopes W,.; desc, 25 ft. over gentle N. slope.

Wash, 40 lks, wide, 3 ft, deep, in draw, drains nearly
W.; asc, 30 ft, over gentle S, slope.

Spur, slopes W,; desc. 10 ft, over gentle NW, slope.

The % sec. cor. of secs. 35 and 36, monumented with a
sandstone, 14x10x3 ins., firmly set and plainly mkd %

‘'on W, face,

At the cor. point

07 (October 1964) (formerly 4~673b) USDI-——BLM

FIELD NOTE PAPER



138

CHAINS

19.45

21.65

26.25

40.07

1.50

9.00

30

- Dependent Resurvey of the Subdivision T 1% r.om

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd,

T145 RL1E
oy
535|536

1965

Bury original cor. stone alongside iron post,

N. 0° 18" E;, beginning new measurement.,
Desc. 50 ft, over gently rolling NW. slope,
Wash, 20 lks. wide, 2 ft. deep, drains N. 45° W,

Wash, 20 lks. wide, 3 ft, deep, drains W.; asc, 50 ft.
over S, slope.

Spur, slopes W,; desc. 75 ft. over N. slope,

Point for the cor. of secs. 25, 26, 35 and 36 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins.
in the ground to bedrock, and in a mound of stone, 2%
ft. base to top, with brass cap mkd.

T14S RI11E
. $26 (825
835{836
1965
Land, gently rolling.
Soil, rocky clay.

Timber, widely scattered Pinon and juniper.
Undergrowth, .scattered shadscale and greasewood,

From the cor. of ‘secs. 25, 30, 31 and 36, on the E. 'bdy.
of the Tp.

N. 89° 31' W., bet. secs. 25 and 36.

Over rolling land through widéIy scattered timber and
undergrowth. Asc, 20 ft. over SE, glope.

Top of ascent,ibeérs NE. and SW.; desc. 35 ft, over NW,
slope.

Small draw, drains SW.; asc, 20 ft. over SE, slope.
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Dependent Resurvey of the Subdivision, T. 14 S., R. 11 E,

139

9.40
20.85

26.80
30.20

40,17

46 .50

58.10

80.34

0.40

16.00

21.10

37.00

40 .08

Point of spur, slopes S,; desc. 40 ft. over SW. slope.

Wash, 20 lks. wide, 5 ft, deep, drains NW.; asc. 15 ft.
over NE, slope,

Spur, slopes N.; desc, 20 ft, over NW, slope,
Wash, 20 lks, wide, 4 ft, deep, drains N.

Point for the X sec. cor. of secs. 25 and 36 at pro-
portionate dist.; there is no remaining evidence of the
original gor.

Set an iron -post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone, with brass cap
mkd. -

T14S R11E

§25
5 S$36

1965

Continue over nearly level bench land.
Wash, 30 lks. wide, 10 ft. deep, drains NW,

Rim of .bench, bears nearly N, and S.; desc. 100 ft, over
NW. slope.

The cor. of secs. 25, 26, 35 and 36,

Land, rolling.

Soil, rocky clay,

Timber, widely scattered pinon and juniper.
Undergrowth, shadscale and greasewood.

N. 1° 01' W., bet. secs. 25 and 26,

Over rolling land through dense undergrowth, Asc, 30 ft.
over gentle SW, slope.

Wash, 60 lks, wide, 4 ft. deep, drains S, 75° W,

Wash, 15 lks, wide, 4 ft. deep, drains W.; asc. 65 ft.
over S, slope,

Spur, slopes W,; desc., 65 ft, over N, slope,

Wash, 40 lks. wide, 10 ft, deep, drains S. 75° W.; asc,
20 ft, over S. slope.

Point for the % sec, cor, of secs. 25 and 26 at pro-
portionate dist,; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins., diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

0—7 (October 1964) (formarly 4—6785) USDI-—BLM
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43.55

49.15

54.25
56.35
61,76
64.37

80.16

6.30

11.35
15.35

27,40

35.90

32

Depehdent Resurvev of the Subdivision. T. 14 S. R.

T14S R11E
%
' 826(s25

1965
Asc, 30 ft, over S, slope.
Point of spur, slopes W.; desc, 30 ft. over NW, slope.
Soldier Creek, 150 lks, wide,A12 ft.rdeep, with stream
of water, 30 lks. wide, 1 ft. deep, flows about S, 25°
W., thence over nearly level 1land.
Soldier Creek, flows about S, 65° E,
Soldier Creek, flows about S, 5° W,
Transmission line, bears about N. 66° W. and S. 66° E.

Transmission line, bears about N. 66° W, and S. 66° E.

Point faqr. the cor. of secs. 23, 24, 25 and 26 at pro-

portionate dist.; there is no remaining evidence of 1
original cor. '

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.,
in the ground to bedrock, and in a mound of stone, 3 ¢
base to top, with brass cap mkd,
T14S R11E
523|524
S526(S25
1965

Land, rolling desert and bottom land.

Soil, rocky clay,

No timber, - : . .

Undergrowth, sagebrush, shadscale and greasewood,

From -the cor. of secs. 24 and 25, on the E. bdy. of -the
Tp.

S. 89° 00' W,, bet. secs. 24 and 25,

Over gently rolling land through widely scattered t* ..
and dense sagebrush,

Trail road, bears N, 75°-W, and-S. 75° E.
Trail road, -bears about N, 20° E, and S. 20° W.
Trail road, bears N, 40° E, and S. 40° W,

Enter dense timber, bears N. -and S.; desc. 35 ft. over
NW. slope.

Wash, 50 lks. wide, 10 ft, deep, drains S. 40° W.; asc.
15 ft. over gentle SE, slope. Timber becomes scattered
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. Dependent Resurvey of the Subdivision, T. 14 S., R, 11 E,

141

41,70

11.10

"29.60

34,40

37.90

38.75

40.06

The % sec, cor, of secs. 24 and 25, monumented with a
sandstone, 14x8x5 ins., firmly sét and dimly mkd. %,
with old squared cedar post alongside.

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.

base to top, with brass cap mkd,

T14S R11E

S24
X S25

1965
from which

A juniper, 4 ins. diam., bears S. 85° W., 6 lks.
dist., mkd, %S BT.

Bury original cor. stone alongside iron post.

N, 88° 50' W., beginning new measurement.,
Asc, 10 ft. over gentle E, slope.

Spur, slopes S,; desc, 130 ft, over SW, slope. Leave
timber,

Left bank of Soldier Creek, 6 ft, high, bears SW, and
NW,

Soldier Creek, with stream of water, 10 lks, wide, 6
ins. deep, flows NW, from NE,

Soldier Creek, flows S, from NE.

Right bank of Soldier Creek, 8 ft. high, bears . and
S. 5° W.

The cor., of secs, 23, 24, 25 and 26,

Land, rolling bench E, portion; nearly level bottom land
W. portion, i :

Soil, rocky clay.

Timber, scattered E, portion; no timber W, portion,
Undergrowth, dense sagebrush E. portion; greasewood and
shadscale W, portion.

13,80

N. 1° 32' E,, bet, secs. 23 and 24,

Over nearly level bottom land through dense greasewood
undergrowth, : :

Center of State Highway No, 53, oiled, bears N, 22°
55' E. and S. 22° 55' W.; asc, 85 ft. over SE. slope.

0—7 (October 1964)
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17.90

24,50

40,08

51.70

80.16

34

Dependent Resurvey of the Subdivision, T. 14 S., R. 11 E

Gravel road, bears E. and W. 3.00 chs. to gravel pit.

Rim of bench, bears NE. and SW.; asc, 25 ft. over gentl
rolling bench land.

Point for the % sec. cor. of secs, 23 and 24 at pro-
‘portionate dist.,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd,

T14S R11E
%
$231824

1965
Asc, 25 ft. over gently rolling bench land,

Wash, 20 lks, wide, 3 ft. deep, in small draw, drains
S. 45° E

The cor. of secs., 13, 14, 23 and 24, monuménted with a
limestone, 16x12x12 ins., firmly set and plainly mkd.
3 notches on S, and 1 on E, edges.

'~ At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins,
in the ground to bedrock, and in a mound of stone, 3
ft. base to top, with brass cap mkd.

T14S R11E

5141513
S23(s24
1965

from which

A scrub juniper, 6 ins. diam., bears N, 52° E.,
39 1ks. dist,, mkd. S13 BT,

A scrub juniper, 6 ins. diam,, bears S, 35° W,,
11 lks. dist., mkd. $23 BT, ‘

A scrub juniper, 8 ins, diam., bears N, 77° W.,
11 lks, dist., mkd, S14 BT,

Bury original cor. stone alongside irom post.

Land, nearly level bottom land S. portion; gently roll:
bench land N, portion.

Soil, rocky clay loam and gravel.,

Timber, scattered pinon and juniper N, portion; no
timber S, portion,

Undergtowth dense greasewood in bottom; shadscale and
sagebrush on bench.



26 .00
30.05
33.30

40.04

63,30
67.35

70.85

77.05

80,08

10,70

15.20

S. 89° 42' W,,.bet. secs, 13 and 24..

Wash, 30 lks. wide, 2 ft, deep, drains nearly S, Enter
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35

. - Dependent Resurvey of the Subdivision, T. 14 S., R, 11 E.

From the cor. of.-secs,.13 and 24, on the E, .bdy, of.the
Tp.

Over rolling bench land through scattered timber and
dense undergrowth, Desc, 20 ft. over NW. slope.

W. rim of Bench, bears .NE. and SW, .Leave timber; desc,
85 ft. over NW, slope,

Gravel road, bears N, 33° E, and S, 33° W., thence over
nearly level land.,

greasewood.,

Point for the % sec. cor. of secs., 13 and 24 at pro-
portionate dist.; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E

s13
% 524

1965
Continue over nearly level land.

Soldier Creek, 20 lks. wide, 1 ft. deep, flows S, 25° E,

vHash, 70 lks, wide, 8 ft. deep, drains S. 10° E,

Center of State Highway No. 53, bears N. 4° 15' E. and
S. 4° 15' W,; asc. 75 ft. over E, slope.

Rim of bench, bears nearly N, and S. 'Enter timber,

The cor. of secs, 13, 14, 23 and 24.

Land, rolling'bench land and bottom land.

Soil, rocky gravelly clay.

Timber, scattered pinon and Junlper on bench; no timber
in bottom.

Undergrowth, dense greasewood in bottom; shadscale and
sagebrush on bench.

N. 1° 22' E,, bet, secs, 13 and 14,
Over rolling bench land through medium dense timber.

Rim of bench, bears nearly E. and W,; desc, 70 ft, over
NE, slope.

Wash, 70 1ks., wide, 6 ft, deep, drains S, 60° E.; asc,
85 ft. over swW, slope.

. (October 1964) (formerly 4~673b) USDI——BLM FIELD NOTE PAPER
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- Dependent Resurvey of the Subdivision, T, 14 S., R. 11

CHAINS

28,50 .| W..point of spur; desc..l5 ft, over N. slope,

35.30 Wash, 20 lks, wide, 3 ft, deep, in small draw, drains
S. 60° W.; asc. 50 ft. over SW. slope.

40,05 Spur, slopes W.

40.60 . The % sec, cof. of secs. 13 and 14, monumented with a
sandstone, 12x10x2 ins., firmly set and plainly mkd, %
on W. face, . . .

At the cor, point.
Set an iron post, 30 ins. long, 2% ins. diam,, 12 ins,
in the ground to bedrock, and in.a mound .of stone, 4
ft. base to top, with brass cap mkd.
T14S R11E
x .
S14(s1
1965

Bury original cor,., stone alongside iron post,

N. 0° 18' W., beginning new measurement,
Desc. 95 ft. over NW. slope.
3.00 Leave timber, .bears NE. and SW.

5.70 Wash, 70 lks, wide, 10 ft. deep, at base of hill, drains
S. 50' W.; asc. 50 ft. over gently rolling SW. slope.,

22,90 Low spur, slopes SE.; desc. 15 ft. over NE. slope.

30.80 Wash, .15 1ks, wide, 8 ft, deep, drains SE,; -asc. 10 ft.
over SW. slope.

39.85 The cor. of secs, 11, 12, 13 and 14, monumented with a
sandstoney; 15x10x6 ins., :firmly set and plainly mkd.: 4
notches on S, and 1 on E, edges.

At the cor. point
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of -stone to top, with
brass cap mkd. .
T14S RI1E
slijsiz . = .
S14[s13 '

1965

Bufy original cor. stone alongsi&e iron post.

Land, rolling desert and bench land.
Soil, rocky clay, o _ .

Timber, pinon and juniper s, portion; no timber N.
portion,

Undergrowth, sagebrush and shadscale,
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Dependent Resurvey of the Subdivision, T. 14 S., R, 11 E,

1,00

17.00

27.90
30.55
' 36.85

40.00

40.13

10,90
" 13.95

17.60
29.17

38.05

39.30

" (October 1964) (formerly 4~673b) USDI——-BLM

From the cor. of secs., 12 and 13, on the E, bdy. of the
Tp. -

S. 89° 17' W., bet. secs. 12 and 13.

‘Over nearly level bench land through dense timber.

Rim of bench, bears N. 50° W. and S. 75° W.; desc. 165
ft. over NW, slope. Leave timber.

Base of descent, thence over nearly levei land.

Soldier Creek, with stream of water, 15 lks, wide, 6 ins,

:deep, flows nearly §.; asc, 25 ft. over gentle E. slope.

Center of State Highway No. 53, oiled, bears N, 39° 55'
E. and S. 39° 55' W,

Wash, 15 lks. wide, 1 ft. deep, drains S. 60° E.; asc.
40 ft. over NE. slope.

Rim of bench, bears nearly N, and S. Enter timber.

The % sec. cor. of secs. 12 and 13, monumented with a
sandstone, 20x16x8 ins.,, firmly set in small mound of
stone, and plainly mkd. % on N, face.

At the cor., point

Set an iron post, 30 ins. 1ong; 2% ins. diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4
ft. base to top, with brass cap mkd,

T14S R11E

512
% S13

1965

Bury 6rigina1.cor. stone in mound of stone alongside
iron post.

N. 89” 59' W., beginning new measurement.,
Over nearlyilevel bench land through dense timber,

W, rim of bench, bears N, and S. Leave timber; desc,
65 ft. over W, slope,

«

Wash, 30 lks, wide, 6 ft., deep, drains S.; asc. 60 ft,
over E, slope.

Spur, slopes S. 20° E.; asc. 35 ft. over SE. slope,.
Top of ascent, slopes S,; desc., 85 ft, over SW, slope,

Wash, 90 lks. wide, 12 ft, deep, drains S. 15° E.,
thence over nearly level land.

The cor. of secs, 11 12 13 and 14

Land, rolllng bench and bottom land.

Soil, rocky clay.

&imber,'dense juniper on benchj; no timber in bottom.
Undergrowth, sagebrush, shadscale and scattered greas

FIELD NOTE PAPER
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2.50

19,20

39.80

40,10

40,30
42,50

45.00
53.00

62,00

72,50

80,20

38

- Dependent' Resurvey of the Subdivision. T, 14 S,, R, 11 *

N. 0° 41' E., bet. secs. 11 and 12,

Over rolling land through sagebrush and shadscale under
growth. Asc. 30 ft. over gently rolling SE, slope,

Wash, 70 lks. wide, 12 ft, deep, drains S. 15° E,

Wash, 15 lks. wide, 8 ft. deep, drains S. 10° E,; asc.
70-ft. over SW. slope. :

Point selected for the witness % sec. cor., of secs, 11
and 12,

Set an iron post, 30 ins. long, 2% ins. diam,, 20 ins,
in the ground, and-in a collar of stone to top, with
brass cap mkd.

T148 R11E

%
wic
si1|s12-

1965

Point for the % sec, cor. of secs. 11 and 12 at pro-
portionate dist, falls-in wash, draining SW. and deemed
unsafe to perpetuate; there is no remaining evidence of
the original cor,

Spur, slopes W.; desc. 20 ft, over N. slope,
Head of small draw, drains W.; asc. 100 ft. over S. slo: :

S. rim of bench, bears nearly E, and W. Enter dense
timber, thence over nearly level bench land.

N, rim of bench, bears NE, and SW. Leave timber; desc.
90 ft. over NW. slope,

Base of descent, slopes W,; asc., 100 ft. over SW. slope.

Se rim of bench, bears about N, 15° W. and S. 15° E.
Enter dense timber, thence over nearly level bench land.

The cor. of secs. 1, 2, 11 and 12, monumented with a
sandstone, 10x8x6 ins,, firmly set and plainly mkd,
5 notches on S, and 1 on E. edges,

At the cor. point
Set an iron post, 30 ins: long, ‘2% ins, ‘diam., 15 ins.

in the ground to bedrock, and in a mound of stone, 3 ft.
base ‘to top, with brass cap mkd. - :

T14S R11E

'§2]s1

_ S11{s12
1965

from which

A pinon, 12 ins. diam., bears S. 30° E., 21 1ks.
dist., mkd. S12 BT, _

A juniper, 8 ins. diam., bears N. 83° W., 18% 1lks,
- dist., mkd. S2 BT, \
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.. Dependent Resurvey of the Subdivisiom, T, 14 S., R. 11 E,

Bury original cor. stone alongside iron post,
Land, rolling bottom and.bench land.
Soil, rocky clay loam.
Timber, .dense pinon and juniper.on bench area,
Undergrowth, sagebrush and shadscale,
From the cor. of secs, 1 and 12, on the E, bdy. of the
.Tp.- B . . . . .
S. 88° 20' W., bet,.secs..l and.l2,
Over bench land through dense timber; desc, 80 ft, over
: steep W..slope..
5.00 Base of bench, bears N, and S,, thence over nearly level

land through dense undergrowth., Leave timber,
12.15. Left bank of Soldier Creek, 8 ft, high, bears N. and S.

12,50 ‘Soldier Creek, with stream of water, 10 lks. wide, 6
. ins, deep, flows S. .

13,15 Right bank of Soldier Creek, 8 ft. high, bears N. and S.

16,25 Fence, bears .about N,.and S, 15° E. Enter.cultivated
land,

22,12 Fence, bears N. 5° 45' E, and S. 5° 45' W. Leave
. cultivated land, . . .

22,40 Center of State Highway No. 53, bears N. 5° 45' E, .and
S. 5° 45' W,; asc. 45 ft. over E. slope.

25,60 Rim of bench, bears NE. and SW.; asc. 30 ft, over gentlyl
rolling bench land. Enter dense scrub timber,

.34.45 ° Wash, .70 lks, wide, .6 ft. deep, drains S, 20° E.

38.60 The % sec. cor. of secs. 1 and;12, monumented with a
sandstone, 10x8x3 ins., firmly set and plainly mkd.
% on N, face. s

v

At the cor., point

Set an iron post, 30 ins, long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
‘brass cap mkd.

T14S R11E

S1
¥ 51

1965

Bury original cor. stone alongside iron post.

S. 89° 54' W,, beginning new measurement.,

7 (October 1964) (formerty 4—673b) USDI—BLM FIELD NOTE PAPER
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4-20
7.80

12.65

16.50
21.40
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35.75

41.41

4.00
12,00

36.80

- Dependent Resurvey of the Subdivision, T. 14 S,, R, 11

Asc, 45 ft. over SE. slope,

Top of ascent, bears N, and S.; desc. .25 ft., over W.
slope.

Wash, 20 lks. wide, 2 ft. deep, drains S. 30° E.; asc,
25 ft. over NE. slope.

Spﬁr, slopes.S. 35° E.; desc. 50 ft. over.SW. slope.

Wash, 30 lks. wide, .2 ft..deep, .drains S. 40° E.; asc.
65 ft. over NE. slope.

Rim of bench, bears N. 40° W, .and S, .40° E,; thence over
nearly level bench land.

The cor. of secs., 1, 2, 11 and 12,
Land, bottom land E. portion; bench land W, portion.
Soil, rocky clay loam.

Timber, dense scrub pinon and juniper W. portion.
Undergrowth, greasewood, shadscale and sagebrush,

N, 0° 02' E.,bet, secs,.l and 2.

Over nearly level bench land through dense scrub timber.
Wash, 15 lks. wide, 4 ft, deep, drains SE, Leave timber
The % sec, cor. of secs, 1 and 2, monumented with a sand
stone, 14x12x10 ins., firmly set.and plainly mkd. % on
W. face,

At the cor. point

Set an iron post, 30 ins. .long, .2} ins. .diam., 20 ins,
in the ground, and in a collar of stone to top, with

brass cap mkd.

T14S R11E
%
S2(s1

1965

Bury original cor. stone alongside irom post.

N. 0° 30' W., beginning new measurement.
Asc. 50 ft. over gently rolling bench land,
Enter dense timber,

Leave timber,

Entgr dense timber,
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41 1hT

. Dependent Resurvey of the Subdivision, T. 14 S., R. 11 E,

43.36 The cor. of secs, 1, 2, 35 and 36, on the N, bdy. of the
Tp., monumented with an iron post, 2% ins., diam., set,
mkd. and witnessed as described in the 1965 field notes
of T. 13 S.,, R, 11 E.

Land, rolling bench land.

Soil, rocky clay loam,

Timber,.dense pinon and juniper.
Undergrowth, sagebrush and shadscale.

Reestablishment of the Resurvey Executed by
A, D, Ferron in 1891

From the cor. of secs. 2, 3, 34 and 35, on the S. bdy.
of the Tp. .

N. 0° 22' E., bet. secs., 34 and 35,

'Over rolling land through scattered sagebrush undergrowth
Desc. 95 ft. over N. slope.

7.85 Trail road, bears E, and W.; end of steep descent.
9.72 Transmission line, bears about N. 66° W, and S. 66° E.

10.00 Wash, 15 lks, wide, 6 ft. deep, drains SE.; asc, 30 ft,
over gentle SE. slope.

11.10 Center of State Highway No. 53, oiled, bears S. 10° 30'
W. and curves about N, 60° E

12,60 Fence, bears N, 57° 30' E. and S. 57° 30' W. curving
about S, 10° W,

23.85 Base of hill; asc. 85 ft, over SE. slope.

33.20 Top of ascent, slopes E.; desc., 55 ft. over NE, slope.
40,17 | The % sec. cor. of secs., 34 and 35, monumented with a
sandstone, 20x8x6 ins., firmly set and plainly mkd. %
on W, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with

brass cap mkd.

~ T14S R1IE
%

5$34(835

1965

Bury original cor. stone and broken glass alongside .iron
post.

5—7 (October 1964) (formerly 4—6735) USDI—BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivision, T. 14 S., R, 11 :

N. 0° 20' E., beginning new measurement.
Desc, 20 ft. over NE. slope.

Wash, 10 lks, wide, 4 ft. deep, drains SE.; asc. 75 ft.
over SW. slope.

Rim of bench,.bears NW, and SE.; desc, 60 ft. over gent.
NE. slope,

Wash, 20 lks. wide, 5 ft. deep, drains S, 20° E,; asc.
25 ft. over SW. slope.

The cor, of secs. 26, 27, 34 and 35, monumented with a
sandstone, 16x8x6 ins., firmly set and plainly mkd., 2
notches on E. and 1 on S. edges, and witnessed by a
small mound of stone alongside.

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, and in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T14S R11E

527526
$341S835
1965

Bury original cor. stoné and broken glass alongside iron
post.

Land, rolling desert,

Soil, rocky clay loam,

No timber, ’

Undergrowth, shadscale, sagebrush and scattered grease-~
wood.

Reestablishment of the Survey Executed by A, D,
Ferron in 1891 : '

From the cor. of secs, 25, 26, 35 and 36.

S. 89°38' W., bet. secs. 26 and 35.

Over nearly level land through dense undergrowth,
Wash, 50 lks. wide, 6 ft, deep, drains SW.

Wash, 30 lks. wide, 5 ft, deep, drains S.

Soldier Creek, with stream of water, 10 lks, wide, 8 ins,
deep, flows S,

Wash, 40 lks, wide, 12 ft. deep, drains SW,

Wash, 50 lks. wide, 8 ft, deep, drains SE.
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Dependent Resyrvey of the Subdivision, T. 14 S., R, 11 E,.

151

CHAINS

33.25
34.55

40.16

46,90
52.05

54.25
59.50
63.95
71,20

75.60

80.32

8.80

40,27

Center of State nghway No. 53, oiled, bears N, 24°
10' E. and S, 24° 10'Ww

‘Fence; paréllels highway; asc. 40 ft. éverlgentle NE.

slope,
Point for the % sec. cor. of secs. 26 and 35 at pro-

portionate dist,; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E

b SZé
S35

1965
Asc, 65 ft, over NE, slope.
Head of small draw, drains NE,
Spur, slopes SE.

Head of draw, drains S. 20° E,; asc, 35 ft, over E,
slope.

Rim of bench, bears N. and S., thence over nearly level
bench land; enter dense tlmber.

Rim of bench, bears N, and S.; desc. 40 ft. over W.
slope., Leave timber,

Wash, 30 lks. wide, 6 ft. deep, drains S.; asc. 60 ft.
over E. slope.

Spur, slopes S.; desc., 50 ft. over SW, slope.

The cor. of secs. 26, 27, 34 and 35.

Land, nearly level E, portion; rolling W. portion.
Soil, rocky clay loam,

Timber, dense pinon and juniper on bench,
Undergrowth, shadscale, sagehrush and greasewood.

Reestablishment of tho' Resurvey Executed by
A, D. Ferron in 1891

N. 0° 20' E., bet, secs. 26 and 27,

Over rolling bench land through scattered undergrowth.
Agc, 50 ft. over SW. slope,

Rim of bench, bears NW. and SE,, thence over nearly level

bench land. Enter widely scattered juniper timber,

The % sec. cor. of secs. 26 and 27, monumented with a
sandstone, 12x10x8 ins., firmly set and plainly mkd. %

on W, face, and witnessed by a small mound of stone to
w.

0.7 (October 1964) (formerly 4—673b) USDI-~—BLM
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- Dependent Res” .' ' of the Subdivisi : T, 14 s.. R, 11

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap 'mkd. ’ ’ ’

T14S R11E
3

s27{s26
1965
from which

A juniper, 5 ins, diam., bears N, 89° 20°' W., 50 1
dist., mkd. %S BT,

Bury original cor. stone alongside iron post,

N. 0° 15' E., beginning new measurement.

Continue over nearly level bench land through widely
scattered timber.

Trail road, bears NE, and SW.

The cor. of secs. 22, 23, 26 and 27, monumented with a
sandstone, 12x10x8 ins., dimly mkd. 2 notches on one - i

and at cor. of fence, bearing about W.; about N, 5° E.
and 5. 44° 20' E,

At the cor. point -
Set an iron post, 30 ins, long, 2% ins, diam., 24 ins.

‘In the ground, and in 'a collar of ‘stone to top, with
brass cap mkd, '

TI4S R11E
§22|s823
527|826
- 1965
Bury original cor. stone alongside iron post,
Land, nearly level bench land,
Soil, gravelly clay.

Timber, widely .scattered juriper,
Undergrowth, shadscale and sagebrush, -

Reestablishment of the Survey Executed by A. D,
Ferron in 1891
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4.50

14.40

20.40

27.20

27.90

37.00

39.40

39.84

45

Y
(@)
(9%

- Dependent Resurvey of the Subdivision, T. 14 S., R. 11 E.

From the cor. of secs., 23, 24, 25 and 26.

5. 89° 03' W., bet. secs. 23 and 26.

Over nearly level land through dense greasewood under-
growth.

Center of State Highway No. 53, bears N. 16° 36' E.
and S. 16° 36' W. Asc. 90 ft. over E. slope. Leave
greasewood.

Spur, slqpes S.; desc. 75 ft. over W. slope.,

Pole corral is 50 lks. S. of Iline.

Wash, 30 lks. wide, 4 ft. deep, drains S.; asc. 80 ft,
over E, slope.

Trail road, bears irregularly S. and curves NW.

Rim of bench, bears N. and 5., thence over nearly
level bench land.

Transmission line, bears N. 68° 53' W. and S. 68° 53' E.

The 1/4 sec. cor. of secs. 23 and 26, monumented with a
sandstone, 12x12x6 ins.,, firmly set and plainly mkd. 1/4
an N, face, and witnessed by a small mound of stone
alongside.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd. :

T14S R11E

S$23
. % 526

1965

Bury original cor. stone alongside iron post,

N. 88° 39' W., beginning new measurement.,

Asc. 30 ft. over gently rolling bench land.

-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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46

Dependent Resurvey of the Subdivision, T. 14 S., R. 11 E,

Transmission line, bears N, 68° 53' W, and S. 68° 53' E,

Trail road, bears N, and S,

The cor. of secs. 22, 23, 26 and 27.

Land, nearly level E, portion; rolling W. portion.
Soil, clay loam.

No timber.

Undergrowth, dense greasewood E. portion; shadscale
and sagebrush W. portion.

Reestablishment of the Resurvey Executed by
A, D, Ferron in 1891

N. 0° 24' E,., bet. secs. 22 and 23.

Over gently rolling bench land through scattered under-
growth.

Transmission line, bears N. 68° 53' W, and S. 68° 53' E.

Transmission line, bears N. 68° 53' W, and S. 68° 53' E.

Rim of bench, bears E. and W.; desc. 50 ft. over NW.
slope. . .

Head of draw, drains W.; asc. 50 ft. over SW. slope.

Rim of bench, bears NW. and SE.; thence over nearly
level bench land., Enter widely scattered juniper
timber,

The 1/4 sec. cor. of secs. 22 and 23, monumented with a

sandstone, 12x10x3 ins., firmly set and plainly mkd. 1/4
on W. face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd. . ’ '
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Dependent Resurvey of the Subdivision, T, 14 S., R, 11 E,

CHAINS

16.80

40.28

T14S R11E

%
822523

1965

Bury originél>cor. stone alongside iron post.

N, 0° 31' E., beginning new measurement.

Continue over nearly level bench land through w1de1y
scattered timber, :

Trail road, bears S, 35° E, and N. 35° W,

The cor. of -secs, 14, 15, 22 and 23, monumented with
a sandstone, 16x10x6 ins,, firmly set and plainly mkd.
3 notches on S, and 2 on E. edges.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E

S15(si4
522|523
. 1965

Bury original cor, stone alongside iron post.

Land, gently rolling bench land.

Soil, gravelly loam,

Timber, widely scattered juniper,,
Undergrowth, shadscale and greasewood.,

0—7 (October 1964) (formerly 4—6736) USDI——BLM
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- Dependent Resurvey of the Subdivision, T. 14 S. R. 11 :

Reestablishment of the Survey Executed by
A, D. Ferron in 1891

From the cor. of secs, 13, 14, 23 and 24,
N. 89° 41' W., bet. secs. 14 and 23,

Over gently rqlling bench land through dense timber,

Rim of bench, bears N. and S.; desc., 70 ft., over W.
slope.

Base of descent, thence over nearly level land. Leave
dense timber. :

Wash, 15 lks, wide, 3 ft. deep, drains SW.
Wash, 15 lks. wide, 3 ft. deep, drains S.

Point for the % sec. cor. of secs. 14 and 23 at pro-
portionate dist.; there is no remaining evidence of
the original cor. :

Set an iron post, 30 ins. long, 2% .ins. diam., 24 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E

S14
“ 823

1965

Continue over nearly level land through widely scattered

timber,

Wash, 50 1lks. wide, 4 ft. deep, drains S, 50° E.; asc,
55 ft. over NE. slope.

Rim of bench,. bears N, 50° W. and 8, 50° E., thence
over nearly level bench land. .-
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. Dependent Resurvey of the Subdivision, T. 14 S., R. 11 E,

157

72.15

79.88

40,31

3.00

18.50

22,30

40.23

,Fence, bears about N, 5° E. and S. 5° W,

' The cor. of secs, 14 15, 22 and 23,

Land, rolling bench and bottom land.

Soil, rocky clay loam,

Timber, dense pinon and juniper E, portion; widely
scattered juniper W. portion,

Undergrowth, shadscale and sagebrush.

Reestablishment of the Resurvey Executed
by A, D, Ferron in 1891 ‘

N. 0° 17' E., bet. secs. 14 and 15.

Over nearly level bench land through widely scattered
juniper timber.

The % sec, cor, of secs. 14 and 15, monumented with a
sandstone, 18x12x4 ins., firmly set and plainly mkd.

% on W. face,

At the cor, point

Set an iron post, 30 ins, long, 2% ins. diam., 18 ins.
in the ground to bedrock, and in a mound of stone, 3 ft,

base to top, with brass cap mkd,

T14S R11E
%

S151S814

1965

Bury original cor. stone alongside iron post.

N. 0° 22' E., beginning new measurement.

Continue over nearly level bench land.

I8

Rim of bench, bears about N. 20° E, and S. 20° W.; desc,
50 ft. over NW, slope.

Draw, drains SW.; asc. 50 ft. over SE, slope.

'le of bench, bears NW, and SE., thence over nearly

level land.

The cor, of secs, 10, 11, 14 and 15, monumented with a
sandstone, 18x10x6 ins., firmly set and plainly mkd. &
notches on 8, and 2 on E, edges.

At the cor, point

AT

0-7 (October 1964) (formerly 4—~673b) USDI——BLM
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- Dependent Resurvey of the Subdivision, T. 14 S., R, 11

CHAINS

Set an iron -post, 30 ins: long, 2% ins, diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap ‘mkd. : : . : :

T14S R11E
'510]s11
S15(s14
1965
Bury original cor. stone alongside iron post,

Land, rolling bench land.

Soil, rocky loam,

Timber, widely scattered juniper,
Undergrowth, shadscale and sagebrush,

Reestablishment of the Survey Executed by
A. D. Ferron in 1891

From the cor. of secs, 11, 12, 13 and 14.
N. 89° 39' W., bet. secs, 11 and 14,

Over rolling bench land through widely scattered timber.
Asc. 65 ft, over E. slope,

12,00 Spur, slopes S.; desc. 60 ft, over W. slope.

19.10 Wash, 30 lks. wide, 5 ft, deep, drains S. 30° E.; asc.
140 ft. over NE. slope,

26,40 Rim of bench, bears NW, and S., thence over nearly level
land.

30.60 Rim of bench, bears N, 30° W, and S. 30° Ee.; desc. 120 ™
over SW. slope.

37.00 Base of steep descent, thence over nearly level land.

39,92 The % sec. cor, of secs. 11 and 14, monumented with a
sandstone, 10x8x2 ins., firmly set and plainly mkd. %
on N. faceﬂ

N

At the cor. point

Set an iron post, 30 ins. 1oné; 2% ins, diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd. ' ' k
TléS R11E
S11
5 S14

1965

<

Bury original cor, stone alongside iromn post,

N. 89° 37' W., beginning new measurement,




b3
o
€D

51

Depepndent Resurvey of the Subdivision, T, 14 S., R, 11 E

.Continue over nearly. level land,

10.50 | Wash, 20 lks..wide, 3 ft. deep, drains S.; asc. 35 ft.
over E, slope.,

14,90 Rim of bench, bears nearly N. and S., thence over nearly
level land.

24,67 Fence, bears about N, 5° E, and S. 5° W.
40,30 The cor., of secs. 10, 11, 14 and 15,
Land rolling bench land.

5011, rocky clay loam.

Timber, widely scattered juniper.
Undergrowth, -shadscale and sagebrush.

N, 0° 02' E., bet. secs, 10 and 11,

Over r0111ng bench land through dense undergrowth and
widely scattered timber, :

34.20 Rim of -bench; bears W, and curves N,; desc, 30 ft, over
NW., slope.

36,60 Head of draw, dralns SW.; asc. 15 ft; over SW, slope,

41,61 Point for the % sec, -cor. of secs, 10 and 11 at pro-
portionate dist,; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, and in -a mound of stone, 4 ft,
base to top, -with brass cap mkd,

- T14S R11E
%
$10(S11

§ 1965

Asc, 15 ft, over SW. slope,

43,00 Rim of bench, bears NW. curving N. and SE,. curving S.,
thence over gently rolling bench land.

74,50 Rim of bench, bears S, 15° W, and curves E.; desc. 75
ft, over NW, slope.

76,50 Gulch, 30 ft, deep, drains W.
80.15 Gulch, 40 ft. deep, drains W.
83.22 The cor. of secs. 2, 3, 10 and 11, monumented with a
sandstone, 16x10x6 ins., firmly set and plainly mkd.

5 notches on S, and 2 on E. edges.,

At the cor, point

)7 (October 1964) ( 1y 4—673) USDI—BLM FIELD NOTE PAPER
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- 23,00
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52

Dependent Resurvey of the Subdivision, T. 14 S., R, 1

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins,
in the ground to bedrock, and in a mound of stone, 3 t
base.to top, with brass cap mkd..
T14S R11E

53is2

S10(s11

" 1965
Bury original cor, sfone aloﬁgside irén post,
Land, rolling bench land.
Soil, rocky clay loam,

Timber, widely scattered juniper,
Undergrowth, shadscale and sagebrush,

From the cor. of secs; 1, 2;711 and 12,
N. 87° 34' W., bet. secs. 2 and 11,
Over rolling land through dense timber.

Rim of bench, bears nearly N, and S;; desc; 85 ft. ¢ .

W. slope, Leave dense timber,

Wash, 15 lks. wide, 3 ft. deep, drains S,; asc, 60 ft,
over SE. slope.

Spur, slopes S,; desc. 55 ft. over SW, slope.

Wash, 15 lks. wide, é ft. deep, drains $, about 2.00 1
thence SE.; asc, 120 ft. over SE. slope,

Rim of bench, bears N. and S., thence over nearly level
land,

Rim of bench, bears N. and S.; desc. 35 ft. over W,
slope.

Point for the % sec. cor. of secs, 2 and 11 at pro-
portionate dist,; there is no remaining evidence of the
original cor,

Set an iron post, 30 ins. long, 2% ins, diam., 20 ins,
in the ground, and in a collar of stome to top, with
brass cap mkd. '

T14S R11E

s2
%, si1

1965

Desc. 110 ft. over W, slope.
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7.80
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32.45
37.15

41,60
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- Dependent 'Resurvey of the Subdivision, T. 14 S., R, 11 E,

Wash, 15 lks. wide, 1 ft. deep, drains S.; asc. 30 ft.
over SE. slope.

Fence, béars N, and S.

Rim of bench, bears N, and S. 35° W,; desc. 95 ft, over
NW, slope.

Wash, 10 lks. wide, 2 ft. deep, drains N, 20° W,; asc,
45 ft, over NE, slope. :

Spur, slopes NW,.; desc. 40 ft, over NW, slope,
The cor. of secs, 2, 3, 10 and 11.

Land, rolling bench land.

Soil, rocky clay loam,

Timber, dense pinon and juniper E. portion; widely
scattered W, portion, .
Undergrowth, shadscale and sagebrush.

N. 0° 15' W., bet. secs, 2 and 3.

Over rolling land through scattered undergrowth, Desc.
45 ft., over NW. slope.

Wash, 20 lks. wide, 5 ft. deep, drains W.; asc, 70 ft,
over SW, slope.

Wash, 15 lks. wide, 5 ft. deep, drains SW.

Wash, 40 lks. wide, 12 ft. deep, drains SW.

Spur, slopes W.; desc. 45 ft, over NW. slope.

Wash, 30 lks. wide, 7 ft. deep, drains W.

Enter scattered timber.

The % sec. cor. of secs., 2 and 3, monumented with a
sandstone, 10x8x6 ins., firmly set and. plainly mkd.
% on W, face,

At the cor. point

Set an iron post, 30 ins..long, 2% ins. diam,, 20 ins.
in the ground, and in a collar.of stone to top, with

brass cap mkd.

T14S R11E
%
§3{s2

1965

Bury original cor., stone alongside iron post.

North, beginning new measurement.

Over gently rolling bottom land of Coal Creek.

161
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. Dependent Resurvey of the Subdivision, T. 14 S., R, 11

. Trail road, bears E. .and W.

Coal Creek, 150 lks. wide, 8 ft, deep, with stream of
water, 10 lks. wide, 8 ins. deep, flows S. 20° W, .

Trail road, bears NW, and SE,

Fence, bears E, and W.

Coal Creek, flows SE,

Wash, 40 lks., wide, 10 ft. deep, drains SW,

Coal Creek, flows SW,

Wash, 40 lks. wide, 8 ft, deep, drains SE,

The cor. of secs. 2, 3, 34 and 35, on the‘N.'bdy. of 1
Tp., monumented with an iron post,. 2% ins. diam., set,
mkd. and witnessed as described in, the 1965 field note:
of T, 13 5., R. 11 E,.

Land, rolling S. portion; gently rolllng N. portlon.
8011, clay loam, . .

Timber, widely scattered Junlper.

Undergrowth, shadscale and sagebrush, w1th dense grear:
wood along Coal Creek.

Reestablishment of the Survey Executed by
.A. D, Ferron in 1880

From the.cor. of secs. 3, 4, 33.and 34, on the S. bdy.
of the Tp.

N. 0° 14' E., bet. secs. 33 and 34,
Over cultivated land and along fence line.

Pond 2,00 chs, dlam., 5. ft. deep, is E.. 70 lks, dlSt.
from line," .

Irrigation ditch, 6 lks, wide, 1% ft. deep, drains S.
70° W.

Fence, bears about N..70° E.; leave fence line and
cultivated land.

Wash, drains S. 70° W.
Point for the % sec. cor, of secs., 33 and 34 at pro-
portionate dist.; there is no remaining evidence of the

original cor.

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, with brass cap mkd.

T14S R11E
%

533|534

1965

Form 9180--7 (October 1964) (formerty 4—~67%) USDI—BLM FIE
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. Dependent Resurvey of the Subdivision, T. 14 S., R. 11 E,

: Continue over nearly level land through sagebrush and
greasewood undergrowth

42,15 { Trail road,. bears E. and H.

'45 13 Transmission 11ne, double poles, bears about N. 66° W
and S. 66° E.

55.65 Lfence iine begins,’tnence alcng;w. side of fence.
69.65 Wash, 50 lks. wide, 3 ft. deep,.drains S. 60° E,
70.65 Same wash, drains SW. from about N. 80° E

72.65 Power line and telephone line, bears N, and telephone
line bears about S. 20° W., also, farm house bears E,
1.50 chs. dist.

80.75 | Trail road, bears E. and about 1,00 W. to oiled road,
bearing about N, and S,

<

80.96 Point for the cor. of secs., 27, 28, 33 and 34, at inter-
section of power liné N, and S., and fence from E, This
is the position of the original cor. point according to

adJacent land owners, and is accepted as the best evid-

ence’ of the original cor. point.

At the cot, point

Set an iron post, 30 iné, long, 2% ins. diam., 28 ins,
in the ground, with brass cap mkd.

T14S R11E

- 528(527
: $33(s34
1965

Land, nearly level farm land E. of line,

Soil, clay loam,

No timber, - : : s -
Undergrowth, shadscale and sagebrush and greasewood W.
of line,

From the cor.‘of secs. 26, 27, 34 and 35.
N. 89° 57' W., bet. secs. 27 and 34,

.Over rolling land through widely scattered timber, -Desc,
20 ft., .over SW, slope.

3.10 Wash, 30 .lks. wide, 4 ft, deepy drains S.; asc. 80 ft,
over E. slope,

8.50 Rim of bench, bears N, and S., thence over gently rolling
bench land.

21,60 Rim of bench bears N. and S.3 desc. ‘125 ft. over W,
slope., Leave timber.

39.00 Fence, bears N. and S.

. (October 1964) (formerly 4~673b) USDI—BLM FIELD NOTE PAPER
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- Dependent Resurvey of the Subdivision, T. 14 S., R, 11

Canal, 15 lks. wide, 3 ft. deep, flows S.; enter
cultivated land. :

Point for the % sec. cor. of secs. 27 and 34 at pro-
portionate dist.; there is no remaining evidence of the
original cor. :

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.,
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S RI1E

3 527
S34

1965
Continue over nearly level farm land,
Farm road, bears SE, from irregularly W,

Same road, bears about W., thence along N, side of road
along fence line, )

Wash, 50 lks. wide, 6 ft. deep, drains S.

Wash, drains SE. from irregularly N. 80° w.
Fence, bears about Sf’ continue along fence line.
The cor. of'secs. 27, 28, 33 and 34.

Land, rolling bench E. portion; farm land W. portion,
Soil, clay loam,

Timber, widely scattered juniper E, portion; no timber
W. portion.

Undergrowth, shadscale and sagebrush E, portion,

N. 0° 25' E., bet. secs. 27 and 28, .

Over nearly level farm land and along power line and
telephone line, and E, of ‘fence, bears about N.

Power line, bears N, 45° W. and N. 50° E. about 4,00 chs
to farm house,

End of N, and S. fence, bears nearly E, and W,, with
trail road alongside. Leave farm land, .

Farm house bears E. abouyt 4.00 chs.

Telephone line, bears about N. 70° W.

Coal Creek, 40 1lks, wide, 1 ft..deep, flows about
5. 50° W,

Point for the % sec, cor. of secs., 27 and 28 at pro-
portionate dist,; there is no remaining evidence of .the
original cor,
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. .Dependent Resurvey of the Subdivision, T. 14 S,. R, 11 E,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd, .

T14S R11E
%
$28(527

1965
Continue over cultivated land.
61,00 | Fence, bears E, and W,

77.50 | Wash, 30 lks, wide, 4 ft. deep, drains S; 20° W, Leave
cultivated land,

80.10 |Wash, 20 lks. wide, 6 ft. deep, drains S. 70° E.

80.78 | Point for the cor. of secs. 21, 22, 27 and 28 at pro-
portionate dist., longitudinally and on E, and W. fence
line which agrees harmoniously with existing original
found cors, to the E, and W,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E

8211522
528|527
1965

Land, nearly level farm land.

Soil, clay loam.

No timber,

Undergrowth, shadscale and sagebrush in non cultivated
areas,

From the cor. of secs, 22, 23, 26 and 27,
West, bet, secs, 22 and 27.

Over gently rolling bench land through shadscale under-
growth, and along fence 1ine.

16,30 |Rim of bench, bears N, and curves SW,; desc. 55 ft. over
W. slope.

18.20 |Head of draw, drains NW., desc. 90 ft., over NW, slope.

40.28 |Point for the % sec, cor, of secs., 22 and 27 at pro-

portionate dist. Found original cor. lying loose upon
the ground on N, edge of trail road, which is a sandstone,
14x14x4 ins., plainly mkd. % on one face.

7 (October 1964) (formerty 4~6730) USDI-—BLM FIELD NOTE PAPER
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_Dependent Resurvey of the Subdivision, T, 14 S., R, 11

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to. top, with
brass cap mkd.

T14S R11E

S22
S27

1965

Bury original cor. stone alongside iron post,

Continue along fence line; desc, 30 ft. over gentle- NW.,
slope.

Left bank of Coal Creek, 8 ft,-high, curves NW, and SW.,
thence over nearly level land,

Coal Creek, 5 lks. wide, 3 ins, deep, flows irregularly
SW. . . .

Right bank of Coal Creek, curves NW, and SW.; enter dens:
greasewood, : .

Canal, 5 lks. wide, 3.ft, deep, flows about S. 70° E.
The cor. of secs, 21, 22, 27 and-28,.

Land, gently rolling bench E., portion; nearly level W,
portion.

Soil, clay loam.

No timber,
Undergrowth, shadscale and greasewood,

N, 0° 15' E., bet. secs., 21 and 22.
Over nearly level land through shadscale undergrowth.

Canal, 5 lks. wide, 3 ft, deep, curves S, 70° E. from
S. 70° W.

Wash, 20 1ks. wide, 2 ft. deep, drains S. 25° E.

Wash, 1.50 chs. wide, 2 ft. deep, drains S. 20° E.

The % sec. cor. of secs. 21 and 22, monumented with a
sandstone, 18x10x6 ins., firmly set and plainly mkd,
% on W, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone to top, with

brass cap mkd,

~ T148 R11E

8211622

§

1965

Bury original cor. stone alongside iron post,
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.Dependent Resurvey of the Subdivision, T. 14 S., R, 11 E.

N. 0° 24' E,, beginning new measurement.

Asc. 50 ft,. over gently rolling land.

Transmission line; bears N, 68° 30' W, and S. 68° 30' E.
Transmission 11ne, bears N. 68° 30 W. and S. 68° 30' E,.

Wash, 50 lks. wide, &4 ft, deep, drains S. 40° E

The cor. of secs. 15 16, 21 and 22, monumented with a

sandstone, 10x8x6 ins., d1m1y mkd, and set in a small
mound of stone. :

At the cor. point
Set an iron post, 30 ins. long, 2% ins. diam., 22 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd. :
T14S R11E
S16(S15
S§21|S22
1965
Bury original cor. stone alongside iron post,
Land, gently rolling desert.
5011, clay.

No timber.
Undergrowth, shadscale and scattered greasewood,

From the cor. of secs. 14, 15, 22 and 23,

N, 89° 51' W,, bet. secs. 15 and 22,

Over rolling bench laqd through scattered timber.
Trail road, bears N, and S.

Rim of bench, bears nearly N. and S.; desc. 170 ft. over
W. slope. Leave timber.

Bage of bench, thence over nearly level land.

Point selected for the witness % sec. cor. of secs.
15 and 22.

Set an iron post, 30 ins, long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd.

T14S RI11E
S15

% 22
1965

Left bank of Coal Creek, 6 ft. high, bears N. 40° E,
and S. 40° W.

167
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.Dependent Resurvey of the Subdivi:i ‘. T. 14 S : 1

40.29 Point for the % sec. cor. of secs..15 and 22 at pro-
portionate dist. falls in Coal Creek, and deemed unsafe
to perpetuate; there is no remaining evidence of the
original cor.

40.50 Coal Creek, 15 lks. wide, 3 1ins. deep, flows S. 40° W,

41.50 '| Right bank of Coal Creek, 6 ft. high, bears N. 40° E.
S. 40° W. S o .

63.10  Wash, 30 lks. wide, 8 ft. deep, drains S. 30° W.

64,30 Wash, 50 lks, wide, 3 ft. deep, drains nearly S,
69.20 Wash, 1.20 chs, wide, 10 ft. deep, drains nearly S.
80.58 The cor. of secs. 15, 16, 21 and 22.
Land, rolling bench E. portion; nearly level desert W,
portion.
Soil, rocky clay loam,

Timber, dense pinon and juniper on bench,
Undergrowth, shadscale and scattered greasewood.

N. 0° 24' E., bet, secs. 15 and 16,
Over gently rolling land through shadscale undergrowth,

18.75 Road, oiled, bears N. 14  30' E. and S, 14° 30' W,; asc.
50 ft. over gentle SW. slope.

35.55 Low spur, slopes S. 75° E.; desc. 40 ft. over N. slope,
39.15 Wash, 90 ks, wide, 10 ft. deep, ‘drains E,

40.16 - | The % sec. cor. of secs. 15 and 16, monuwnented with a
sandstone, 10x8x6 ins., firmly set and plainly mkd, %
on W. face, and witnessed by a small mound of stone to
Ww.

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins. 1.
the ground, with brass cap mkd.

T14S R11E
%

516 (S15

1965
Bury original cor, stone alongside iron post,

Raise a mound of stone, 3 ft, base, 1% ft, high, W, of
cor,

N. 0° 06' W,, beginning new measurement.

Form 9180-7 (October 1964) (formerly 4--67%) USDI—BLM FIELD |
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..Dependent Resurvey of the Subdivision, T. 14 S,, R. 11 E.

1693

1.20
22,68

39.99

7.80

12,80

24,00

39.70

40.42

40.60
41,00

41.06

7 (October 1964) (formerly 4—~673b) USDI—BLM

Asc, 30, ft., over gently rolling land.
Wash, 70 lks, wide, 8 ft. deep; drains S, 30° E,
Transmission line, bears N, 14° E, and S. 14° W,
The cor. of secs, 9, 10, 15 and 16, monumented with a
sandstone, 16x10x8 ins,, firmly set and plainly mkd.
4 notches on S, and 3 on E. edges.
At the cor. point
Set an iron post, 30 ins, long, 2% ins. 'diam., 22 ins.
in the ground, and in a collar of stome to top, with
"brass ¢tap mkd. ‘

T14S R11E

S9JSlO

S16|s15
1965

Bury original cor. stone alongside iron post.

Land, gently rolling desert.
Soil, rocky clay.

No timber,

Undergrowth, shadscale,

Reestablishment of the Resurvey Executed by
A. D. Ferron in 1891

‘From the cor. of secs. 10, 11, 14 and 15.
S. 89° 58' W., bet. secs. 10 and 15.

Over nearly level bench land thfough shadscale and sage-
.brush undergrowth.

Rim of bench, bears N, and S,; desc. 80 ft. over W.
slope.

Base of slope, thence over nearly level bench land.

Rim of bench, bears NE, and SW.; desc, 135 ft. over NW.
slope.

Left bank of Coal Creek, bears N, and S.

Point for the % sec, cor, of secs. 10 and 15 at pro-
portionate dist. falls in Coal Creek and is deemed
unsafe to perpetuate; there is no remaining evidence
of the original cor,

Coal Creek, .15 lks. wide, 6.ins. deep, flows S.
Right bank'of Coal Creek, bears .N, and S.

Point selected for the witness % sec. cor. of secs, 10
and 15.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,

FIELD NOTE PAPER
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:*Dependent Resurvey of the Subdivision, T, 14 S., R, 11

CHAINS
in the ground, and in a collar of stone to top, with
brass cap mkd.
T14S R11E
S10. W
% S15 ¢C
1965
Continue over nearly level land,

62.55 Road, oiled, bears N. 27° 25' E, and S, 27° 25' W,

76.75 Transmission line, bears N, 25° 06' E, and S. 25° 06°

80.84 The cor. of secs. 9, 10, 15 and 16.

Land, bench land E. portion; nearly level desert W.
portion.,
Soil, clay loam,
No timber.
Undergrowth, shadscale and sagebrush,
Reestablishment of the Survey Executed by
A. D, Ferron in 1891 -
N. 0° 08' W., bet., secs. 9 and 10.
Over gently rolling land through shadscale and sagebrn
undergrowth,

15.67 Telephone line, bears N, 58° E. and S. 58° W,

41,95 Point for the % sec. cor. of secs. 9 and 10 at pro-
portionate dist.; there is no remaining evidence of -
original cor,

Set an iron post, 30 ins. long, 2% ins, diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd. : ) :
T14S R11E
%
59510
1965
Continue over gently\rolling land,

45,00 Wash, 30 lks. wide, 10 ft. deep, drains S. 80° E.

52,25 Wash, 70 lks. wide, 4 ft. deep, drains S. 50° E.

83.90 .| The cor. of secs. 3, 4, 9.and 10, monumented with a
sandstone, 10x6x4 ins., firmly set and plainly mkd. S
notches on .S, and 3 on E. edges, and witnessed by a
small mound of stone alongside,
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Dependent Resurvey of the Subdivision, T. 14 S,, R, 11 E.

At the cor. point

Set an iron post, 30 ins,. long,ré% ins, diam., 22 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E

S4|83
59(s10

1965

Bury original cor. stone alongside iron post,
Land, gently rolling desert,
Soil, clay loam,

No timber, ,
Undergrowth, shadscale and sagebrush,

From the cor. of secs, 2, 3, 10 and 11,
N. 88° 02' W., bet. secs. 3 and 10,

Over rolling desert land through shadscale and sagebrush
undergrowth. Desc. 60 ft. over NW, slope.

Left bank of Coal Creek, 5 ft. high, bears N. and curves
S. 15° W, ‘ '

Coal Creek, 10 lks. wide, 6 ins. deep, flows S. 15° W,

Right bank of Coal Creek, bears N, and S, 15° W,.; asc.
50 ft. over gentle SE. slope.

Telephone line, bears N. 10° E. and S. 10° W,
Spur slopes S.; desc, 40 ft., over gentle SW. slope.

Wash, 30 lks, wide, 6 ft, deep, drains S., thence over
nearly level land,

Road, oiled, bears N, 15° 15' E, and S. 15° 15' W.

The % sec, cor, of secs, 3 and 10, monumented with a
broken sandstone, 8x6x2 ins., in small mound of stone,
and plainly mkd. % on one face,

At the cor. point

Set an iron post, 30 ins, long, 2% ins. diam,, 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11lE

y S3
§10

© 1965

Bury original cor. stone alongside iron post,
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Dependent Resurvey of- the Subdivision, T. 14 S., R, 11

S. 89° 11' W., beginning new“measurement.

Contln;e over nearly‘level land,

Transmission line, bears N, 14° 10' E. and S. 14° 10' W.
Wash, 70 lks. wide, 6 ft, deep, drains S.

Wash, 50 lks. wide, 8 ft, deep, drains S, 10° E

Wash, 50 lks. wide, 8 ft. deep, drains S, 15° E.

The cor. of secs. 3, 4, 9 and 10,

Land, rolling E, portion; nearly level W. portion.
3011, clay loam, ’

No timber,
Undergrowth, shadscale and sagebrush,

N, 0° 37' E., bet. secs. 3 and 4.

Asc, 50 ft. over gently rolling land through shadscale
and sagebrush undergrowth,

Wash, 30 1lks. wide, 5 ft. deep, drains S. 70° E
Wash, 30 lks. wide, 6 ft, deep, drains S. 45° E,

The % sec, cor., of secs., 3 and 4, monumented with a
sandstone, 10x8x6 ins,, firmly set and plainly mkd. %
on W. face.

At the cor. point

Set an iron post, 30 ins, long, 2% ins, diam,, 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd, '

T14S:RI11E -
%v

s4s3

1965 -

¢ .

Bury original cor. stone alongside iron post,

N: 0° 32' W,, beginning new measurement.

Wash, drains S. 20° W.; asc. 330 ft. over SW, slope,
Underground gas line, bears N. 61° E. and S. 61° W
New fence, bears E, and W.

Spur, slopes S. 40° E,.; desc. 160 ft. over NE. slope.
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. - Dependent Resurvey of the Subdivision, T. 14 S., R. 11 E.

[
~d

(%)

40,61

5.40
20.34

40.41

21.70
36.00

39.50

The cor. of secs. 3, 4, 33 and 34, on the N, bdy. of the
Tp., monumented w1th an iron.post, 2% ins. diam., set,

‘mkd. and w1tnessed as descrlbed in the 1965 field notes

of T. 13 S., R, 11 E. _

Land, gently rolliﬂg S. portion; rolling N. portion.
Soil, rocky clay loam.

No timber,

Undergrowth, shadscale and sagebrush,

Reestablishment of the survey Executed by
A. D, Ferron in 1880

From the cor. of secs. 4, 5, 32 and 33, on the S. bdy.
of the Tp.

N, 0° ié':E., bet. secs. 32 and 33.

Over gently rolling desert land through shadscale under-
growth. Asc. 70 ft, over SE. slope.

Wash, 70 lks, wide, 6 ft. deep, drains S, 40° E

Fence, bears E. and N., thence along fence line.

The % sec. cor. of secs., 32 and 33, monumented with a
limestone, 12x8x8 ins., flrmly set and plalnly mkd. %
on W, face, ,

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with

brass cap mkd.

‘ T14S RI11E
%

¢ ‘ : S$321833
.o . : 1965

Bury original cor. stone alongside iron post.

N. 0° 06' E,, beginning rew measurement.,

\Continue overvgently'rolling land and along fence tine,

Enter cultivated 1and.

Wash, 1.30 chs. w1de, 10 ft. deep, drains E,

Transmission line, double poles, bears N, 66° W. and

S. 66° E.

-7
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40.29

1.20
1.65

12,50

13.85

15.00
19,11

28.00

40.54
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-- Dependent Resurvey of the Subdivision, T. 14 S., R, 11

Point for the cor. of secs., 28, 29, 32 and 33, at cor.
of fences from N., S, and E. This position is harmon
iously related to existing original corners, and is
accepted as the best existing evidence of the positic
of the original cor. - : :

At the cor. point

Set an irom post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.

T14S R11E
5291528
S$32]833
1965
Land, gently rolling desert S. portion; farm land N,
portion. ) : : :
Soil, clay loam,

No timber. :
Undergrowth, shadscale and sagebrush S, portion,

From the cor. of secs, 27, 28, 33 and 34.
S. 89° 52' W., bet. secs. 28 and 33.

Over nearly level land through greasewood undergrowth,
and along fence line.

Fence, turns about N. Leave fence line,
Road, oiled, bears about N. and S,

Left bank of Coal Creek, 8 ft. high, bears N, 25° E, ..
S. 25° W,

Coal Creek, 10° lks, wide, 6 ins. deep, flows S, 25° W,

Right bank of Coal Creek, §.ft. high, bears N, 25° E,
and S. 25° W,

Fence, bears S. and extends N. 1.00 ch., thence about W

Enter cultivated land.
Trail road, bears N, and S.

Point for the % sec, cor. of secs, 28 and 33, at cor. o
fence from W, and S,, fence extends N. about 1.50 chs.,
thence E, This position is harmoniously related with
existing original cornérs, and is accepted as best exist
ing evidence of the position of the original cor,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd,

T14S RI11E
S28
% §33

1965
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. Dependent Resurvey of the Subdivision, T. 14 S.,, R, 11 E,

CHAINS

N. 89° 43' W., beginning new measurement.

Continue over nearly level farm land along fence line.
19.43 Pence, bearer;, continue along fence line,

19.47 Transmission line, bears N, 16° 15' E, and S, 16° 15' W.
40,27 The cor. of secs. 28, 29, 32 and 33,

Land, nearly level farm land.

Soil, clay loam,

No timber. . ) . .

Undergrowth, greasewood and shadscale E. portion.

N. 0° 23' E,, bet. secs, 28 and 29,
Over nearly level farm land, and along fence line.
19.80 Fence, bears E.; end N, and S. fence line,

40.17 Point for the % sec. cor. of secs. 28 and 29 at pro-
portionate dist.; falls in cultivated private land and
is not monumented. Continue over cultivated land.

68.50 Canal, 15 lks. wide, 3 ft, deep, flows S. 40° E,

73.15 Same canal, flows SW. from NE. Leave cultivated land.
76 .04 Farm house, on line.

77.80 Road, oiled, bears N, 70° W. and S. 70° E.

78.80 Wash, 40 lks. wide, 10 ft, deep, drains N. 85° W.
curving SW,

80.34 Point for the cor, of secs. 20, 21, 28 and 29 at pro-
portionate dist,, falls in wash, 30 lks, wide, 10 ft.
deep, drains S. 10° E, Wash heads 1,00 ch. N, There
is no remaining evidence of the original cor.

From this point, the witness cor. of secs. 20, 21, 28 and
29, bears 5. 89° 42' W,, 0,40 chains dist., hereinafter
described,

Lahd, level farm land S. 73,00 chs., desert N. portion.
Soil, clay loam,

No timber.,

Undergrowth, shadscale and greasewood extreme N, portion,

From the cor. of secs., 21, 22, 27 and 28,
S. 89° 48' W., bet, secs. 21 and 28.

Over gently, rolling desert land through dense greasewood
undergrowth and along fence line. Asc, 30 ft, over E.
slope.

4,05 Canal, 5 lks, wide, 3 ft, deep, drains N. 55° E. from SW.
Leave greasewood.

-7 (October 1964) (formarly 4—67%) USDI—BLM FIELD NOTE PAPER
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35.40
40.20

40.30
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22,50
33.25

40.36

29.37

33.65
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. Depemdent Resurvey of the Subdivision, T. 14 S., R, 11 :

Top of ascent, bears N. and S., thence over nearly leve
land, ‘ :

Fence, bears S.,, continue along fence line.

Road, oiled, bears N, 267 54! E, and S. 26° 54' W
Transmission line, bears N, -17° 50' E, and S. 17° 50' W.
The % sec. cor. of secs. 21 and 28, on cer. of fence
bearing N, 89° 48' E. and N, 46° W., monumented with a

sandstone, 14x6x6 ins., firmly set and plainly mkd. %
on N. face,

At the cor. point
Set an iron post, 30 ins. long, 2% ins, diam., 24 ins,

in the ground, and in a collar of stone to top, w1th
brass cap mkd, . :

T14S RI11E
-SZl

% 528
1965

Bury original cor, stone ‘alongside ‘iron post.

S. 89° 35' W., beginning new measurement.,

Continue over nearly level desert land.

Trail road, bears NW. and SE.

Trail road, bears N, and S.

Wash, 1.30 chs. wide, 6 ft. deep, drains SW.
True'point for the cor. of.§ec§. 20 21 28 and 29,
From this p01nt, the witness cor. of secs. 20, 21, 28
and 29, bears S. 89° 42' W., 0.40 chs, dlst,, herelnafte
descrlbed

Land, gently rolllng desert E. portlon, nearly level W,
portlon.

Soil, clay.

No timber.

Undergrowth, dense greasewood E. portlon, shadscale W,
portion.

N. 0° 17' E., bet, seecs, 20 and 21;

Asc. 50 ft. over gently rolling desert land through
shadscale undergrowth .

Fence, bears E, and W,

Transmission line, bears N. 77° 10' E, and S. 77° 10' W.
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Depepdent Resurvey of the Subdivisg‘ggI I, 14 S., R 11

40,17 Point for the % sec. cor. of secs. 20 and 21 at pro-

. .portiponate dist.; there is no remaining evidence of the
original: cor. . ) " o -

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, and in a collar of stone to top, with
brass cap mkd,

T14S R11E
%

8201521

1965
Asc. 90 ft: over gently rolling land,
44,35 Wash, 1,50 chs. wide, 8 ft. deep, drains S. 15° W,
58,75 Same wash, drains S. 40° E,

76 .50 Transmission line, bears N, 69° 10' W, and S. 69° 10' E.
80.34 The cor. of secs. 16, 17, 20 andCZi, monumented with a
sandstone, 16x10x8 ins., firmly set and plainly mkd. 3
notches on S. and 4 on E, edges,
At the cor. point
Set an iron post, 30 ins. long, 2% ing.‘diam,, 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd,
T14S R11E
- . S17(S16

- .~ 320[s2T
1965
Bury original cor. stone alongside iron post.
Land, gently rolling desert.
Soil, clay.

No timber,
Undergrowth, shadscale,.

From the cor. of secé; 15,q16, Zi and 22;
S. 89° 29' W,, bet. secs. 16 and 21.

Ovér gentiy;rolling-de%eré lénd thrqugh: shadscale under-
growth, .

5.92 Road, ociled, bears N. 17° 15' E, and S, 17° 15' W.

15.94 Transmission line, bears N. 13° 05' E, and S. 13° 05' W,

31.30 ‘|Wash, 15 Iks. wide, 6 ft. deep, drains S. 70° E.

40.38 Point for the % sec. cor. of secs. 16 and 21 at pro-
portionate dist.; there is no remaining evidence of the
original cor,

07 (October 1964) (formerly 4—673b) USDI—BLM FIELD NOTE PAPER
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Dependent Resurvey of the Subdivision, T. 14 §,, R, 11

Set an iroﬁ post, 30 ins,.long, 2% ins, diam,, 25 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

'T148 R11E

S16
%51

1965
Continue over gently rolling land,
Trail road, bears N. 30° E, and S. 30° W,

Wash, 1.50 chs, wide, 12 ft, deep,,drains S.; wash hea
2.00 chs, N. .

The cor. of ‘secs. 16, 17, 20 dnd 21,
Land, gently rolling desért,
Soil, clay,

‘No timber.
Undergrowth, shadscale and scattered cacti.

¢

N, 0° 13' W., bet. secs. 16 and 17.

Over gently rolling desert land through shadscale un: -

‘growth,

Point for the % sec., cor. of secs. 16 and 17 at pro-
portionate dist.; there is no remaining evidence of th:
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E
.

517(s16

1965
Continue ovéf‘gently rglling land:
Wash, 40 lks. wide, 6 ft, deep, drains S. 40° W,
Teleéhone 1ine,:bea;s E; anq W. .
The cor. ;f secs.!S,’9, 16Qand i}, monumented with a
sandstone, 12x8x6 ins., firmly set and plainly mkd, 4
notches on S, and E. edges. :
At the.cor. point
Set an iron post, 30 ins. long, 2% ins.‘diam;, 20 ins,

in the ground, and in a collar of stone to top, with 7.
cap mkd. : = . : . '

T14S R1IE -

88(s9
S17|slé6

1965
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. Pependent Resurvey of the Subdivision, T. 14 5., R. 11 E.

CHAINS

Bury original cor. stone alongside iron post.

Land, gently rolling desert.
Soil, clay loam.

No timber.

Undergrowth, shadscale.

Reestablishment of the Resurvey Executed
by A. D, Ferron in 1891

From the cor. of secs. 9, 10, 15 and 16.

S. 89° 38' W., bet. secs. 9 and 16.

Over nearly level desert land through shadscale under-
growth.

28.60 Wash, 30 lks. wide, 8 ft., deep, drains S. 35° E.

40,78 -The 1/4 sec. cor. of secs. 9 and 16, monumented with a
sandstone, 14x10x8 ins., firmly set and plainly mkd.
1/4 on N, face. -

At the cor. point

Set an ironm post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E

S9
g S16

1965

Bury original cor. stone alongside iron post.

N. 89° 51' W., beginning new measurement.

.Continue over gently rolling land.

5.10 | Wash, 20 lks. wide, 8 £t. deep, drains SE.

12.82 Telephone iine, bears N. 76° 15' E, and S. 76° 15' W.
40.52 | The cor. of secs. 8, 9, 16 and 17.
Land, nearly level E. portion gently rolling W. portion.
Soil, c¢lay loam. . SRR

No timber.
Undergrowth, shadscale.

Reestablishment of the Survey Executed by
A, D, Ferron in 1891

~7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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42.17

51.15
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67.45

84.34

72
Dependent Resurvey of the Subdivision, T. 14 8., R, 11 E,

N. 0° 31' W., bet., secs. 8 and 9.

Over gently rolling land through shadscale undergrowth.
Asc. 85 ft. over gently rolling SW, slope.

Wash, 15 lks. wide, 4 ft. deep, drains S. 40° W

Point for the 1/4 sc¢c. cor. of secs. 8 and 9 at pro-
portionate dist.; there is no remaining evidence of
the original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 16 {ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T14S RI1I1E

-
S8(s9

1965
Asc., 60 ft. over SW. slope,

Base of bench, bears NW. and SE.; asc. 235 ft. over SW.
slope.

Rim of bench, bears N. 35° W. and S. 35° E., thence over
nearly level bench land. Enter dense timber.

Rim of bench, bears N. 40° W, and S. 40° E.; leave dense
timber; desc. 205 ft. over NE. slope.

The cor. of secs. 4, 5, 8 and 9, monumented with a
sandstone, 12x12x7 {ns., firmly set and plainly mkd. 5
notches on S, and 4 on E. edges.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 12 ins.
in the ground to bedrock, and in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T14S R11E
S$5(S4
S$8;s9

1965
Bury original cor. stone alongside iron post.

Land, gently rolling S. portion; bench land N. portion.
Soil, clay loam S. portion; rocky N. portion.

Timber, dense pinon and juniper N. portion; no tlmber S.
portion.

Undergrowth, shadscale.

From the cor. of secs. 3, 4, 9 and 10.

N. 89° 15' W., bet. secs. 4 and 9.
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Dependent Resurvey of the Subdivision, T, 14 S., R. 11 E.

©20.00
37.20

40.64

34.00

41.19

5.85

30.35
38.25

39,30

. growth,

Over nearly level desert land through shadscale under-

ﬁesh, 1.50»chs, wide, 6 ft. deeb, drainsf&.
Wash, 50 lks. wide, 5 ft, deep, drains S. 65° E

The % sec. cor. of secs., 4 and 9, monumented with a
sandstone, 16x12x8 ins., firmly set and plainly mkd.
% on N. face.

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

' T14S RLLE

% 'S4
S9.
1965.

Bury original coxr. stone alongside iron post.

© - .

S. 89? 42' W,, beginning new measurement,

Asc. 40 ft° over gently rolling 1and.

Base of bench bears NW. and SE,, asc. 80 ft. over NE,
slope.

The cor. of secs. 4, 5, 8 and 9.
Land, nearly ‘level E. portion; gently rolllng W. portion|
Soil, rocky clay loam.
No timber,

Undergrowth, shadscale,

<

' timber.

N, 1°719' E., bet, secs. 4 and 5.

Over rolling land through scattered tlmber. Desc, 30 ft.
over NE. slope. - -

Base of descent, thence over gently rolling land. Leave

Underground gas line, bears N, 72° E. and S, 72° W
Trail road, bears E, and W.
Point for the % sec, cor, of secs. 4 and 5 at pro-

portionate dist.; there is no remaining evidence of the
original cor.
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Dependent Resurvey of the Subdivision; T. 14 S., R, 11

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft, base to
with brass cap mkd. . S .

T148 R11E-
%z

S5(54
1965
Bury broken glass around iroﬁ post;
Asc. 45 ft. ovér genfly rolling\land.
Wash, 15 lks. wide, 4 ft. deep,.drains S. 25° E.
New fence, bears E. and W.

Wash, 50 lks. wide, 10 ft. deep, drains E.; asc. 230 f-
over SW, slope.

The cor. of secs, 4, 5, 32 and 33, on the N. bdy. of *i
Tp., monumented with an iron post, 2% ins. diam., set,
mkd. and witnessed as described in the 1965 field note
of T. 13 S., R. 11 E,

Land, gently rolling S. portion; mountainous N. portic :
Soil, rocky clay loam. T,

Timber, scattered extreme S, portion; no timber N.
portion, .

Undergrowth, shadscale,

Reestablishment of the Survey Executed by
A. D. Ferron in 1880

From the cor. of secs. 5, 6, 31 and 32, on the S. bdy.
of the Tp. . B

N. 0° 41' E., ‘bet. secs. 31 and 32,

Over gently rolling desert lanﬁ through shadscale under
growth, and along fence line.

Telephone line, bears N. 76° 07' W. and S. 76° 07' E.,
thence along E. side of fence.

Fence, turns W., leave fence line.

The % sec. cor. of secs, 31 and 32, monumented with a
sandstone, 9x7x6 ‘ins., firmly set and plainly mkd. %
on W. face, . . -

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins,
in the ground, with brass cap mkd.
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Dependent Resurvey of the Subdivision, T. 14 S,, R, 11 E.

- CHAINS
T14S R11E .
%
s311s32 <
1965
Bury.originalccor. stone alongside iron post.
N,..0° 15' E., beginning new measurement.
Continue over gently rolling land. Asc.15 ft. along E,.
slope. . .
1.45 Trail road, bears N. 45° W. and.S. 45° E.
4,60 Wash, 25 lks. wide, 5 ft, deep, drains S, 35° E,
5.20 Ditch, 10 lks. wide, 1 ft, deep,.drains S. 45° E,
16.00 Wash, 30 lks. wide, 3 ft. deep, drains E,.
19.60 Low spur, slopes E.; deéc. 15 ft. over NE. slope.
24,90 Wash, 15 lks. wide, 3 ft, deep, drains E.; asc. 10 ft.
over N, slope.
27.60 Low spﬁr, slopes E.; desc, 15 ft. over NE. slope.
33.75 Wash, 20 lks. wide, 7 ft, deep, drains S. 35° E.; asc.
20 ft. over SW. slope,
40.10 The cor. of secs., 29, 30, 31 and 32, monumented with a

sandstone, 12x10x5 ins., firmly set and plainly mkd, 1
notch on S. and dim notches on E. edges, and witnessed
by a small mound of stone alongside.

At the cor. point
Set an iron post, 30 ins. long, 2% ins., diam,, 24 ins.
in the ground, and in a collar of stone to top,with

brass cap mkd.

T14S R11E

530529
S31|s832
1965
Bury original cor. stone alongside iron post.
Land, gently rolling desert,
Soil, clay.

No timber, ) .
Undergrowth, shadscale,
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40.11

2.85
7.90
9.20
19.10
23.35
30.40
33.35
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Dependent Resurvey of the Subdivision, T, 14 S,, R, 11

From the cor. of secs., 28, 29, 32 and 33.
S. 89° 32' W., bet. secs., 29 and 32.
Over nearly level land through shadscale undergrowth.

Transmission line, double poles, bears N, 66° W. and
S. 66° E. '

Trail road, bears NW., and SE.

Wash,.50 lks. wide, 14 ft. deep,.drains SE., thence ow:
gently rolling land,

Canal, 10 lks. wide, 3 ft. deep, drains-S.,

Canal, 10 lks. wide, 3 ft, deep, drains SE.

Wash, 15 lks. wide, 4 ft, deep, drains S.

Wash, 15 lks. wide,-4 ft, deep, drains S.

The % sec. cor. of secs, 29 and 32, monumented with-a
sandstone, 12x8x6 ins., firmly set and plainly mkd. %
on N, face. - - : .
At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins,
in the ground, and in a collar of stone to top, with

brass cap mkd,

T14S R11E

$29
5

1965

Bury original cor. stone alongside iron post,

S. 89° 50' W., beginning new measurement.

Continue over gently rolling lar;d°

Wash, 50 lks; wide, 10 ft, déep, drains S. 25° E,
Wash, 30 lks. wide, 8 ft. deep, drains SEK.

Wash, 30 lks. wide, 8 ft. deep, drains SE.

Wash, 20 lks. wide, 4 ft. deep, drains SE.

Wash, 50 1lks, wide, 5 ft, deep, drains SE.

Wash, 50 1lks. wide, 10 ft. deep, dgains éE.

Wash, 60 lks,. wide, 15'ft. deep, éréins SE,

Wash, 15 1lks. wide, 4 ft, deep, drains SE.

The cor. of secs, 29, 30, 31 and 32.
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Dependent Resurvey of the Subdivision, T. 14 S., R, 11 E,

Land, gently rolling desert,
Soil, clay.

No tiﬂlbgr . - .
Undergrowth, shadscale,

S. 89° 50' W., bet. secs. 30 and 31.

Over gently rolling desert land through shadscale under-
growth. '

2,60 Wash, 20 lks. wide, 5 ft, deep, drains SE,
10,95 | Wash, 30 lks. wide, 5 ft. deep, drains S.
12,70 || Wash, 20 lks. wide, 9 ft. deep, drains SE.
17.55 Canal, 10 lks. wide, 3 ft. deep, drains SE,
19.55 Canal, drains S,

20.40 | Canal, drains S.

>

22,05 | Trail road, bears NW. and SE.

40.21 Point for the % sec. cor. of secs. 30 and 31, on N, and
S. fence line, and 20 lks. S. of fence, bearing W.

This point was shown to me by interested adjacent land
owners as being the original cor, point.  This point is
harmoniously related to existing original corners, and
is accepted as the best existing evidence of the position
of the original cor,

At tﬁe cor.‘innt . :

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd,

o

. " T14S R1IE
$30

531

1965

S. 89° 50' W., beginning new me;surement.

Over nearly level farm land, along S, side of fence,
0.50 Ditch, drains S.

20.19 Fence, bears N.,, continue along S. side of fence.

39,77 Fence, bears ﬁ. and S, Leave farm land; enter roadway.

40.00 Center of oiled road, bears N, and S.
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Dependent Resurvey of the Subdivision, T. 14 S., R, 11

The cor. of secs. 25, 30, 31 and 36, on the W. bdy. of
the Tp., hereinbefore described, - :

Land, gently rolling desert E, portion; farm land W.
portion, :

Soil, clay E. portion; clay loam W. portion,
No timber,

Undergrowth, shadscale E, portion,

From the cor, of seés. 29, 30, 31 and 32,

N, 0° 18' E., bet. secs. 29 and 30,

Over rolling desert land through -shadscale undergrowth,
Wash, 10 lks. wide, 2 ft., deep, drains S. 40° E,

Wash, 20 lks. wide, 7 ft, deep, drains E. 1.00 ch. to
wash draining irregularly SE,

Wash, 30 lks, wide, 7 ft. deeé, drains S; 40° E,
Wash, 70 lks., wide, 6 ft. deeﬁ, drains s; 40° E,
Canal, 10 lks, wide, 3 ff. deep, drains E. from W,
Trail road,hbears pagalleis canal,

Trail Toad, curves abouﬁ S. 65° W, and N.

Same trail road, bears N, 65° W, and curves S,

Transmission line, double poles, bears N, 66° 30' W, - .
S. 66° 30' E., with trail road alongside.

Small wash, drains E,

The % sec., cor. of secs. 29 and 30, monumented with a
sandstone, 11x9x6 ins.,, firmly set in small mound of
stone, and plainly mkd, % on W, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground, and in a collar of stone to top, with

brass cap mkd.

T14S R11E
£

304529
1965

Bury original cor., stone alongside iron post,

N. 0° 23' E,, beginning new measurement.,

Continue over nearly level desert land through shadscale
undergrowth,

Wash, 20 lks, wide, 3 ft. deep, drains S. 75° E.
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18

~>

9.00
10.70
21.07
21.62
31.20

540,19

0.40

7.35

Trail road, bears N. 75° W, and S. 75° E,
Wash, 25 lks. wide, 3 ft. deep, drains S, 75° E.
Road, oiled, bears N, 63° 56' E, and S. 63° 56' W.

Feﬁce,”paréllél to road.

‘Ditch, drains NE, curving’E. from sw,

The cor. of’ secs. 19 20 29 and 30 monumented with a
limestone, 9x9x6 ins., 1oose1y set an dimly mkd, 5
notches on one edge.

At the cor. point

Set an iron post, 30 ins. long, 2% ins., diam., 24 ins.
in the ground, and 1n a collar of stone to top, with
Brass cap mkd,

T14S RI1E’

519]s520
330529
1965

Bury original corx., stone alongside iron post.

Land, gently rolling desert S, portion; nearly level N.
portion.

Soil, clay. -

No timber,

Undergrowth, shadscale,

3.40

5.85 °

From the true point for cor. of secs. 20, 21, 28 and 29.

S. 89° 42' W,, bet, secs, 20 and 29,
Over nearly level land through shadscale undergrowth,

Point selected for the witness cor. of secs, 20, 21;
28 and’ 29.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, and in a collar of stone to top, with
brass cap mkd.

T14S R11E

s20]s2i
529|S28 C.. . .

1965
Wash, 1.50 chs. wide, 12 ft. deep;tdraihs SE.

Road, 011ed bears N. 57° W, curv1ng W, and S, 57° E,
_curving E, . .

o -

Canal, 15 lks, wide, 3 ft, deep, drains SE.

0-7 (October 1964) (formerly 4=673b) USDI-—BLM

FIELD NOTE PAPER
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Jepemiont Resarvey >f the Subdivis{: T. 145 R, 11

dash, & lis, wide, 3 ft, deep, drains SW,

3egianing ! feale, dears about W., thence along fence

v
L0,

Wash, ' lus, wide, 10 ft, deep, drains SE,

s fratns N, curving E. from S, curving W,
Y °r the % sec, cor, of secs. X and 29 at cor. o
rwa £, aad 5. This position is harmontously
cirted ©ooexlsting criginal corners and (s acceptoed a-
e beal exiating evideace of the position of the orig’
T .

N
3
- ew vw,

r

AL Lo oo, poriat
Set an lron poat, 30 ins, long, !4 ins, diam., 24 ins,
vothe ground, and {n oa collar of stone to top, with

Yrass cap akd,

Tl4is RILE

ve B 31" W, desinning new measurement,
Continue wver nearly level desert land,
B, ouled, bears N, 60° E, and 8, 60° W,

Fenoe, parallel oo road, Ahout 5,00 cha, NE,, fence
turas Lo oaboyt N, 307 F,

Wash, 195 Lhl wide, 4 fe, deep, drains SE,
Dic. h, drafns M¥,

he cor, f aecca, 19, M, 29 and 30,
land, nearly level desere,

seil, elay,

No timber,
Padergrowth, shadscale,

Mest, bet, secs, 19 and W,

Iver gently ralling desert land through shadscale under
afrwin,  Aec, 105 fe, over gently rolling SE. slope,

Tricemfestinn line, bears N, 71° 0' K. and $, 71° 0*' w
Woir, 19 les, wide, ) ft, deep, draine 8, 607 E,

ew clav epur, slopes S, desc, X0 ft. over ¥, slope,
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Dependent. Resurvey of the. Subdivisionm, T. 14 S., R. 11 E,

40,20 The % sec. cor, of secs, 19 and 30, monumented with a
sandstone,; 10x6x4 ins,, firmly set and plainly mkd..%
on N, face. \

At the‘cpf,-point ' E L Dol

Set an iron post, 30 ins. long, é% ins. diam., 24 ins,
in the ground, and in a collar of stone to: top, with
‘brass cap mkd,

T14S R11E
B _s19
¥ 530
1965

Bury original cor. stone alongside iron post.,

S. 89° 54' W., beginning new measurement.
Desc. 5 ft. over W. slope,
1.60 Wash, 15 lks. wide, 5 ft. deep,. drains S,

4.60 Wash, 10 lks. wide, 4 ft. deep, drains S.; asc., 80 ft,
over E. slope,

"9.55 Top of knoll, about 2,00 chs. wide, 8,00 chs. long;
desc, 90 ft, over W. slope.

17.30 Wash, 40 1lks, wide, 7 ft. deep, drains S., thence over
)  gently rolling. land,

©25.60 Wash, 10 lks, wide, 4 ft. deep, drains S,
31,48 Transmission line, bears S, 74° 08' E. and N. 74° 08' W

35.87 Transmission line, double poles, bears N, 52° W, and
S. 52° E,

38.60 Small spur, slopes SW.; desc, 20 ft. over NW,. slope.

40,78 The cor. of secs, 19, 24 25 and 30, on the W, bdy. of
the Tp., herelnbefore descrlbed. .

Land, gently rolling E, and W, portlon, mountalnous
center portion, .

Soil, rocky clay loam,

No timber.

Undergrowth, shadscale,

From the cdr, of secs; 19, 20, 29 and 30.
“IN. 0° 26' E., bet, secs. 19 and 20,

|over gently‘rolllng desert 1and through shadscale under -
growth,

8.10 ‘|Transmission ‘line, Bears N, 72° E, and S. 72° W.

0—7 (October 1964) (formerly 4—673b) USDI-—BLM . FIELD NOTE PAPER
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36.10
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80,52

8.50
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82

. Dependent Resurvey of the Subdivision, T. 14 S, R, 1

Wash, 20 lks, wide, 4 ft, deep, drains SE,

Point for the % sec, cor, of secs, 19 and 20 at pro-
portionate dist.; there is no remaining evidence of i -
original cor.

Set an iron post, 30 ins, long, 2% ins, diam,, 20 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd,

T14S R11E
%

S191820

1965
Continue over gently rolling land,
Wash, 15 lks. wide, 3 ft, deep, drains SE,
Wash, 15 lks. wide, 5 ft, deep, drains SE,

Wash,. 1.50 chs, wide, 15 ft, deep, drains SE,

- The cor. of secs, 17, 18, 19 and 20, monumented with a

sandstone, 12x6x6 ins., loosely set in small mound of
stone and dimly mkd, 3 notches on S. and 5 on E. edges,

At the cor. point
Set an iron post, 30 4ins, long, 2% ins, diam., 24 ins,
in the ground, and in a collar of stone to top, with

brass cap mkd,

T14S RI11E

518|517
S§19(s20

1965
Bury original cor. stone alongside iron post,
Land, gently relling desert, - o
Soil, clay loam.

No timber . . '
Undergrowth, shadscale,

From the cor. of secs, 16, 17, 20 and 21.
S. 89° 34' W,, bet, secs. 17 and 20,
Over gently rolling land through shadscale undergrowth,

Gulch, 2.50 chs. wide, 40 ft, deep, drains S, 25° E,;
asc. 45 ft, over E. slope. '

Transmission line, bears N. 68° W, and S, 68° E,
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Dependent Resurvey of the Subdivision, T, 14 S., R, 11 E,

131

23,15

40,12

7.00
8.75

40,15

4,60
8.50

32,50

40,03

33.00 .
’15 ft, over gently rolllng land

Low spur, slopes S,; desc., 55 ft. over W, -slope,

Wash, 1.00 ch. wide, 4 ft, deep, drains S. 10° E.; asc,
The % sec. cor. of secs, 17 and 20, monumented with a
sandstone, 12x8x4 ins., firmly set and plainly mkd, %
on N, face,

At the cor. point

Set an iron post, 30 ins. long, 2% ins, diam., 20 ins.

in the ground, and in a collar of stone to top, with
brass cap mkd,

T14S R11E

S17 -
520
1965

Bury 6rigina1 cor, stbng alongside iron,pbst.

S. 89° 45' W,, beginning new measurement,

Asc. 35 ft, over gently rolling land,

Wash, 30 lks. wide, 8 ft, deeb, drains'nearly S.
Wash, 60 lks. wide, 8 ft, deep, drains S. 40° E.
The cor. of secs, 17, 18, 19 and 20.

Land, gently rolling desert.

Soil, clay loam,

No timber .
Undergrowth, shadscale.

S. 89° 39' W., bet., secs. 18 and 19,

Over gently rolling desert land through shadscale under-
growth, Asc, 130 ft, over E, slope,

Wash, 70 lks. wide, 8 ft. deep, drains S.
Wash, 1,00 ch, wide, 8 ft. deep, drains S. 60° E,

Spur,'slopes'S.; desc, 65 ft, over W. slope, Enter
scattered timber,

The % sec, cor. of secg, 18 and 19, monumented with.a
sandstone, 16x12x8 ins., firmly set and plainly mkd,
% on N, face. . .

From which the original bearing trees

A juniper, 6 ins, bears S, 89° E., 25 lks,. dist.

A juniper, 16 ins, bears S, 45° W,, 40 lks, dist.

0.7 (October 1964) (formerty 4—673b) USDI-—BLM

FIELD NOTE PAPER
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41.26

27.10

27.65

29.90

40,38
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- Dependent Resurvey of the Subdivis$: .. T, 14 S, R, 11

At the cor. point

Set -an iron post, 30 ins. long, ‘2% ing. diam., 24 ins,
in the ground, and in a collar of stome to top, with
brass cap mkd.

T14S R11E

518
% 519
1965

Bury original cor. stone alongside iron post,

N. 89° 15' W., beginning new measurement,
Desc. 60 ft, over W, slope through scattered timber,

Wash, 40 lks. wide, 4 ft. deep, drains S. 30° W,; asc.
120 ft. over SE, slope.

Point of spur, slopes S.; desc, 80 ft, over SW. slope,

Base of steep descent; desc., 30 ft. over gentle SW,
slope.

The cor. of secs. 13, 18, 19 and 24, on the W. bdy. of
the Tp., herelnbefore descrlbed

Land,- gently rolling desert E, portion; rolling W,
portion.

Soil, rocky clay loam,

Tlmber, scattered Junlper W. portion; no timber E,
portion,

Undergrowth, shadscale,

From the cor. of secs, 17, 18, 19 and 20.
N. 0° 18' E., bet, secs, 17 and 18,

Over rolling desert 1and‘through shadscale uni - Liuwi -
Asc. 90 ft. over gently rolling SE. slope.

Spur, - slopes E.; asc, 25 ft, along E, slope. Enter -
scattered timber,

Transmission line, bears N, 68° W, and S, 68° E

Spur, slopes NE.; desc, 20 ft, over gentle NW. slope,
The % sec, cor, of secs., 17 and- 18, monumented with a
sandstone, 12x8x8 ins.,-firmly set and plalnly mkd, %

on W, face,

At the cor. point
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29.00
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Dependent Resurvey of the Subdivision. T. 14 S R, 11 E.

Set an iron post, 30 ins, long, 2% ins, diam., 20 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd, . o

T14S R11E
y oo
S18(S17

1965

Bury original cor. stone alongside iron post,

N. 0° 01' E., beginning new measurement.
Desc, 10 ft, over NW, slope,

Wash, 20 lks, wide, 7 ft, deep, drains NE,; asc, 95 ft,
over SE, slope,

Telephone line, bears W, and curves NE,
Spur, slopes SE,, thence along E. slope.
Head of draw, drains E,; asc, 75 ft, over SE, slope.

Rim of bench, bears NE, and SW., thence over gently
rolling bench land. Enterdense timber.

The cor. of secs. 7, 8, 17 and 18, monumented with a
sandstone, 22x8x8 ins., firmly set and plainly mkd. 5
notches on E, and 4 on S, edges.

From which the original bearing trees

A Juniper, 16 ins, diam,, bears N, 43° 10' E.,
70 lks, dist,,mkd. S8 BT.

A Juniper, 16 ins. diam,., bears S, 38° 30' E,,
48 1lks, dist., mkd. S17 BT. - :

A Juniper, 15 ins, diam., bears S. 66° 15' W,,
30 lks, dist,, mkd. S18 BT.

A Juniper, 12 ins. bears N, 27° W,, 20 lks, dist.,
mkd. S7 BT.

At the cor, point’

Set an iron post, 30 ins. long, 2% ins, diam., 20 ins.,

in the ground, and in a collat of stoné to top, with'
brass cap mkd.

T14S R11E

S758
518|517
1965

Bury original cor, stone alongside iron post,

FIELD NOTE PAPER
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Dependent Resurve- of ‘the Subdivis' T 14§ . R 1

Land, gently rolling-desert S. portlen, rolling N,
portion,

Soil, rocky clay loam. .

Timber, scattered and dense pinon and juniper N. ;. °..
no timber S. portion,

Undergrowth, shadscale,

Reestablishment of the Resurvey Executed
by A. D, Ferron in 1891

From the cor,., of secs. 8, 9, 16 and 17,
N. 89° 49' W., bet. secs. 8 and 17.

Over nearly level.desert land through shadscale under-
growth,

Wash, 50 lks, wide, 10 ft, deep, drains S. 10° W,

The % éec. cor. of secs, 8 and 17, monumented with a
sandstone, 16x10x8 ins., firmly set and plainly mkd. %
on N, face.

At the cor; poinf

Set an iron post, 30 1ns. long,’ 2% ins,. diam,, 21 ins,

in the ground, and in a collar of stone to top, with
brass cap mkd, .

_T14S R11E
S8

¥ =17
1965

Bury original cor, stone alongside iron post.,
N. 88° D1* W., beginning new measurement,
Continue over gently rolling desert. land,

Base of bench, bears nearly N, and S.; asc, 200 ft, over
E. slope.

Rim of bench, bears N. 10° E, and 5. 10° W., thence over
nearly level land. Enter dense timber.

The cor, of secs, 7, 8, 17 and 18,

Land, gently rolling E. portion; bench land W, portion.
Soil, rocky clay loam.

Timber, dense pinon and juniper W. portion; no timber
E. portion,

Undergrowth, shadscale,
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. Dependent Resurvey of the Subdivisi: - T, 14 S.. R. 11 E,

S. 89° 45' W,, bet, secs, 7 and 18,

R G SR .
Over nearly 1eve1 bench land through dense timber,
Leave dense timber, bears NE, and SW,.

Enter dense timber, bears NE, énd SW.

Rim of bench, bears N. an& S. Leave timber; desc. 130
ft. over W, slope, h

Wash, drains S,; asc, i30 ft, over SE. slope,

Rim of bench spur, bears N, 25° E. and S, 25° W, Enter
dense timber,

The % sec, cor., of secs. 7 and 18, ﬁonﬁmented with a
sandstone, 18x15x8 ins,, firmly set in mound of stone
and plainly mkd. % on N, face.

From which the originalibearing érees

A juniper, 8 ins. diam., bears S, 9° W., 10 1ks.
dist,, mkd. 1/4S BT.

A juniper, 14 ins, diam,, bears N, 17° W., 28 1lks.
dist., (Record: N, 17° W,, 7 lks. dist,) mkd..!/4S
BT.

At the cor, point

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins,
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T14S R11E

S7
S18

1965

Bury original cor. stone in mound of stone alongside
iron post,. .

v

S. 88° 07' W., beginning new measurement,
Continue over nearly level bench land,

Rum of bench bears NE. and sw., desc, 80 ft. over NW,
slope. ., Leave timber,

Wash, drains SW,. .

Wash, 30 lks. wide, 10 ft. deep, drains S.; asc, 130 ft.
over E. slope. . ‘ ' <

Rim of bench, bears N. and S. Enter dense timber,

oty

Transmission line, bears N, 34° W, and S. 34° E, o

D e -
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Rim of bench, bears N. and S, Leave timber; desc, 110
over W, slope, - S '

The cor..of secs, 7, 12, 13 and 18, on the W, bdy, of
the Tp., hereinbefore described.

Land, rolling bench,

Soil, rocky clay.loam, - .
Timber, dense pinon and juniper.,
Undergrowth, shadscale,

Reestablishment of the Survey Executed by
A, D, Ferron in 1891

From the cor, of secs, 7, 8, 17 and 18.

N. 1° 23" W,, bet. secs. 7 and 8.

¢

Over gently rolling bench land through dense timber.
ASC. 55 ft,

Point for the % sec, eor. of secs., 7 -and 8 at pro-

portionate dist.; there is no remaining evidence of the
original cor. ‘ -

Set an .iron post, 30 -ins, long, 2% ins, diam., 24 ins,
in the ground, and in a collar of stone to top, with
brass cap mkd, - :

T14S RI1E
%

S7(S8

1965
Asc, 40 ft. over gently rolling bench land. -
Wash, 20 lks, wide, 1 ft, deep, drains SW,

Rim of bench,- bears NE, and SW.; leave dense timber;
desc. 60 ft. over NW, slope,

Draw, dréins SW.; asc., 75 ft. over SE, slope,
Sbur, slépes Sﬁ;; desc.'75 ft, ovét NW. slope,
Draw, drains SW.; asc. 50 ft, over SE. slope,
The cor. of secs, 55-64 7 and 8, monumented with a sand~-
stone, 3x2x1 ft, above ground, plainly mkd, 5 notches on

S. and E. sides of cross (+J)s on 8, edge of stone,

At the corner point
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16.50 °

Set an iron post, 30 ins. 1ong, 2% ins, diam,, 15 ins.
in the ground to bedrock, and in a mound of stone, 6 ft,
base to tep, with brass cap mkd. .:

T14S RI1I1E.:

S6(S5
.. .. - _ . >s7|s8
1965

Bury original cor. stone in mound of stone alongside
irqn post.

Raise a mound of stone, 2% ft. base, 1% ft, hlgh W, of
cor.

Land, rolling and bench,
Soil, rocky clay loam,
Tunber, dense pinon and juniper S. portion; scattered

N. portion,
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 4, 5, 8 and 9,
S. '89° 46* W., bet. secs. 5 and 8.

Over rolling bench land through scattered timber. Asc,
200 ‘ft. over E. slope,

Rim of bench, bears nearly N, and S. Enter dense timber,
Trail road, bears N, and S, about 4,50 chs,, thence W,
Same trail roéd,'Bears N. and S.

Rim of bench, bears N, and S.; desc, 105 ft, over W,
slope.

Bottom of draw, drains S.; asc, 120 ft, over E, slope,
Spur, slopes S.; desc. 40 ft. over gentle W, slope.
Wash 10 lks,., wide, 2 ft, deep, drains S,

Point for the % sec. cor. of secs, 5 and 8 at pro-
portionate dist,.; there is no remalnlng evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins, diam., 18 ins, in
‘the ground, and in a mound of stone, 3 ft, base to top,
with brass cap mkd,

'T14S R11E

S5
% S8
1965

From which

A pinon, 8 ins, dlam., bears S, 52° W., 34 1lks.
dist., mkd, %S BT,

e

—~Jd

.Dependent Resurvey of the Subdivision; T, 14 S,y Ry 1] E.
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.Dependent Resurvey of the Subdivision, T. 14 S., R, 11

A pinon, 12 ins, diam., bears N, 28° W,, 26 1lks.
dist., mkd, %5 BT,

Asc, 20 ft, over E, slope,

Top of ascent, bears N, and S,; desc, 50 ft, over NW.
slope.

Small draw, drains SW.; asc. 40 ft. over SE, slope.

Spur, slopes SW.; desc. 80 ft, over NW, slope. Leave
dense timber,

Wash, 50 1lks, wide, 5 ft. deep, drains SW.; asc. 30 fr.
over SE, slope.

The cor. of secs, 5, 6, 7 and 8.

Land, rolling bench land.

Soil, rocky clay loam,

Timber, dense pinon and juniper.
Undergrowth, shadscale and sagebrush,

S. 87° 45' W., bet, secs. 6 and 7.

Over rolling land through scattered timber. Asc, 20
over SE, slope. ) ’

Spur, slopes S, Enter dense timber; desc. 25 ft, over
W. slope. ’ ’ ’

Wash, in small draw, drains S.; asc. 25 ft. over E.
slope,

Spur, slopes S.; desc. 20 ft. over NW, slope,

Wash, in small draw, dra1ns SW.; asc, 25 ft. over SE.
slope.

Underground gas line, bears N, 72° 56' E. and S. 72° ‘
W., with trail road alongside,

Spur, slopes S.; desc, 40 ft. over W, slope,

Wash, 'in draw, drains S.; asc, 50 ft. over E, slope,
Point for the % sec. ‘cor. of secs. 6 and 7 at pro~-
portionate dist.; there is no remaining evidence of the
original cor.

Set an ‘iron post, 30 ins. long, 2% ins. diam., 18 ins,

in the ground, and in a mound of stone, 3 ft, base to
top, with brass cap mkd,

T14S R11E
_S6_
% “s7
1965

No suitable bearing trees available.

Desc. 50 ft. over gently tolling land through dense
timbet.
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. Dépendent Resutvey of the Subdivisic + T. 14 S.. R. 11 E.

Road, iﬁprbved,gravel,‘beérs'nearly N. and S.
Wash, drains SW. ~Leave timber, ehter denée sagebrush.

The cor. of secs, 1, 6, 7 and 12, on the W bdy. of
the Tp., herelnbefore descrlbed.

Land, rolling.
Soil, rocky loam.

Timber, dense pinon and juniper. °*
Undergrowth, sagebrush.

From the cor. of secs. 5, 6, 7 and 8,
N, 2° 28' E., bet. secs. 5 and 6.

Over rolling land through scattered timber, Asc, 40 ft.
over SE. slope.

Rim of bench, bears NE, and SW. Enter dense timber,

Underground gas line, bears N. 73° E. and S. 73° W.; asc.
25 ft. over gently rolling land.

Trail road; bears NE, and SW.

Top of ascent, bears NW, and SE.; desc. 15 ft. over
gently rolling NE, slope. Enter scattered timber.

Wash, 20 lks. wide, 8 ft. deep, drains SE;; asc, 15 ft.
over gently rolling land, Leave timber,

Wash, 30 lks, wide, 8 ft., deep, drains SE,

Point for the % sec. cor. of secs. 5 and 6 at pro-
portionate dist.; there is no remaining evidence of the
original cor.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground, and in a mound of stone, 3 ft. base to

top, with brass cap mkd,
T14S R11E
%
S61S5

1965
Asc, 65 ft, over gently rolling land.
Wash, 15 lks. wide, 4 ft. deep, drains SE,
Trail road, bears E, and W.; asc. 130 ft. over SE. slope,
Top of ascent, slopes E.; desc. 65 ft., over NE. slope.

Wash, 40 lks, wide, 7 ft, deep, drains SE.; asc., 110 ft,
over steep S. slope., Enter scattered timber.

1399
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- Dependent Resurvey of the Subdivision, T. 14 S., R, 11

The cor. of secs, 5, 6, 31 and 32 on the N, bdy. of
Tp., mofiumented with an iron post, 1° in. diam., set,
mkd. and witnessed as described in the 1965 field no -
of T, 13 S,, R. 11 E, ) ’

Land, rolling.

Soil, rocky clay loam,

Timber, scattered to dense pinon and juniper S, port: -
scattered extreme N, portion,

Undergrowth, sagebrush and shadscale,

General Description

Township 14 South, Range 11 East is located about 1 mi.
north of Wellington, Utah, and is gently rolling des .;
and farm land in the southern portion, and rolling ber-
land in the northern portion. Timber consists of dens
pinon and juniper on the benches in the northern porti.
and no timber in the southern portion; undergrowth con
sists of shadsecale, sagebrush and greasewood., The e
tion ranges from 5,400 ft. above sea level in the sc. !
to 6,200 ft, above sea level on the higher northern
benches, The-area is drained in a southerly direction
by numerous washes and small draws. The southwest
portion along Coal Creek-is mostly privately owned la: -
vith numerous small fields under cultivation. The ma’
source-of water is Coal Creek running southerly through
the center of the township, and Soldier Creek running
southerly through the eastern portion., There are oiled
roads along Coal Creek and Soldier Creek, with numerous
trail roads throughout the township,
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Dependent Resurvey of a portion of Township 2 South, Range 7 East

The south 3 miles of the west boundary of Township

2 South, Range 7 East were surveyed by Joseph
Gorlinski in 1896. Homestead Entry Survey No., 103,

in secs. 19 and 30, T. 2 S., R, 7 E., was executed

by Oliver C. Lockhart, Assistant Forest Ranger, in
1915, using the cor. of secs. 19, 24, 25 and 30, as
cor. No. 1, of the homestead entry survey. The south
3 miles of the west boundary were surveyed, and the
remainder of the west boundary and the subdivisional
lines of T. 2 S., R. 7 E. were surveyed by Ralph Gentry,
in 1931, under Group 222, Utah. On May 4, 1964, the
Gentry survey of secs. 19, 30 and 31, T. 2 S., R. 7 E.
was suspended by the Director of the Bureau of Land
Management. The following field notes are those of

a dependent rcsurvey in secs. 19, 30 and 31, T. 2 S.,
R. 7 E., Salt Lake Meridian, Utah, of the Gorlinski
and Lockhart surveys.

All lines of this survey were run by dircct method and
the distances determined by chaining.

The direction of the lines of this survey were deter-
mined by refercnce to true meridians cstablished on
line by altitude observations on the sun. The lincs
were carried forward by sustained angulation, being
supplemented by other altitude observations on the sun
taken throughout the progress of the SuUrvey.,

The geographic position for the southeast corner of
the township is at Latitude 40” 36' N. and Longitude
111° 06" W., as taken from the plat of the Gentry
1931 survey.

The magnetic declination was read at several stations
throughout the survey and the average of these readings
wias found to be 157 00' E.

Dependent Resurvey of a portion of
the W. bdy. of T. 2 S., R, 7 F.

Dependent Resurvey of the survey
executed by Joseph Gorlinski in 1896,

From the 1/4 sec. cor. of secs., 31 and 36, T. 2 S,,
Rs. 6 and 7 E., monumented by an fron post, 1 inch
in diam., as rcestablished from the corner sct by
Joseph Gorlinski. ’

N. 0" 24' E., bet. secs. 31 and 36.

Desc. 85 ft., over a NE. slope through densc aspen
timber.
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Drpendent Resurvey of a portion of Township 2 South, Range

L0

L.e0

.90

.20

0u

77

Leave timber, enter sagebrush and oak; desc. 100 ft.
>ver a NE. slope.

Leave sagebrush and oak, enter aspen timber; desc.
140 ft. over a NE. slope.

Bottom of canyon, drains N. 60° W.; jeep road along
canyon bottom: asc. 65 ft. over a SW. slope.

Small spur, projects W.; desc. 25 ft. over a N. slope.

Small ravine, drains W.; leave aspen timber, enter
scattered juniper, and dense undergrowth; asc. 200 ft.
sver a S. slope.

Spur, projects W.; desc. 60 ft. along a NW. slope.

Point for the cor. of secs. 25, 30, 31 and 36, at
proportionate distance; from this cor. point the 1931
Centry cor. bears N. 41° 34' W., 35 lks. dist., monu-
mented by an iron post, 3 ft. long, 2 ins. in diam.,
conforming to the record.

[ move this cor. S. 417 34' E., 35 lks. dist., to the
new cor. position and set 10 inches in the ground, to
solid rock and in a mound of stome, 4 ft. base to top,
remark the brass cap to read.

T2S
R6E R7E
$25[530

65

1931

From which the original bearing trees in good condition

A Juniper, 9 ins. in diam., bears N. 12° 15' Ww.,
52 Tks. dist., mkd. T2S R7E S$30 BT; I destroy all
marks on this tree.

A Juniper 10 ins. in diam., bears S. 4° 30' E.,
64 lks. dist,, mkd. T2S R7E S31 BT.

A Juniper 8 ins. in diam., bears S. 71° 15' w.,
65 lks. dist., mkd. T2S R6E S$36 BT.

A Juniper 6 ins. in diam., bears N. 37° 15’ Ww.,
85 lks, dist.

Land, steep mountainous.

Soil, rocky mountain loam.

Timber, dense patches of aspen, scattered juniper.
Undergrowth, medium dense mahogany, oak, serviceberry
and sayebrush,

No DT 28" B, bet. secs. 25 and 30.




Dependent Resurvey of a portion of Township 2 South, Range 7 East

CHAJINS

7.70
17.20
34.50

39.77

2.00
25.60

30.63

30.80

40.84

Desc. 100 ft. over a NW. slope, through scattered
juniper timber and medium dense undergrowth.

Draw, drains W.; asc. 450 ft. over a SW. slope.
Spur, projects W.; desc. 500 ft. over a NW. slope.
Ravine, drains W.; asc. 50 ft. along a W. slope.

Point for the 1/4 sec., cor. of secs. 25 and 30 est-
ablished on the projection of and at four times the
distance of line 9-1, H.E.S. No. 103 from cor. No. 1,
H.E.S. No. 103, identical to cor. of secs. 19, 24,

25 and 30 as set by Joseph Gorlinski in 1896; from
this cor. point, the 1931 Gentry Cor. bears N. 41°

34" W., 71 lks. dist., monumented by an iron post,

3 ft. long, 2 ins. in diam., conforming to the record.

I move this cor. S..41° 34' E,, 71 1lks. dist., to the
new cor. position and set 16 ins. in the ground, to
solid rock and. in a mound of stone, 4 ft. base to top,
remark the brass cap to read.

%
$25(s30
65
1931

No trace of the original bearing tree.

N. 0° 31' E., beginning new measurement,

Desc. 25 ft. aloﬁg a W; slope.

Slope changes to NW.; desc. 125 ft.

Base of slope; thence over nearly .level meadow land.

Intersect cor. No. 9 of H.E.S. No. 103, monumented by
an iron post, 2% ins. in diam., firmly set in the ground
and in a collar of stone, with brass cap mkd.

HES
103
9

1962

From which the SW. cor. of a cabin, (summer home) bears
N. 16° E., 105 1lks. dist. .

Beaver Creek, 1 ft. deep, 30 lks. wide, flows S. 30° W.

Intersect cor. No. 1, of H.E.S. No. 103, monumented by
an iron post, 2% ins., in diam., conforming to the record
of the 1962 remonumentation program. This cor. is also
identical to the position of the cor. of secs, 19, 24,
25 and 30, T. 2 S., Rs. 6 and 7 E., set by Joseph
Gorlinski in 1896; remark the brass cap to read.

3
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Dependent Resurvey of a portion of Township 2 South, Ra :..

CHAINS

4.10

27.60

32.60

39.62

T2S
R6E R7E
$24(819 HES
$25(830 103
65 No. 1
1962

from which

The cor. for secs. 19, 24, 25 and 30, sct by
Ralph Gentry, in 1931, monumented by an iron post,
2 ins. {n diam., conforming to the record, bears
S. 67° 30' W., 96 lks. dist. I remove this cor.
The bearing trees for this cor. are all dead and
fallen,

Land, mountainous the first 65.00 chs. of mile, necarly
level meadow the balance.

Soil, rocky mountain loam.

Timber, scattered juniper and aspen.,

Undergrowth, medium dense, oak. serviceberry, mahogany
and sagebrush.

N. 17 16" W., bet. secs. 19 and 24,
Over ncarly level meadow land.

Center of alternate State Highway No. 189, bears N. 45°
E. and S. 457 W., ac beginning of curve to the S.; asc.
410 fr. over a SE. slope, through dense undergrowth.

Slope changes to the E.; asc. 100 ft.

Head of draw, drains SE.; asc. 240 ft. over a SE.
slope.

The 1/4 sec. cor. of secs. 19 and 24, monumented by an
iron post, 1 inch in diam., conforming to the record.

Land, mountainous.

Soil, rocky, mountain loam.

Timber, widely scattered patches of aspen.
Undergrowth, dense oak, scattered serviceberry and
sagebrush,

Survey of a portion of the Subdivision of T. 2 §,,
R. 7 E., Salt Lake Meridian.

From the cor. of secs. 29, 30, 31 and 32, monumented by
an iron post, 2 ins. in diam., conforming to the record.

S. 89° 46' W., bet. secs. 30 and 31.

Over mountainous land, through scattered balsam timber,
and medium dense undergrowth.
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Survey of a portion of the Subdivision of Township 2 South, Range 7 East
CHADNS

Asc., 50 ft. along a S, slope.

4.86 Spur, projects S.; desc. 145 ft. over a SW. slope.
11.20 kavine, drains S. 15° W.; asc. 70 ft. over a SE. slope.
17.80 Spur, projects S.; desc. 245 ft. over a W. slope.

34.80 Ravine, drains SW.; asc. 80 ft. over a SE. slope.

40.00 Point for the 1/4 sec. cor. of secs. 30 and 31; from
this cor. point.the 1931 Gentry cor. bears N. 12 1ks.
dist.; monumented by an iron post, 3 ft. long, 1 inch
-in diam., conforming to.the record.

I move this cor. S., 12 1ks. dist., to the new cor.
position and set 6 ins. in the ground, to solid rock
and in a mound of stone, 4 ft. base to top, remark
the brass cap to read.

S$30
1 22V

531

65

1931
No trace of the original bearing trees was found.
Asc. 50 ft. over a SE. slope.
42.80 ‘Spur, projects SW.; desc. 500 ft. ovef‘a SW. slope.
75.80 Slope changes to W.; desc. 100 ft.

81.58 The cor. of secs. 25, 30, 31 and 36, previously
described.

Land, mountainous.

Soil, rocky, mountain loam.

Timber, scattered balsam, with patches of aspen.
Undergrowth, medium dense mahogany, serviceberry and
sagebrush.

From the cor. of secs. 19, 20, 29 and 30, monumented by
an iron post, 2 ins. in diam., conforming to the record.

N. 89° 53' W., bet. secs. 19 and 30.

Over mountainous land, through aspen timber and medium
dense undergrowth; asc. 40 ft. over a NE. slope.

6.30 Spur projects N.; desc. 30 ft. over a NW. slope.

17.20 Ravine, drains N. 15° E.; asc. 180 ft. over a NE,
slope. )

24,70 Spur, projects N.; desc. 150 ft. over a NW. slope.

40.00 Point for the 1/4 sec. cor. of secs. 19 and 30; from
this cor. point, the 1931 Gentry cor., bears S. 18 1ks.
dist.; monumented by an iron post, 3 ft. long, 2 ins.
in diam., conforming to the record.

-7 (October 1964) (formerly 4=673b) USDI——BLM FIELD NOTE PAPER



Survey of a portion of the Subdivision of Township 2 South,

CHAINS

48.00

57.70

70.85

71.90

76 .40

80.87

I move this cor. N. 18 lks. dist., to the new cor.
position and set 28 inches in the ground and in a ;
collar of stone, 2% ft. base to top, remark the brass
cap to read.

P S19
S30

65
1931

Desc. 35 ft. over a NW. slope.

Draw, drains N. 15° W.; asc. 30 ft. along a N. slope,
timber becomes scattered, undergrowth becomes dense,

Spur, projects N.; desc. 350 ft. over a NW. slope.
H.E.S. cor. No. 7, bears N., 0.52 lks. dist., monu-
mented by an iron post, 2% ins. in diam., conforming
to the record.

Desc. 40 ft. over a NW. slope.

Base of slope, leave undergrowth; thence across nearly
level meadow land.

Beaver Creek, 1 ft. deep, 30 lks. wide, flows S. 30° W.

The cor. of seecs. 19, 24, 25 and 30, on the W. bdy. of
the Tp., hereinbefore described.

Land, mountainous.

Soil, rocky, mountain loam.

Timber, dense to scattered aspen and balsam.
Undergrowth, medium dense oak, serviceberry, mahogany
and sagebrush.

General Description

A considerable variety of land and soil are found in
the portion of Township 2 South, Range 7 East, covered
by this survey. The gerieral elevation ranges from
about 7,000 ft. .above sea level; along Beaver Creek,

to about 8,300 ft. above sea leyel along the E. bdy.

of secs. 30 and 31. The soil in the meadowland, along
Beaver Creek, is alluvial silt and loam and the moun-
tainous land is a rocky mountain loam. There is a
heavy growth of undergrowth, oak, serviceberry, mahogan
and sagebrush. The timber consists of scattered patche
of aspen, balsam and juniper. The private property, in
the canyon bottom along Beaver Creek, has been subdivi.
and summer homes are being built. The area is access-
ible from State Highway No. 189,



~
Pt l 3
Form 4-—-680 UNITED STATES

(June 1963) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT

FIELD ASSISTANTS

NAMES CAPACITY
Richard L, Jensen Surveying Aid
Randy Earl Surveying Aid
Kay Van Buren Surveying Aid
William J. Beck Surveying Aid
Robert H, King Surveying Aid

GPO 834685



CERTIFICATE OF SURVEY

I, Gerald W. Hochstrasser , HEREBY CERTIFY upon honor
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of the Salt Lake Meridian, in the State of Utah . , .
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7 East, Salt Lake Meridian, Utah

executed by Gerald W. Hochstrasser, Supervisory Cadastral Surveyor
having been critically examined. and found correct, are hereby approved.
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CHAINS

- 1922, . The south 1 mile of the west boundary was sur-

All lines of this survey were run by direct method

‘readings was found to be 15° 15' East.

Portion of the Subdivision of T. 38 S., R. 3 E.

The north boundary was surveyed by Rigby and Smith in

veyed by Kenneth D. Witt in 1956. The south and east
boundaries, the north 5 miles of the west boundary, and
a portion of the subdivisional lines, were surveyed by
Vern E. Lane in 1958,

The following field notes are those of a survey of the
unsurveyed subdivisional lines in T. 38-S., R. 3 E,

The survey was executed in accordance with the speci-
fications as set forth in the Manual of Instructions,
1947, and the Special Instructions dated April 30, 1965.

Corners on the east-west lines were set on the true
latitudinal curve. Lines connecting previously
established corners were run by random and true method,
but for simplification of the record, the random lines
are omitted from these field notes.

where lines were accessible; lines inaccessible were

run by traverse or triangulation method. Distances

to topography on lines run by traverse and triangulation
methods are approximately as scaled from U.S.G.S. topo-
graphic sheets. The details of such traverses and
triangulations have been thoroughly checked and verified,
and in order to simplify the records, the diagrams and
reductions are omitted from these field notes.

The directions of the lines of this survey were deter-
mined by reference to true meridians established on line
by altitude observations on the sun. The lines were
carried forward by sustained angulation being supple-
mented by other numerous observations on the sun taken
throughout the progress of the survey.

The geographic position for the southeast corner of the
township is at latitude 37° 27' 24,0" N. and longitude
111° 31' 26.4" W., as determined from ties to U.S.C. &
G.S. triangulation station "Collet" in latitude 37°

29' 14.632" N., longitude 111° 34' 15.378" W., located
in sec. 22 of this township.

The magnetic declination was read at a number of stations|
throughout the township and the average of the several

Beginning at the cor. of secs. 25, 26, 35 and 36, marked
by an iron post, 2% ins. diam., set, mkd. and witnessed
as described in the survey of a portion of the sub-
divisional lines in 1958.

N. 0° 01' W., bet. secs. 25 and 26.

Over broken land on Kaiparowits Plateau, covered with
juniper and pinon, desc. gradual NW. slope.

7 (October 1964) (formerly 4—673b) USDI——BLM

FIELD NOTE PAPER



L= I

CHAINS

2,60
6.10
7.40

8.00
10.60
10.70

10.90

23.30
27.90

40.00

43,60
49,60
56.50

72.40

80.00

Portion of the Subdivision of T. 38 5., R. 3 E.

S. rim of small canyon, bears E. and W.;. desc., 100 ft
over sandstone ledge and N. slope.

Bottom of canyon, drains E.; asc. 100 ft, over sands
ledge facing S.

N. rim of canyon, bears E. and W.; asc. 30 ft, over S

_slope.

Dirt road, bears N, and W. irregular.
Small spur, slopes E.; desc. 80 ft. over NE. slope.
Same road, bears NW. and SE.

Bottom small draw, drains SE.; asc, 120 ft. over §.
slope.

Spur, slopés SE.; desc. 20 ft. over NE. slope,
Small draw, drains SE.; asc. 50 ft. over S. slope.
Point‘for the 1/4 sec, cor. of secs. 25 and 26,
Seﬁ an iron post, 2% ins. diam., 30 ins. long, 15 ins,
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T38S R3E

%
$26[S25

1966
Asc, geptle S. slope.
Small wash, drains SE.; asc. 60 ft. over 8. slope.
Trail road, bears NE. and SW? irrggular.
Spur, slopes SE.; asc. 40 ft. over SE.‘s16p%.

Base of steep ascent, bears N. 10° E. and SW.; asc.
170 ft. over steep SE. slope.

Point for the cor. of secs. 23, 24, 25 and 26.

Set an iron posﬁ, 30 ins. long, 2% ins. diam,, 15 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

. T38S R3E

§23[S24
826 825

1966

Land, broken.

Soil, sand, rocks and -exposed sandstone.
Timber, juniper and pinon.

Undergrowth, shadscale and bunch grass,
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Portion of the Subdivision of T. 38 S.. R, 3 E.

CHAINS
From the cor. of secs, 19, 24, 25 and 30, on the E. bdy.,
of the Tp., marked by an iron post, 2% ins, diam., set,
' mkd. 4and witnessed as described in the survey of the E.
bdy. of the Tp., in 1958.
‘N. 89° 53' W,, bet. secs. 24 and 25.
Over broken land, through juniper and pinon, asc, 20 ft.
over E, slope.,
3.10 Spur, slopes N.; desc. over gradual NW, slope,

39,94 Point for the 1/4 sec. cor, of secs. 24 and 25,

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd. .

T38S R3E

524
€ 525

1966
Ascf 70 ft. over general SE. slopé.

73.90 Base of ridge, bears NE. and SW,; asc. 200 ft. over
steep SE, slope.

79.88 The cor. of secs. 23, 24, 25 and 26.

Land, broken. ) ]

Soil, sand and exposed sandstone.
Timber, juniper and pinon.

Undefgrowth, shadscale and bunch grass.

N. 0° 01' W., bet. secs. 23 and 24.

Over broken land, through scattered juniper and pinon;
asc, 30 ft. over SE. slope. :

2,30 Ridge, bears NE, and W. irregular; desc., 90 ft. over
NE. slope,

10.40 Base of steep descent, bears NW. and SE.; desc. 100 ft,
over gradual NE,., slope.

40,00 Point for the 1/4 sec. cor. of secs. 23 and 24.

Set an ironlpost, 30 ins. long, 2% ins, diam., 8 ins,
in the ground to bedrock, .in a mound of stone, 4 ft, -
base to top, with brass cap mkd. . .

T38S R3E

%
S23[s24
1966

Desc. 75 ft. over gradual NE. slope.

-7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER



€ 4
Portion of the Subdivision of T. 38 S., R. 3 E.
CHAINS
75440 S. rim of draw, bears NE, and SW.; desc. 60 ft. over
: NW. slope., o ’
80,00 Point for the cor. of secs. 13, 14, 23 and 24.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd. '
T38S R3E
S514{S13
S$23(S24
1966
Land, broken. . .
Soil, sand and exposed sandstone.
Timber, juniper and pinon.
Undergrowth, shadscale and bunch grass,
From the cor. of secs, 13, 18, 19 and 24, on the E. bdy
of the Tp., marked by an iron post,” 2% ins, diam., set,
mkd. and witnessed as described in the survey of the E,
bdy. of the Tp. in 1958, ‘ )
N. 89° 55' W., bet. secs. 13 and 24.
Over broken land, covered with juniper and pinon; asc,
70 ft. over gentle E. slope, :
22,30 Sandstone rim, about-10 ft, high, bears'N, and S.
irregular; asc. 20 ft. over gentle SE, slope.
34.30 Small wash, drains SE,
39.99 Point for the 1/4 sec. cor. of secs. 13 and 24,
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd,
T38S R3E
» S13
524
1966
Asc. 120 ft. over general E, slope,
72;70 Top of rise, bears N, and §. irregular; desc, 30 ft,
over W. slope. .
78.90 Rim of draw, bears S, and N. 15° E.; desc, 30 ft, over
NW, slope,
79.98 The cor. of secs. 13, 14, 23 and 24,




CHAINS

13.10
16.80
19.00
26.00

31,00

40.00

59.40
64.40
70.00

80.00

5

Portion of ‘the Subdivision of T, 38 S., R. 3 E.

N. 0° o1' W., bet, secs, 13 and 14,

Over broken land, covered with juniper and pinon; desc.

' 60 ft. over NW. slope, ‘in draw.

Bottom of draw, drains N, 30° E,; asc. 20 ft. over SE.
slope, in draw.

Se rim of Willard Canyon, bears E, and W. irregular;
desc. 200 ft, over ledgy N, slope.

Willard Canyon, drains NE. from W.; asc, 300 ft, over
ledgy SE. slope.,

N. rim same canyon, bears NE, and SW,; asc, 30 ft, over
gentle SE, slope,

Rise, slopes E.; desc. 30 ft, over gentle NE. slope,

Point for the 1/4 sec., cor. of secs, 13 and 14,

Set an iron post, 30 ins. long, 2% ins, diam., 10 ins.

in the ground to bedrock, in a mound of stone, 4 ft,

base to top, with brass cap mkd. '
T38S R3E

K
S14[s13

1966
from which

A pinon, 12 ins, diam., bears N. 88%° E., 34 lks.
dist., mkd. 1/4 S13 BT, .

A pinon, 12 ins. diam., bears N, 40%° W., 47 lks.
dist., mkd. 1/4 S14 BT.

Desc., 45 ft. over gentle NE. slope,

S. rim of canyon, bears E, and W. irregular; desc, 220
ft. over ledgy N. slope,

Canyon bottom, drains E.; asc, 220 ft, over ledgy S.
slope.

N. rim same canyon, bears E. and W,; asc. 50 ft. over

‘gentle SE. slope,

Point for the cor. of secs. 11, 12, 13 and l4.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.
T38S R3E
§11/S12
S14]513
1966

from which

A pinon, 14 ins. diam., bears N. 59%° E., 16 lks.
dist,, mkd, T38S R3E S12 BT,
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CHAINS

10,00

22,60

30.00

34.00

40.00

80,00

Portion of the Subdivision of T. 38 S., R, 3 E,

A juniper, 10 ins. diam,., bears S. 63° W., 56 1lks,
dist,.,, mkd. T38S R3E S14 BT. -

A juniper, 20 ins. diam., bears N. 75%° W., 40 lks.
dist., mkd. T38S R3E S11 BT. )

Land, broken. -

Soil, sandy and rocky.

Timber, juniper and pinon,

Undergrowth, shadscale and bunch grass,

From the cor. of secs. 7, 12, 13 and 18, on the E, bdy.
of the Tp., marked by an iron post, 2% ins. diam., set,
mkd. and witnessed as described in the survey of the E,
bdy. of the Tp., in 1958,

N. 89° 58' W., bet. secs, 12 and 13,

"Over brokeh land, covered with juniper and pinon; along

gentle S, slope in bottom of Willard Ganyon.

Wash in canyon bottom, drains SE. about 4.00 chs, to
junction with main wash, asc. 250 ft, over SE. slope
of point, which extends E.

Canyon rim, bears NE, and SW. irregular; 30 ft. over SE
slope.

Rim of side canyon, bears NW, and SE.; desc, 90 ft, v
SW. slope.

Small canyon, draips S, 15° E., about 15,00 chs, to mai
canyon; asc, 100 ft. over SE, slope,..

Point for. the 1/4 sec. cor, of secs, 12 and 13,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins,.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T38S R3E

Si2
S13¢

1966

Cor. falls on W. rim of small canyon; asc. 80 ft.
over gentle SE, slope.

The cor. of secs. 11, 12, 13 and 14,
Lénd, broken. ‘
Soil, sand and exposed sandstone.

Timber, juniper and pinon,
Undergrowth, shadscale and Brigham Tea,

N. 0° 01' W., bet. secs. 11 and 12.

Over broken land, covered with juniper and pinon; asc,
50 ft, over general SE. slope.



Portion of the Subdivision of T. 38 S., R. 3 E.

CHAINS

32,50 Crest of ascent, slopes E.; desc. 60 ft. over gentle
NE. slope.

39.99 Point for the 1/4 sec. cor. of secs. 11 and 12,

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, in a collar of stone, with
brass cap mkd.

T38S R3E
1

A

%
sil|s12
1966

Desc. 10 ft. over gentle NE, slope.

44.00 S. rim small canyon, bears NW. and SE.; desc. 60 ft,
over ledgy NE. slope.

46,00 Bottom same canyon, drains SE.; asc. 60 ft. over ledgy
: SW. slope. . :

48.00 N. rim same canyon, bears NW, and SE.; asc..100 ft.
over gentle SE. slope.

77.30 Enter sagebrush flat,’

79.98 The cor. of secs. 1, 2, 11 and 12, marked by an iron
post, 2% ins. diam., set, mkd. and witnessed as des-
cribed in the survey of a portion of the subdivision
of the Tp., in 1958.

Land, broken.

Soil, sandy and rocky.

Timber, juniper and pinon.
Undergrowth,'shadscale and sagebrush.

From the cor. of sees. 1, 6, 7 and 12, on the E. bdy.
of the Tp., an iron post, 2% ins. diam., set, mkd. and
witnessed as described in the survey of the E. bdy. of
the Tp., in 1958.

N. 89° 59' W., bet. secs. 1 and 12.

Over broken land, covered with jﬁniper and pinon; asc.
30 ft. over E. slope.

3.00 Crest of low rim,.bears N. and S. irregular; desc. 60
ft. over mesa,

39.97 Point for the 1/4 sec. cor. of secs. 1 and 12.

Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.
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CHAINS

55.00

60.00

79.94

40.00

Portion of the Subdivision of T, 38 S., R, 3 E.

T38S R3E

¥ _S1
S12

1966

Desc. 40 ft. over W. slope.
Enter sagebrush flat,

Bottom of descent, swale, drains N.; asc. 50 ft. over
general E, slope.

The cor. of secs. 1, 2, 11 and 12,

Land, broken to rolling mesa top.
Soil, sandy and rocky.

Timber, juniper and pinon. .
Undergrowth, shadscale and sagebrush.

Point for. the N. 1/4 sec. cor., of sec. 1, on the N, bd,
of the Tp. at midpoint bet. the closing cor. of T. 38 !
Rs. 3 and 4 E., and the cor, of secs. 1 and 2, T, 38 S-
R..3 E. .

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T375 R3E .

% sl
T38S R3E

1966

From this cor., the cor, of secs. 1, 2, 35 and 36, on
the N, bdy. of the Tp., bears East 4.73 chs. dist.,
marked by an iron post, 3 ins. diam., set, mkd. and
witnessed as described in the survey of the S. bdy.
of T. 37 S., R. 3 E., in 1922, This cor. was remkd.
to function as the cor. of secs. 35 and 36, T. 37 S.,

"R. 3 E. only.

From the cor. of secs. 2, 3, 34 and 35 on the S. bdy.
of the Tp., marked by an iron post, 2% ins. diam., set,
mkd. and witnessed as described in the survey of the
S. bdy. of the Tp., in 1958.

N. 0° 01' W., bet. secs. 34 and 35.

- Over rough and ledgy land, covered with juniper and

pinon; asc. 300 ft. over ledgy SW. slope.

Point for the 1/4 seﬁ. cor., Bf secs. 34 aﬁd 35,



CHAINS

54.10

80.00

1.00
6.00
13.00
30.40

" 40,06

40,20

Portion of the Subdivision of:T., 38 S., R. 3 E,

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with

brass cap mkd,
T38S R3E

- %
$34|s35
1966

Asc, 75 ft, along rocky W, slope,

Crest of high spur, slopes WW,.; desc. 300 ft. over ledgy

NE. slope.

Point for the cor. of secs. 26, 27, 34 and 35.

' Set an 'iron post, 30 ins. long, 2% ins. diam,., 18 ins.

in the ground to bedrock, in a mound of stone, 4 ft,
base, to top, with brass cap mkd.

T385 R3E

527526
$34]535
1966

Land, broken and ledgy. -

Soil, sand and exposed sandstone., °
Timber, juniper and pinon.

Undergrowth, shadscale and bunch grass,

From the cor. of secs. 25, 26, 35 and 36.
S. 89° 58' W,, bet. secs. 26 and 35.

Over broken and ledgy land, covered with juniper and
pinon; asc., 80 ft. along gentle N. slope.

Dirt road, bears NW, and SE,; cont, along N, slope.
Low spur, slopes NW.; desc. 60 ft. over W. slope.
Small draw, drains N.; asc. 60 ft. over E. slope.
Spur, slopes N.; desc. 40 ft. over gradual NW., slope.
Point for the 1/4 sec. cor., of secs. 26 and 35,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.

base to top, with brass cap mkd.

T38S R3E

526
835

1966

Small draw,.drains N.; asc, 90 ft..over general NE,
slope.,

22
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Portion of the Subdivision of T, 38 S., R. 3 E,

CHAINS

78.10

80,12

11.50
21.40
33.00

40.01

40.21

69.80

80,02

Spur, slopes NE.; thence along N, slope.

The cor..of secs, 26, 27, 34 and 35.
Land, broken,
Soil, sandy and rocky.

Timber, juniper and pinon.
Undergrowth, shadscale and bunch grass,

N, 89° 58' W., bet. secs, 27 and 34.

Over broken and ledgy land, covered with juniper and

pinon; asc. 165 ft. over rocky NE. slope,

Ridge, bears N. and S irregular, desc. 100 ft, over
W. slope. ‘

E. rim of canyon, bears N, and S.; desc. 170 ft, over
ledgy W. slope.

Canyon bottom, drains S.; asc, 50 ft, over steep E.
slope,

Point for the 1/4 sec. cor., of secs. 27 and 34, falls
bottom of small gully, which drains SE., and cannot be
perpetuated,

Point selected for the witness 1/4 sec.'cor. of secs, 2.
and 34,

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground to bedrock, in a collar of stone, with
brass cap mkd. i

T38S R3E
S27 W

% . 834°C .
1966

Asc. 120 ft. over rocky E, slope,
Ridge, bears N. and S.; desc. 200 ft. over E, slope.
The cor. of secs, 27, 28, 33 and 34, marked by an iron

post, 2% ins. diam., set, mkd, 2and witnessed as des.,® -
in the survey of a portlon of the subd1v1s1on of the Tp.

+in 1958,

Land, broken and ledgy.

80il, sand and exposed sandstone°
Timber, juniper and pinon. ‘
Undergrowth, shadscale,

From the cor. of secs, 26, 27, 34 and 35.
N. 0° 01' W.,. bet, secs. 26 and 27..

Over broken land, covered with scattered juniper and
pinon; desc. 75 ft., over NE. slope,



CHAINS

6.00

40.00

70.70

80.00

1.50
13.00

33.00

40.06

11

Portion of the Subdivision of T. 38 S., R, 3 E.

Deep draw, drains E.; asc. 350 ft. over ledgy S. slope.

Point for the 1/4 sec. cor. of secs. 26 and 27,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T38S8 R3E
1

4 -
S27(s26
1966

Raise mound of stone, 3% ft. base, 2 ft, high,
W. of cor.

.Asc. 200 ft. over ledgy S. slope.

Ridge, Bears E. énd W. irregular; desc. 150 ft., over
NE. slope.

Point for the cor. of secs. 22, 23, 26 and 27.

Set an-iron post, 30 ins. long, 2% ins. diam., 20 ins.

in the ground, in a collar of stone, with brass cap mkd.

T38S R3E

522(523
§27(526
1966

Land, broken and ledgy.

Soil, sand and exposed sandstone.
Timber, scattered juniper and pinon.
Undergrowth, shadscale.

From the cor. of secs. 23, 24, 25 and 26,
S. 89° 59' W., bet. secs. 23 and 26.

Over broken land, covered with juniper and pinon; asc.
20 ft. over E. slope. ’

Spur, slopes S. from NW.; asc, 10 ft. over SE. slope.
Slope changes, desc., 110 ft. over SW. slope.

Dirt road, bears NW. and SE., also bottom of draw,
drains SE.; asc., 60 ft, over E. slope.

Point for the 1/4 sec. cor. of secs. 23 and 26,

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground, to bedrock, in a mound of stone, 4 ft,.
base to top, with brass cap mkd.

T38S R3E

A $23
S26

1966

Asc, 90 ft. over E. slope,
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50.00

80.12

12.20
17.00

27.00

35.00

39.98

50.00
63,00
76 .60

79.96

12

Portion of the Subdivision of T. 38 S., R. 3 E.

Slope changes, asc. 250 ft. over NE. slope,
The cor. of secs. 22, 23, 26 and 27.

Land, broken.

Soil, sandy and rocky.

Timber, juniper and pinon.

Undergrowth, shadscale, bunch grass and Brigham Tea.

S. 89° 59' W., bet. secs. 22 and 27.

Over broken land, covered with juniper and pinon; asc.
120 ft. over NE. slope.

Narrow ridge, bears NW, and SE.;desc. 80 ft. over W.sl.

Head of canyon, drains S.; asc. 80 ft. over E. slope.
Spur, slopes S.; desc. 20 ft, over SW. slope.

Head of canyon, drains S.; asc. 20 ft. over SE. slope.

-Point for the 1/4 sec. cor. of secs., 22 and 27.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.

‘in the ground to bedrock, in a mound of stone, 4 ft.

base to top, with brass cap mkd.
T38S R3E

1 S22
“ Ts527

1966

from which

U.s.C. & G.S, triangulétion station "Collet" latitude
37° 29' 14,632" N., longitude 111° 34' 15.378" W., bears
N. 33° 38' W., 11.37 chs. dist.

Asc, 60 ft. over SE. slope.
Ridge, bears NE. and SW.; desc. 250 ft. over W. slope.

Canyon, drains S, irregular; asc. 250 ft. over SE. slope

Canyon rim, bears N. -and S. irregular; desc. 40 ft. over
SW. slope.

The cor. of secs. 21, 22, 27 and 28, marked by an iron
post, 2% ins. diam., set, mkd. and witnessed as descri -
in the survey of a portion of the subdivision of the Tp..
in 1958, ' '

Land, broken.

Soil, sandy and rocky.

Timber, juniper and pinon.

Undergrowth, shadscale -and burch grass.

From the cor. of secs. 22, 23, 26 and 27.
N. 0° O1' W., bet. secs., 22 and 23.

Over broken mountainous land, covered with juniper and
pinon; desc. 220 ft. over NE. slope.



CHAINS

40.00

58.40
66,40
68.00
72,00

80.00

2,00

13,00

19.00
27.00

37.00

40,03

13

Portion of the Subdivision of T, 38 S., R. 3 E,

Point for the 1/4 sec. cor. of secs. 22 and 23.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T38S R3E

%
$22[s23

1966
Slope changes; desc. 100 ft. over N. slope.
Draw, drains NE.; asc., gentle SE. slope.
Dirt road, bears E. and W. irregular.
Low rise, bears E. and W.; desc. 30 ft. over N. slope.
Small draw, drains E.; asc. 30 ft. over §. slope.
Point for the cor. of secs. 14, 15, 22 and 23.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground, in a mound of stone, 4 ft, base to top,
with brass cap mkd.
T38S R3E
S15(S14
522|823
1966
Land, broken.
Soil, sand and exposed sandstone.

Timber, juniper and pinon.,
Undergrowth, shadscale and bunch grass.,

From the cor. of secs. 13, 14, 23 and 24,
N, 89° 56' W., bet. secs. 14 and 23.

Over broken land, covered with juniper and pinon; desc.
20 ft. over W. slope, in bottom of draw.

Bottom of draw, drains N. 10° E.; asc., 50 ft. over E.
slope.

Rise, slopes N.; desc. 30 ft. over W. slope.

- E. rim of Willard Canyon, bears NE. and SW.; desc. 140

ft. over ledgy NW. slope.

Wash in Willard Canyon, drains NE,; asc., 160 ft. over SE
slope.

Spur, slopes S.; desc. 15 ft, over SW. slope.,

Point for the 1/4 sec. ecor. of secs. 14 and 23.
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Portion of the Subdivision of T. 38 S., R. 3 E,

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.,

T38S R3E

e S14
S23

1966

Desc. 20 ft. over SW. slope.

52.00 Canyon rim, bears NW. and‘SE.; desc. 80 ft., over ledgy
SW. slope.

55.50 Bottom of Willard Canyon, drains SE.; asc. 100 ft, over
ledgy NE. slope,

62,00 W. rim of canyon, bears NW. and SE.; asc. 40 ft. over
gentle E. slope.

80.06 The cor. of secs. 14, 15, 22 and 23.
Land, broken. ]
Soil, sandy and rocky.

Timber, juniper and pinon.
Undergrowth, shadscale and bunch grass.

West, bet. secs, 15 and 22,

Over rolling bench land, covered with juniper and pinon;
asc. gentle SE. slope.

5.00 Enter reseeded area.
26 .00 Trail road, bears NE. and SW.

39.95 Point for the 1/4 sec. cor. of secs., 15 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, in a collar of stone, with brass cap mkd, -

T38S R3E

y 815
522

1966
Asc. gentle SE. slope,
60.00 Crest of rise, bears N. and S.; desc. gentle W, slope.

79.90 The cor, of secs. 15, 16, 21 and 22, marked by an iron
post, 2% ins. diam., set, mkd. and witnessed as des-
cribed in the survey of a portion of the subdivision
of the Tp., in 1958,

Land, rolling.

Soil, sandy and rocky, |

Timber, juniper and pinon,

Undergrowth, shadscale, sagebrush and bunch grass.,
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Portion of the Subdivision of T. 38 s., R, 3 E.

CHAINS
From the c;f. of s;cs. 14, 15, 25 and 23, "
-N. 0° 01' W., bet. secs.- 14 and 15.
Over rolling mountain. bench land, covered with juniper
and pinon; asc, 40 ft, over gentle S. slope.
5.00 Enter reseeded.area.

12.00 Low rise, bears E. and W.; desc., 40 ft, over N. slope,
19.00 Trail road, bears NE. and SW.

21,00 Small draw, drains E,; asc. 80 ft. over S, slope.
40.00 Point for the 1/4 sec. cor. of secs. 14 and 15,

Set an iron post, 30 ins., long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd,

T38S R3E

£
S15|s14
. 1966

Asc, 20 ft. over gentle S. slope,
55.40 Rise, bears E, and W.; desc., 40 ft. over gentle N, slope,
77.00 | Trail road, bears N. 70° E. and S. 70° W.
80,00 Point for the cor. of secs, 10, 11, 14 and 15.
- Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T38S R3E

510/s11

S15|S14

. 1966

- Land, rolling mountain bench.

Soil, sandy and rocky.

Timber, juniper. and pinon on unseeded areas,
Undergrowth, shadscale, sagebrush and bunch grass,

From the cor. of secs, 11, 12, 13 and 14.
N. 89° 53' W,, bet. secs, 11 and 14.

Over rolling mountain bench land, covered with juniper
and pinon; asc. 50 ft, over SE. slope.

7.80 Low spur, slopes S.; desc. 90 ft. over SW. slope,

19.10 Draw, drains SE.; asc. 60 ft, over SE, slope.
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22,10

40,05

43,50 °

49.30

53,00

57.10
63.30
66,30

80.10

27.20
38.90

39,93
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Portion of the Subdivision of T. 38 S., R. 3 E.

Rim, bears NW, and SE.; asc. 100 ft. over general NE.
slope.,

Point for the 1/4 sec. cor. of segs. 11 and 14.

Set an iron post, 30 ins, long, 2% ins. diam., 6 ins,
in. the grpund to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T38S R3E
.S11
¥ =T

1966

Rise, bears NW, and SE.; desc, 30 ft. over SW. slope.

"Small draw, drains SE.; asc. 30 ft., over NE. slope, -

Low spur, slopes SE,.; desc. 30 ft. over SW. slope.
Enter reseeded area, ° i

Swale, drains SE.; asc., 50 ft. ovef E. slope,
Trail road, bears N. 70° E, and S. 70° W.
Rise, bears N, and S.; desc. gentle W, slope,
The cor. of secs, 10, 11, 14 and 15.

Land, rolling mountain bench.

Soil, sandy and rocky.

Timber, juniper and pinon on unseeded areas, .
Undergrowth, shadscale, bunch grass and Brigham Tea.

West, bet, secs, 10 and 15,

Over rolling mountain bench land, over reseeded area;
asc, 40 ft. over gentle E. slope.

Rise, bears N, and S.; desc., 70 ft. over W. slope,
Draw, drains N.; asc. 20 ft, over E. slope,
Point for the 1/4 sec. cor. of secs. 10 and 15,

Set an iron post, 30 ins., long, 2% ins.:diam., 4 ins,
in the ground to bedrock, in a mound of-stone, 4 ft.
base to top, with brass cap mkd,

T385 R3E
-y __S10 -
K “s15

11966

f

from whiph

_A pinon, 18 ins., diam., bears N, 25° W., 10 1lks,
dist., mkd. 1/4 S10 BT, ‘ '
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Portion of the Subdivision of T. 38 S., R. 3 E.

CHAINS

Asc, 50 ft, over E. slope,

66 .50 Top of rise, bears N, and §.; desc. 60 ft. over W.
slope. Enter juniper and pinon.

78.00 E. rim of canyon, bears N. and 8.; desc., 50 ft. over
ledgy W. slope.

79.86 The cor. of secs. 9, 10, 15 and 16, marked by an iron
post, 2% ins. diam., set, mkd. and witnessed as des-
cribed in the survey of a portion of the subdivision
of the Tp., in 1958,

"Land, rolling to broken.

Soil, sand and exposed sandstone.

Timber, juniper and pinon on W. portion.
Undergrowth, shadscale, sagebrush and bunch grass,

From the cor. of secs. 10, 11, 14 and 15.
N. 0° 04' E., bet. secs. 10 and 11.

Over rolling mountain bench land, across reseeded area;
desc. 40 ft. over general NW. slope,

39.10 Leave réseeded'area, enter juniper and pinon.
39.92 Point for the 1/4 sec. cor. of secs. 10 and 11.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T38S R3E

L

Z
S10{s11
1966

40.50 Rim of canyon, bears NE. and SW.; desc. 140 ft, over
ledgy NW, slope,

45,00 | Draw, drains W.; asc. 80 ft, over SW. slope.

48.00 Spur, slopes W.; desc. 400 ft. along ledgy W. slope
- of canyon. :

79.84 The cor. of secs. 2, 3, 10 and 11, marked by an iron
post, 2% ins. diam., set, mkd. and witnessed as described
in the survey of a portion of the subdivision of the Tp.,
in 1958.

Land, rolling S. portion, broken N. portion.

Soil, sand and exposed sandstone.

Timber, juniper and pinon on unseeded areas,
Undergrowth, shadscale, sagebrush and bunch grass.

‘N. 89° 51' W., bet. secs. 3 and 10.
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3.00

17.20

37.00

40.00

67.00

80.00

18

Portion of the Subdivision of T. 38 S., R. 3 E,

Over broken and ledgy land, covered with scrub juniper
and pinon; desc. 100 ft. over steep W. slope.

Canyon bottom, drains N. about 20.00 chs. to main - Fye
asc. 560 ft. over ledgy E. slope.

High spur, slopes N. 25° E.; desc. 540 ft. over ledgy
NW. slope.

Bottom of Long Canyon, drains N, 30° E.; asc. 60 ft.
over E. slope.

Point for the 1/4 sec. cor. of secs. 3 and 10.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.,

in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T38S R3E

. S3 .

% S10
1966

Asc. 650 ft. over ledgy and irregular E. slope,

W. rim of Long Canyon, bears N. and S. irregular; th-- -
over rolling mountain bench land. Across reseeded area.

The cor. of secs. 3, 4, 9 and 10, marked by an iron pos
2% ins. diam., set, mkd. and witnessed as described in

the survey of a portion of the subdivision of the Tp.,

in 1958,

Land, broken.

Soil, sand and exposed sandstone.

Timber, juniper and pinon on W. 70,00 chs,
Undergrowth, shadscale, sagebrush, and bunch grass.,

Point for the N.1/4 sec. cor. of sec, 3, on the N. bdy.
of the Tp. at midpoint bet. the cor. of secs. 2 and 3,
T. 38 5., R. 3 E. and the closjng cor. of secs., 3 and 4,
T. 38 S., R. 3 E,

Set an iron post, 30 ins. long; 2% ins. diam., 14 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T37S R3E

¥ s3
T38S R3E

1966

From this cor., the cor. of secs. 3, 4, 33 and 34, on
the N. bdy. of the Tp., bears East 4.61 chs. dist,,
marked by an iron post, 2 ins. diam., set, mkd. and
witnessed as described in the survey of the S, bdy. of
T. 37 S., R. 3 E., in 1922, This cor. was remkd. to
function as the cor. of gecs, 33 and 34, T. 37 s.,
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19

Portion of the Subdivision of T. 38 S., R. 3 E.

CHAINS

R. 3 E. only,

From the cor. of secs. 27, 28, 33 and 34.
N. 89° 58' W., bet. secs. 28 and 33.

Over broken and ledgy land, covered with scattered
pinon and juniper; desc, 300 ft. over steep W, slope.

.20.00 Canyon bottom, drains S.; asc. 400 ft. over steep E.
. slope. :

39.98 Point for the 1/4 sec. cor. of secs. 28 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T38S R3E

S28
py—L
* 533

1966

from which

A juniper, 10 ins. diam., bears S. 10° W., 26 1lks.
dist., mkd. T38S R3E 1/4 S33 BT.

A pinon, 12 ins. diam., bears N. 5° W., 11 lks.
dist., mkd. T38S R3E 1/4 $28 BT,

Asc, 100 ft. over E. slope.

50.10 Ridge, bears N. and S.; desc. 390 ft. over W. slope.
66 .60 Draw, drains S, 10° W.; asc, 100 ft. over E. slope.
71.00 Spur, slopes S.; desc. 110 ft. over SW. slope.

79.96 The cor. of secs. 28, 29, 32 and 33, marked by an iron
post, 2% ins. diam., set, mkd. and witnessed as described
in the survey of a portion of the subdivision of the Tp.,
in 1958.

Land, broken and ledgy.

Soil, sand and exposed sandstone.

Timber, scattered juniper and pinon.
Undergrowth, shadscale and sagebrush.

N. 0° 03' W., bet. secs. 28 and 29.

Over broken land, covered with juniper and pinon; asc.
100 ft. over SW. slope,

14.00 Spur, slopes W., desc. 80 ft. over N. slope.
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17.50

31.00

36.50

40.00

80.00

25.00

39.95

20

Portion of the Subdivision of T. 38 S., R. 3 E.

Draw, drains W.; asc. 180 ft. over S. slope.

High spur, slopes S. 25° W.; desc. 100 ft. over NW.
slope.

Bottom of narrow canyon, drains S. 25° W.; asc. 40 ft.
over SE. slope.

Point for the 1/4 sec. cor. of secs. 28 and 29.
Set an iron post, 30 ins. long, 2% ins. diam., 15 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T38S R3E

%
529|528

1966
Asc. 320 ft., over irregular SW. slope.
Point for the cor. of secs. 20, 21, 28 and 29.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, &4 ft,
base to top, with brass cap mkd.
T38S R3E
S20|821
529|528
1966
Land, broken.
Soil, sandy and rocky.

Timber, juniper and pinon,
Undergrowth, shadgcale and scattered sagebrush,

From the cor. of secs. 21, 22, 27 and 28.
N. 89° 59' W., bet. secs. 21 and 28.

Over broken mountain land, covered with pinon and
juniper; desc. gentle SW. slope.

Gully, drains S.; asc. 20 ft. over SE. siope.

Ridge, bears N, and S. irregular; desc. 220 ft, over
ledgy SW. slope.

Draw, drains S.; asc. 240 ft. over SE. slope,
Point for the 1/4 sec. cor. of secs. 21 and 28.
Set an iron post, 30 ins. long, 2% ins. diam,, 6 ins.

in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass.cap mkd, .

T38S R3E
521
% S28

1966
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21

.. Portion of the Subdivision of T. 38 S., R. 3 E,

CHAINS

Asc, 160 ft. over SE. slope.

48,00 Ridge, bears N, and S. irregular; desc. 500 ft. over
general SW,. slope,

79,90 | The cor. of secs. 20, 21, 28 and 29,
Land, broken énd ledgy. (
Soil, sand and exposed sandstone.
Timber, juniper and pinon.
Undergrowth, shadscale and sagebrush,

N. 0° 02' W., bet. secs. 20 and 21;

Over broken mountainous tand, thfough scattered pinon
and juniper; asc. 700 ft. over ledgy SW. slope,

22,30 8. rim of ridge, bears NW. and SE.; asc. 20 ft., over
top of ridge.

© 33,00 N, rim same ridge, bears NW, and SE.; desc, 160 ft., over
steep NE. slope,

39.96 Point for the 1/4 sec, cor. of secs. 20 and 21,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, in a collar of stone, with brass cap mkd.

T38S R3E
%
520|s21

1966
Desc, 280 ft. over steep NE, slope.

55,00 Base of ‘steep descent, bears NW. and SE.; desc. 120 ft,
over gentle N. slope, Enter reseeded area.

79,92 The cor. of secs. 16, 17, 20 and 21, marked by an iron
post, 2% ins. diam., set, mkd. and witnessed as described
in the survey of a portion of the subdivision of the TP.,
in 1958,

Land, broken.,

- Soil, sandy and rocky,

Timber, juniper and pinon on unseeded areas.
Undergrowth, shadscale, sagebrush and bunch grass,

From the cor, of secs. 8, 9, 16 and 17, marked by an iron
post, 2% ins. diam., set, mkd, and witnessed as described
in the survey of a portion of the subdivision of the Tp.,
in 1958,

N. 0° 03' W,, bet. secs, 8 and 9.

Over rolling mountain bench land, thraugh juniper and
pinon; desc. 100 ft, over NE, slope,

19.60 Small draw, drains SE.; asc. 120 ft, over general S.
slope.
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.- Portion of the Subdivision of T. 38 S., R, 3 E,

CHAINS

34.80

40,00

64.00

80.00

37.00

40.07

80,14

Enter reseeded area.

.-Point for the 1/4 sec. cor. of -secs., 8 and 9,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins,
in the ground to bedrock, in.a mound of stone, 4 ft,
base to top, with brass cap mkd.

T38S R3E

%
S8(s9

1966
Asc. 50 ftﬂ over gent¥e S. qlope,_

Rise, bears E. and W.; desc. 40 ft. over gentle N.

slopet

Point for the cor. of secs. 4, 5, 8 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, in a collar of stone, with brass cap mkd.

T38S R3E
- 8584
58s9
1966
Land, rolling mountain bench.,
Soil, sandy and rocky.

Timber, juniper and pinon on unseeded areas.
Undergrowth, shadscale, sagebrush and bunch grass,

From the cor. of secs, 3, 4, 9 and 10.
N. 89° S4' W., bet. secs. 4 and 9.

Over rolling mountain bench Iand, across reseeded area;
asc. 90 ft. over gentle E, 'slope.

Knoll; thence over rolling bench.
Point for the 1/4 sec., cor. of secs. & and 9.
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T38S R3E

L _ 84
) sS9
1966

Continue over rolling mountain bench.

The cor. of secs, 4, 5, 8 and 9,




~tl 4

23

Portion of the Subdivision of T. 38 S., R. 3 E.

CHAINS
N. 0° 03' W., bet. secs. 4 and 5.
Over rolling mountain bench land, across reseeded area;
desc. gentle N. slope.

21.60 Enter juniper and pinon, leave reseeded area; desc., 50

ft. over NW. slope,

30.20 S. rim of Right Hand Collet Canyon, bears E, and W.
irregular; desc. 280 ft. over ledgy NE. slope,

40.00 Point for the 1/4 sec. cor. of secs. 4 and 5.

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T38S R3E

%
S5|84
" 1966

Desc. 100 ft. over steep NE. slope.
48.90 Spur, slopes NE.; desc. 300 ft. over steep N, slope.

57.00 Base steep descent, bears E. and W. irregular; desc.
gentle N. slope in canyon bottom.,

58.90 Intersect the N. bdy. of the Tp.
Point for the closing cor. of secs. 4 and 5.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T37S R3E
S32

SSl34

cic

T38S R3E
1966

From this closing cor., the 1/4 sec. cor. of secs. 5

- and 32, on the N. bdy. of the Tp., bears East 4.67 chs.
dist., marked by an iron post, 1 in. diam,, set, mkd.
and witnessed as described in the survey of the S. bdy.
of T. 37 S., R. 3 E., in 1922. This cor. was remkd. to
function as the S.1/4 sec. cor. of sec. 32, T, 37 8.,
R. 3 E. only. : ’

Land, rolling S. portion, broken N.. portion.

Soil, sand and exposed sandstone.

Timber, juniper and pinon on N. portion.
Undergrowth, shadscale, sagebrush and bunch grass,
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37.00

40.00

43,70

53.00
59.00

67.90

24

Portion of the Subdivision of T. 38 S., R, 3 E,

Point for the N. 1/4 sec. cor. of sec. 4, on the N. bd,
of the Tp., and at a position midpoint bet, the clos” :
cor, of secs. 3 and 4 and the closing cor. of secs. &
and 5, T. 38 S., R. 3 E.

Set an iron post, 30 ins. long, 2% ins. diam., &4 ins.
in the ground to bedrock, -in a mound of stone, 4 ft.
base to top, with brass cap mkd.

. T378 R3E

T sS4
T385 R3E

1966

From this cor., the cor. of secs. 4, 5, 32 and 33, on
the N. bdy. of the Tp., bears East 4.625 chs. dist.,
marked by an iron post, 2 ing. diam., set, mkd. and
witnessed as described in the survey of the S. bdy.
of T. 37 S., R. 3 E., in 1922, This cor. was remkd.
to function as the cor. of secs. 32 and 33, T. 37 8.,
R. 3 E. only.

From the cor. of secs. 29, 30, 31 and 32, marked by an
iron post, 2% ins. diam., set, mkd. and witnessed as
described in the survey of a portion of the subdivision
of the Tp., in 1958.

S. 89° 59' w,, bet. secs. 30 and 31.

Over broken mountainous land, covered with juniper and
pinon; asc. 600 ft. over ledgy and irregular NE. slope.

W. rim of Escalante Canyon, bears NW. and SE.; asc. 20
ft. along gentle S. slope.

Point for the 1/4 sec. cor. of secs. 30 and 31,

Set an iron post, 30 ins, long, 2% ins. diam., on Solid
sandstone, in a mound of stone, 4% ft. base to top,
with brass cap mkd. '

T38S R3E

830
§31

. 1966

Continue along S. slope.

Crest of ascent, bears NW. and SE.; desc. 80 ft. over
SW. slope..

Draw, drains S.; asc. 30 ft. over E. &lobe.
Spur, slopes S.; desc. 60 ft. over W. slope,

Small canyon, drains 8.; asc, 70 ft. over E. slope.
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CHAINS
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CHAINS

5.00
8.70

13.30

39.93

43.50
47.20
60.50
71.00
79.00

79.86

26

Portion of the Subdivision of T. 38 S., R, 3 E,

from which

A pinon, 8 ins. diam., bears S. 50° E,, 49 lks.
dist., mkd. T38S R3E S29 BT. ’

A pinon, 8 ins. diam., bears S. 40° W., 37 lks.
dist., mkd. T38S R3E S30 BT.

Land, broken.
Soil, sand and exposed sandstone.

Timber, juniper and pinon.
Undergrowth, shadscale, sagebrush and bunch grass.

From the cor. of secs. 20, 21, 28 and 29.
S. 89° 57' W., bet, secs. 20 and 29.

Over broken mountain land, covered with juniper and
pinon; desc. irregular SW. slope.

Spur, slopes S.; desc. 120 ft. over W. slope.

Draw, drains S.; asc. 40 ft. over E. slope.

"High spur, slopes S. irregular; desc. 100 ft. over w.

slope.

Point for the 1/4 sec. cor. of secs. 20 and 29,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in‘a mound of stone, 4 ft.

base to top, with brass cap mkd.

T385 R3E
1966
Desc, 50 ft., over W. slope.
Draw, drains S. irregular; asc. 30 ft. over E. slope.

Spur, slopes S.; desc. 150 ft. over W. slope.

Draw, drains S.; asc. 40 ft, over E. slope.

" Spur, slopes S.; desc. 40 ft. over NW. slope.

Small draw, drains SW.; asc. SE. slope.

"The cor. of secs. 19, 20, 29 and 30.

Land, broken.

Soil, sandy and rocky,

Timber, juniper and pinon.

Undergrowth, shadscale and bunch grass.,
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Portion of the Subdivision of T. 38 S., R. 3 E,

CHAINS

N. 89° 55' W,, bet. secs, 19 and 30,

Over broken mountainous land, covered with juniper and
pinon; desc. 200 ft. over general W, slope.

23.70 |.Draw, drains S. 70°.W,; desc. along bottom of draw. .
25,50 Trail road, bears N, 30° E. and S. 30° W,

30.60 ieavé draw which drains to S.; asc. 90 ft, over E,
slope.

38.70 Spur, slopes S.; desc. 40 ft. over W, slope.

40,00 Point for the 1/4 sec, cor. of secs. 19 and 30.

Set an iron post, 30 ins. long, 2% ins. diam,, 6 ins,
in the ground to bedrock, in a mound of stone, 3% ft,

base to top, with brass cap mkd.

T38S R3E

S19
% S30

1966 -
Desc, 30 ft. over W, slope,
41.50 Canyon bottom, drains S.; asc, 220 ft. over E. slope,
55.30 Spur, slopes S,; desc. 40 ft, over SW. slope.
68.00 Head of draw, drains S.; asc. 80 ft, over E, slope,
73.00 Spur, slopes S.; desc. 15 ft, over SW. slope,
79.22 The cor. of secs, 19, 24, 25 and 30, on the W, bdy.
of the Tp., marked by an iron post, 2% ins. diam., set,
mkd. and witnessed as described in the survey of the
E. bdy. of T. 38 5., R, 2 E., in 1958,
Land, broken. X
Soil, sandy and rocky.

Timber, juniper and pinon.
Undergrowth, scattered shadscale and bunch grass.

From the cor. of secs. 19, 20, 29 and 30.
N. 0° 03' W., bet, secs. 19 and 20,

Over broken mountainous land, covered with juniper and
pinon; asc. 70 ft. over SE. slope.

9.40 Spur, slopes SW.; desc. 30 ft. over NW. slope.
14.00 Draw, drains SW.; asc. 30 ft. over SE. slope.
17.50 Spur, slopes W.j desc, 125 ft. over N, slope.

24,40 Draw, drains W.; asc. 20 ft. over S, slope.
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Portion of the Subdivision of T, 38 S., R. 3 E,

CHAINS

27.00
28.40

40,00

46.70

.80.00

8.50
25.70

39.88

Spur, slopes W.; desc. 110 ft. over N, slope,
Trail road, bears-E. and W, irregular,
Point for the 1/4 sec. cor. of secs. 19 and 20,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base. to top, with.brass cap mkd.

T38S R3E
R . .
S19(s20

1966
Desc. 50 ft, over N, slope.
Canyon bottom, 'drains SW,.; asc, 370 ft. over S. slope,
Point for the cor, of secs, 17, 18, 19 and 20.
Set an iron post, 30 ins. long, 2% ins. diam., 18 ins.,
in the ground, in a mound of stone, 4 ft. base to top,
with brass cap mkd.
T383 R3E
. 818|817 .
S19(s20
- 1966 -
Land, broken,
Soil, sandy and rocky.

Timber, juniper and pinon,
Undergrowth, scattered shadscale,

From the-cor. of secs, 16, 17, 20-and 21,
S. 89° 56' W., bet., secs, 17 and 20.

Over rolling mountain bench land, across reseeded area;
draining generally N, - ¢

Enter juniper and pinon, leave reseeded area,
Rise, ‘bears N, and S.; desc. 120 ft. over W. slope,
Point for the 1/4 sec.'cor, of secs. 17 and 20,

Set an iron post, :30 ins. long, 2% ins. diam., 12 ins,
in the ground to bedrock, in'a mound of stone, 4% ft,
base to top, with brass cap mkd.

T38S R3E
S17
820

1966

Desc. 20 ft. over W, slope,
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Portion of the Subdivision of T. 38 S., R¢ 3 E.

247

CHAINS

50,50

62,80

70.00
71.00

79.76

4.40

24,00

40,00

46 .00

55.00
61.20
72.00
74.50
77.00

79.17

N

Draw, drains SW,; asc. 100 ft. over SE. slope,

. Low ridge, bears N, and S. irregular; desc. 180 ft,

over W, slope,

Trail road bears N. 20° W. and S. 20 E.
Draw, drains S., asc, 100 ft. along S. slope.
The cor. of secs, 17 18 19 and 20.

Land, broken.
Soil, sandy and rocky.

‘Timber, juniper and pinon on unseeded areas,

Undergrowth, shadscale and scattered bunch grass,

N..89° 53! W., bet. secs, 18 and 19.

Over broken mountain land, covered with juniper and
pinon; asc. 40 ft, along S. slope,

Spur, slopes SW.; desc. 240 ft. over W. slope.

Canyon bottom, drains S, irregular; asc., 40 ft. over
E. slope.

Point for the 1/4 sec. cor. of secs, 18 and 19,

Set an iron post, 30 ins. long, 2% ins. diam,, 18 ins.

in the ground, in a collar of stone, with .brass cap mkd.

T38S5 R3E

S18
¥ S19

1966
Slope changes; asc. 160 ft, over SE. slope.

Saddle on top of spur, bears N. and S.; asc, 80 ft.
over SE. slope.

Ridge,.bears N. and S.; desc.é30 ft. 6ver Sw. slope.
Sbur, slopesvS.; désc. 30 ff.rover W, slope. ‘
ﬁraw, drains Se; asc; 30 ft. bver E, élope.

Spur, slopes 5.;‘desc. 50 ft. over w..slope.

Wash in small canyon, drains S,; asc. gradual E, slope,
The cor, of secs. 13, 18, 19 and 24, on the W. bdy. of
the Tp., marked by an iron post, 2% ins. diam., set,

mkd, and witnessed as described in the survey of the
E, bdy. of T. 38 §,, R, 2 E,, in 1958,
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Pogtioe of the Subdivision of T, 38 S,, R, 3} K,

T AT

la~d, dSroaen,

$otl, sandv and rocky,

Tinber, siatlered luniper and pinon.
“ndergrovin, scaticred shadscale and sagebrush.

From the cor. >f secs, 17, 18, 19 and 20,
No o' 23 wW., bSet. secs, 17 and 18,

T r-lling muntats bSench land, covered with Juniper
nony asc. 0 fr. over S, slope,

Crest of ascent, bears E, and W,; desc, 80 fc. over
®ountain dench drafning £,

Enter rescedoed areca,
Small draw, drains E.; asc,. along gentle E, slope,
Prfat for the 1/4 sec, cor. of secs, 17 and 18,

Set an ran post, 30 {ns, long, 2% {ns. diam., 18 {ns.
tn the ground € bedrock, in a oound of stone, 4 ft,
haae o top, wlth bdrass cap mkd,

T3NS R3E

v
S18/S17
1966

Asc. 30 fr, along E. slope,

Eater juniper and pinon, leave reseeded arca.,
Lovw spur, siopes 2,5 desc, geatle N, slope.,
Lrter resceded area, leave timber.

Sl draw, drafne S, 707 E.; asc., 20 ft. over gentle

B [
e 3i'pe,

Lrest »f low rise, aleo dirt raad, bears N. 44° W, and
Se %" E.; desc, S0 ft, over NE, slope,

Prict for the cor, of secs, 7, 8, 17 and 18,

el oan Lron poet, W ins. long, 2y (s, diam,, 10 tne,
$1othe grownd to badrock, (n a mound of stone, 4 ft,
fdae Lo tap, with brass cap mkd,

TI8S R3E

$7.58
S18 817

1966

‘and, rriling miuntaln Sench,

3oil, eandy and rocay,

Ttadber, lmijer and pladn m unseeded areas.
vdef gl vth, shadscale, sagedrush and bunch gTasse,
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Portion of the Subdivision of T. 38 S., R. 3 E.

CHAINS

2,90
12.80

21,00
25.90

33.20

39.87

52,70
70,50

76,60

79.74

5,00

17,00

From the cor. of secs. 8, 9, 16 and 17,
S. 89° 53' W., bet, secs. 8 and 17.

Over broken mountain bench land, covered with juniper
and pinon; asc, 50 ft. over gentle NE. slope,

Low rim, bears N, and S. irrégular; thence over mesa
top.

Crest of ascent, bears N, and S. irregular; desc, 70
ft. over SW. slope,

Swale, drains S,; asc, 50 ft, over E. slope,
Rise, slopes S,; desc. 60 ft, over SW. slope.

Wash, 2 ft, deep, 30 lks. wide, drains SE, from N,;
asc, 60 ft. over E, slope. )

Point for the 1/4 sec. cor. of secs. 8 and 17.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
in the ground to bedrock, in a mound of stone, 4 ft,

base to top, with brass cap mkd.

T38S R3E

S8

S17
1966

Asc, 40 ft, over gentle SE. slope.

Crest of low rim, bears N. and §S. irregular; thence over
mesa top,

Crest of rim, bears N. and S. 75° E,; desc. 80 ft. over
W, slope. ) ’ '

Draw, drains S. irregular; asc, 30 ft. over NE. slope.
The cor. of secs. 7, 8, 17 and 18,

Land, broken,

Soil, sand and exposed sandstone.

Timber, juniper and pinon.
Undergrowth, scattered shadscale and sagebrush.

N. 89° 47' W., bet. secs. 7 and 18,

Over broken mountain land, covered with juniper and
Pinon; asc. 45 ft. over NE, slope,

Dirt road, bears SE, and N.; asc, 80 ft. over E. slope,
Enter reseeded area.

Bage of steep ascent, bears N, and S.; asc. 480 ft.
over steep E. slope. Leave reseeded area, enter timber.

-7 (October 1964) (formerly 4—673b) USDI~—BLM FIELD NOTE PAPER
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Portion of the Subdivision of T, 38 8,, R. 3 E,

CHAINS

40,00

60,00
66 .50

76 .00

79.11

3.70
9,60

13.30

34.00

40.00

54,00

Point for the 1/4 sec. éor. of sécs. 7 and 18.

Set an iron post, 30 ins. lbng, i% ins. diam}, 8 ins,
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

. T388 R3E

S7
S18

1966

Asc, 220 ft, over steep NE, slope.

Ridge, bears N. and S, 10 E.; desc. 40 ft, along N,
slope on ridge.

Spur’, slopes NW.; desc. 560 ft, over steep and ledgy
W. slope.

Draw, drains NW,; desc, 40 ft, along ledgy N. slope.
True point for the cor. of secs., 7, 12, 13 and 18, on
the W, bdy. of the Tp., from which its witness cor,
bears south 7.80 chs. dist,, marked by an iron post,
2% ins. diam,, set, mkd. and witnessed as described in
the survey of E. bdy, of T, 38 S., R, 2 E., in 1958,
Land, broken.,

Soil, sand and exposed sandstone.

Timber, juniper and pinon on unseeded areas.
Undergrowth, shadscale, sagebrush and bunch grass,

From the cor. of secs. 7, 8, 17 and 18,
N, 0° 03' W., bet., secs, 7 and 8,

Over broken mountainous land, covered with juniper and
pinon; desc. 10 ft. over NE, slope in draw.

Bottom of draw, drains SE.; asc., 70 ft, over SW. slope.
Low spur, slopes W.; desc, 30 ft. over NW. slope.

Wash, 5 ft. deep, 40 lks, wide, drains S, irregular;

‘asc, 120 ft. over general S. slope.

Dirt road, bears N, 15° E, and S, 15° W
Point for the 1/4 sec. cor, of secs., 7 and 8.

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins,
in the ground, in a collar of stone, with brass cap mkd,

T38S R3E
k:
s7|s8

1966

Cor. falls on rise, which bears E., and W.; desc,
120 ft. over N, slope.

Dirt road, bears N. 20° W, and S. 20° E,
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Portion of the Subdivision of T. 38 S., R. 3 E,

CHAINS

74,60 Swale, drains NE.; asc, 30 ft. over gentle SW, slope.
80,00 Point for the cor.-of secs, 5, 6, 7 and 8.

Set an iron post, 30 ins. long; 2% ins. diam., 8 ins,
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd, :

"T38S R3E
S6(s5
57|88

1966

Land, broken.

Soil, sandy and rocky.

Timber, juniper and pinon.

Undergrowth, scattered shadscale and sagebrush.

From the cor. of secs. 4, 5, 8 and 9.
S. 89° 54' W., bet. secs. 5 and 8.

Over rolling mountain bench land, across reseeded area;
desc. 20 ft. over gentle W. slope. '

15.40 Swale, drains N,.; asc. 30 ft, over E. slope.

27.10 Rise, bears N, and S.; desc, 40 ft. over gentle W,
slope.

39.90 Point for the 1/4 sec. cor. of secs. 5 and 8,
Set an iron post, 30 ins. long, 2% ins, diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft,

base to top, with brass cap mkd.

T38S R3E

1 85
“ 58
1966

Enter timber, leave reseeded area; ‘desc, 30 ft. over
. W. slope.

48,00 Slope changes; thence along S. slope.

62,90 Rim of small canyon, bears N, and SE.; desc. 110 ft,"
over W. slope.

}1.30 Canyon bottom, Arains‘NW.; asc, 80 ft. over NE. slope,
77.00 Rim of c;nyon, be;rs NW. and SE.; desc. gentle SW. slope.
79.80 Tﬁe cor, oé secs, 5, 6, 7 and 8,

' Lénd, ralling mountain bench.

Soil, sand and exposed sandstone.

Timber, juniper and pinon on unseeded areas.
Undergrowth, shadscale and bunch grass,

7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Portion of the Subdivision of T. 38 S., R. 3 E.

CHAINS
N. 89° 44' W,, bet. secs. 6 and 7.
Over broken mounfainous'land,.covered with juniper aﬁd
pinon; desc, 30 ft. over SW,. slope.

9,00 Swale, drains N, 15° W.; thence over mesa.

20,50 Slope changes; desc., 100 ft. over SW. slope,

29.60 Small draw, drains NW.; asc. 40 ft. over NE, slope.
33.00 Top of ascent, bears N, and S.; desc. W, slope,

38.80 Dirt road, bears N, 10° W, and S. 10° E.

40,00 Point for the 1/4 sec, cor. of secs, 6 and 7.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground to bedrock, in a mound of stone, 4 ft.
'base to top, with brass cap mkd.

T38S R3E
86

% S7
1966

Desc. 240 ft, over broken and irregular NW. slope.

78.50 Canyon bottom, drains NE., also dirt road curves N. from
E.{ asc. E. slope, ’ ' : ’

79.08" | The cor, of secs. 1, 6, 7 and 12, on the W. bdy. of the |
Tp., marked by an iron post, 2% ins. diam., set, mkd.

and witnessed as described in the survey of the E, bdy. ]
of T. 38 S., R, 2 E., in 1958. : ' : |

Land, broken, )
Soil, sand and exposed sandstone.
Timber, junipet and pinon.
Undergrowth, shadscale and sagebrush.

From the cor. of secs, 5, 6, 7 and 8,
N, 0° 03' W., bet. secs. 5 and 6.

Over broken mountainous land, through'junipei and pinon;
asc, gentle SW, slope.

Z.QO Low spur, slopes NW.; desc: 160 ft. over NE. slope.
6.00 Canyon bottom, drains NW.; asc. 170 ft, over SW. slope.
20,00 | ‘Spur, slopes W.; desc. 40 ft. alénglﬁ. slope,

 40.00° | Point for the i/4 sec. cor. of secs. 5 and 6.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.

in the ground to bedrock, in a mound of stone 4 ft.
base to top, with brass cap mkd, )
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293

CHAINS

44.00

59.19

T38S R3E

%
S6|s5

1966

- from which

A pinon, 8 ins. diam., bears N. 72° E., 90 lks.
dist., mkd. T38S R3E 1/4 S5 BT. :

A pinon, 8 ins. diam., bears N. 70° W., 63 1ks.
dist., mkd. T38S R3E 1/4 S6 BT.

S. rim of Right Hand Collet Canyon, bears SW. and N.
15° E.; desc. 440 ft. over steep and ledgy NW. slope.

Intersect the N. bdy. of the Tp.
Point for the closing cor. of secs. 5 and 6.

Set an iron post, 30 ins. long, 2% ins. diam., 8 inms.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T37S R3E
S31

86|55
c|C

T38S R3E
1966

From this closing cor., the 1/4 sec. cor. of secs. 6
and 31, on the N. bdy. of the Tp., bears East 4.37 chs.
dist., marked by an iron post, 1 in. diam., set, mkd.
and witnessed as described in the survey of the S. bdy.
of T, 37 S., R. 3 E., in 1922, This cor. was remkd. to
function as the S. 1/4 sec. cor. of sec. 31, T. 37 S.,
R. 3 E., only.

Land, broken and ledgy.

Soil, sand and exposed sandstone.

Timber, juniper and pinon. .
Undergrowth, scattered shadscale and sagebrush.

Point for the N. 1/4 sec. cor. of sec. 5, on the N. bdy.
of the Tp. at midpoint bet. the closing cor. of secs. &

and 5, and the closing cor. of secs. 5 and 6, T. 38 S.,

R. 3 E.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, and in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T37S R3E
% 85
T385 R3E
1966

7 (October 1964) (formerly 4=673b) USDI~~BLM
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Portion of the Subdivision of T. 38 S., R. 3 E.

From this cor., the cor, of secs. 5, 6, 31 and 32, on
the N. bdy. of the Tp., bears East 4.52 chs. dist.,
marked by an iron post, 2 ins. diam., set, mkd. and
witnessed as described in the survey of the S. bdy.
of T. 37 8., R. 3 E., in 1922, This cor. was remkd.
to function as the cor. of secs. 31 and 32, T, 37 S.,
R. 3 E., only. '

Point for the N. 1/4 sec. cor. of sec. 6, on the N, 11,
of the Tp., and at a position 40.00 chs. westing from

~the closing cor. of secs. 5 and 6, T. 38 S., R. 3 E.

Set an iron post, 30 ins, long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft,.
base to top, with brass cap mkd.

T37S R2E

L sé6
T38S R3E

1966

From this cor., the cor. of Tps. 37 and 38 S., Rs., 2
and 3 E., bears East 6.04 chs. dist., marked by an
iron post, 3 ins. diam., set, mkd. and witnessed as
described in the survey of the §. bdy. of T. 37 S.,
R. 2 E., in 1922. This cor. was remkd. to function
as the cor, of T, 37 S., Rs. 2 and 3 E., only.

General Description

T. 38 5., R. 3 E., consists of rolling and broken
mountain land, on the Kaiparowits Plateau abaut 18
miles south of Escalante, Utah, Drainage of the Tp.
consists of two main canyons. Little Escalante Canyon
in the S. portion of the Tp., draining SE., and North
Fork Collet Wash in the N. portion of the Tp., drain-
ing eastward.

Timber on the Tp. consists of scrub juniper and pinon;
the undergrowth is mainly shadscale, sagebrush and
bunch grass, . : S :

A graded dirt road enters the Tp. on thé W.. bdy. of
sec, 6 bears SE. and leaves the Tp. on the E. bdy. of

.sec. 36. Several bulldozed roads branch off from this

road having been used for reseeding work and coal ex-
ploration. . S

The elevation varies from about 6,000 to 7,200 ft,
above sea level,

No permanent habitation exists within the township.
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CERTIFICATE OF SURVEY

1, Craig P. Sylvester » HEREBY CERTIFY upon |

in pursuance of special instructions bearing date of the 30thday of April R

I have surveyed a portion of the subdivisional lines completing the
of Township 38 South, Range 3 East .

of the Salt Lake Meridian, in the State of Utah

are represented in the foregoing field notes as having been executed by mei and undermy ' .
and that said survey has been made in strict conformity with said special instructions, the
of Instructions for the Survey of the Public Lands of the United States, and in specific

described in the foregoing field notes.

May 1, 1967 I //Cq" . ﬁ/ A«/t
(Date) ;d tral Su; or)
ERVI

(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL .
SUBWTTED FOR APPROVAL

Date . 7" 9 Swer BUREAU OF LAND MANAGE °
Washington, D. C.

The foregoing field notes of the subdivisional lines completing the subdi. '~
of Township 38 South, Range 3 East, Salt Lake Meridian, Utah

executed by Craig P. Sylvester, Supervisory Cadastral Surveyor

having been critically examined. and found correct, are hereby approved /

SEF 24 w967

(Date) \: i, Divisgon of [+ :,' -#

CERTIFICATE OF TRANSCRIPT

s

» is a true copy of the original field
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BUREAU OF LAND MANAGEMENT
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FIELD NOTES

Form 4-679
_ (January 1963)

OF THE SURVEY OF

A PORTION OF THE SUBDIVISIONAL LINES

COMPLETING THE SUBDIVISION OF

TOWNSHIP 41 SOUTH, RANGE 3 EAST

Salt Lake Meridian,

Of the
Utah

In the State of
EXECUTED BY

Supervisory Cadastral Surveyor

Craig P, Sylvester

Inder special instructions dated April 30 , 19_65_| which provided for the surveys
ncluded under Group Number 481 , approved May 4, 1965 ,
nd assignment instructions dated May 7 , 19 65 .

Survey commenced August 19 ,19 _65

September 27 19 65

Survey completed
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Portion of the Subdivision of T, 41 S,, R. 3 E,

CHAINS
The south boundary was surveyed by Rathbone and Bolinger

in 1917. The north, (Eighth Standard Parallel South),
east and west boundaries, and portion of the subdivision
were surveyed under the supervision of Vern E. Lane in
1958,

The following field notes are those of a survey of the
unsurveyed subdivisional lines of T. 41 S., R. 3 E,

The survey was executed in aqcordénce with the speéifica-
tions as set forth in the Manual of Instructions, 1947,
and the Special Instructions dated April 30, 1965.

Corners on the east-west lines were set on the true
latitudinal curve. Lines connecting previously est-
ablished corners were run by random and true methods,
but for simplification of the record, the random lines
are omitted from these field notes.

All lines of this survey were run by direct method where
lines were accessible; lines inaccessible were run by
traverse or triangulation method, Distances to topo-
graphy on lines run by traverse and triangulation methods
are approximately as scaled from U.5.G.S. topographic
sheets or have been estimated. The details of such
traverses and triangulations have been thoroughly checked
and verified, and in order to simplify the records, the
diagrams and reductions are omitted from these field
notes.,

The directions of the lines of this survey were deter-
mined by reference to true meridians established on line
by altitude observations on the sun. The lines were
carried forward by sustained angulation being supple-
mented by other numerous observations on the sun taken
throughout the progress of the survey.

The geographic position for the southeast corner of the
township is at Latitude 37° 11' 40.2" N. and Longitude
111° 31' 27.4" W., as furnished with the data in the
special instructions.

The magnetic declination was read at a number of stations
throughout the township and the average of the several
readings was found to be 15° 15' East.

Beginning at the cor. of secs. 25, 26, 35 and 36, marked
by an iron post, 2% ins., diam., set, mkd. and witnessed
as recorded in the survey of a portion of the Tp., in
1958,

N. 0° O1' W,., bet. secs. 25 and 26.

Over broken land of W. breaks of Smoky Mtn., asc. 280 ft.
over ledgy SE. slope.

11.30 Spur, slopes SW., asc,., 110 ft, over ledgy SW. slope.
18.30 | High spur, slopes W., desc. 220 ft; over NW. slope.

27.00 | Wash in head of draw, drains W,, asc, 115 ft., over SW.
slope. :

34,80 | Spur, slopes W., desc., 150 ft; over steep N, slope:
40.00 | Point for the 1/4 sec. cor. of secs. 25 and 26.

Set an iron pést 30 ins. long, 2% ins. diém., 6 ins. in
the ground, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

0—7 (October 1964) (formerly 4—673b) USDI——BLM FIELLD NOTE PAPER
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47.00

69.80
73.60

80,00

9.20
30.10

40.02

166.60

80.04

Portion of the Subdivision of T, 41 S., R. 3 E,

T41S R3E

' %
$26(525
1965

Desc. 200 ft. over broken N. slope.
Wash in draw, drains W., asc. 360 ft, over irregular SW
slope. _ v
Spur, slopes W., desc. 165 ft, over NW. slope,
Wash in draw, drains W., asc, 190 ft. over steep S.
slope.
Point for the cor. of secs. 23, 24, 25 and 26.
Set an iron-'post 30 ins. long, 2% ins. diam., 6 ins. in

the ground, in a mound of stone, 4 ft, base to top, wi
brass cap mkd.

T41S R3E

523524
526825

1965

Land, broken.

Soil, sand and exposed sandstone.

Timber, none.

Undergrowth, scattered shadscale and bunch grass,

From the cox. of secs. 24 and 25, on the E. bdy. of the
Tp., marked by an iron post, 2% ins. diam,, set, mkd.
and witnessed as recorded in the survey of the E. bdy.
of the Tp., in 1958,

S. 89° 56' W,., bet. secs. 24 and 25.
Over broken land, asc. 300 ft. over ledgy E. slope,

Rim, bears SW. and N, irregular, desc., 10 ft, over
gentle W. slope, over patches of barren sandstone.

Bulldozed road, bears N. and curves SW., desc. 35 ft,
over W, slope,

Point foxr the 1/4 sec. cox, of secs, 24 and 25.

Set‘aﬁ iroﬁjposﬁ 30 ins, long,‘Z% ins. diam., 10 ins,
in the ground, in a mound of stone, 3% ft, base to top,
with brass cap mkd.

T41S R3E
. 824

%55
1965

Desc. 50 ft, over W. slope of mesa,

Crest of rim, bears SE. and W., desc. 205 ft, along.
ledgy S. slope of draw. -

The cor. of secs, 23, 24, 25 and 26.

Land, broken E. and W. portions, rolling on mesa.

'Soil, sand and exposed sandstone.

Timber, very scattered.juniper, -
Uadergrowth, black: brush and bunch grassy
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26

o}

CRADR
.64
24.30
34.50
40.00
PP Tt
SN G
730
B0
4.30
12.60
28.90
40.03

N. 0°01"' W., bet. sccs. 23 and 24.
Over broken land, asc. 200 ft. over steep N. slope.
Spur, slopes W., desc. 25 ft. along W. slope.
Rim, bears NE. and SW., desc, 270 ft. over ledgy NW,
slope.
Wash {n bottom of draw, drafns SW., asc, 205 ‘U, over SW.
slope.
Point for the L srec. o1, of secs. 27 and 4.
Set an dron pont W s long, 2 e, Ham., 1) dns. in
the groeund, in a mound of rtone, o ft . bare U top, with
brasns cap mkd.
Tais R
.
SOORIA
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Any AT Vet Teci t 1o e
Rim, bhearn SE 3-8 X, 1% a Vo £ 4 R !
Land, dr1aiiing Nw.,
wanh, H fees [EES X Wit A [
Rusidore 8 Leas f "
N Tt the ¢ + ) . ' «
Croa ot i, -
o o - v ¢ ‘ e . Yo - o
* Vo
T k!
N
T Yaobe
“ . Vvaoloa €y « ot ‘
Timber, et A Cted Jun e
Viderpr oactly, attered shadevale ard Lyl pran
Froe 0V ¢ conecn . T and 24 o the B Vel et the
Tp omarhked boa o wt 2L e dlam., wet . omhd and
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199K
S.B98 WL, bet, seon, broand o
ver broken denert land, awc . 260 £1. over ledpy Eooslope.
Crent of rim, bears X, and 5. irreguiarv, aao . 30 10, over
gentle E. alope on top of mena.
Bulldozed road, bears K. and S., demsc, 30 ft, over roll-
ing land.
Bulldozed road, bears NE, and SW.
Point for the § sec. cor. of mecn., 13 and 24.
Set an fron post 306 ins. long, 2} ins. diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with
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29.90

40.00

44.80

53.10

74.90

80.00

Portion of the Subdivision of T. 41 S., R. 3 E.
brass cap mkd.
T41S R3E

S13
% S24

1965

Desc. 75 ft. over gentle W. slope.
The cor. of secs. 13, 14, 23 and 24.

Land, broken on E. portion, rolling on mesa.
Soil, sand and exposed sandstone.

Timber, very scattered juniper.

Undergrowth, shadscale and scattered bunch grass.

N. 0°01' W., bet. secs. 13 and 14.

Over rolling land on top of mesa, desc. 10 ft. along W.
slope.

Wash, 2 ft. deep, 10 lks. wide, drains W., desc. 25 ft.
along W. slope.

Point for the % sec. cor. of secs. 13 and 14.

Set an iron post 30 ins. long, 2% ins. diam., 18 ins. 1.
the ground, in a mound of stone, 3 ft. base to top, wir+:
brass cap mkd.
T41S R3E
%

S14(S13

1965
Desc. 40 ft. along W. slope.
Wash in small draw, drains W., asc. 40 ft. along W. sle;:

Wash in small draw, drains SW., asc. 80 ft. along W.
slope.

Small wash, drains W.
Point for the cor. of secs. 11, 12, 13 and 14,

Set an iron post 30 ins. long, 2% ins. diam., on sand-
stone, in a mound of stone, 4 ft. base to top, with bras
cap mkd,

T41S R3E

S11S12

S14/s13
1965

Land, rolling S. portion, broken N. portion.
Soil, sand and exposed sandstone.

Timber, scattered juniper and pinon.
Undergrowth, black brush and bunch grass.

From the cor. of secs. 12 and 13, on the E. bdy. of the
Tp., marked by an iron post, 2% ins. diam., set, mkd. : -
witnessed as recorded in the survey of the E. bdy., in
1958.

S. 89°58' W., bet. secs. 12 and 13.
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64.30

80.32

14.30

38.50

39.97

42,00

47.00

76 .20

79,94

40.16.

Over rolling land on top of Smoky Mt., desc, 85 ft. over
gentle W, slope.

Point for the 1/4 sec., cor, of secs. 12 and 13.

Set an iron post 30 ins, long, 2% ins. diam., 6 ins., in
the ground, in a mound of stone,. 4 ft. base to top, with
brass cap mkd.

T41S R3E

1 812
* 7513

1965
Desc, 40 ft. over W. slope.

Wash, 4 ft. deep, 50 lks. wide, drains S. 65° W,, desc.
80 ft. over W. slope.

The cor. of secs. 11, 12, 13 and 14,

Land, rolling.

Soil, sandy.

Timber, scattered juniper and pinon.
Undergrowth, black brush and bunch grass,

62.00-

N. 0° 19' E., bet. secs. 11 and 12,

Over rolllng land on top of Smoky Mto, asc, 15 ft, along
W. slope.

Wash 3 ft. deep, 50 lks, wide, drains W.; asc, 15 ft,
along W, slope.

S. rim of small draw, desc., 35 ft, over N. slope.

Point for the 1/4 set, cor., of secs. 11 and 12, at

‘m1dp01nt.

Set an iron post 30 ins. long, 2; ins, diam., 10 ins, in
the ground, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T41S R3E
%
S11|s12

1965

Cor. falls in bottom of small draw, dralns SW., asc,

35 ft. over S° slope.

N. rim same small draw, bears E. and W., thence over top
of small spur, which slopes W,

S. rim of canyon, bears NE, and SW., desc. 300 ft. over
NW, slope.

Wash in canyon bottom, drains SW., asc, 300 ft. over
SE. slope.

N, rim same canyon, bears NE, and SW,, asc., 20 ft. over
S. slope, on mountain top.

The cor. of secs. 1, 2, 11 and 12, marked by an iron
post 2% ins, diam., set, marked, and witnessed as
described in the official record.

"Land, broken.
Soil, sand and exposed sandstone.
Timber, juniper and pinon,

Undergrowth, black brush and bunch grass.

)7 (October 1964) (formerly 4—673b) UsSDI--.—-BLM
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39.98

70.00

79.96

30.90

40,00

"Portion of the Subdivision of T. 41 S., R. 3 E.

From the cor. of secs. 1 and 12, on the E, bdy. of the
Tp., marked by an iron post, 2% ins., diam., set, mkd.
and witnessed as recorded in the survey of the E. bdy.,
in 1958.

S. 89° 55' W., bet. secs, 1 and 12,

Over broken land on top of Smoky Mt., desc. 155 ft. ov:
SW. slope, through scrub juniper and pinon,

Point for the 1/4 sec. cor. of secs, 1 and 12,

Set an iron post 30 ins. long, 2% ins. diam., 10 ins.
in the ground, in a mound of stone, 4 ft. base to top,
with brass cap mkd. ‘ ‘ '

T41S R3E ‘

5 S1
s12
1965

Desc. 50 ft, over SW, slope.

Head of small canyon, about 90 ft. deep, 2 chs. wide,
drains SW,

The cor. of secs. 1, 2, 11 and 12,

Land, roiling.
Soil, sand and exposed sandstone.

-Timber, pinon and juniper. .

Undergrowth, black brush and bunch grass,

Point for the N. 1/4 sec. cor. of sec. 1, on the N. bdy.
of the Tp,., and midpoint bet. the closing cor. of T. 41
Rs. 3 and 4 E., and the cor. of secs, 1 and 2.

Set an iron post 30 ins. long, 2% ins. diam., 6 ins, in
the ground, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

% s1
T41S R3E
1965

"From this cor., the standard 1/4 seé. cor, of sec, 36,

T. 40 S., R. 3 E., bears east 1.615 chs, dist., marked
by an iron post 2% ins. diam,, set, mkd. and witnessed
as recorded in the survey of the Eighth Standard Paralle
South, through Range 3 East, in 1958.

From the cor. of secs., 2, 3, 34 and 35, on the S, bdy.
of the Tp., marked by an iron post 2 ins. diam., set,
mkd. and witnessed as recorded in the survey of the S,
bdy., in.1917. : :

N. 0° 01f W., bet. secs, 34 and 35.
Over rolling desert bench land, desc. 40 ft.

S. rim of John Henry Canyon, bears NW. and SE. irregular
desc. 440 ft. over ledgy NE. slope,

Point for the 1/4 sec. cor., of secs. 34 and 35.
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Set an iron post 30 ins. long, 2% ins. diam., 8 ins. in
the ground, in a mound of stone, 4 ft. base to top, with
brass cap mkd. .

T41S R3E

1
534|535
1965

Desc, 220 ft. over ledgy NE. slope, into John Henry
Canyon,

57.00 |Wash in bottom of same- canyon, drains SE., asc. 520 ft,
over ledgy SW, slope.

76.00 [N, rim of same canyon, bears NW, and SE. irregular,
thence over top of broken bench.

80.00 |Point for the cor. of seés. 26, 27, 34 and 35,

Set an iron post 30 ins. long, 2% ins, diam., on solid
sandstone, in a.mound of stone, 4 ft. base to top, with
brass cap mkd.

T41S R3E

827|526
$34[s35
1965

Land, rolling S. portion, broken N. portion.
Soil, mostly exposed sandstone,

Timber, none.

Undergrowth, scattered shadscale and bunch grass,

From the cor. of secs. 25, 26, 35 and 36.
N. 89° 57' W., bet. secs. 26 and 35.

Over broken land, asc. 55 ft. over SE. slope, near
canyon bottom.

2.80 |Small spur, slopes S., desc. 225 ft. over ledgy SW.
| slope,

12,60 |Wash in bottom of Warm Creek Canyon, drains S. from .
] irregularly MW., asc. 65 ft. over E. slope,

, 18.20 | Spur in canyon bottom, slopes NE., about 6.0d chs, dist,,
desc, 50 ft. over NW, slope. .

22.00 | Same wash, drains NE. from NW., asc. 425 ft, over ledgy
NE. slope of canyon. .

39.92 |Point for the 1/4 sec. cor. of secs, 26 and 35.

Set an iron post 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with
brass cap mkd..

T41S R3E

526
5 835

1965
Asc. 265 ft. over ledgy NE, slope.

47.00 |Crest of rim, bears N..and S. 60° E., desc. 35 ft. over
top of bench.
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70.30

79.84

9.00

17,70

38.40

39.96

40,20

66,00

' 73.00

79.92

** Portion of the Subdivision of T. 41 . R. 3 E.

Cfést of:broken and ledgy descent om top of bench, desc
100 ft. over ledgy W, slope,

The cor. of secs. 26, 27, 34 and 35.

Land, broken.

Soil, sand and exposed sandstone,

Timber, none.

Undergrowth, shadscale and scattered bunch. grass.

S. 89° 57' W., bet., secs. 27 and 34,

Over broken land, asc, 45 ft. over NE. slope of sands:-
knoll.

Top of sandstone knoll, desc. 90 ft, over W, slope of
knoll, .

E, rim of John Henry Canyon, bears NW, and SE, irregula..
desc. 315 ft. over irregular SW, slope.

Point selected for the witness 1/4 sec. cor, of secs,
27 and 34.

Set an iron post 30 ins. long, 2% ins. diam., 10 ins.
in the ground, in a mound of stone 4 ft. base to top,
with brass cap mkd.

T41S R3E

%W S27
C 8S34
1965

Cor. is located on small Spur in canyon, which slopes
SW., desc, 50 ft, over NW. slope of spur.

True point - for the 1/4 sec. cor. '6f secs, 27 ‘and 34, fa
on ledges facing NW., and cannot be monumented.

Wash in bottom of John Henry Canyon; -drains SW. about
5.50 chs., thence SE, irregular, asc, 160 ft. in bottom
of ledgy draw, which drains E, By triangulation, tdpo-
graphy scaled, :

Base of ledges bears NE. and SE., in head of draw,
draining Esirregularly, asc, 200 ft, over ledges facing
E. :

Crest of samé‘ledges, bears N, and S. irregular, asc,
100 ft. over ledgy E. slope, on top of bench.

The cor. of seés. 27, 28, 33 and 34, marked by an iron
post 2% ins, diam.,‘set, mkd, and witnessed as recorded
in the survey of a portion of the Tp., in 1958,

Lahd, broken., R

Soil, sand and exposed sandstone.,

Timber, none.

Undergrowth, scattered shadscale and bunch grass.

From the cor. of secs. 26, 27, 34 and 35,
N. 0° 01' W., bet, secs, 26 and 27,

Over broken sandstone formation on top of bench, desc.
15 ft. alopg irregular W.. slope, : .
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30.60 | Base of ledges, bears N, 20° W, and SE., asc. 100 ft.
over ledgy SW. slope.

33.00 Top of ascent on E. side of sandstone knob desc, 15 ft,
" | over top of broken bench.

40.00 Point for the 1/4 sec, cor. of secs. 26 and 27,

Set an iron post 30 ins., long, 2% ins. diam., 6 ins, in
- the ground, in' a mound of stone, 4 ft. base to top, with
brass cap mkd.

T41S R3E

%

527]s26
1965

Desc. 35 ft. ovet broken top of bench.

54,30 Crest of rim, bears N. 70° W. and SE,, desc, 445 ft. over
ledgy N. slope, into Warm Creek Canyon.

68,70 [‘Wash in bottom of Warm Cteek Canyon, drains E. about
15.00 chs., thence SE., asc, 65 ft, over S. slope.

SO.GQ P01nt for the cor. of secs, 22, 23, 26 and 27.

Set an iron post 30 ins. long, 2% ins. diam., 6 ins., in
the ground, in a mound of stone 4 ft, base to top, with
brass cap mkd.

T41S R3E

$22[523

S27|s26
1965

Cor. is located in head of small drew, which drains SE.

Land, broken.

3011, sand and exposed sandstone.

Timber, none.

Undergrowth, scattered shadscale and bunch grass.

From the cor.’of secs. 23, 24, 25.and 26.
N. 89° 53' W,, bet. secs., 23 and 26,

Over broken and ledgy 1and, asc, 100 ft. along S. slope.

23.50 High spur, slopes 8. from NE., desc. 260 ft. over ledgy
NW. slope, into deep draw.

39,90 Point for the 1/4 sec. cor, of secs, 23 and 26,

Set an iron post 30 ins. long, 2% ins. diam., 18 ins,
in the gréund, in a mound of stone, 3 ft, base to top,
with brass cap mkd.

T41S ‘R3E

823
% 78526

1965

[

Desc. 100 ft. over ledgy W. slope.
45,90 Wash in draw, drains S., asc., 275 ft. over steep E. slope|
56 .30 Spur, slopes S., desc. 305 ft., over irregular SW. slope.
79.80 The cor. of secs. 22, 23, 26 and 27,
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1.20
11.40

19,90

26.50

39.95

48.40

79.90

18.30

26.60

40,00

10

"’ Portion of the Subdivision of T. 41 5. R, 3E,

Land, hroken, . .

Soil, sand and exposed sandstone.

Timber, none.

Undergrowth, shadscale and 'scattered bunch grass,

"S. 89° 48" W., bet. secs. 22 and 27.

Over broken and ledgy land, asc. 30 ft, over E. slope,

Small spur, slopes S., about 4 chs., desc. 105 ft, over
SW. slope.

Wash in bottom of Warm Creek Canyon, drains SE., asc.
195 ft. over NE. slope of spur in canyon bottom,

Spur, slopes N., desc. 175 ft. over N. slope,

Same wash, drains NE, from NW., asc. 140 ft. over br - .
NE, slope. : : '

Point for the 1/4 sec. cor., of secs, 22 and 27.

Set’an iron'post 30 ins. long, 2% ins. diam., 8 ins. in
the ground, in a moynd of stone, 4 ft. base to top, with
brass cap mkd,

T41S R3E

y _S22
S27

1965
Asc, 300 ft. over ledgy NE. slope,

Crest of S. rim of canyon, bears N, 20° W. and S. 20° E.
desc. 25-ft. over bench land, .

The cor. of secs. 21, 22, 27 and 28, marked by an iron
post 2% ins. diam., set, mkd. and witnessed as recorded
in the survey of a portion of the -Tp., in 1958,

Land, broken.

Soil, sand and exposed sandstone.

Timbexr, none. . .

Undergrowth, shadscale and scattered bunch grass.

From the cor. of sec¢s, 22, 23, 26 and 27.
N.0° 01' W., bet, secs. 22 and 23.

Over broken and ledgy land on E. breaks of Warm Creek

-Canyon, asc. 400 ft. over irregular S. slope.

Crest of ‘canyon rim, bears W. and SE., thence over top
of small bench, ; '

Rim of same canyon, bears E. and W., desc, 400 ft. over

ledgy N, slope of canyon,

Point for the 1/4 sec. cor. of secs. 22 and 23,

Set an iron post 30 ins. long, 2% ins, diam., 12 ins. in
the ground, in a mound of stone, 3 ft. base to top, with
brass cap mkd. ) )

. T418 R3E

3 .
- 522|528 <
1965. :



N
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Cor. falls near base of steep descent in canyon bottom,
desc. 15 ft. over gradual N. slope in canyon bottom,

43,20 Wash in bottom &f Warm Creek Canyon, drains SW., asc,
200 ft. over ledgy SW, slope.

54.30 Slope changes to ledgy SE, slope, asc, 250 ft,

64,30 Crest of ascent on rim, bears N. 20° E. and S. 40° W
thence along E. side of bench.

80.00 Point for the cor. of secs. 14, 15, 22 and 23,

Set an iron post 30 ins. long, 2% ins. diam., 10 ins.
in the graund, in a mound of stone, 4 ft. base to top,
with brass cap mkd. : :

T41S R3E

S15(S14
S22(s23
1965

Land, broken.

Soil, sand and exposed sandstone.

Timber, none.

Undergrowth, shadscale and scattered bunch grass,

From the cor. of secs. 13, 14, 23 and 24,
N. 89° 53' W,., bet. secs. 14 and 23.

Over brokeh.bench land, desc. 105 ft, over gradual W.
slope.

34.60 Crest of E. rim of Warm Creek Canyon, bears N, 70° W,
and S., desc, 105 ft, over ledgy SW. slope,

39.88 Point for the 1/4 sec, cor. of secs, 14 and 23,

Set an iron post 30 ins. long, 2% ins. diam., 6 ins.
in the ground, in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T41S R3E

S14
% $23

, 1965

Desc. 350 ft. over Ww. siope, by triangulation, topo;
graphy scaled from U,S$.G.S. topographic sheets,

62.00 Wash in bottom of Warm Creek Canyon, drains irregularly
- S., asc, 400 ft. over ledgy E. slope.

75.00 Crest of W, rim of same canyon, bears N. and SW,., thence
over top of bench,

79.76 The cor. of secs. 14, 15, 22 and 23.

Land, broken,

Soil, sand and exposed sandstone,

Timber, none,

Undergrowth, shadscale and scattered bunch grass,

S. 89° 48' W., bet. secs. 15 and 22.

Over rolling bench land, desc. 50 ft. over general W,
slope.
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79.90

15.00

28.50

40.00

45,40

80.00

"39,95
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" Portion of the Subdivision of T. 41 S., R. 3 E.

Point for the 1/4 sec. cor. of secs. 15 aﬁd 22,

Set an iron post 30 ins. long, 2% ins, diam., 16 ins,
in the ground, in a collar of stone, with brass cap’
mkd. ' ’ a

T41S R3E

S15
522

1965

‘Desc. 50 ft. over irregular bench land.

The cor. of secs. 15,'16, 21 and 22, marked by an iron
post 2% ins. diam., set, mkd. and witnessed as recorde
in the survey of a portion of the Tp., in 1958.

Land, rolling to broken bench.

Soil, sand and exposed sandstone,
Timber, none.

Undergrowth, shadscale and bunch grass.

From the cor, of secs. 14, 15, 22 and 23,
N. 0° 01' W., bet. secs., 14 and 15.
Over bench land, covered with black brush and bunch gra

Crest of rim, bears 'NW, and S. 20° E., desc, 375 ft.
over ledgy N. slope, into Warm Creek Canyon.

Wash in bottom of canyon, drains E, about 12.00 chs. tc
junction; thence SE,, asc. 180 ft, over broken S. slu: -

Point for the 1/4 sec. cor. of secs. 14 and 15.

Set an irom post 30 ins. long, 2% ins. diam., 6 ins. * «
the ground, in 2 mound of stone, 4 ft. base to top, w.’
brass cap mkd. ) ’ ) ’

"T41S R3E )

%
s15]s14

1965

Cor. falls at base of ledge about 30 ft. high. Asc. L.
ft. over ledgy S. slope.

Crest of rim, bears W, and N. 20° E., thence over roll-

-ing top of bench,: enter very scattered juniper,

Point for the cor.'of éeés. 10, 11, 14 and 15.

Set an iron post 30 ins. long, 2% ins. diam,, 12 ins.
in the ground, in a mound of stone, 3 ft. base to top,
with brass cap mkd.

T41S R3E

sio|sl1
515|814
1965
Land, broken. .
Soil, sand and exposed sandstone.

Timber, scattered juniper on N, portion,
Undergrowth, shadscaile and- bunch- grass.,

PRSI
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213

CHAINS

14,00
18,00

39.87

50,00

58.00

65,00
75.00

79.74

27,00
33.40

39.80

39.92.

From the cor. of secs. 11, 12, 13, 1l4.
N. 89° 52' W,, bet. secs. 11 and 14.

Over broken bench land, through scattered juniper, desc.
140 ft. over W. slope.

Wash in small ravine, drains S., asc. 120 ft. over E.
slope, : ' '

W. crest of same ravine, bears N, and S., desc. 90 ft.
over broken bench, : )

Point for the 1/4 sec. cor. of secs, 11 and 14,

Set an iron post 30 ins. long, 2% ins, diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with
brass cap mkd, C ' '

T41S R3E
S11
S14

1965

Cor. falls on crest of rim of deep canyon, which bears
N. and S., desc. 250 ft. over ledgy W. slope. By
triangulation, topography estimatgd.

Wash in canyon bottom, drains 5., asc. 200 ft. over E.
slope. ' ’

Spur, slopes S., desc, 200 ft. over W. slope.

Wash in canyon bottom, drains S., asc, 350 ft. over
ledgy E. slope. ’

Crest of rim of canyon, bears N. and S. irregular,
thence over broken top of bench,

The cor, of secs, 10, 11, 14 and 15.

Land, broken.

Soil, sand and exposed sandstone,
Timber, scrub juniper,

Undergrowth, shadscale and bunch grass.,

S, 89° 47' w., bet. secs. 10 and 15,

Over broken bench, through scattered juniper, desc, 55
ft. over SW. slope,

Rim of canyon, bears N. and §. irregular, desc. 295 ft,.
over broken W,.slope,

Wash in bottom of Warm Creek Canyon, drains S., asc,
265 ft. over ledgy E, slope,

W, rim of same canyon, bears N. and S., thence over
broken bench. ' ‘ '

Point for the 1/4 sec. cor. of secs. 10 and 15.

Set an iron post 30 ins. long, 2% ins. didm., on sand-
stone, in a mound of stome, 4 ft, base to top, with
brass cap mkd.

[
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44,10

65.60

69.50
73.20

79.84

39.85

79.70

8.00

19.70
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Portion of the Subdivision of T, 41 S,, R. 3 E,

T41S R3E

S10
% S15

1965
Desc. 30 ft. over broken bench.
Bulldozed road, bears N, and S, irregular,

Crest of E. rim of North Branch of Warm Creek Canyon,
bears NW. and SE., desc, 130 ft. over SW. slope,

Small ravine, drains S., asc. 100 ft. over E. slope.,
Small spur, slopes S., desc. 165 ft. over SW. slope.

The cor. of secs. 9, 10, 15 and 16, marked by an iron
post 2% ins. diam., set, mkd. and witnessed as recorded
in the survey of a portion of the subdivision, in 1958,

Land, broken.

Soil, sand and exposed sandstone.
Timber, scattered juniper and pinon.
Undergrowth, shadscale and bunch grass.

From the cor. of secs. 10, 11, 14 and 15.
N. 0° 11' E., bet. secs. 10 and 11.

Over rolling bench land covered with scattered juniper
and pinon, over sand and patches of exposed sandstone,

Point for the 1/4 sec. cor. of secs, 10 and 11, at
midpoint. '

Set an iron post 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with
brass cap mkd.

T41S R3E
%
S10|s11

1965
Asc. 50 ft, over rolling bench.
The cor. of secs. 2, 3, 10 and 11, marked by an iron pos

2% ins, diam., set, mkd. and witnessed as recorded in th:
survey of a portion of the subdivision, in 1958,

.Land, rolling.

Timber, scrub juniper and. pinon.
Soil, sand and exposed sandstone.

_Undergrowth, black brush and bunch grass,

S. 89° 51' W., bet. secs. 3 and 10,
Over rolling bench land, .through scattered timber. .

Crest of rim of canyon, bears N, and S, irregular, desc,
250 ft, over ledgy SW. slope of canyon,

Wash in bottom of Warm Creek Canyon, drains S. 20° E.,
asc. 235 ft. over ledgy E. slope.

Form 9180-7 (October 1964) (formerly 4—673b) USDI--BLM FIELD
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275

CHAINS

23,70

36.40
40.02

80.04

40,02

Crest of W, rim of canyon, bears N, and S, irregular,
asc. 20 ft. over top of bench.

Bulldozed road, bears N. and S. irregular,
Point for the 1/4 sec. cor. of secs, 3 and 10,

Set an iron post 30 ins. long, 2% ins. diam,, 18 1ins.
in the ground, in a collar of stone, with brass cap mkd.

T41S R3E

S3

s10
1965

Desc. 10 ft, over top of bench, over irregular sandstone
formation.

The cor. of secs. 3, 4, 9 and 10, marked by an iron post
2% ins. diam., set, mkd. and witnessed as recorded in
the survey of a portion of the subdivision, in 1958,

Land, broken.

Soil, sand and exposed sandstone.,

Timber, scattered juniper and pinon,

Undergrowth, scattered shadscale and bunch grass.

True point for the N, 1/4 sec. cor. of sec. 3, on the N,
bdy. of the Tp. (Eighth Standard Parallel South), and
midpoint bet, the cor. of secs, 2 and 3, and the closing
cor. of secs. 3 and 4, falls on ledges facing SW. and
cannot be monumented.

From the true point the point selected for the witness
N. 1/4 sec. cor. of sec. 3, bears E,, 1,00 chs. dist.

Set an iron post 30 ins, long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with
brass cap mkd,

C * S 3

T41S R3E
1965

From the true point for this cor,, the standard 1/4 sec.
cor, of sec. 34, T, 40 S,, R. 3 E., bears E., 1,56 chs.
dist., marked by an iron post 2% ins., diam,, set, mkd,
and witnessed as described in the record of the survey
of the Eighth Standard Parallel South, through Range 3 E o
in 1958,

From the cor. of secs. 27, 28, 33 and 34,

S. 89° 55' W,, bet. secs. 28 and 33,

Over .bench land covered with shadscale and bunch grass,
asc, 70 ft, over gentle NE,. slope,

Point for the 1/4 sec. cor. of secs. 28 and 33,

Set an iron post 30 ins, long, 2% ins, diam., 10 ins. in
the ground, in a mound of stone, 4 ft. base to top, with
brass cap mkd,
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© 80.04

7.20

40.00

74.00

80,00
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‘Portion of the Subdivision of T. 41 S., R. 3 E,

T41S R3E
5 _S28
‘833
1965

Desc. 30 ft, over top of bench.

The cor. of secs. 28, 29, 32 and 33, markad by an iromn
post 2% ins. diam., set, mkd. and witnessed as descr’ -
in the record of the survey of a portion of the subdivi
sion of the Tp., in 1958.

Land, broken.

Soil, sand and exposed sandstone.
Timber, none. . .
Undergrowth, shadscale and bunch grass.

N. 0° 03' W., bet. secs. 28 and 29.

Over broken bench; asc, 80 ft, over S. slope,

Crest of sandstone rise, bears E., and NW;, desc. 100 ft
over NE, slope. ‘

Point for the 1/4 sec. cor.rbf seés; 28 and 29,

Set an iron post 30 ins..long; 2% igs. diam., on sand-
'stone, in a mound of stone, 4 ft, base to.top, with

brass cap mkd, . . :

T41S R3E
%
$29|s28 -

1965
ﬁésc. léo;ft. qur\N..slope.

S. rim of John Henry Canyon, beérs NE. and SW., desc,
150 ft. over ledgy NW. slope.

Point for the cor. of secs. 20, 21, 28 and 29,

Set an iron post 30 ins. long, 2% ins. diam,, 12 ins,
in the ground, in a mound of stone, 4 ft. base to top,
with brass ddp mkd. ° ’ ) '

T41S R3E

520|s21
529528

1965

Land; broken.

Soil, sand and exposed sandstone.

Timber, none, ' ’ ¢
Undergrowth, black brush and bunch grass,

- From the cor. of sacs. 21, 22, 27 and 28.

West, bet. secs. 21 and 28.

Over broken bench land, desc. 75 ft. over gentle W,
slope.
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CHAINS

36.80 E. rim of John Henry Canyon, bears N. 60° W, and S.
60° E., desc. 120. ft. over ledgy SW, slope,

40,10 Point for the 1/4 sec. cor. of secs. 21 and 28.
Set an iron post 30 ins. long, 2% ins. diam., 6 ins,
in the ground, in a mound of stone, 4 ft,. base to top,

with brass cap mkd.

T41S R3E
L 821
- 528
1965 ' \
Desc. 165 ft., over stéep SW. slbpe.

44,90 Wash in bottom of John Henry Canyon, drains SE., asc,
95 ft. over. NE. slope.

52.00 Spur in canyon, slopes N,, desc. 80 ft. over NW,. slope.

60.90 Same wash in canyon, drains NE., asc, 145 ft, over SE.
slope,

68.70 Spur, slopes S,,. desc. 135 ft. over SW. slope.

75.50 Same wash in canyon, drains SE., asc, 55 ft. over NE,
slope.

79.50 | Small spur, slopes N., desc. 15 ft. over NW. slope,
80.20 The cor, of secs, 20, 21, 28 and 29.

Land, broken,

Soil, sand and exposed sandstone.

Timber, none.
Undergrowth, shadscale and bunch grass.

N..0° 07' E., bet, secs. 20 and 21.

Over broken land, desc. 40 ft. over NW. slope in John
Henry Canyon.

5.50 Wash in bottom of John Henry Canyon, drains SE., asc.
205 ft. over irregular SW. slope.

4 17,60 N. rim of John Henry Canyon,-bears NW. and SE., asc.
10 ft. over top of broken bench.

40,05 Point for the 1/4 sec,.cor. of secs. 20 and 21, at
midpoint.

Set an iron post 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with
brass cap mkd.

T41S R3E
%
$20|s21
1965

Cor,., falls at baseqf low_sandstong rise, which bears
NE. and W., asc. 85 ft. over SE, slope of rise.

47.30 Crest of sandstone rise, bears NE. and SW., desc. 10 ft,
over bench.

-7 (October 1964) (formerly 4~673b) USDI—~—BLM FIELD NOTE PAPER
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Portion of the Subdivision of T. 41 S. R, 3 E.

The cor. of secs. 16, 17, 20 and 21, marked by an iron
post 2% ins. diam., set, mkd. and witnessed as descr -
in the record of the survey of a portion of the subdi
sion of the Tp., in 1958. .

Land, broken. .

Soil, sand and exposed sandstone.
Timber, none.

Undergrowth, shadscale and bunch grass.

From the cor. of secs. 8, 9, 16 and 17, marked by an i
post 2% ins, diam., set, mkd. and witnessed as descri -
in the record of the survey of a portion of the subdiv
sion of the Tp., in 1958.

N. 0° 03' W., bet, secs. 8 and 9.
Over broken bench land, asc. 65 ft. over. gentle S. slop:
Bulldozed road, bears NE. and SW.

Base of spur, bears E. and SW., asc. 125 ft, over steep
S. slope. .

Spur, slopes E.,. desc. 150 ft. over steep N, slope,

Point for the 1/4 sec. cor. of secs, 8 and 9,

Set an iron post 30 ins. long, 2% ins, diam., 8 ins, in
the ground to bedrock, in a mound of stone 4 ft. base i .
top, with brass cap mkd.

T41S R3E

L4
S8|s9

1965

Desc. 25 ft, over N, slope,

Wash in small hollow, drains E., agc. 45 ft. over S,
slope,

Small spur, slopes E., desc., 70 ft. over NE. slope,

Wash in small canyon, drains E,, asc., 35 ft, over SE,
slope,

Point for the cor. of secs. 4, 5, 8 and 9,

Set an iron post 30 ins, long, 2% {ns, diam., 10 ins, {n
the ground to bedrock, in a mound of stone, 4 ft. base to
top, with brass cap mkd. :

T41S R3E

S5.S4
$8)89

1965

Land, broken,

So{l, sand and exposed sandstone,

Timber, scattered Juniper,

Undergrowth, scattered shadscale and bunch grass,

FProm the cor. of gecs. 3, 4, 9 and 10, previously des-
cribed, '

S. 89° 58' W., bet. secs. 4 and 9,
Over rolling bench land, desc. 30 ft. over E. slope,
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CHAINS

25,70 Crest of rim, bears N, and S. irregular, desc., 205 fe.
over broken NW. slope, into canyon.

36.80 Wash in bottom of canyon, drains SW., asc. 35 ft., over
E. slope.

40,03 Point for the-1/4 sec. cor, of secs. 4 and 9.

Set an iron post 30 ins. long, 2% ins, diam., 7 ins. in
the ground .to bedrock, in a mound of stone 4 ft, base
to top, with brass cap mkd.

T41S R3E

S4
59

1965
Asc. 100 ft. over broken E. slope,

55.20 Top of steep ascent, bears N, and S., asc. 20 ft. over
top of bench,

70,50 Crest of steep descent, bears NW. and SE., desc. 120 ft,
over SW. slope,

76 .80 Wash in bottom of Wesses Canyon, drains SE., asc, 120 ft.
‘over broken SE, slope.

80.06 The cor. of secs, 4, 5, 8 and 9.

Land, broken,

Soil, sand and exposed sandstone,

Timber, scattered juniper.

Undergrowth, black brush and bunch grass,

N. 0° 03' W., bet, sec¢s. 4 and 5.
‘Over broken land, ‘desc., 50 ft. along broken E. slope.

8.70 Wash in Wesses Canyon, ‘drains SE., asc. 130 ft. over
broken SW, slope,

40,00 Point for the 1/4 sec. cor. of secs., 4 and 5,

Set an iron post 30 ins. long, 2% ins, diam., 10 ins, in
the ground to bedrock, in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T415 R3E

5o
85|54

1965

Asc. 45 ft. over SW, slope.

57.00 Bulldozed road, bears E. and W. irregular, asc. 80 ft,
over SW, slope. : :

64.50 Spur, slopes SE., desc. 35 ft, along broken E, slope,

80.00 Point for the 80 1/16 sec. cor. of secs, 4 and 5.

Set an iron post 30 ins. long, 2% ins. diam,, 12 ins. in
the ground to bedrock, in a mound of stone 4 ft, base to
top, with brass cap mkd. . -

-7 (October 1964) (formerly 4—673b) USDI~—BLM FIELD NOTE PAPER
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T41S R3E
1/16

85]s4
80
1965

Intersect the N, bdy. of the Tp., (Eighth Standard

Parallel South) ,
Point for the ciosing.cqr. of secs. 4 and 5,

Set an iron post 30 ins. long, 2% ins. diam., 26 ins.
the ground, with brass cap mkd.

T40S R3E

SS|S4

ccC
T41S R3E

1965

Raised mound of stone, 3 ft, base, 2% ft. high, S, of
cor.

From this closing cor,, the standard cor. of secs., 32
and 33, T. 40 S., R, 3 E., bears E., 1.52 chs, dist.,
marked by an iron post 2% ins. diam., set, mkd. and
witnessed as described in the survey of the Eighth
Standard Parallel South, through Range 3 East, in 1958,

Land, broken.,

Soil, sand and exposed sandstone,
Timber, scrub’ juniper.

Undergrowth, shadscale and bunch grass,

Point for the N, 1/4 sec. cor. of sec, 4, on the N. bdy-
of the Tp., and midpoint bet. the closing cor, of secs,
3 and 4, and the closing cor. of secs. 4 and 5,

Set an iron post 30 ins. long, 2% ins, diam., on solid

‘'rock, id a mound of stone, 4 ft. base to top, with brass

cap mkd,
. % s4 ]
T41S R3E
" 1965

From this cor., the standard 1/4 sec, cor, of sec, 33,
T. 40 S., R, 3 E., bears E., 1.535 chs. dist., marked
by an iron post 2% ins. diam., set, mkd. and witnessed
as described in the survey of the Eighth Standard Par-
allel South, through Range 3 East, in 1958,

From the cor. of secs., 29, 30, 31 and 32, marked by an
iron post 2% ins, diam,, set, mkd. and witnessed as
described in the survey of a portion of the subdivision,
in 1958, : - o ‘ ’

West, bet. secs.’ 30 and 31.

Over brokén land in canyon bottom, desc, 35 ft. along
S. slope, . B o
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23.20 Wash in canyon, drains E. irregular, asc. 65 ft., over SE.
slope.

32,00 Small spur, slopes S., desc. 55 ft. along S. slope.

39.60 Small side wash, drains S. 70° E., asc. 30 ft. over NE.
slope.

40.00 Point for the % sec. cor. of secs. 30 and 31.

Set an ironm post 30 ins. long, 2% ins. diam., 10 ins. in
the ground to bedrock, in a mound of stone 4 ft. base to
top, with brass cap mkd.

T41S R3E

S30
* 831

1965
Asc. 155 ft. over broken NE. slope.

54.40 Crest of rim, bears NW. and SE., asc. 15 ft. over broken
top of bench.

69.70 Base of clay ridge, bears N. and S. irregular, asc. 180
ft. over steep SE. slope.

76.30 E. crest of ridge, bears NE. and S., thence over top of
ridge.

78.90 True point for the cor. of secs. 25, 30, 31 and 36, from
which its witness cor. bears S., 0.50 chs. dist., marked
by an iron post 2% ins. diam., set, mkd. and witnessed
as recorded in the survey of the E. bdy. of T. 41 S.,

R. 2 E., in 1958.

Land, broken.

Soil, sand and exposed sandstone.

Timber, none.

Undergrowth, shadscale and scattered bunch grass.

From the cor. of secs. 29, 30, 31 and 32.
N. 0°03' W., bet. secs. 29 and 30.

Over broken land, asc. 150 ft. over S. slope of sandstond
hill.

7.34 Crest of sandstone hill, slopes SW., desc. 35 ft. over
NW. slope.

14.70 Small gully, drains W., asc. 40 ft. over S. slope.
<:i5.00 Bulldozed road, bears E. and W., continue over sandstone.

19.10 Small spur, slopes NW., desc. 50 ft. over irregular sand-
stone formation.

40.00 Point for the % sec. cor. of secs. 29 and 30.

Set an iron post 30 ins. long, 2% ins. diam., 10 ins. in
the ground to bedrock, in a mound of stone, 4 ft. base
to top, with brass cap mkd.

T41S R3E

%
. 830829

1965

)—7 (October 1964) (formerly 4~673b) USDI—BLM ’ FIELD NOTE PAPER
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CHAINS
Asc. 40 ft. over irregular sandstone formation.

43.34 Barbed wire drift fence, bears NE. and SW.

54.30 Séndstone rise, bears E. and W., desc. 130 ft. over
irregular NE. slope.

80.00 Set an iron post 30 ins. long, 2% ins. diam., 10 ins.
the ground to bedrock, in a mound of stone 4 ft. base
top, with brass cap mkd.

T41S R3E

5$19S20

$30|s29
1965
Land, broken.
Soil, sand and exposed sandstone.

Timber, none.
Undergrowth, shadscale and bunch grass.

From the cor. of secs. 20, 21, 28 and 29.
West, bet. secs. 20 and 29.

Over broken land in John Henry Canyon, asc. 225 ft. cv
series of small spurs and gullies on S. side of canyon.

31.10 S. rim of canyon, bears E. and W. irregular, thence
over top of bench.

40.03 Point for the % sec. cor. of secs. 20 and 29.

Set an iron post 30 ins. long, 2% ins. diam. JA0 ins. i
the ground to bedrock, in a mound of stone, &4 ft. base
to top, with brass cap mkd.

T41S R3E

. 820
“ 829

1965
Asc. 50 ft. over broken bench.
44,36 4 strand barbed wire fence, bears S. and N. to rim of
canyon, also top of rise, bears N. and S., desc. 55 ft.

over NW, slope. -

51.50 Base of descent, bears NE. and SW., thence over broken
top of bench.

54.60 Small wash, drains N.

80.06 The cor. of secs. 19, 20, 29 and 30.
Land, broken.

Soil, sahd and exposed sandstone.

Timber, none.
Undergrowth, scattered shadscale and bunch grass.

S. 89°58' W., bet. secs. 19 and 30.

Over broken bench land, asc. 165 ft. over E. slope.

19.50 Spur, slopes N., desc. 100 ft. over NW. slope.
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28.30 | Bottom of small cove, drains N., asc. 80 ft. over NE.
slope.

40.00 | Point for the % sec. cor. of secs. 19 and 30.

Set an iron post 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft. base to top, with
brass cap mkd,

T41S R3E

©830

1965
Desc. 35 ft. over N. edge of bench.

45.40 | Crest of rim, bears NE, and SW., desc. 90 ft. over NW.
slope.

47.67 | Bottom small draw, drains N., asc. 60 ft. over irregular
N. slope.

63.10 | Spur, slopes N., desc. 90 ft. over ledgy W. slope.

65.00 | Wash, 2 ft. deep, 20 lks. wide, drains NE., asc. 15 ft.
over E. slope.

74.00 | Base of sandstone ledges, bears N. and SW., asc. 60 ft.
over SE. slope.

75.10 | Crest of same ledges, bears N. and SW., thence over
broken bench.

78.77 | The cor. of secs. 19, 24, 25 and 30, on the W. bdy. of
the Tp., marked by an iron post 2% ins. diam., set, mkd.
and witnessed as recorded in the survey of the E. bdy.
of T. 41 S., R. 2 E., in 1958.

Land, broken.
Soil, sand and exposed sandstone.
Timber, none.
Undergrowth, scattered shadscale.

From the cor. of secs. 19, 20, 29 and 30.
N. 0°03' W., bet. secs. 19 and 20.

4 Over broken desert bench land, desc. 65 ft. over irregu-
lar E. slope.

25.20 | Main wash in small canyon, drains SE., asc. 30 ft. over
S. slope. of low spur, in canyon bottom.

28.00 | Low spur, slopes SE., desc. 20 ft. over NE, slope.

30.00 | Small side wash, drains SE,, ebout 6 chs. to main wash,
asc. 95 ft. over ledge SW. slope.

35.80 | Crest of rim, bears NW. and SE., thence over top of
broken bench.

40.00 Point for the % sec. cor. of secs. 19 and 20.
Set an iron post 30 ins. long, 2% ins. dlam., 10 ins. in

the ground, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

07 (October 1964) (formerly 4—6735) USDI—BLM FIELD NOTE PAPER
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T41S R3E

%

519|520
1965
Desc. 70 ft. over broken bench land draining NE.

Wash, 1 ft. deep, 10 lks. wide, drains E., asc. 70 ft.
over ledgy S. slope.

Crest of low rim, bears E. and W. irregular, thence ove:
top of small bench.

Point for the cor. of secs. 17, 18, 19 and 20.

Set an iron post 30 ins. long, 2% ins. diam., 22 ins.
in the ground, in a collar of stone, with brass cap mkd.

T41S R3E

518517
S19]520

JF

1965
Land, broken.
Soil, sand and exposed sandstone.
Timber, none.
Undergrowth, scattered shadscale.
From the cor. of 16, 17, 20 and 21, previously describe.

S. 89°57' W., bet. secs. 17 and 20.

Over broken and irregular desert land, asc. 25 ft, over
gentle E. slope.

Crest of ascent, bears NE. and SW., desc. 150 ft. over
broken NW. slope.

Wash in small draw, drains S., asc. 10 ft. over SE. slo;
Point for the % sec. cor. of secs. 17 and 20.

Set an iron post 30 ins. long, 2% ins. diam., 6 ins. in
the ground to bedrock, in a mound of stone, 4 ft. base t

top, with brass cap mkd.

T41S R3E

517
“ 520

1965
Asc. 35 ft. over SE. slope.
Spur, slopes S., desc. 80 ft. over broken SW. slope.

Wash in John Henry Canyon, drains S., asc. 150 ft. over
ledgy E. slope.

Crest of W. rim of canyon, bears S. and NW., thence over
small bench.

The cor. of secs. 17, 18, 19 and 20.
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40.00

44.50

65.00

78.62

1.90

16.30

27.65

36.10

40.00

Land, broken.

Soil, sand and exposed sandstone.
Timber, none.

Undergrowth, shadscale.

West, bet, secs. 18 and 19.

Over broken bench land draining NE., asc. 30 ft. along
gentle NE. slope.

Point for the % sec. cor. of secs. 18 and 19.

Set an iron post 30 ins. long, 2% ins. diam., 18 ins. in
the ground to bedrock, in a mound of stone, 3 ft., base
to top, with brass cap mkd.

T41S R3E

3 S18
S19

1965
Asc., 120 ft. over NE. slope.
Bulldozed road, bears N. and S. irregular.

Base of steep ascent, bears N. and SW., asc. 200 ft. over
ledgy SE. slope.

True point for the cor. of secs. 13, 18, 19 and 24, on
the W. bdy. of the Tp., from which its witness cor. bears
N., 3.00 chs. dist., marked by an iron post 2% ins. diam.,
set, mkd. and witnessed as recorded in the survey of the
E.bdy. of T. 41 S., R. 2 E., in 1958.

Land, broken.

Soil, sand and exposed sandstone.
Timber, none.

Undergrowth, shadscale.

From the cor. of secs. 17, 18, 19 and 20.
N. 0°03' W., bet. secs. 17 and 18.
Over broken deseri land on top of small bench.

Crest of steep descent, bears E. and NW., desc. 125 ft.
over NW. slope.

Wash in bottom of Johi Henry Canyon, drains SE., asc.
75 ft. over SW. slope.

Slope changes, desc. 45 ft. along E. slope.

Wash in small ravine, drains SW., asc. 20 ft. over S.
slope.

Point for the % sec. cor. of secs. 17 and 18.

Set an iron post 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T41S R3E

%
S18|S17

1965

7 (October 1964) (formerly 4~673b) USDI—BLM
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Asc. 90 fr. over S. slope.
Spur, slopes E., thence over broken bench land.
Point for the cor. of secs. 7, 8, 17 and 18. '

Set an iron post 30 ins. long, 2% ins. diam., 8 ins. in
the ground, in a mound of stone, 4 ft. base to top, wit
brass cap mkd.

T41S R3E

S7S8
S18(s17
1965

Land, broken.

Soil, sand and exposed sandstone.

Timber, none.

Undergrowth, shadscale and scattered bunch grass.

From the cor. of secs. 8, 9, 16 and 17.
S. 89°59' W., bet. secs. 8 and 17.
Over broken desert land, desc. 10 ft. over W. slope.

Wash, 4 ft. deep, 10 lks. wide, drains S., asc. 15 ft.
over E. slope.

Bulldozed road, bears N. 20°E. and S. 20° W., also base
of steep ascent, bears NE. and SW., asc. 60 ft. over SE.
slope.

Spur, slopes S., desc. 80 ft. over SW, slope.

Wash, 3 ft. deep, 15 lks. wide, drains S., asc. 140 ft.
over E. slope.

Point for the % sec. cor. of secs. 8 and 17.

Set an iron post 30 ins. 1long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone 4 ft. ba ~
to top, with brass cap mkd.

T41S R3E

! S 8
S17

1965

Cor. falls on E. side of saddle of low ridge, which bear
N. and §., desc. 60 ft. over W. slope.

Basc of descent, bears N. and S., desc. 30 ft. over gent
W. slope.

Bulldozed road, bears N. and S. irregular.

Wash, 3 ft. deep, 15 lks. wide, drains S., asc. 15 ft.
over broken desert land.

The cor. of secs. 7, 8, 17 and 18.

Land, broken.

Soil, sand and exposed sandstone.

Timber, none.

Undergrowth, shadscale, black brush and bunch grass.

|s. 89°57' W., bet. secs. 7 and 18.
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Over broken desert land, asc. 10 ft,

10.60 E. rim of small canyon, bears N. and SE. irregular, desc.
50 ft. over W. slope.

14.00 |Wash in small canyon, drains SE., asc. 70 ft., over E.
slope.

22,00 |W. rim of same canyon, bears N. and S., also spur which
slopes S., desc. 45 ft. over W. slope.

31.40 }JWash, 20 lks. wide, 3 ft. deep, drains S., asc. 35 ft,
over E. slope,

35.20 Small spur, slopes S., desc. 65 ft. over W. slope, into
canyon.

40.00 Point for the } sec. cor. of secs. 7 and 18.

Set an iren post 30 ins. long, 2% ins. diam., 16 ins. in
the ground to bedrock, in a mound of stone, 4 {t. base to
top, with brass cap mkd.
T41S R3E

S 7

" 818

1965
Desc. 40 fr. over W, slope.

44.C0 Wash in canvon, drains SE., asc. 70 1. over F. slope.

S0 W.oorim of same canvoen, bears Nooand 5, thence over
broken Jand draining S

B 20 wWash, 1 f¢ deep, 20 Tk, wide, drain. S,

75.10 Wasin, 3 fu. deep, 15 ke, wide, drains S,

78 .58 The cor. of scos. 7, 12, 13 and 18, on the W, bhdy o of the
Tp., marked b oan dron post 24 ins . Jdiam,, scet, mkd. and
witnessed as recorded in the surwve { the E. bdy. of
T. 41 ., R. 2 E., in 1958,

Land, broken.

Suil, sand and cxposed sandstonc,

Timbcer, none.

Undergrowth, scattered shadscale and bunch grass.

From the cor. of secs. 7, 8, 17 and 18.

N. 0°03' W., bet. secs. 7 and 8.

Over broken desert land draining southward, asc. 25 ft.
over S. slope.

3.00 }Bulldozed road, bears NW. and SE.

24,70 |Wash, 3 ft. deep, 15 lks. wide, drains SW., asc. 20 ft.
over S. slope.

36.10 Base of steecp ascent, bears NE, and SW., asc. 120 ft. ovejy
steep SE. slope.

40.00 | Point for the % sec, cor. of secs. 7 and 8,

Set an iron post 30 ins. long, 2% ins. diam., 8 ins, in

the ground to bedrock, in a mound of stone, 4 ft. base to
top, with brass cap gﬁd

7
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T41S R3E
%

S7ISS
1965

Asc. 900 ft. over ledgy SE. slope. By triangulation,
topography estimated.

Crest of rim of small mesa, bears N. 10° W. and S. 10°
irregular, thence over mesa, through juniper and pinon.

Point selected for the witness cor. of secs. 5, 6, 7 .-

Set an iron post 30 ins. long, 2% ins. diam., on solid
rock, in a mound of stone, 4 ft. base to top, with brac
cap mkd.

T41S R3E

wC
S6AS5
5758

1965

Continue over mesa top.

Same rim, bears N. 30° E. and S. 30° W., irregular, des:
over ledgy NW. slope.

Point for the cor. of secs. 5, 6, 7 and 8, falls on led.
facing NW. and cannot be monumented.

Land, broken.

Soil, sand and exposed sandstone.

Timber, scrub juniper and pinon.

Undergrowth, shadscale and scattered bunch grass.

From the cor. of secs. 4, 5, 8 and 9.
S. 89°58' W., bet. secs. 5 and 8.
Over broken desert bench land, asc. 50 ft. over NE. sluy

Bulldozed road, bears N. and S., also base of steep asr-~
asc. 200 ft. over E. slope.

Point for the % sec. cor. of secs. 5 and 8.

Set an iron post 30 ins. long, 2% ins. diam., 10 ins. in
the ground to bedrock, in a mound of stone, 4 ft. base t:
top, with brass cap mkd.

T41S R3E

S5
1.9
“ S8

1965

Asc, 950 ft. over ledgy E. slope of mesa. By triangula-
tion, topography estimated.

Crest of E. rim of mesa, bears N. and §. irregular,
thence over top of mesa, enter timber.

W. crest same mesa, bears N. and S. irregular, desc.
about 300 ft. over ledgy and inaccessible W. slope.

True point for the cor. of secs. 5, 6, 7 and 8, from .
its witness cor. bears §. 0°03' E., 5.73 chs. dist.
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39.60

40.00

77.00

78.42

15.30

40.00

Land, broken.

Soil, sand and exposed sandstone.

Timber, juniper and pinon on high mesa.
Undergrowth, shadscale and scattered bunch grass.

From the true point for the cor. of secs. 5, 6, 7 and 8,
from which its witness cor. bears S, 0°03' E., 5.73 chs.
dist.

S. 89°57' W., bet. secs. 6 and 7.
Over broken and inaccessible ledges facing W., desc. 800
ft. By triangulation, topography estimated.

Wash in bottom of deep canyon, drains S., asc. 10 ft. ovey
E. slope.

Point for the % sec. cor. of secs. 6 and 7.

Set an iron post 30 ins. long, 2% ins. diam., 20 ins. in
the ground, in a collar of stone, with brass cap mkd.

T41S R3E

1 S6
S7

1965

Asc. B00 ft. over ledgy E. slope. By triangulation,
topography estimated.

Ridge, bears N. and S. irregular, desc. 20 ft. over W.
slope.

The cor. of secs. 1, 6, 7 and 12, on the W. bdy. of the
Tp., marked by an iron post 2% ins. diam., set, mkd. and
witnessed as recorded in the survey of the E. bdy. of

T. 41 S., R. 2 E,, in 1958.

Land, broken.
Soil, sand and exposed sandstone.
Timber, none.
Undergrowth, scattered shadscale.

From the true point for the cor. of secs. 5, 6, 7 and 8,
from which its witness cor. bears S. 0°03' E., 5.73 chs.
dist.

N. 0°03'" W., bet. secs. 5 and 6.

Over broken land, asc. about 200 ft. over inaccessible
ledges facing SW.

Crest of rim of mesa, bears N. 50° W. and S. 50° E.,
thence over top of mesa, through juniper and pinon.

Point for the % sec. cor. of secs. 5 and 6.

Set an iron post 30 ins. long, 2% ins. diam., on solid
sandstone, over an X, and in a mound of stone, 4 ft. base
to top, with brass cap mkd.

T41S R3E
%
S6 S5

1965
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42.10

79.50
80.00

82.10

86.50

Portion of the Subdivision of T. 41 S. R. 3 E.
Continue over mesa top.

E. rim same mesa, bears N. 80° W. and S. 80° E., desc.
1000 ft. over ledgy NE. slope. By triangulation, topc
raphy estimated.

Bottom of Wesses Canyon, drains easterly.

Point for the81/16 sec. cor. of secs. 5 and 6, falls .
inaccessible ledges facing NE. and cannot be monument-

Point selected for the witness 1/16 sec. cor. of secs.
5 and 6.

Set an iron post 30 ins. long, 2% ins. diam., 4 ins. i
the ground to bedrock, in a mound of stone, 4 ft. base
to top, with brass cap mkd.

T41S R3E
1/16
80

S6 l S5
WG
1965

Desc. 40 ft. along broken E. slope.

Intersect the N. bdy. of the Tp. (Eighth Standard
Parallel South).

Point for the closing cor. of secs. 5 and 6.

Set an iron post 30 ins. long, 2% ins. diam., 16 ins.
the ground to bedrock, in a mound of stone, 3% ft. bas:
to top, with brass cap mkd.

T40S R3E

S6 | S5
cc

T41S R3E
1965

From this cor. the Standard cor. of secs. 31 and 32,

T. 40 S., R. 3 E., bears E., 1.71 chs. dist., marked by
an iron post, 2% ins. diam., set, mkd. and witnessed -
described in the survey of the Eighth Standard Paralle.
South, through Range 3 East, in 1958.

Land, broken.

Soil, sand and exposed sandstone.
Timber, scattered juniper.
Undergrowth, scattered shadscale.

True point for the N. % sec. cor. of sec. 5, on the N.
bdy. of the Tp. (Eighth Standard Parallel South), and
midpoint bet. the closing cor. of secs. 4 and 5, and ti
closing cor. of secs. 5 and 6, falls on inaccessible
ledges facing SW. and cannot be monumented.

From the true point the point selected for the witness
N. ¥ sec. cor. of sec. 5, bears E., 22.785 chs. dist.

Set an iron post 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with
brass cap mkd.



CHAINS

31

Portion of the Subdivision of T. 41 S.. R, 3 E.

[ S
WC Y ss

T41S R3E
1965

From the truc point for this cor., the true point for

the standard 1/4 sec. cor. of sec. 32, T, 40 Ss,, R, 3 E,,
bears E., 1.615 chs, dist., from which {its witness cor,
bears E,, 21.27 chs, dist., marked by an {ron post, 2%
ins, diam., sct, mkd. and witnessed as recorded in the
survey of the Eighth Scandard Parallel South, through
Range 3 Bast, in 1958.

True point for the N.o 1/4 wec. cor, of sec, b, on the N,
bdy. of the Tp. (Eighth Standard Parallel South), and at
A posfition 40,00 chs, westing from the closing cor. of
secs. 5 and 6, falls on inaccessihle ledges facing W,
and cannot be monumented,

From the true point, the podnt selected for the witness
Ro 1/4 scc, cor. of sec, 6, bears K., 10,70 ¢hs, dist,

Sct an {ron post 30 ins. tong, % {ns, diame, 6 inu, {n
the preound to bedrock, {n a mound of stone, St hase
to tap, with brass cap mkd,

wC T_ 56
A41S RIE

1965

From the true pofnt for this car., the true point for
the standard 1/4 wec, cor, of nee, 3L, T. W0 S., R. 3 E,,
hears }:., el ¢he, d‘.‘-[., from which {ta witne.. Cor,
bears E., 9.09 cha, dist., marked by an {ron sty 00
ins, diam,, sct, mkd. and witnessed as recorded in the
survey of the Efghth Standard Paraltel South, through
Range 3 Eawt, in 1958,

General Description

T, 41 5., R. 3 E., {s located about B miles NE. ot Glen
City, Utah, The township consints miinly of broken and
frregular sandatone formation of benches and canvons
drafning southward to the Colorado River. Access to
the townmship can be rafned by several bulldozed roads
within the township, which have been consitructed recently
for coal explorat{fon., Vepctation consists mainly of
ncattered shadscale and bunch Rrass, with scattered
timber on the higher c¢levations fn the north portion of
the township, There s no habitation or permanent
{mprovements within the township, The clevation varfes
from about 5,000 to 6,000 ft. above sea level,
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Township 39 _South , Range 4 East

P 35 5 25 4 8 2 1
35 34 24 19 8
7 33 8 23 ? 10 18 1 19
32 32 17 16 6
18 3 17 16 s 15 14 13
30 29 15 14 4
19 29 20 22 n g2 13 28 17
28 27 21 12 12 2
30 26 2 20 28 97 11 20 25
25 20 10 9
31 3 88 84 9 85 8¢
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CHAINS

2,30
10.50

20,70
33.15

40,00

Portion of the Subdivision of T, 39 S., R. 4 E,

The south, north, east and west boundaries, and portion
of the ‘subdivision were surveyed by Vern E, Lane, in
1958, - \ \

The following field notes are those of a survey of the
unsurveyed subdivisional lines of T. 39 S., R. 4 E,

The survey was executed in accordance with the speci-
fications as set forth in the Manual of Surveying In-
structions, 1947, and the Special Instructions aated
April 30, 1965, .

Corners on the east-west lines were set on the true
latitudinal curve. Lines connecting previously est-
ablished corners were run by random and true method, but
for simplification of the record, the random lines are
omitted from these field notes. ‘

All lines of this survey were run by direct method where
lines- were accessible; lines inaccessible were run by
traverse or triangulation method. Distances to topo-
graphy on lines run by traverse and triangulation methods
are approximately as scaled from B,L.M, administrative
unit maps, The. details of such traverses and triangula-
tions have been thoroughly checked and verified, and in
order to simplify the records, the diagrams and reductions
are omitted from these field notes,

The directions of the lines of this survey were deter-
mined by reference to true meridians established on line
by altitude observations on the sun. The lines were
carried forward by sustained angulation being supple-
mented by other numerous observations on the sun taken
throughout the progress of the survey,

The geographic position for the southeast corner of the
township is at latitude 37° 22' 10.9" N., and longitude
111° 24' 54.5" W., as furnished with the data in the
special instructions. :

The magnetic declination was read at a number of stations
throughout the township and the average of the several
readings was found to be 15° 30' East.

Beginning at the cor. of secs. 25, 26, 35 and 36, marked
by an iron post, 2% ins, diam., set, mkd. and witnessed
as recorded in the survey of a portion of the subdivision
of the Tp., in 1958,

N. 0° 01' W., bet, secs, 25 and 26.

Over broken NW. slopes of Rees Canyon; desc. 10 ft. over
N. slope.

Wash in small canyon, drains W. 8.00 chs., thence SW,;
asc, 33 ft. over S, slope,

Top of low ridge; bears SW. and NE.; desc. 68 ft. over
gradual NW. slope.

Bottom of draw, drains SW.; asc. 141 ft. over broken S.
slope. : : ' ’

Broken sandstone ledge, 30 ft. high, bears NE, and SW,;
asc. 125 ft. over S, slope to % sec. cor. '

PBint fbr the 174 seq; cor. of secs, 25 and 26.
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45.70
54.30

58.00

80.00

20,00

40,12

" Portion of the Subdivision of T. 39 S.. R, 4 E,
Set' an iron post, 30 ins. long, 2% ins. diam., on expo
sandstone, in a mound of stone, 4 ft. basg to top, with
brass cap mkd.

T39S R4E

%
$26|825
1965

Asc. 265 ft, over steep‘brokén-S. slope.

Rim of Rees Canyon, bears E. and W.; asc, 10 ft, over
gentle W, slope.

Crest of low iise, bears NW. and SE.; desc. 51 ft. over
gentle E, slope to sec, cor.

- Dirt road, bears NW, and SE. irrégularly.

Point for the'cor, of secs. 23, 24, 25 and 26.

Set an irbn'post, 30 ins. long, 2% ins. diam., 18 ins.
in the ground to bedrock, in a collar of stone, with
brass cap mkd.

T39S R4E
$23(524
§26|825
1965
from which

A pinon, 6 ins. diam., bears N, 39° 45' E., 52 1lks.
dist., mkd. T39S R4E S24 BT.

A pinon, 6 ins. diam,., bears S. 69° 30' E., 59 lks.
dist., mkd. T39S R4E S$25 BT.

A pinon, 12 ins, dlam., bears S, 28° 45" H., 90 1k:
dist., mkd. T39S R4E S26 BT.

A cedar, 18 ins. diam., bears N, 42° W., 28 1lks.
dist., mkd. T39S R4E S23 BT,

Land, breken:on S, portion; rolling on N. portion.
Soil,- sand-and exposed' sandstone.

Timber, pinon and juniper.

Undergrowth, shadscale and' bunchgrass.

From the cor. of secs. 19, 24, 25 and 30, on the E. bdy
of the Tp., an iron post, 2% ins. diam., set, mkd. and
witnessed as recorded in the survey of the E. bdy. of
the Tp., in 1958,

West, between secs. 24 and 25.

Over'broken'mountaiﬁous land, 100 ft, above bottom 6f
small canyon; asc. 160 ft., over ledgy S. slope.

Top of ridge, bears S. 70° W, and E.; desc., 190 ft. cv -
NW. slope to % sec. cor.
Poxnt for the 1/4 sec, cor, of secs° 24 and 25.

Set an iron post, 30 ins. long, 2% ins, dlam., 6 ins,

. in the graund to bedrock; in a mound of stone, 4 ft,

base to top, with brass cap mkd.
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CHAINS
T39S R4E
S$24
& §25
1965
Desc. 35 ft. over NW, slope.
50.00 | Wash in bottom of canyon, drains N,70°E. from SW. 15.00
chs. to head; asc, 152 ft. over ledgy SE. slope.
63.30 | Crest of SE. slope, bears SW. and NE.; asc, 53 ft. over
' gradual E. slope. '
80.24 | The cor. of secs. 23, 24, 25 and 26.
Land, rough and broken.
Secil, sandy and exposed sandstone.
Timber, scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.
N. 0° 01' W., bet. secs. 23 and 24.
Over rolling mountainous land; asc, Sandy S. slope,
.90 | Top' of rise, bears NE. and SW.; bulldozed road, bears
NE. and SW. irregularly;desc. gradual W, slope.
5.10 | Slope changes to NE., desc. 63 ft.
11.90 Head of small draw, drains N, irregularly;cont. descent.
22.00 | Rim of canyon, bears E. and W.; desc. 237 ft. over N,
slope. '
34.10 | Wash in canyon bottom, drains E.; asc. 48 ft. over rocky
S. slope to % sec. cor.
40.00 Point’ for the % sec. cor. of secs, 23 and 24,
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins,
in the ground to bedrock, in a mound of stone, 4% ft,
base to top, with brass cap mkd.
. T39S R4E
. %
S23[s24
1965
from which
A pinon, 12 ins. diam., bears S80°30'E., 7 1lks.
dist., mkd. % S24 BT. ’
A cedar, 10 ins. diam., bears N.80°30'W., 23 1ks.
dist., mkd. % S23 BT. ' '
‘Asc, 46-ft. over rocky SW, slope.
45.10 | Rim of canyon, bears N.80°W. and 5.80°E.; desc. 18 ft.
over N. slope. ’ ' '
(October 1964) (formerly 4—673b) USDI——BLM FIELD NOT P



CHAINS

49,00
61.20
70.70

80.00

1.20

9.40
16.30

21.60
35.40

40,10

Portion of the Subdivision of T. 39 S.. R. 4 E.
Bottom of small draw, drains E.; asc. 25 ft. over SE.
slope.

Top of spur, slopes E. from main ridge; desc. 217 ft.
over steep rocky N, slope.

Wash in canyon bottom, drains E.; ‘asc. 158 ft. over
ledgy S. slope to sec. cor.

Point for the cor. of secs. 13, 14, 23 and 24.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins,
in the ground to bedrock, in 'a mound of stone, 4 ft.
base to top, with brass cap mkd.
T39S R4E
S14(s13 .
$23(s24
1965

from which

A cedar, 10 ins. ‘diam., bears N.27°E,, 30 lks. di
mkd, T39S R4E S13 BT.

A pinon, 10 ins. diam., bears S.67°E., 68 lks. dis
mkd. T39S R4E S24 BT. )

A pinon, 6 ins. diam., bears S66°30'W,, 25 1ks.
dist., mkd. T39S R4E S23 BT, '

Land, rolling and broken.
Soil, sandy and rocky.

Timber, scrub juniper and cedar.
Undergrowth, shadscale and bunchgrass,

From the true point for the cor. of secs, 13, 18, 19 ..
24, from which its witness' cor., bears N., 0,20 chs. on
the E, bdy. of the Tp., an iron post, 2% ins. diam., se’
mkd. and witnessed as recorded in the survey of the E,
bdy. of the Tp., in 1958,

N. 89° 59' W., bet. secs. 13 and 24.

Over broken mountainous land; a3c. 45 ft. over NE, slog

Sandstone ledge 15 ft. high, bears N.75°%. and 8.75°E.;
desc. 160 ft. over SW. slope.

Bottom of draw, drains SE.; asc. over broken NE, slope.
Crest of mesa, bears NE. and SW.; over mesa top,

Rim of main canyon, bears NW. and SE.; desc, 220 ft, ove
SW. slope.

Wash in canyon bottom, drains SE,.; asc. 105 ft, over NE,
slope to % sec. cor. '

Point for the % sec¢. cor. of secs. 13 and 24,
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CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 14 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with hrass cap mkd.

T39S R4E

o f © L 813
< - "s24
1965

No suitable bearing trees available,
Asc. 76 ft. over NE. slope.
46.80 Spur, slopes N.; desc. 83 ft. over NW. slope.

55.30 | Wash in canyon bottom, drains NE.; asc. 178 ft. over
SE. slope.

74.80 | Top of sandstone ledge, bears N.80°E. and S.80°%.;
thencg_alopg broken canyon rim,

80.20 | The cor. of secs. 13, 14, 23 and 24.

Land, rough and broken.

Soil, rocky and sandy.

Timber, scrub juniper and pinon.

Undergrowth, scattered sagebrush and bunchgrass.

N. 0° 01' W., bet. secs. 13 and 14.
Over broken mountainous land; asc. 45 ft., over S. slope.

_4;00 . Rim 6f‘canyon, bears E. and W.; desc. 192 ft. over N.
slope.

20.00 | Head of small canyon, drains E.; asc. 150 ft. over S.
slope.

29.80 | Slope changes to SE.; cont. ascent.
34.90 | Bulldozed road bears S.80°W. and N.80°E.
40,00 | Point for the % sec. cor, of secs. 13 and 14.

Set an iron post, 30 ins, long, 2% ins. diam., 24 ips.,
in the ground, with brass cap mkd.

T39S R4E

%
S14(s13

1965

-Raise a mound of stone, -3 ft. base, 2% ft. high, W. of
cor. .

Slope changes to S.; cont. -ascent.

50.00 | Top of low ridge, bears E, and W,; desc. 54 ft. over
: N. slope. ;

71.00 | Rim of canyon, bears E. and W. irregular; desc. 25 ft,
over rocky N, slope.

72.00 Head of small draw, drains E. 5.00 chs.; thence NW.
irregularly;desc, over gradual E. slope.

(October 1964) (formerly 4-673b) USDI—BLM FIELD NOTE PAPER
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79.60 Same draw, drains NW, irregularlyjasc. 10 ft. over W.
slope.

86.00 Point for the .cor. of secs, 11, 12,'13 and 14, on W,
slope, 40 ft. above bottom of wash.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T39S R4E
s11(s12
S14]S13

1965

from which

A pinon, 6 ins. diam., bears N,25°E., 28 lks. dist.
mkd. T39S R4E S12 BT,

A pinon, 8 'ins. diam., bears 8.9°W,, 27 lks. dist.,
mkd. T39S R4E S14 BT.

A pinon, 6 ins. diam., bears N.74°30'W., 20 lks.
dist., mkd. T39S R4E S11 BT. :

Land, rough and broken.

Soil, sandy and rocky.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush and bunchgrass,

From the true point for the cor. of secs, 7, 12, 13 and

18, from which its witness cor., bears N., 1.10 chs.,

on the E. bdy. of the Tp., an iron post, 2% ins. diam.,

set, mkd. and witnessed as recorded in the survey of the
E. bdy. of the Tp., in 1958,

S. 89° 55' W., bet. secs, 12 and 13.

Over broken mountaimous land; desc. 28 ft. over SW.-
slope.

10.10 Sandstone ledge, 15 ft, high, bears NW. and SE. 1.00 ch.
thence E.; desc. 83 ft. over SW. slope. )

18.50 [Wash in canyon bottom; drains.S.; asc. 40 ft. over E,
slope. ‘

22.30 Spur, slopes SE.; desc, 35 ft. over S. slope.

26.40 |Wash in canyon bottom, drains SE.; asc, 155 ft. over
NE. slope.

35.20 Spur, slopes NE.; desc. over gradual N. slope to % sec,
cor.

40.11 Point for the % sec. cor. of secs. 12 and 13,

Set an iron post, 30 ins, long, 2% ins, diam., 6 ins.
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd.

T39S R4E

512
lle3

1965
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Slope changes to NW,; desc, 50 fe. .

50,20 Wash in bbttom of cove, drains NE.; asc, 108 ft. over
NE. slope.

56,10 Rim of cove, bears NW. and SE.; asc. 21 ft, over NE,
slope, ’ 7

75.40 Top of low ridge, bears N. and S.; desc. over gradual
W. slope of rocky point.

79.40 °| Sandstone ledge, 30 ft. high, bears N. and S.; cont.
’ descent, ' )

80.22 The cor. of secs. 11, 12, 13 and 14,

Land, broken.

Soil, rocky and sandy.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush and bunchgrass,

N. 0° 10" E., bet. secs., 11 and 12.
Over broken mountainous land; asc. 15 ft, over W. slope.

3.30 Sandstone ledge, 20 ft. high, bears NE,. énd SE. irregularly
desc. 30 ft. over NW. slope,

10.60 Wash in canyon bottom, drains E.; asc, 98 ft. over ledgy
S. slope.’ '

22.20 Rim of canyon, bears E, and W.; asc, gradual S, slope,

39,00 Top of low ridge, bears NW. and SE.; desc. over gradual
' W. slope.

40,14 Point for the % sec. cor. of secs, 11 and 12,
Set an iron post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, in a mound of stone, 4 ft.

base to top, with brass cap mkd.

T39S R4E

%
S11{s12

1965
from which

A pinon, 10 ins, diam., bears S73°E., 78 1lks. dist.,
mkd., % S12 BT,

A pinon, 12 'ins, diam., bears N.71°W., 27 lks. dist.}
mkd, % S11 BT,

Cont, descent.
41,00 Bulldozed road; bears E. and W,

44,10 Bulldozed roaﬁ, bears E. and W.

74 .40 Top of low ridge, bears SE. and NW.; desc, 43 ft . over
NE, slope. . : :

¢ -
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80.28

12.90
15,40
18.80

23,80

31.90

39.97

45,80

56,00

61,70

68.80

79.80

79.94

Portion of the Subdivision of T. 39 S., R 4 E,

The cor. of secs. 1, 2, 11 and 12, an iron post, 2% ins.
diam., set, mkd. and witnessed as recorded in the survey
of a portion of the subdivision of the Tp., in 1958.

Land, rolling and broken.

Soil, sandy and rocky.

Timber, scirub juniper and pinon.
Undergrowth, sagebrush and bunchgrass.

From the cor. of secs. 1, 6, 7 and 12, on the E. bdy.

of the Tp., an iron post, 2% ins. diam., set, mkd. and
witnessed as recorded in the survey of the E. bdy. of

the Tp., in 1958.

N, 89° 56' W., bet. secs. 1 and 12.

Over broken mountainous ‘land; over nearly level mesa top

Rim of mesa, bears N. and S.; desc. 15 ft. over SW.
slope.

Rim of canyon, bears N, and S.; desc. 60 ft, over W,
slope. ’

Wash in canyon bottom, drains N.; asc. 65 ft. over NE.
slope.

Spur, slopes N,; desc. 75 ft.over NW, slope,

Wash in canyon- bottom, drains N.80°E.; thence along °
canyon bottom, ’ '

-Point for the % sec. cor. of secs. 1 and 12,

Set an iron post, 30 ins, long, 2% ins. diam., 6 ins,
in the ground to bedrock, in a mound of stone, 4% ft.
base to top, with brass cap mkd.
T39S R4E
3 SL__
S12
1965

Asc. 130 ft. over SE. slope,

Top of sandstone wall, bears NE. and SW.; desc. gradual
NW. slope,

Bottom of small draw, drains S.; asc. 75 ft., over NE.
slope.

Rocky spur, slopes SE. from main ridge; thence along
broken sandstone ledge, 15 ft. high.

Top of ridge, bears N, and S.; desc. 42 ft. over W. slope
to sec. cor. o

Wash, 10 1lks., wide, 6 ins. deep, drains N.
The cor. of secs., 1, 2, 11 and 12.

Land, broken,

Soil, sandy and rocky. .

Timber, scrub juniper and pinon, )
Undergrowth, sagebrush and bunchgrass.




Portion of the Subdivision of T. 39 s., R, 4 E.

307

CHAINS

6.80

34.30

38.70

40.00

55.10

72.60

80.00

6.60

8.60

From the cor. of sees. 2, 3, 34 and 35, on the S, bdy.
of the Tp., an iron post, 2% ins, diam,, set, mkd. and
witnessed as recorded in the survey of the N, bdy. of
T. 40 S., R, 4 E,, in 1958, '

N. 0° O1' W., bet. secs. 34 and 35.

Over broken SW. slopes of Rees Canyon; asc. 30 ft. over
SE. slope. :

Spur, slopes E.; desc., 93 ft. over NE, slope.

Wash, 30 lks. wide, 12 {ns. deep, in bottom of Recs
Canyon, drains E. 4.00 chs., thence S.; asc, 273 f¢.
over SW, slope,

Spur, slopes W.; desc. 110 ft, over NW. slope,

Bottom of canyon, drains SW. into Recs Canyon; asc. 65
ft. over steep ledgy S, slope to Y see, cor.

Point for the Y sec. cor. of sccs. 34 and 35.

Set an iron post, 30 ins. long, 2% ins, diam., 4 ins.
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd.

T39S R4E
3

$34,535
1965

Asc. 335 ft. over steep S. slope.
Top of spur, slopes SW.; desc. 286 ft, over NW. slope.

Battom of canyon, drains SW. {nto Recs Canyon; asc. 110
ft. over SE. slope to scc. cor,

Point for the cor. of sccs. 26, 27, ' and 35,

Set an {ron post, 30 ins, long, 2% ins. diam., 4 {ins.
in the ground tn bedrock, I{n a mound of stone, 4 ft,
base to top, with brass cap mkd.

T39S R4E
$27.526
$341835

1965
Land, rough and broken.
Soil, sandy and rocky.

Timber, scattered scrub juniper and pinon,
Undergrowth, shadscale and bunchgrass.

From the cor. of secs. 25, 26, 35 and 36.
S. 89° 56' W,, bet., secs. 26 and 35,
Over broken mountainous land; desc, gradual W, slope.

Wash, 20 lks, wide, 12 ins. deep, drains SW.; asc.
gradual SE,. slope,

Spur; slopes SW.; desc, 53 ft. err W. slope.

(October 1964) (formerly 4~673b) USDI~—BLM
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..Portion of the Subdivision of T, 39 S., R. 4 E.

CHAINS

11,00 | Wash, 30 lks. wide, 12 ins, deep, drains S.; asc. 327 ft.
’ | over NE. slope.

30.40 | Top of narrow ridge, bears N, and S.; desc. 125 ft,
over SW. slope.

39.95 Point for the % sec. cor. of secs. 26 and 35.

Set an irom post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T39S R4E

526
K 8§35

1965

Cont, descent,
40.10 Bottom of draw, drains S.; asc. 85 ft. over SE. slope.

43.10 | Sandstone wall, bears N. and W. irregular; desc. 267 ft.
over SW. slope.

67.10 | Wash, 40 lks. wide, 12 ins., deep, drains SW.; asc. 128
ft, over S. slope to sec, cor.

79.90 [ The cor. of secs., 26, 27, 34 and 35.

Land, rough and broken,

Soil, sandy and rocky,

Timber, scattered scrub juniper and pinon.
Undergrowth, shadscale and sagebrush.

N. 89° 58' W., bet. secs. 27 and 34.

Over broken land; asé. 75 ft. over SE. slope of Rees
Canyon.

6.30 | Top of high spur, slopes SW.; desc. 432 ft. over NW.
slope.

24,30 Small spur, slopes NW., from main spur.; desc. 67 Ft.
over W, slope.

25.90 |Wash in bottom of Rees Canyon, drains S.; asc. 125 ft.
over E, slope.

32,20 Sandstone ledge, bears NW. and S.; asc. 13 ft. over
gradual SE. slope.

40.01 | Point for the % sec. cor. of secs, 27 and 34.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T39S R4E

S27
z $34

1965

Asc. 92 ft, over S, slope.

51.50 ! Spur, slopes N.80°E.; asc. 198 ft. over NE. slope.



11

Portion of the Subdivision of T. 39 S., R. 4 E,

30

CRAINS

66.30

80.02

33,00

40.00

46.30

50.60

56.50

61.20
65.00
71.80

80.00

Top of narrow ridge, bears N.10°W. and S.10°E.; desc.
196 ft. over rocky W, slope to sec. cor.

The cor, of secs. 27, 28, 33 and 34, an iron post, 2%
ins, diam., set, mkd. and witnessed asrecorded in the
survey of a portion of the subdivision of the Tp., In
1958,

Land, rough and broken.

Soil, sandy and rocky.

Timber, scattered scrub juniper and pinon,
Undergrowth, sagebrush and bunchgrass,

From the cor. of secs. 26, 27, 34 and 35.
N. 0° 01" W., bet. secs. 26 and 27.

Over broken mountainous land; asc. 140 ft. over steep,
rocky SE. slope.

Top of narrow ridge, bears SW. and NE.; desc. 376 ft.
over stecep NW, slope,

Wash in canyon bottom, drains SW. irregularly;asc. 183
ft. over S, slop;.

Top of spur, slopes E.; thence along E. slope,
Point for the ¥ scc., cor. of secs., 26 and 27.

Set an iron post, 30 ins. long, 2% ins. diam,, 24 ins,
in the ground, with brass cap mkd.

T39S R4E
L
$271526
1965

Raisc a mound of stone, 3 fr. base, it. high, W, of
cor,

Cont. along E. slope,
Base of ascent; asc. 75 ft, over S. slope.

Top of low, narrow ridgc, bears B, and W,; desc. 82
ft. over N, slope,

Bottom of small draw, drains W.; asc. 30 ft. over SW.
slope,

Top of spur, slopes W.; desc. 58 ft, over NW. slope,
Bottom of draw, drains W.; asc. SW. slope.
Top of spur, slopes W.; desc. 115 ft, over NW. slope.
Point for the cor, of secs., 22, 23, 26 and 27.
Set an {iron post, 30 ins. long, 2% ins. diam., & ins,
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T39S R4E

$22[523

527526
1965

" (Ociober 1964) (ormerly 4—6735) USDI——BLM
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CHAINS

.60

27.20

30.00

34.60

39.91

56.70

77.50

79.82

29.60 |

315.%

12
Portion of the Subdivision of T, 39 S,., R. 4 E,

Land, rough and broken.

Soil, sandy and rocky.

Timber, scattered scrub juniper and pinon.
Undergrowth, sagebrush and bunchgrass.

From the cor. of secs., 23, 24, 25 and 26,

N. 897 55' W., bet. secs. 23 and 26.

Over broken mountainous land; asc. over gentle NW, sl
Bulldozed road, bears NE. and SW.

Dirt road, bears NW. and S70°E.; asc. 20 ft. over N,
slope.

Top of rise, bears NW. and SE.; desc. gentle SW, slope.

Rim of canyon, bears NW. and S8E.; desc. 147 ft. over
ledgy S. slope of head of cove, which drains SW. into
Rees Canyon.

Point for the % sec. cor. of secs. 23 and 26.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
b:se to top, with brass cap mkd.

T39S R4E

S$23
E $26

1965
Desc, 57 ft. ov»r broken S. slope.

Long spur, slopes SW. to Rees Canyon; desc. 407 ft,.
over W, slope,

Wish, drains SW, to into Rees Canyon from NE. 30.00 chs
asc, 20 ft, over SE. slope to sec. cor.

The c r. of secs, 22, 23, 26 and 27.

Land, rough and broken,

Soil, rocky.

Timber, thick juniper and pinon, E. portion; scattered

W. portion,
Undergrowth, scattered shadscale,

N. 89° 45' W., bet., secs. 22 and 27.

Over broken slopes of Rees Canyon; desc, 50 ft. over
W. slope.

Wash, 30 lks. wide, 2 fc, deep, drains SW,; asc. 202 ft.
over E. slope.

Top of spur, slopes S,; desc. 227 ft, over M. slope.
Bottom of draw, drains SW.; asc, 135 ft. over SE. slope.

Top of spur, slopes 8.; desc., 80 ft. over SW. slope to
¥ sec, cor.
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. Portion of the Subdivision of T. 39 S., R. 4 E,

CHAINS

40.06 ' Point for the % sec. cor. of secs. 22 and 27.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T39S R4E
8§22

¥ 55
1965

Desc, 18 ft. over SW, slope.

43,20 Wash, 30 1ks. wide, 3 ft. deep, in bottom of Rees
' Canyon, drains SE. irregularly;asc. 72 ft, over E. slope.

49.80 Sandstone shelf, bears NW. and SE.; slope changes to
NE.; asc. 339 ft.

69.10 Top of spur, slopes N.; desc, 70 ft. over N. slope.
77.10 Bottom of draw, drains N.; asc. 45 ft. over N. slope.

80.12 The cor. of secs. 21, 22, 27 and 28, an iron post, 2%
ins, diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in
1958. ’ '

Land, rough and broken.

Soil, rocky and sandy.

Timber, scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

From the cor. of secs, 22, 23, 26 and 27.
N. 0° 01' W., bet. secs, 22 and 23.
Over broken slopes of Rees Canyon; desc. gentle N. slope.

2.00 Wash, 15 lks, wide, 12 ins, deep, drains SW. from E.;
‘ asc. 200 ft. over broken S. slope.

31.90 Rim of Rees Canyon, bears E. and W.; cont, gradual
' ascent.
32.40 S. rim of cove, bears W. and N.; desc. 55 ft. over

broken NW. slope.,

38.00 Bottom of cove, drains W.; asc. 15 ft. over rocky SW.
slope to % sec. cor.

40.00 Point for the % sec. cor. of secs. 22 and 23.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

. T39S R4E

%
$22|523
1965

.7 (October 1964) (formerly 4--673b) USDI——BLM Fi Ne A
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CHAINS

49.80
74,20

80.00

10.70

35.10

39.93

40.00

66.10

79.86

14
. Portion of the Subdivisfion of T. 39 8. R. 4 E.

Asc, 50 ft. over rocky SW, slopc,

N. rim of cove, bears NW, and S.I0°E,.; asc. 39 ft. over

8. slape.

Top of low ridge, bears £, and W.; desc. 14 ft, over
gradual NW, slope.

Polnt for the cor. of sccs., 14, 15, 22 and 23,

Set an {ron post, 30 ins. long, 2% ins, diam., 15 ins.
in the ground to bedrock, in a mound of stone, & ft,
base to top, with brass cap mkd.

T39S R4E

S15[S14
S22|523

1965
Land, broken vn S, portion; rolling N. portion,
Soil, rocky and sandy.
Timber, scattered juniper and pinon on S. portion; heavy

on N, portion,
Undergrowth, sagebrush, shadscale and bunch grass.

From th.- cor., of sccs. 13, 14, 23 and 24,

N. 897 54' W,, bet. svecs. 14 and 23,

Over rolling mountainous land, through heavy pinon and
juniper; asc, over gradual SE, slope of exposed sand-

stone,

Rim of canyon, bears NW. and SE.; desc. 142 ftr. over
SW. slope.

Bottom of canyon, drains SE, 10.00 chs., thence E.; asc,
150 ft. over NE. slope.

Rim of canyon, bears NW. and SE.; asc. gradual E. slope.

True point for the ¥ sec. cor. of secs. 14 and 23, falls
on a steep sandstone slope, and cannot be perpetuated.

Point selected for the witness % sec. cor. of secs. 14
and 23.

Set an iron post, 30 ins., long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T39S R4E

¥ S14 W
s23 C
Asc. gradual NE. slope.
Dirt road, bears N.,10°E. and S.10°W.

The cor. of secs. 14, 15, 22 and 23.




15

Portion of the Subdivision of T. 39 S., R. 4 E,

~ e~

2.90
9.30

19.60
33.90

39.28

40.06

71.80

80,12

2,80

4.80

Land, broken E. portion; rolling W. portion.
Soil, rocky and sandy.

Timber, heavy junipér and pinon,
Undergrowth, shadscale and bunchgrass.

N. 89f 46" w., bet. secs. 15 and 22.

Over rolling mountainous land; along ‘gentle N, slope.
Bulldozed road, bears SW. and NE.

Bulldozed road, bears SW. and NE.

Top of bench, bears N, and S,; desc. 58 ft. over W.
slope.

Rim of Rees Canyon, bears NW. and SE,; desc. 95 ft.
over SW, slope to % sec. cor.

Point selected for the witness ¥ sec. cor. of secs. 15
and 22,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd,

T39S R4E

¥ E 'S15
C 522

1965

True point for the % sec. cor. of secs. 15 and 22, falls
on a steep sandstone slope, and cannot be perpetuated,

Desc, 419 ft, over sandstone wall and SW. slope.

Wash, 40 lks. wide, 12 ins. deep, in bottom of Rees
Canyon, drains S.; asc. 40 ft, over E. slope to sec.
cor,

The cor. of secs. 15, 16, 21 and 22, an iron post, 2%
ins. diam., set, mkd. and witnessed as recorded in the
survey of a portlon of the subdivision of the Tp., in
1958.

Land, rolling E. portion; broken W. portion.
Soil, rocky and sandy. -

Timber, thick juniper and pinon E,. portion.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 14, 15, 22 and 23.
N. 0° 01' W., bet, secs, 14 and 15.

Over rolling mountainous land; desc, over gradual NW.
slope.,

Bulldozed road, bears NE, and SW.

Wash, 20 lks. wide, 12 ins. deep, drains NW. irregularly.

-7 (October 1964) (formerly 4—67%) USDI——BLM S
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. Portion of the Subdivision of T. 39 8., R. 4 E.
CHAINS

7.20 Bulldozed road, bears NE, and SW.; asc, 10 ft, over SW,
slope.

11.20 Top of low ridge, bears E., and W,; desc, 20 ft, over
NW. slope. '

21.50 | Wash, 30 lks. wide, 12 ins. deep, drains W.; asc. 10
ft, over S, slope,

25,50 | Top of low ridge, bears E, 'and W.; desc, 45 ft. over
N. slope.

40.00 Point for the % sec. cor. of secs. 14 and 15.

Set an iron post, 30 ins, long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T39S R4E

4
S15|s14

1965
Cont. descent.,

4Q.60 Sandstone ledge, 30 ft. high, bears E. and W,; desc,
127 ft. over N. slope.

48.40 | Bottom of canyon, drains W. into Rees Canyon; asc., 127
ft. over SW, slope.

57.00 Narrow ridge, bears E. and W.; desc. 302 ft. over N,
slope.

68.50 | Bottom of canyon, drains W.; asc., 313 ft. over steep S.
slope.

80.00 .| Point for the cor. of secs. 10, 11, 14 and 15.
Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, in mound of stone, 4 ft, base to top, with
brass cap mkd. .
T39S R4AE
§10S11
S15{s14
1965

Land, rough and broken,
Soil, rocky and sandy.

Timber, thick scrub juniper and pinon,
Undergrowth, shadscale and bunchgrass,

From the cor., of:secs., 11, 12, 13 and 14,
N, 89° 51' W., bet. secs. 11 and 14,
Over brokeh mountainous land; desc. 30 ft. over W. slope,

«50 [ Bottom of small canyon, drains N,; asc. 50 ft, over E,.
slope. ) ’ ; )
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_.Portion of the Subdivision of T. 39 S., R, 4 E.

315

CHAINS

2.40

6.30
10.40

28,70
30.00

39.88

57.30

58.20
66.20
68.60

79.76

3.00
14,40
24,40

'39,20

. Top of spur, slopes NE.; desc. 55 ft. over NW. slope.

"Bottom of small canan, drains NE.; asc. 25 ft. over

SE. slope.

Rim of small canyon, bears NE, and SW.; asc. 101 ft.
over gradual SE, slope.

Top of rise, bears N. and S.; desc., gentle W. slope.
Bottom of swale, drains S.; asc. gentle E, slope.
Point for the % sec, cor., of secs. 11 and 14,

Set an iron post, 30 ins. long, 2% iﬁs. diaﬁ., 4 ins.
in the ground to. bedrock, in a mound of stone, 4 ft.

base to top, with brass cap mkd.

T39S R4E
- s11
% S1l4
1965
Slope changes to NE.;Fasc. 33 ft.

Dirt road, bears N. and S, irregular.‘

Top of ridge, bears N, and S.; desc. 20 ft., over W.
slope.

Rim of box canyon, bears S. and N. 2,00 chs., thence W,;
desc, 93 ft, over S. slope.

. Head of canyon, drains SW. 1200 chs., thence W.; asc.

53 ft., over S. slope.
The cor. of secs, .10, 11, 14 and 15.
Land, broken.

Soil, rocky and sandy. .
Timber, thick scrub juniper and pinon.

Undergrowth, .shadscale and bunchgrass.

40.03

N, 89° 43' W,, bet. secs. 10 and 15.

Over broken mountainous land; asc. 76 ft., over rocky SE.

slope,

Point of rocky spur, slopes SW,; desc, 226 ft, over NW,
slope,

Wash in canyon bottom, drains SW.; asc., 278 ft, over SE.
slope.

Top of ridge, bears N, and S;; desc, 318 ft. over SW.
slope.

“Wash in.canyoh béttom, &rains S: irregularly; asc. E.
slope to % sec, cor.

Point'for the %ﬂsec; éor. of,éecs,,lO’and 15,

~7 (October 1964) (formerly 4—673b) USDI--~BLM eI~
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48.80
70.40

80.06

1,00
20.50
29.80

40.08

Top of ridge, bears N. and S., desc. 28 ft. over gradual

18

.Portion of the Subdivision of T. 39 S., R. 4 E,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd. :

T39S R4E
" S10
% S15

- 1965

Asc., 274 ft. over steep E. slope.

Rim of canyon, bears N. and S.; asc. 69 ft. over gradual
E. slope.

W. slope.

The cor., of secs. 9, 10, 15 and 16, an iron post, 2%
ins. diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in
1958.

Land, rough and broken.
Soil, sandy .and rocky.
Timber, thick scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

From the cor. of secs. 10, 11, 14 and 15.
N. 0° 02' W., bet. secs..l0 and 11,
Over broken mountainous land; asc. gradual SE. slope.

Top of ridge, bears NE. and SW 5,00 chs., thence slopes !
SW.; desc. 246 ft, over NW. .slope. .

Wash in canyon bottom, drains SW.; asc, .127 ft, over
SE. slope.

Rim of .canyon, bears NE. and SW.; asc; 30 ft. over
gradual S. slope.

Point for the % sec. cor. of secs, 10 and 11.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, .in a mound of stone, 4 ft. base to top, with
brass cap mkd.

T39S R4E

4
s10|s11

1965
from which

A pinon, 10 ins. diam., bears S. 70 24'E,, 68 lks.
dist.,, mkd. % S11.BT.

A juniper, 16 ins. diam., bears N,66°30'W., 41 lks.
dist.s mkd. % S10 BT.

Cont. ascent.
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.- Portion of the Subdivision of T. 39 S., R, & E.

317

CHAINS

' 40.80

42.10

49.70
52,10

65.90
74.30

76 .00

78.00

80.16

28.22

40.01

40,97

58,10
67.00

76 .00

Dirt road, bears NW. :and SE, .irregularly.

Top of ridge, bears E. and W.; desc. over gradual N.
slope. :

Bulldozed road, bears E, and W. ‘
Bulldozed road, bears E. and W.

Rim of small canyon, bears NE. and W. irregularly;idesc.
75 ft. over NW. slope, .

Wash in canyon bottom, drains E.; asc. gradual SE.
slope.

Small spur, slopes E.; desc. 88 ft., over NE. slope.

Main wash, 30. lks. wide, 12 ins. deep, drains S.80°E.;
asc. gradual S, slope,

The cor. of secs, 2, 3, 10 and 11, an iron post, 2% ins.
diam., set, mkd. and witnessed as recorded in the survey
of a portion of the subdivision of the Tp,, in 1958.

Land, broken.

So0il, rocky and sandy.

Timber, thick scrub juniper and pinon.,
Undergrowth, shadscale and bunchgrass.

N. 89° 57' W., bet. secs. 3 and 10.

Over rolling mountainous land; asc. along S. slope of
small ravine,

Bulldozed road, bears NW. and E.; cont. ascent.
Point for the % sec. cor. of secs. 3 and 10.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with-brass cap mkd.
T39S R4E
s3
X S10
1965
Asc. gradual E, slope.

Dirt road, bears NW, and SE, irregularly;cont., ascent.

Top of rise, bears N. and S. irregulary;desc, gradual
W. slope,

Rim of small canyon, bears NE, and SW. irregular; desc.
203 ft, over ledgy W. slope.

Wash in canyon bottom, drains SW.; asc., 130 ft. over
ledgy SE. slope tq sec. cor, .

-7 (October 1964) (formerly 4-673b) USDI~—BLM 1. -
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80.02

. 4.90

12.20

24,90

38.60
39.44

39,97

44,90

79.94

19,20

25.00

20

. Portion of the Subdivision of T.:39 S., R. 4 E.

The cor. of secs. 3, 4, 9 and 10, an iron post, 2% ins.
diam., set, mkd. .and witnessed as recorded in the sarvey
of a portion of the subdivision of the Tp.,  in 1958.

Land, rolling and broken,

Soil, sandy and rocky.

Timber, thick scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

From the cor. of secs. 27, 28, 33 and 34.
S. 89° 46' W., bet. secs. 28 and 33.

Over broken mountainous land; desc. 30 ft. over W,
slope.

Bottom of swale, drains S.;. asc. 30 ft. over E. slope.
Top of spur, slopes S.; desc. 140 ft. over W. slope.

Wash in canyon bottom,kdrains.S.; asc, 150 ft. over
broken E. slope.

Rim of canyon, bears N, and S.; cont. gradual ascent.
Bulldozed road, bears NW. and SE. irreguiarly.
Point for the % sec. cor, of secs; 28 and 33.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone,. in a mound of stone, 3% ft. base to top,
with brass cap mkd.

T39S R4E

528
1 900
“7s833

1965
Asc. 31 ft. over E. slope.

Top of rise, bears N. and S.; desc, 126 ft. over W.
slope to sec. cor.

The cor. of secs. 28, 29, 32 and.33, an iron post, 2%
ins, diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in
1958,

Land, broken.

Soil, rocky and sandy.

Timber, thick scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

N. 0° 03' W., bet. secs., 28 and 29.

Over broken mountéinOus land; asc, 27 ft, over SW. slope,

Top of rise, bears E. and W.; desc. over gradual N.
slope,

Bottom of small draw, drains W.; asc. gradual SW, slope
to % sec. cor.
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}—4
D

40,00

80,00

9.70

19.70

39.20

39.93

Point for the % sec. cor, of secs. 28 and 29.

Set an iron post, 30 ins. long, 2% ins, diam., 4 ins.

.in the ground to bedrock, in a mound of stone, 4 ft.

base to top, with brass cap mkd,
T39S R4E
%
S29|s28

1965

-Cont. gradual ascent-over broken exposed sandstone, -

Point for the cor. of secs. 20, 21, 28 and 29.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in-a mound of stone, 4 ft.
base to top, with brass cap mkd.

T39S R4E

520]821
529|528
1965

Land, broken, '

Soil, rocky and exposed sandstone,
Timber, thick scrub juniper and pinon.
Undergrowth, scattered shadscale.

Fgom the‘cor. oé secs, él, 22, 27‘and 28.

S. 89° -45' W., bet. 'secs. 21 and 28,

Over broken mountainous land; asc. 90 ft. over N. slope.
Spur, slopes N.; desc, 231 ft, over NW. slope.

Wash in canyon bottom, drains NE.
asc, 250 ft, over broken NE. slope.

Top of sandstone ledge, bears NW, and SE. irregular;
thence over exposed sandstone.

Point for the % sec., cor. of secs, 21 and 28,

Set an iromn post, 30 ins, long, 2% ins, diam., on ex-
posed sandstone, in a mound of stone, 4 ft. base to top,
with brass cap mkd.

T39S R4E

1 821
“7528

1965

Cont. over gradual E. slopg of exposed sandstone.,
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. Portion of the Subdivision of T. 39 S., R. 4 E.

CHAINS

42,90 Bulldozed road, bears N. and S. irregular, along top of
low ridge; desc. 36 ft. over W. slope.

47,60 .Bottom of draw, drains S.; asc. 40 ft., over E. slope.
50.00 Top of spur, projects S.; desc, 43 ft. over W. slope.
55.80 Bottom of draw, drains S.; asc, 40 ft. over E. slope.

58.10 Top of spur, projects S.; desc, 95 ft. over gradual
W. slope.

69.80 Bottom of draw, drains S.,; asc., 10 ft. over E. slope.

74,00 Top of low spur, slopes S.; desc, over gradual SW,.
slope of exposed sandstone,

79.86 | The cor. of secs. 20, 21, 28 and 29.

Land, rough and broken.,

Soil, sandy and exposed sandstone,

Timber, scattered scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

N. 0° 10' W., bet. secs. 20 and 21,
Over broken mountainous land; asc, 40 ft. over W. slope.
1.70 Wash, 30 lks. wide, 2 ft. deep, drains W.

20.60 Top of rise, bears NE. and SW.; desc. 37 ft. over NW,
slope.

22,40 Bottom of draw, drains NW.; asc. 36 ft. over S. slope,

25,10 Slope changes to SW, and sandstone ledge; asc. 38 ft,

34,50 Top of sandstone ledge, bears E. and W. 3.00 chs, to W.
point, thence slopes W.; cont. ascent,

37.90 Top of small ridge, tears SW. and E.; desc., 20 ft, over
NW. slope.

39.60 Bottom of swale, drains SW. 20.00. chs., thence S,
40,13 Point for the % sec. cor. of secs, 20 and 21,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins,
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T39S R4E

14
S20|s21

1965
Asc, 20 ft, over SE. slope.

50.10 Top of rise, bears E, and W,.; desc, 26 ft, over NW.
slope.
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-~y

[

55.10

61.90

66 .60
68.90

73.90

80.26

12,20

13.90

32,90

40,00

41,80

65.00

Bottom of draw, drains W, 5.00 chs., thence SW.; asc,
28 ft. over S, slope.

Bulldozed road, bears NW, and SE.; slope changes to SE,;
asc. 35 ft.

Top of flat topped knoll.
Desc. 53 ft. over N, slope.

Wash, 20 lks. wide, 6 ins, deep, drains E.; asc, 27 ft,
over E. slope to sec. cor.

The cor., of secs. 16, 17, 20 and 21, an iron post, 2%

ins, diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in

1958,

Land, broken.

Soil, sandy and rocky.

Timber, scattered scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass,

From the cor. of secs. 8, 9, 16 and 17, an iron post,
2% ins, diam., set, mkd. and witnessed as recorded in
the survey of a portion of the subdivision of the Tp.,
in 1958,

N. 0° 03' W., bet. secs. 8 and 9.

Over broken mountainousvland; desc, 63 ft. over N.
slope,

.Bottom of draw, drains $.20°E,; asc. 63 ft. over ledgy

SE. slope.

Toﬁ of sandétone ledée, béars E. and W.; slopc changes
to S., .asc. 68 ft.

Top of narrow ridge, bears E. and W.; desc, 45 ft, over
N. slope.

Point for the % sec. cor. of secs. 8 and 9.
Set an iron post, 30 ins. long, 2% ins. diam,, &4 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.
T39S R4E
1
s8|s9
1965

Cont. gradual descent.

Sandstone ledge, bears E, and W.; desc. 300 ft. over
ledgy N. slope. '

Spur, slopes NE.; desc.150 ft. over NE. slope.




CHAINS
72.00

© 80.00

7.30

11.60
39.20

40,02

42,20

46,20

48.10

57.10

65.00
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Portion of the Subdivision of T. 39.S., R. 4 E,

Wash in bottom of Reés Canyon, drains SE,j’asc. gradual
W. slope. ’ ’ ’

Point for thé cor. of secs. &, 5, 8 and 9.
Set an iron post, 30 ins. long, 2% ins. diam., &4 ins.
in the ground to bedfock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.
T39S R4E
.85(S4:
s8(s9

. 1965

Land, rough and broken.
Soil, rocky and sandy.
Timber, thick scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

From the cor. of secs. 3, 4, 9 and 10,
S. 89° 56' W., bet. secs. 4 and 9.

Over broken mountainous land; asc. 75 ft. over SE,
slope.

Sandstone ledge, 30 ft. high, bears N, and S.; asc,
118 ft., over E, slope,

Top of spur, slopes S,; desc, 92 ft. over SW. slope.

Rim of cove, bears SW, and NE,; desc., over NW. slope.

Point for the % sec. cor, of secs, 4 and 9.

Set an iron post, 30 ins. long, 2%-ins..diam., 6 ins,
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T39S R4E

. S4
5 S9
1965
Desc, 20 ft, over NW. slope.

Bottom of cove, drains SW.; asc. 45 ft. over SE. slope.

Rim of cove, bears NE. and SW.; desc. 75 ft, over W.
slope.

Bottom of cove, drains S.; asc, 75 ft. over E. slope.

Rim of dove, bears E, and W.; desc. over gradual SW.
slope, ° ) ) ' )

Rim of Rees Canyon, bears N. and S.; desc. 305 ft. over
W. slope. o ) ’
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323

CHAINS

75.00

80.04

26.00

40.00

47.00
65.50

79.52

3.60

33.70

Spur, slopes S.; desc. 200 ft. over SW. slope to sec.
cor,

‘The cor, of secs. 4,‘5, 8 and 9.

Land, rough and broken.

Soil, rocky.

Timber, thick scrub juniper and pinon.
Undergrowth, shadscale.

N. 0° 11' W,, bet. secs. 4 and 5.

Over broken mountainous land; asc, 200 ft., over SW. .
slope,

Rim of Rees Canyon, bears S.20°E, and N,20°W.; asc.
over gradual S, slope.

Point for the % sec. cor. of secs, 4 and 5..

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone,. 4 ft. base to top, with
brass cap mkd.

T39S R4E

3
S5|s4

1965 |
Cont, ascent,
Enter reseeded area,
Leave reseeded area.

The cor. of secs. 4, S,A32 and 33, an iron post, 2% ins,
diam., set, mkd, and witnessed as recorded in the
official record of the 1958 survey.

Land, broken.

Soil, rocky and sandy, . .

Timber, scrub juniper and pinon S. portion; reseeded N.
portion,

Undergrowth, sagebrush and bunchgrass,

From the cor. of secs. 29, 30, 31 and 32, an iron post,

125 ins. diam., set, mkd, and witnessed as recorded in

the survey of a portion of the subdivision of the Tp.,

in 1958.

West, bet, secs. 30 and 31.
Over broken mountainous land; asc, 22 ft, over E, slope.

Top of ridge, bears N, and S.; desc. 55 ft. over W.
slope., ) ' '

Dirt road, to Smoky Mountain, bears NE, and SW.; base of
ridge, bears N, and S.; asc. gradual E. slope.

)~7 (October 1964) (formerly 4=673b) USDI~-~BLM et
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CHAINS

40.00

42.20

48.50

53.50
57.50
71.50

79.54

7.00
8.30
17.00

31.00

40,00
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Portion of the Subdivision of T. 39 S., R. 4 E.

Point for the % .sec. cor, of secs. 30 and 31.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground.to bedrock, .in.a mound of stone, 3% ft.
base to top, with brass cap mkd.

T39S R4E

S30
T s31

1965
Cont. ascente.

Top of rise,. bears N, and S.; desc. 100 ft. over W,
slope. .

Bottom of draw, drains S.; asc, 100 ft, over E, slope.

Top of rise, bea¥s N, and S.; trail road, bears NW, and
SE,.; desc. 45 ft. over SW.. slope, .

Base of. steep ascent,. bears NE. and SW.; asc, 390 ft,
over SE, slope..

Top of ridge, bears S.15°W, and N.15°E,; desc. 233 ft,
over steep broken W. slope to sec, cor.

True point for the cor. of secs. 25, 30, 31 and 36, from
which its witness cor., bears S., 0,15 chs., on the W.
bdy. of the Tp., an iron post, 2% ins., diam., set, mkd.
and witnessed as recorded in the survey of the E, bdy.
of T. 39 S., R. 3 E., in 1958, -

Land, rough and broken.
Soil, sandy and rocky.
Timber, scrub juniper and pinon on E. portion.
Undergrowth, shadscale.

From the cor. of secs. 29, 30, 31 and 32,
N. 0° 03' W., bet, secs. 29 and 30,
Over broken Dry Wash Canyon; asc. 27 ft., over SE. slope,

Top of ridge, bears NW. and SE.; desc. 10 ft. over NE.
slope,

Sandstone wall, bears MW, and SE.; desc. 321 ft. over
wall and NE. sIope. o

Wash from side canyon, 150 ft. deep, drains SE. into
Dry Wash Canyon.; over canyon bottom,

Wash in bottom of Dry Wash Canyon, drains $.15° E.; asc,
33 ft. over S. slope to % sec. cor.

Point for the % séc. cor. of secs. 29 and 30.
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325

CHAINS

65.30

80.00

5.50
19.10
30.90

39.92

55.00

Set an iron post, 30 ins. lang, 2% ins. diam., on solid
sandstone, in a mound of stone, 3% ft. base to top,
with brass cap mkd.

T39S R4E

4
$30|s29
1965

Asc. 202 ft. over broken S. slope of fork of Dry Wash
Canyon and a side canyon.

Top of sandstone ledge, bears NE. and NW.; ésc. 40 ft.
over S. slope to sec., cor.

Point for the cor., of secs. 19, 20, 29 and 30,

Set an iron post, 30 ins. loﬁg, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd.

T39S R4E
S19s20
S$30|829

1965

Land, rough and broken.

Soil, rocky and exposed sandstone.

Timber, scrub juniper and pinon S. portion.
Undergrowth, shadscale.

From the cor. of secs. 20, 21, 28 and 29.
S. 89° 59' W., bet., secs. 20 and 29.

Over broken canyon land; desc. 43 ft. over W. slope of
exposed sandstone,

Small' draw, 80 lks. wide, 10 ft, deep, drains SW.;
rocky shelf, bears E. and W.; desc. 27 ft,

Small draw, 60 lks. wide, 8 ft, deep, drains SW.; desc.
25 ft. over SW. slope. '

Rim of canyon, bears NE, and SW,; desc. 105 ft. over
NW. slope to % sec. cor.

Point for the % sec., cor. of secs,. 20 and 29,

Set an iron post, 30 ins. long, 2% ins. diam., &4 ins.
in the ground to bedrock, in a mound of ~stone, 4 ft,
base to top, with brass cap mkd, :

T39S R4E

520
% 529

1965
Desc, 210 ft. over steep W. slope of canyon.

Bottom of canyon, drains SW. into Dry Wash Canyon; asc.
300 ft, over steep ledgy SE, slope,

N

1064) ¢ H .y USDI—-—BLM
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76.10

79.84

1.00
21,30
33.00

40,00

50.00

58.20

63.80

79.46
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. Portion of the Subdivision of T.:39 S., R. 4 E.

Top of sandstone ledge, bears NE. and SW.; over broken
.exposed sandstone. : .

The cor. of secs. 19, 20, 29 and 30.

Land, rough and broken.

So0il, rocky and exposed sandstone.

Timber, scrub juniper and pinon E. portion.
Undergrowth, shadscale,

N. 89° 58' W., bet. secs. 19 and 30.
Over broken canyon land; -over broken exposed sandstone,

Rim of Dry Wash Camyon, bears NE. and SW. 4.00 chs.,
thence SE., desc. 300 ft., over W, slope.

Bottom of Dry Wash Canyon, dralns SE., asc. 320 ft,
over rocky E, 'slope.

Rim of Dry Wash Canyon, bears N. and S.; over gradual
broken S. slope.

Point for the % sec., cor. of secs, 19 and 30,
Set an iron post, 30 ins., long, 2% ins. diam., on solid

sandstone, in a mound of stone, 4% ft. base to top, with
brass cap mkd.

T39S R4E

S19
L Lok
“ 830

1965
Asc. 72 ft. over broken E. slope.

Dirt road to Smoky Mountain, bears N, and S. irregular;
asc, 23 ft. over SE, slope._

Wash, 20 lks. w1de, 2 ft. deep, dralns S.85°E. from W,;
along wash,

Base of main ascent, bears N, and S.; asc. 314 ft,
over steep rocky E. slope to sec. cor.

The cor. of secs, 19, 24, 25 and 30, on the W, bdy. of

‘the Tp., an iron post, 2% ins, dlam., set, mkd and

witnessed as recorded in the survey of the E, bdy. of
T. 39 s., R, 3 E,, in 1958,

Land, rough and broken.

Soil, rocky and exposed sandstone,
Timber, scattered juniper and pinon.
Undergrowth, shadscale and bunchgrass,

From the cor. of secs. 19, 20, 29 and 30,
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1.50

19.00

40.00

57.00

70,00

7.77

N, 0° 03' W., bet, secs. 19 and 20.
Over broken canyon land; along top of sandstone ledge.

Sandstone ledge, bears NE, and SW,; desc, 223 ft. over
NW. slope of Dry Wash Canyon,

Bottom of descent; asc, 166 fr, over W, slope to }
sec, cor,

Point for the ¥ sce. cor, of sccs, 19 and 20, on W,
slope, 316 ft, above bottom of canyon.

Sct an iron post, 30 {ns. long, 2% ins, diam., 6 {ins,
in the ground to bedrock, in a mound of stone, 4 ft,
basc to top, with brass cap mkd.
T19S R4E
|
S19 S0

1965
Asc, 20 ft. over W, slope,

Top of spur, slopes W, from canven rim; dese, 300 ¢,
over MW, slope,

Head of side canven, drains SW, into Dry Wash Ganvon:
asc, 250 {ft, over SE, 2lope,

Rimn of canvon, bears £, and W.; asc, 47 {4, over
broken bench land te sec, vor,

Pofnt for the cor, of weosn, 17, 18, 19 and 20,

Set oan {ron pout, 30 {n., long, JY odna, diam,, on solid
sandstone, in a mound of stene, 4% e, base to tep, with
brass cap mkd,

T39S RAK
s18 517
DAL
$19:520
1965
Land, rough and broken,
5011, rocky and exponcd sandstone.

Timber, scrub juniper and pinon,
Undergrowth, shadscale and bunchgrass,

From the cor, of sccs. 16, 17, 20 and 21,
S. 89” 56' W,, bet. sccs. 17 and 20,

Over rolling mountainous land; asc, 43 ft, over E.
slope,

Bulldozed road, bears N. and S, {irrcgular,

07 (October 1964) (fermerly 4—672) USDI——BLM
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10.00

65.00

78.20

79.82

2,00

9.30

13.90

21.20
22.90
30.00

39.00

40,00

39.91
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Top of

ridge, bears N. and S.; desc. 127 ft. over SW.

slope to % sec, cor.

Point for the % sec. cor. of secs. 17 and 20.

Set an
in the

iron post, 30 ins. long, 2% ins. diam., 8 ins.
ground to bedrock, in a mound of stone, 4 ft.

base to top, with brass cap mkd.

T39S R4E
3 S17
520

1965

Desc., 286 ft. over rocky W. slope.’

Bottom of canyon, drains SW,; asc. 170 ft. over ledgy
E. slope.
Rim of canyon, bears NE. and S.; over gradual S. slope
of bench,

The cor. of secs. 17, 18, 19 and 20.

Land, rolling E. portion; broken W. portion.
Soil, rocky and sandy. : :
Timber, thick scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

S. 89°

59' W., bet. secs. 18 and 19,

Over rolling mountainous land; asc. 10 ft. over SE.

slope.

Top of
slope.

Bottom

Top of
slope.

Bottom
Top of
Bottom

Top of

ridge, bears N, and S.; desc. 28 ft. over W,

of draw, drains S.; asc, 20 ft. over E. slope.

ridge, bears N, and S.; desc. 52 ft. over SW,

of draw, drains S,; asc. 15 ft, over E, slope,
spur, ‘slopes SW.; desc, 46 ft. over NW, slope,

of draw, drains S,; asc, 55:ft, over SE, slope.

spur, slopes SW,; desc, 104 ft. over NW. slope

to ¥ sec, cor,

Point for the % sec. cor, of ‘secs. 18 and 19

Set an
in the

iron post, 30 ins. long, 2; ins, diam., 4 ins,
ground to ‘bedrock, in-a mound of stone, 4 ft,

base to top, with brass cap mkd.

T39S R4E -

S18
5o S19

1965
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CHAINS

45,00
51.50
64,00

79.42

13.60

40.00

80.00

Desc. 170 ft. over W. slope into deep narrow canyon.

Bottom of canyon, drains.SW.; asc., 185 ft. over ledgy
E. slope.

Top of spur, slopes S.; desc. 200 ft. over ledgy W,
slope.

Bottom of canyon, drains SE.; asc, 195 ft. over ledgy
E. slope to sec. cor. .

True point for the cor. of secs. 13, 18, 19 and 24, from
which its witness cor., bears S., 3.80 chs., on the W,
bdy. of the Tp., an iron post, 2% ins. diam., set, mkd.
and witnessed as recorded in the survey of the E, bdy.
of T, 39.5., R..3 E., in 1958, .

Land, rolling E. portion; broken W. portion.
Soil, rocky and sandy.

Timber, . scrub juniper and pinon.
Undergrowth, shadscale,

From the cor. of secs, 17, 18, 19 and 20.
N. 0° 03" W,, bet. secs. 17 and 18,

Over rolling mountainous land; asc, 40 ft. over SE,
slope.

Top of rise, bears E. and W.; desc; 20 ft. over gradual
NW. slope to % sec. cor.

Point for the 1/4 sec. cor. of secs, 17 and 18,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd.

T39S R4E
4
S18|s17

1965

Bottom of descent; asc. over gradual SW. slope to sec.
cor.

Point for the cor. of secs, 7, 8, 17 and 18.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.,
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd. :

T39S R4E

© _S7]s8
S18|s17
1965

Land, rolling.

Soil, sandy and rocky.

Timber, thick scrub juniper and pinon.
Undergrowth, shadscale.

~7 (October 1964) (formerty 4—-673b) USDI——~BLM Fl: D:oy
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CHAINS

2.50
10.20

116.20

27.23

39.93

58.57

79.86

216

31.40
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"Portion of the Subdivision of T. 39 S., R. 4 E.

From. the cor. of secs. 8, 9, 16 and 17,
S. 89° 46' W., bet. secs. 8 and 17,

Over rolling mountainous land; desc. 28 ft. over NW,
slope.

Bott&m of drgw, dréins NE.; aéc. 48 ft, over.NE. sloﬁe.
Top of spur, slopes NE.; desc. gentle NW. slope.
Botfom of aeséént; asc, éentle NW. slobe..

Bulldozed road, bears N. 20° W,.and.S. 20° E.

Point for the 1/4 sec., cor. of.secs. 8 and 17.

Set an iron post, 30 ins;'long, 2% ins.,diam., 12 ins,
in the ground to bedrock, in a mound of stone, 4 ft.

base to top, with brass cap mkd.

T39S R4E
. 38
S17
1965

Top of rise, bears N, and S.; desc., 93 ft. over W. slope
to sec. cor.

Bulldozed road, bears NW, and SE.

" The cor. of secs. 7, 8, 17 and 18, °

Land, rolling.

Soil, sandy and rocky.

Timber, thick scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass,

S, 89° 53' W., bet. secs, 7 and 18,

Over mountainous land; desc. 152 ft. over SW. slope to
canyon rim.

Bulldozed road, bears N.760° E. and S. 60° W. for 6.00
chs. to end. .
S _ witness - ,

Point selected for the /1/4 .sec, cor. of secs. 7 and 18,
0,30 chs. E. of canyon rim which bears N. and S. irregulrg

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T39S R4E
¥ w 87
C- 818

1965
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331

CHAINS

40.00

57.00

63.20

70.60

79.34

- 5.80

10.00

30.00

40,00

42,70

Desc. 200 ft, ovef"steeprledgy'w. slope,

True point for the % sec. cor. of secs. 7 and 18, falls
on inaccessible slopes of canyon and cannot be perpet-
uated. ’ ' ) '

Bottom of canyon, drains SW.; asc, 150 ft, over ledgy
E. slope.

Rim of canyon, bears N, and S.; desc. over gradual NW.
slope,

Bulldozed road, bears N, and S. 2.00 chs. to pole
corral.

The cor. of secs. 7, 12,‘13 and 18, on the W, bdy. of
the Tp., an iron post, 2% ins. diam., set, mkd. and
witnessed as recorded in the survey of the E, bdy. of
T. 39 S., R. 3 E., in 1958.

Land, rolling E. portion; broken W. portion.
Soil, rocky and sandy.

Timber, thick scrub juniper and pinon,
Undergrowth, shadscale.

From the cor. of secs, 7, 8, 17 and 18,
N. 0° 03' W., bet, secs. 7 and 8.

Over broken mountainous land; asc, over gradual SW.
slope.

Bulldozed road, bears E, and W,

Rim of small canyon, bears NE. and SW.; desc. 75 ft,
over NW, slope,

Bottom of canyon, drains SW,; asc. 75 ft. over SE.
slope to % sec. cor,

Point for the % sec, cor, of secs. 7 and 8,
Set an iron post, 30 ins, long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.
T39S R4E
%
S7|s8
1965

Cont. gradual ascent,

.JRim of small canyon, .bears NE, and SW.; over rolling

broken bench 1land.
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70.30

80.00

3.00
8.?0
13.50
21,00
28.90

39.98

40,10

54,00
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Draw, 1,00 chs, wide, 50 ft, deep, drains SW.
Point for the cor., of secs. 5, 6, 7 and 8.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T39S R4E

5685

S7]|s8
1965
Land, rolling and broken.

Soil, rocky and sandy. »
Timber, thick scrub juniper and pinon. -

- Undergrowth, shadscale and bunchgrass.: -

From the cor. of secs. 4, 5, 8 and 9.
S. 89° 46' W,, bet. secs. 5 and 8.

Over broken mountainous land; desc. over gradual W.
slope of Rees Canyon, -

Bottom of Rees Canyon, drains S.lSsE.; asc, 206 ft,
over E, slope.

Rim of Rees Canyon, bears N, and S.; over S, slope of
spur. o

Rim of branch of Rees Canyon, bears NW. and SE.; desc.
200 ft., over SW., slope. ‘ ’

Bottom of canyon; drains SE.; asc. 200 ft. over E.
slope. ' ’ '

Rim of canyon, bears N. and S.; desc. over gradual SW,
slope. : : -

Point for the % sec. cor. of secs. 5 and 8,

Set an iron post, 30 ins. long, 2% ins, diam., 4 ins.
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd., :
T39S R4E
S5
% S8
1965

Cont, descent.
Bottom of draw, drains SE.; asc. 27 ft, over SE. slope.

Top of ridge, bears NW, and SE.; desc. 45 ft. over W.
slope to sec, cor.
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333

CHAINS

61.50

79.96

' 5.00
23.00

29.80

40.00

40.50
52.80

79.30

Bulldozed road,; bears N, and S. irregular.
The cor, of secs. 5, 6, 7 and 8.

Land, broken,

Soil, rocky and sandy. . L
Timber, thick scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

S. 89° 42' W., bet. secs. 6 and 7.

Ovér rolliné ﬁountaiﬁous iand; desé.'gra&ual W. sldpe.
Bbttom Bf smali draw; drains SE.; asc. gradual E. slope.
Dirt road to Sﬁoky Mountain, bears NE, and SW.

Top of ridge, bears N, and S.; desc, 80 ft, over W,
slope to % sec. cor.

Point for the % sec. cor. of secs. 6 and 7.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 3% ft.

base to top, with brass cap mkd.

T39S R4E

S6
% S7
1965

Cont, descent,

Wash, 40 lks. wide, 3 ft. deep, drains S.; asc, 135 fe.
over SE. slope, '

Top of spur, slopes S.; desc. 68 ft. over broken S.
slope to sec. cor.

The cor. of secs. 1, 6, 7 and 12, on the W, bdy. of the
Tp., an iron post, 2% ins. diam., set, mkd, and wit-
nessed as recorded in the survey of the E, bdy. of

T. 39 5., R. 3 E., in 1958,

Land, rolling.

Soil, rocky and sandy.

Timber, thick scrub juniper and pinon,
Undergrowth, shadscale and bunchgrass.

From the cor. of secs. 5, 6, 7 and 8.
N. 0° 16' W,, bet, secs. 5 and 6.

Over rolling mountainous land; desc. over gradual NW,
slope. .
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1.00

5.90

7.80

12.60
35.37

40.00

65.70

70.75
75.90

79.68
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Bottom of draw, drains SW. irregular; asc. 52 ft, over
S. slope.

Top of spur, slopes W.; desc. 10 ft, over NW,. slope.

Bottom of small draw, drains SW.; asc. 22 ft., over SE,
slope.

Top of low spur, slopes SW.; asc. 6ver gentle W, slope.
Bulldozed road, bears N,15°W. and S.15°E.

Point for the Y, sec., COr. of secs, 5 and 6.

Set an iron post, 30 ins. long, 2% ins, diam., 16 ins,
in the ground .to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd,

T39S R4E

ok
S6|s5

1965
Over nearly level land,

Crest of rise, bears E. and W,; desc, 13 ft, over NE,
slope to sec. cor,

Dirt road, to Smoky Mountain, bears NE. and S.10°W,
Wash, 10 lks. wide, 2 ft. deep, drains NE, irregular.

The cor. of secs., 5, 6, 31 and 32, on the N, bdy. of the
Tp., an iron post, 2% ins. diam., set, mkd. and wit-
nessed as recorded in the survey of the N. bdy. of the
Tp., in 1958, ‘

Land, rolling,.

Soil, sandy and rocky.

Timber, thick juniper and pinhon S, portion; scattered
N. portion,

Undergrowth, shadscale and‘bunchgrass.

General Description

Township 39 South, Range 4 East, is located 24 miles
northeast of Glen Canyon City, Utah, ‘and is broken
mountainous land. 1Its elevation varies from 5,500

to 6,410 ft, above sea level at the highest portion.
The area is drained in a southwardly direction by two
deep canyons. The soil is very sandy and rocky, with
exposed sandstone along .the canyon rims, There is
thick timber over most of the township, and the
vegetation consists mostly of shadscale, bunchgrass
and scattered sagebrush., There are numerous dirt
roads throughout the township, '‘and some coal ex-
ploration, but no major improvements,
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Portion of the Subdivision of T. 40 S., R. 5 E.

341

CHAINS

2,30

11.10

17.20

28,40

29.00

40.00

‘Corners on the east-west lines were set on the true

The south, (Eighth Standard Parallel South), north, east
cand west boundaries, ‘and portion of the subdivision were
surveyed under the supervision of Vern E, Lane in 1958.

The following field notes are those of a survey of the
unsurveyed subdivisional lines of T, 40 S., R. 5 E.

The survey was executed in accordance with the speci-
fications as set forth in the Manual of Surveying
Instructions, 1947, and the Spec1a1 Instructlons dated
April 30, 1965. ’

latitudinal curve, Lines connecting previously est-
ablished corners were run by random and true method,
but for simplification of the record, the random lines
are omitted from these field notes.

All lines of this survey were run by direct method where
lines were .accessible; lines inaccessible were run by
traverse or triangulation method. Distances to topo-
graphy on lines run by traverse and triangulation methods
are as scaled from Bureau of Land Management Wahwedp
Administrative Unit Map. The details of such traverses
‘and triangulations have been thoroughly checked and
verified, and in order to simplify the records, the
diagrams and reductlons are omitted from these field
notes.

The geographic position for the southeast corner of the
township is at Latitude 37° 16' 57.73" N. and Longitude
111° 18' 22,44" W., as furnished with the data in the
special instructions.

The magnetic declination was read at a number of stations
throughout the township and the average of the several
readings was found to be 15° 15' East.

22,20

Beginning at the cor. of secs. 25, 26, 35 and 36, marked
by an iron post, 2% ins. diam., set, mkd. and witnessed
as recorded in the survey of a portion of the subdivision]
of the Tp., in 1958,

N, 0° O1' W., bet, secs. 25 and 26,

Over broken mountainous land.

Sandstone ledge, 20 ft, high, bears E. and W.; desc, 145
ft. over NE. slope,

Wash in bottom of draw, drains SE.; asc. 118 ft. over
SW, slope, -

Spur slopes SE.; desc. 75 ft. over NE, slope.

Wésh iﬂ head of‘draw, drains SE.; asc. 210 ft. over
rocky SE. slope.

Top of ridge bears E, and W,

Desc. 180 ft, over N, slope, through scattered pinon
and juniper.

Point for the 1/4 sec., cor. of secs. 25 and 26.
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CHAINS

45.80

58.60
63.50
65.70

78.40

80,00

3.70

37.90

40.01

* Portion of the Subdivision of T. 40 S., R. 5 E.

Set an iron post, 30 ins.ﬁlohg, 2% ins. diam., 4 ins, in
the ground, in a mound of stone, 4 ft, base to top, with
brass cap mkd.

T40S RSE

%
$26(s25
1965

Desc. 20 ft. over N, slope.

Wash in bottom of draw, drains E.; asc., 53 ft. over SE.
slope of exposed sandstone,

S. rim of canyon, bears E. and W.; desc. 60 ft. over N,
slope.

Wash in bottom of canyon, drains S. 80° E.; asc. 60 ft,
over S. slope.

N. rim of canyon, bears NW. and SE.; asc. 105 ft. over
SW, slope.

Spur slopes W.; desc, 40 ft, over NW, slope.
Point for the cor. of secs. 23, 24, 25 and 26.

Set an iron post, 30 ins. long, 2% ins, diam., 4 ins.
in the ground to bedrock, in a mound of _stone, 3% ft.
base to top, with brass cap mkd.

T40S RSE

8231824
§26 [S25
1965

Land, rocky and broken.

Soil, rocky.

Timber, 'scattered scrub juniper and pinon.
Undergrowth, none.

From the cor. of secs, 19, 24, 25 and 30, on the E. bdy.
of the Tp., an iron post, 2% ins. diam., set, mkd. and
witnessed as recorded in the survey of the E. bdy. of
the Tp., in 1958,

N. 89° 58' W., bet. secs. 24 and 25,
Over.broken, mountainous land,
Desc. 30 ft. over NW. slope.

Wash in bottom of Rogers Canyon, drains SW.; asc. 400 ft,
over SE, slope, to W. rim of canyon.

W. rim of canyon, bears NE. and SW.
Point for the 1/4 cor, of secs. 24 and 25.

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins. in
the ground to bedrock, in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T40S R5E
_S24
% “525

1965
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CHAINS

76 .60

80,02

3.90

9.20

30.40

38.30

40,00

48.00
63.20
68,10
74.10

80,00

Asc, 470 ft. over E, slope, through scattered scrub
juniper and pinon.

Top of ridge, bears SE. and NW,; desc, 66 ft. over W.
slope to sec. cor.

The cor. of secs. 23, 24, 25 and 26,

Land, rough and broken.

Soil, rocky. S
Tunber, scattered scrub juniper and pinon.
Undergrowth, none.

¢

" 16,70

22.60

>

N. 0° O1' W., bet. secs., 23 and 24.
Over broken, mountainous land.

Asc, 75 ft, over SW. slope, through scattered pinon and
juniper.

Rim of small mesa, bears NW. and SE.; over nearly level
mesa top.

Asc, 130 ft. over S, slope.

Top of spur, slopes W.; asc, 115 ft, over ledgey SW,
slope.

Spur, slopes SE.; asc, 100 ft, over rocky SE. slope of
main ridge.

Spur, slopes E.; desc, 10 ft. over NE, slope to % cor,
Point for the % sec. cor. of secs. 23 and 24.

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft,.
base to top, with brass cap mkd,

T40S RSE
%
|

-823 |s24

1965
Desc, 285 ft. over NE, slﬁpeh

Draw in bottom of canyon, drains E.; asc. 290 ft. over
SE. slope.

Top of main ridge, bears E, and W.; desc, 58 ft. over
NE, slope.

Small draw in bottom of swale, drains E.; asc. 30 ft.
over SE. slope,

Top of ridge, bears E, and W,; desc. 68 ft, over NE,
slope to sec., cor,

Point for the cor. of secs. 13, 14, 23 and 24,

Set an iron post, 30 ins. long, 2% ins. diam., on
exposed sandstone; in a mound of stone, 4 ft. base to
top, with brass cap mkd.
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24,10

30.10

35.20

39.78

40,08

80.16

4,10

6.80

12.20

* Portion of the Subdivision of T. 40 S., R. 5 E,

* T40S RSE

S14 |s513
523 [S24
1965 -

Land, rough and broken.,

Soil, rocky,

Timber, scattered scrub, juniper and pinon,
Undergrowth, sagebrush,

" Timber, thick scrub. juniper and p1non, on W, 40,00 chains|

From the cor, of secs. 13, 18, 19 and 24, on the E. bdy.
of the Tp., an iron post, 2% ins, diam., set, mkd., and
witnessed as recorded in the survey of the E bdy. of
the Tp., in 1958,

S. 89° 58' W., bet, secs. 13 and 24,

Over broken, mountainous land; asc, 528 ft, over NE.
slope of Rodgers Canyon. ’

Spur, slopes NE.; ‘desc, 25 ft. over NW. slope.

S. rim of small canyon, bears N, 80 E. and S .80°W,; desc.
100 ft. over NW. slope, ;

Wash in bottom of «canyom, drains NE,; asc, 50 ft. over
SE, slope to % sec. cor, i

Point selected for the witness % sec., cor. of secs. 13
and 24, '

Set an iron post, 30 ins. long, 2% ins. diam., 15 ins,
in the ground to bedrock, in a mound of stone to top,
with brass cap mkd, :

T40S RSE

W S13
% C 524

1965

True point for the % sec. cor, of secs. 13 and 24 falls
on inaccessible slopes of canyon.

Asc, 200 ft. over NE, slope, through thick scrub juniper
and pinon to sec. cor,

The cor. of secs, 13, 14, 23 and 24

Land, rough and broken,
8011, sandy and rocky.,

Undergrowth, sagebrush

N, 0° 01' W., bet. secs., 13 and-14.

Ovexr broken, mountainous- 1and through th1ck scrub
juniper and pinon.

Desc, over NE, élope.

Run of small canyon, bears E. and W.; desc., 75 ft, over
N. slopé.

Wash in bottom of canyon, drains E.; asc, 80 ft. over

S. slope.

Rim of canyon, bears E. and W.; asc. 15 ft. over S. slope

6P
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34

CHAINS

14,50

24,30

36.30

40.00

50.10

160,00

76 .00

80.00

15.60

40 .04

Top of ridge, bears E. and W.; desc. 106 ft. over NE.
slope.

Spur, slopes E.; cont. descent.

Wash in bottom of canyon, drains E.; asc..52 ft. over
S. rocky slope to % sec. cor.

Point for the 1]4 sec.4cor. of éecs.,13 and 14,

Set an iron post, 30 ins. long, 2% ins. diam., on
exposed sandstone, in a mound of stone, 4 ft. base to
top, with brass cap mkd,

T40S RSE .
%

Z
S14]513
1965

Asc, 250 ft. over rocky S, slope, through scattered
scrub juniper and pinon.

Top of ridge, bears E, and W.; desc. 300 ft, over N.
slope.

Wash in bottom of cahyon, drains E,.; asc. 75 ft. over
S. slope.

_Top of ridge, bears E. and W.; over nearly level ridge

top.
Point for the cor., of secs. 11, 12, 13 and 14.

Set an iron post, 30 ins. long, 2% ins. diam,, 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T40S R5E
S11(S12
514|513

1965

Land, rough and broken.,
Soil, rocky.
Timber, juniper and pinon.

. Undergrowth, none,

From the true point for the cor. of secs. 7, 12, 13 and
18, on the E. bdy. of the Tp., which is witnessed North
3.00' chs, dist. by an iron post, 2% ins. diam., set,
mkd. and witnessed as recorded in the survey of the E.
bdy. of the Tp., in 1958,

N. 89° 59' W,, bet. secs. 12 and 13.

Over broken mountainous land; desc. 400 ft. over SW.
slope, into Rogers Canyon.

iWaéh in bottom of canyon, drains.S.; asc. 300 ft. over
.SE. slope, to % sec, cor. .

Péint for the 1/4 sec. cor. of secs. 12 and 13,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins,

in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.
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.T40S R5E
512

% S13
1965

Asc,-200 ft, over SE, slope.

55.80 | Rim of canyon, bears N, and S.; thence over broken top
of ridge., - ; .

80.08 | The cor. of secs, 11, 12, 13 and 14.

Land, rough and broken.

Soil, rocky and exposed sandstone,

Timber, scattered scrub juniper and pinon.
Undergrowth, scattered sagebrush,

N. 0° O01' E., bet. secs. 11 and 12,

Over broken, mountainous land, through scattered scrub
juniper and pinon.

4,90 | Desc, 75 ft. over NW, slope,

20.00 | Bottom of draw, drains NE.; asc. 100 ft. over SE, slope.
39.70 ‘ Spur slopes.E.; desc..gradual NE. slope to ¥ sec. cor,
39.96 | Point for the 1/& sec, cor, of secs. 1l and 12,

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, inm a mound of stone, 3% ft.
base to top, with brass cap mkd.

T40S RSE
%
s11|s12

1965
Desc. gradual NE. slope,

42,00 | Rim of canyon, bears E. and W.; desc, 500 ft. over N,
slope.

60,00 | Wash in bottom of canyon, drains E.; asc. 600 ft. over
S. slope. .

75.90 Top of ridge, bears E., and W.; desc. gradual N, slope
to sec, cor.

79.92 | The cor. of secs. 1, 2, 11 and 12, an iron post, 2% ins.
diam., set, mkd. and witnessed as recorded in the survey
of a portion of the subdivision of the Tp., in 1958,

Land, rough and broken.

Soil, sandy and rocky.

Timber, scattered scrub juniper apd pinon.
Undergrowth, sagebrush and bunchgrass.

From the true point for the cor. of secs. 1, 6, 7 and 12,
on the E, bdy. of the Tp., which is: witnessed South 6,00
chs. dist. by an iron. post, 2% ins. diam., set, mkd. and
witnessed as recorded in the survey of the E. bdy. of the
Tp., in 1958. . . Lo :
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CHAINS
S. 89° 54' W,, bet. secs, 1 and 12,

Over broken, mountainous land; desc. 200 ft, over NW.
slope, into Rogers Canyon.

14.90 .| Wash in bottom of .canyon, drains W, 12.00 chs., into
main wash,

36.90 Main wash in bottom of Rogers Canyon, drains SE.; asc.
. 100 ft, over NE. slope, to % sec, cor. :

40.07 | Point .for the 1/4 sec. cor. of secs. 1 and 12.

" Set an iron post, 30 ins. long, 2% ins. diam., 22 ins.
in the ground, with brass cap mkd.

T40S RSE
s1

* =13
1965

Raise a mound of sﬁone, 3 ft. base, 2 ft, high, N. of
cor,

Asc. 400 ft. over NE. slope.

78.10 Rim of canyon, bears NW. and SE,; enter scrub juniper
and pinon; over nearly level top of mesa,

80.14 The cor. of secs., 1, 2, 11 and 12,

Land, rough and broken.

Soil, sandy and rocky.

Timber, .scattered scrub juniper and pinon.
Undergrowth, scattered sagebrush.

From the Stan,., Cor. of secs. 34 and 35, on the S. bdy.,
(Elghth Standard Parallel South), of the Tp., an iron
post, 2% ins, diam., set, mkd. and witnessed as recorded
in the survey of the S. bdy. of the Tp., in 1958.

N. 0° 01" W., bet. secs. 34 and 35.
‘Over broken bottomland, along E. slope of clay ridge.
5.90 Spur, slopes E.; desc. 73 ft. over NE, slope.

16 .80 Wash, 2 ft. deep, 10 lks, wide, drains E.; asc. 60 ft.
over S, slope.

18.10 Top of narrow ridge, bears E. and W.; desc., 60 ft., over
. N. slope.

19,50 Navajo Wash, 1 ft, deep, 30 lks. w1de, dralns SE.; asc.
75 ft. over SW, slope,

25,20 Top of clay ledge, bears NW. and SE., asc, 99 ft. over
broken, rocky SW. slope,

40.00 Point for the 1/4 sec, cor. of secs. 34 and 35.

Set an iron post, 30 ins. 1on§, 2% ins, diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

-7 (October 1964) (formerly 4—~673b) USDI-—BLM FIELD NOTE PAPER
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crams T40S RSE
3 o
$34|835
1965
. Asc. 230 ft. over rocky, S. slope, to sec., cor.

56 .90 Bottom of draw, drains SW.

80.00 | Point for the cor. of secs. 26, 27, 34 and 35.

. Set an iron post, .30 ins. long, 2% ins..diam., 8 ins,
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T40S RSE
S27]S26
$34(S835
1965
Land, broken S. slopes.
Soil, blue clay and rocky.

Timber, none. - :
Undergrowth, scattered sagebrush and shadscale.

From the cor. of secs. 25, 26, 35 and 36.
N. 89° 59' W., bet. secs. 26 and 35.

Over broken, mountainous land; asc. 343 ft. over E.
slope,

15,50 Top of exposed sandstone knoll; desc. 152 ft, over SW,
slope. . : .

24,90 Bottom of draw, draias S. 10°E.; asc. 91 ft., over NE,
slope.,

38.40 Top of rocky knoll; desc. 15 ft, over W. slope to % sec.
cor. . . . .

40.05 Point for the 1/4 sec, cor. of secs. 26 and 35.

Set an iron post, 30 ins. loag, 2% ins., diam., 22 ins.
in the ground, with brass cap mkd.

T408 R5E
s 526

$35
1965

Raise a mound of stone, 3 ft. base, .2 ft. high, N. of
Ccor,

Desc, 60 ft..over W, slope.>

48,40 Rim of Navajo Canyon, bears SE. and NW.; desc, 100 .ft,
over SW. slope,

70.20 Base of ridge, bears SE. and NW.; thence over nearly
level mesa top.

80.10 | The cor. of secs. 26, 27, 34 and 35.
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Portion of the Subdivision of T. 40 S., R. 5 E,

CHAINS
Land, rough and broken.

Soil, blue clay and rocky,
Timber, none. ’

Undergrowth, scattered sagebrush,

‘N, 89° 58' W., bet; secs., 27 and 34,

Over broken, rocky bench land, with gradual descent
-over rolling S. slope,

11,10 Wash in bottom of draw, 50 ft. deep, drains S,
39,99 Point for the % sec. cor. of secs. 27 and 34,

Set an iron post, 30 ins. long, 2% ins, diam,, 22 ins,
in the ground, with brass cap mkd.

T40S RS5E
1 - S27
* 7534
1965
Raise a mound of stone, 3 ft, base, 2 ft, high, N, of
cor,
41,00 Spur, slopes S.; cont. over gentle S. slope.

45,00 Desc. 300 ft. over SW. clay slope.

70,00 Wash in bottom of Navajo Canyon, drains SE.; asc, 50 ft.
over NE, slope to sec., cor.

79.98 True point for the cor. of secs. 27, 28, 33 and 34,
from which its witness cor., bears S. 0° 02! E., 13.30
chs. dist,, marked by an iron post 2% ins, diam., set,
mkd. and witnessed as recorded in the survey of a
portion of the subdivision of T. 40 S., R. 5 E., in
1958,

Land, broken, rocky S, slopes,

Soil, blue clay and rocky,

Timber, none.

Undergrowth, scattered shadscale and sagebrush.

From the cor. of secs, 26, 27, 34 and 35.
N. 0° 01' W., bet. secs., 26 and 27.

Over broken, mountainous land; asc. 100 ft. over rocky,

S. slope.

23.30 Top of sandstone ledge, bears SE, and W.; cont, ascent
over gradual S. slope, through thick scrub juniper and
pinon,

40,00 Point for the % sec. cor. of secs. 26 and 27.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to.bedrock, in a mound of stone, &4 ft,
base to top, with brass cap mkd.

-TQOS RSE
R 4 ]
527|526 :
1965
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CHAINS

67.40

80,00

3.60

9.70

12,30

26,10

32.10

37.10

40,06

44,30
52,10

56.70
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‘Portion of the Subdivision of T. 40 S., R. 5 E,

Asc, 46 ft, over gentlé, grassy S. slope, through
scattered juniper and pinon.

Wash, 20 lks. wide, 6 ins. deep, drains SW.; asc. 112 ft.
over SW. slope to sec, cor.

Point for the cor. of secs, 22, 23, 26 and 27.

Set an iron post, 30 ins. long, 2% ins, diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T40S R5E

§22(523
527|526
1965

Land, rough and broken; N. 40,00 chs., gentle rolling.
Soil, sandy and rocky.

Timber, scrub juniper and pinon.

Undergrowth, thick grass and scattered sagebrush,

From the cor. of secs, 23, 24, 25 and 26.
S. 89° 59' W., bet., secs. 23 and 26.

Over rolling, mountainous land; desc. 38 ft. over W.
slope, through scattered scrub juniper and pinon.

Rim of canyon, bears NW, and SE.; desc. 60 ft. over SW,
slope. .

Wash in bottom of canyon, drains SE,

Rim of canyon, bears NW, and SE.; asc. 145 ft, over E,
slope,

Base of spur, bears S. and NW.; asc. 160 ft, over NE,
slope.,

Spur, slopes N,; desc, 90 ft. over NW. slope.

Bottom of draw, drains N,; asc. 10 ft, over N, slope to
% sec, cor,

Point for the % sec. cor, of secs, 23 and 26.
Set an ironm post, 30 ins. long, 2% ins, diam., 8 ins.

in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T40S R5E
823
& 526
1965

Asc, 105 ft..over NE. slope.
Spur, siopes N.; desc, 125 ft. over W. slope,’
Bottom of draw, drains N,.; asc. 118 ft, over E, slope,

Top of ridge, bears NW, and SE.; desc, 178 ft, over SW.
slope;leavetimber,
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Portion of the Subdivision of T. 40 S.3 R. 5 E.

351

CHAINS

69.70

75.20

80.12

5.80
22.10

33.80

40.03

59.80
63,30
66.00

80.06

Bottom of draw, drains S.; asc.. 108 ft. over SE. slope.

Spur, slopes S.; desc. 107 ft, over SW. :slope to sec.
cor,

The cor. of secs., 22, 23, 26 and 57.

Land, rolling and mountainous,

Soil, sandy.

Timber, scattered scrub juniper and pinon,
Undergrowth, sagebrush and grass.

N. 89° 57' W,, bet. secs. 22 and 27.

Over rolling, mountainous land; desc. 100 ft. over W.
slope, through scattered juniper.

Wash, 10 lks. wide, 2 ft, deep, drains S.; asc, 280 ft,
over E, slope,

Top of ridge, bears N, and S.; desc., 303 ft. over W.

" slope to % sec, cor.

Wash, 10 lks. wide, 1 ft. deep, drains SW.

Point for the % sec, cor. of secs. 22 and 27.

‘Set an’ iron’ post, 30 ins. long, 2% ins. diam., 14 ins.

in the ground to bedrock, in a mound of stone to top,
with brass cap mkd. ’ ’

" T40S RSE

_S22
% 527

1965
Desc. 108 ft, over W, slope.

Rim of canyon, bears N. and S.; desc. 130 f{t. over
sandstone ledge.

Wash in bottom of canyon, drains SE,; asc. 130 ft, over
steep E., slope.

Rim of canyon, bears N. and S.; asc., 145 ft, over E.
slope to sec. cor,
The cor. of secs, 21, 22, 27 and 28, an iron post, 2%
ins., diam., set, mkd, and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in
1958, . .

Land, rolling and mountainous.

Soil, sandy and rocky.

Timber, scattered juniper.

Undergrowth, shadscale, blackbrush and bunchgrass.

From the cor, of secs. 22, 23, 26 and 27.
N. 0° 01' W,, bet. secs. 22 and 23.

Over rolling, mountainous land; asc, 99 ft. over SW.
slope, through scattered scrub juniper and sagebrush.

-7 (October 1964) (formerly 4—673b) USDI——~BLM
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-10.50
19.50

24,10

28.00

40,00

46'.00
62.50

79.00

80.00

40.07
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Portion of the Subdivision of T, 40 S., R, 5 E,

Spur, slopes W.; desc, 33 ft, over NW, slope.
Bottom of draw, drains SW.; asc. 80 ft. over SW., slope.

Top of ridge, bears E, and W.; desc., 70 ft. over N.
slope. . .

Bottom of draw, drains SW.; asc, 198 ft, over SW. slope.
Point for the % sec. cor. of secs. 22 and 23,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in
the ground to bedrock, in a mound of stone, 3% ft. base
to top, with brass cap mkd.

T40S RS5E

%
822|523
1965

Asc, over gradual S. slope.

Rim of camyon, bears N,20°W. and S.40°E.; desc. 100 ft.
over NE, slope., '

Wash' in bottom of canyon, drains SE.; asc, 100 ft. over
SW. slope,

Rim of canyon, bears N.70°W. and 5.70°E.; cont. ascent.
Point for the cor. of secs. 14, 15, 22 and 23.

Set an iron post, 30 ins. long, 2% ins., diam., on
exposed sandstone, in a mound of stone, 4 ft. base
to top, with brass cap mkd,

T40S RSE
$15/814
522[s23

1965

Land, mountainous,

Soil, sandy and rocky.

Timber, scattered scrub juniper,
Undergrowth, sagebrush,

From the cor. of secs, 13, 14, 23 and 24,
West, bet. secs, 14 and 23,

Over rolling, mountainous land; asc. 240 ft, over gradual
NE. slope to % sec, cor., through thick scrub juniper
and pinon,

Point for the % sec. cor, of secs. 14 and 23,

Set an iron post, 30 ins. long, 2%‘ins.'diam., 8 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

' T40S RSE

1 _S14.
% s23

1965 ‘

Asc, 119 ft. over NE. slope,
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Portion of the Subdivision of T. 40 S., R. 5 E,

CHAINS
61.67 Bulldozed road, bears SE. and NW.

65.40 Top of ridge, bears NW. and SE.; desc. 100 ft, over SW.
slope to sec, cor,

80.14 The cor. of secs. 14, 15, 22, and 23,

-Land, rolling.

Soil, sandy.

Timber, thick scrub juniper and pinon.
Undergrowth, scattered bunchgrass,

N. 89° 57' W., bet. secs. 15 and 22,

Over rolling and mountainous land; asc. 15 ft. over SE
slope through scrub juniper and pinon.

4,00 Top of ridge, bears N. and S.; desc. 200 ft. over steep
broken W. slope to % sec, cor.

40.00 Point for the % sec. cor. of secs. 15 and 22.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins. in
the ground to bedrock, in a mound of stone, 4 ft. base to
top, with brass cap mkd.

T40S R5SE
S15
K 522
1965

Cont. gradual descent over W, slope.
41,00 Bulldozed road, bears NW, and SE.

43,50 Wash, 10 lks. wide, 10 ft, deep, drains S,; asc. 100 ft.
over E. slope

53.00 Top ridge, bears N. and S.; thence over gentle rolling
land.

80.00 The cor. of secs. 15, 16, 21 and 22, an iron post, 2%

ins. diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in

1958,

Land, rolling and broken.

Soil, sandy and rocky.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush.

From the cor. of secs. 14, 15, 22 and 23,

N. 0° 01' W,, bet. secs. 14 and 15.

Over rolling broken land, through scrub juniper and
pinon; asc. 50 ft, over SW. slope.

20,00 Bulldozed road, bears N.70°W. and S.70°E.

21.70 Top of ridge, bears N.70°W. ‘and S.70°E.; desc. 100 ft.
over N, slope.

35.00 Wash in bottom of canyon, drains E.; asc. 40. ft. over
S. slope to % sec, cor,

40.00 Point for the % sec. cor. of secs. 14 and 15.

Set an iron post, 30 ins. long, 2% ins, diam., 10 ins. in|
the ground to bedrock, in a mound of stone, 3% ft. base
to top, with brass cap mkd.
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46.20

66.30

80.00

40.01

77.90
79.00
80.02

15.10

_the ground to bedrock, in a mound of stone, 4 ft. base

14

Portion of the Subdivision of T, 40 S., R. 5 E.
T40S R5E
315?s14
1965
Asc. 60 ft. over S. slope.

Rim of canyon, bears NW. and SE.; asc. 100 ft. over
gradual S. slope.

Top of ridge, bears E, and W.; thence over gentle rolling
land. : .

Point for the cor, of secs. 10, 11, 14 and 15.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in
to top;.with brass cap mkd.

T40S R5E

S10(S11
S15|s14
1965

Land, rolling and broken.

Soil, sandy and rocky.

Timber, scrub juniper and pinon.

Undergrowth, scattered sagebrush and bunch grass.

From the cor. of secs. 11, 12, 13 and 14,

N. 89° 59' W,, bet. secs, 11 and 14,

Over broken mountaindus land, through scattered scrub
juniper and pinon; asc. 300 ft. over NE, slope to %
sec. cor.

Point for the % sec. cor. of secs. 11 and 14.
Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.

in the ground to bedrock, in a collar of stone to top,
with brass cap mkd.

T40S R5E

S11
“S14

1965
Asc. 100 ft. over NE, slope.
Spur, slopes N,.; desc. 25 ft. over NW. slope.
Bottom of draw, ‘drains SW.; asc. SE. slope.
The cor. of secs, 10, 11, 14 and 15.

Land, broken.

Soil, rocky.

Timber, scrub juniper and pinon.
Undergrowth, none.

N, 89° 59' W,, bet. secs, 10 and 15.

Over broken mountainous land, through scrub juniper and
pinon; asc. 70 ft. over SE., slope. -

Spur, slopes S.; desc, 75 ft, over SW. slope.
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:-Portion of the Subdivision of T. 40 S., R. 5 E.

CHAINS

25.00 Wash in bottom of canyon, drains SE.; asc, 100 ft. over
E. slope.

38.00 Top of ridge, bears N. and S.; desc. 200 ft. over steep
broken W. slope to % sec. cor.

40,05 Point for the % sec. cor, of secs. 10 and 15,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T40S R5E.

% S10

1965

Cont. gradual descent,

55.00 Wash in bottom of canyon, drains S.; asc, 100 ft. over
E. slope.

70.40 Top of ridge, bears NE, and S.; desc. 200 ft. over
broken W. slope.

80.10 The cor. of secs. 9,‘10, 15 and 16, an iron post, 2% ins.J
diam., set, mkd. and witnessed as recorded in the survey
of a portion of the subdivision of the Tp., in 1958,

| Land, rolling and broken.

Soil, rocky and sandy.

Timber, scrub juniper and pinon.
Undergrowth, scattered sagebrush.

From the cor. of secs, 10, 11, 14 and 15.

N. 0° 04' E,, bet. secs. 10 and 11.

Over broken mountainous land, through scrub juniper and
pinon; desc. 77 ft. over NW. slope.

8.00 Bottom of draw, drains E.; asc, 40 ft. over N. slope.
16,20 Top of rise; desc. 150.ft. over N, slope.

30.00 Wash in bottom of canyon, drains E.; asc. 100 ft, over
SE. slope to % sec., cor. '

40,07 Point for the % sec. cor. of secs. 10 and 11,

Set an iron post, 30 ins. long, 2% ins, diam., 10 ins.
‘in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.
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45.00
70.00

80.14

39.00

40.17

42,50

73.00

80.34
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~Portion of the Subdivision of T. 40 S., R. 5 E,

T40S R5E

%
s10(s11

1965

€Cont. gradual ascent.

~Top of ridge, bears E, and W.; desc. 200 ft, over N.
.slope.

Wash in bottom of canyon, drains E.; asc. 200 ft., over
ledgey S. slope.

The cor. of secs. 2, 3, 10 and 11, an iron post, 2% ins.
diam., set, mkd, and witnessed as recorded in the survey
of a portion of the subdivision of the Tp., in 1958,

Land, rough and broken. '

Soil, rocky.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush and shadscale:

67.30

S. 89° 52' W., bet. secs. 3 and 10.

Over broken mountainous land, -through scrub juniper and
pinon; asc. 335 ft. over SE, slope.

Spur, slopes NE.; desc. 15 ft. over NW. slope to % sec.
cor. :

Point for the % sec. cor. of secs. 3 and 10.
Set an iron post, 30 ins. long, 2% ins, diam., on

exposed sandstone, in a mound of stone, 4 ft, base to
top, with brass cap mkd.

T40S R5E
183
“7s10
1965
Cont, descent. -
Head of draw, drains NE.; asc., 236 ft. over E. slope.

Spur, slopes NE.; desc. 95 ft. ovef,NW. slope.

Wash in bottom of canyon, drains NE.; asc., 100 ft,
over NE. slope to sec, cor. ’

The cor. of secs. 3, 4, 9 and®10, an iron post, 2% ins.
diam., set, mkd. and witnessed as recorded in the survey
of a portion of the subdivision of‘the Tp., in 1958,
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- Portion of the Subdivision of T. 40 S., R. 5 E,

357

CHAINS

32,00

42.60
45,60

48.70
55.80

61.70
64.20

69.90
73.60

77.40
80.02

3.10

20,00

Land, broken.,

Soil, rocky.

Tnnber, scrub juniper and plnon.
Undergrowth,’ none,

40,01

From true point for the cor. of secs. 27, 28, 33 and 34,
as previously described.

N. 89° 59' W., bet. secs. 28 and 33.

Over broken N. slopes of Navajo Canyon; asc. 300 ft.
over NE,. slope.

Rim of Navajo Canyon, bears E, and W.; cont. gradual
ascent over NE, slope.

Point for the % sec. cor, of secs. 28 and 33.

Set an.iron post, 30 ins. long, 2% ins. diam., 10 ins,
in the ground to bedrock, in a mound of stone, 3% ft,
base to’ top, with brass cap mkd.

T40S R5E

_S528
% 7533

1965

Asc, 73 ft. over NE. slope, through scattered juniper,
sagebrush and bunchgrass.

Spur, slopes N.; desc, 40 ft. over NW. slope.

Bottom of.draw, drains N,; asc. 38.ft. over NE. slope.
Spur, slopes N.; desc. over NW. slope.

Base of ascent, bears N, and SE,; ‘asc. 107 ft. over
NE. slope.

Crest of mesa, bears SE, and NW.; over level top.

Crest of mesa, bears NE. and SW.; desc. 118 ft, over
NW. slope.

Wash in bottom of canyon, dra1ns NE.; asc. 117 ft.
over rocky E. sldpe.

Rim of canyon, bears N. and S.; asc., 66 ft. over E.
slope to sec, cor.

Bulldozed road, bears N.20°W. and S.

The cor. of secs. 28, 29, 32 and 33, -an iron post, 2%
ins., diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in
1958.

Land, rough and broken. .

8011 blue clay and rocky.

Tunber, scrub juniper.

Undergrowth, sagebrush and bunchgrass.

12.50

N. 0° 03' W,, bet. secs. 28 and 29,

Over rolling mountainous land, through scattered juniper
and pinon; desc., 25 ft, over NE. slope.

Bulldozed road, bears NW. and SE,

Rim of canyon, bears E. and Wes desc. 75 ft° over N.
slope. . < :

Draw in bottom of canyon, drains E.; asc. 100 ft. over
SE. slope.
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29.30

40.00

50.00

80.00

6.20

24,60
30.00
35.40

39.98

66.90
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Portion of the Subdivision of T, 40 S,, R, 5 E.

Spur, slopes NE,; desc, 60 ft, over NW., slope to % sec.
cor., . .

Point for the % sec. cor. of secs. 28 and 29,

Set an iron post, 30 ins. long, 2% ins. diam., 22 ins,
in the ground, with brass cap mkd.

T40S R5E

4
$29{s28
1965
Raise a mound of stone, 3 ft. base, 2 ft., high W, of cor.
Desc. 150. ft, over ledgey NE. slope.

Wash in bottom of Navajo Canyon, drains SE.; asc. 250 ft.
over rocky S, slope to sec, cor.

Point for the sec., cor. of secs, 20, 21, 28 and 29.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T40S R5E
520(s821
829|528

1965

Land, rough and broken.
Soil, blue clay and rocky.
Timber, scattered scrub juniper and pinon.

.Undergrowth, shadscale and sagebrush.

From the cor. of secs, 21, 22, 27 and 28.
N. 89° 56' W., bet., secs. 21 and 28.

Over rolling mountainous land, through shadscale, black-

‘brush, bunchgrass and scattered Junlper, asc, 125 ft.

over E. slope.
Spur, slopes S.; desc. 328 ft. over W, slope.

Rim-of canyon, bears N.-and S.; desc. 100 ft. over SW.
slope. :

Wash in bottom of'canydn, drains S.; asc. 75 ft. over
SE. slope.

Rim of canyon, bears N, and S.; asc. 50 ft. over SE.
slope to % sec. cor.

Point for the % sec. cor. of secs, 21 and 28.

Set an iron post, 30'ins. long, 2% ins. diam., 12 ins,
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T40S RSE
S21
% 528

1965
Asc. 150 ft. over SE. slope.

Top of ridge, bears N. and S.; desc. 150 ft. over SW.
slope.
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Portion of the Subdivision of T, 40 S., R. 5 E.

CHAINS

75.10 | Bottom of draw, drains S.; asc. 75 ft. over SE. slope
to sec. cor,

79.96 | The cor. of secs. 20, 21, 28 and 29.

Land, rolling and mountainous,

Soil, sandy,

Timber, scattered juniper,

Undergrowth, shadscale, blackbrush and bunchgrass.,

N. 0° 02' W,, bet. secs, 20 and 21.

Over rolling mountainous land, through scrub juniper and
"pinon; asc, 55 ft. over rocky SE. slope.

6.80 [ Spur, slopes SW,; thence along grassy W, slope,

11,40 | Desc., 58 ft. over NW, slope.

13.60 Bottom of draw, drains W,; asc. 60 ft. over S. slope.
18.80 | Spur, slopes W.; desc. 250 ft. over NW. slopc,

28,70 | Wash in bottom of draw, drains W. irregular; asc. 278 ft.
over SE, slope.

39.94 Point for the % scc. cor. of sccs. 20 and 21,

Sct an iron post, 30 ins., long, 2% ins, diam., 10 ins.

in the ground to bedrock, in a mound of stone, 3L ft,
base to top, with brass cap mkd.

T40S RSE
3

$20]s21
1965

Cont. ascent,

40.47 Spur, slopes SW.; desc. 115 ft. over NW. slope,
48,20 Bottom of draw, drains SW.; asc., 328 ft. over SE. slope.

67.80 Top of ridge, bcars E, and W,; desc. 203 ft. over NW.
slope.

76,20 | Bottom of draw, drains W.; asc. 40 ft. over SW,. slope
to sec, cor,

79.88 | The cor. of secs. 16, 17, 20 and 21, an iron post, 2%
ins. diam., set, mkd, and witnessed as recorded in the

survey of a portion of the subdivision of the Tp., in
1958,

Land, rolling.

Soil, sandy and rocky.

Timber, scrub juniper and pinon,
Undergrowth, sagebrush,

From the cor. of secs. 8, 9, 16 and 17, an iron post 2%
{ins, diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., 1In
1958,

N, 0° 03' W., bet. sccs. 8 and 9,

Over rolling mountainous land, through scrub juniper and
Pinon; asc, 320 ft. over S. slope,

23.90 | Top of ridge, bears N. 20° E., and S. 20° W.; desc. 247
ft. over NW, slope.

39.60 | Wash, 40 lks. wide, 1 ft. deep, drains SW.; asc. SE.
slope to 1/4 sec, cor,
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40,00

50.30

70.00

80.00

18.40
24,80
35.00

40,01

70.00
75,00
80.02
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Portion of the Subdivision of T. 40 S., R. 5 E.

Point for the 1/4 sec, cor. of secs. 8 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T40S R5E
¥
s8|s9
1965
Asc. 263 ft. over SE. slope,

Top of ridge, bears NE, and SW.; desc. 200 ft. over NW,
slope. ’ ’ )

Wash in bottom of canyon, drains SW,; asc. 100 ft. over
SE. slope.

Point for the cor. of secs. 4, 5, 8 and 9,

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.

"in the ground to bedrock, in a mound of stone, 4 ft,

base to top, with brass cap mkd.

T40S RSE
S5|54
S8|S9

1965

Land, rolling and broken.

Soil, sandy.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush and grass,

From the cor, of secs., 3, 4, 9 and 10,
N. 89° 58' W., bet. secs. &4 and 9.

Over rolling mountainous land, through scrub juniper
and pinon; asc. 175 ft. over NE, slope.

Top of ridge, bears N, and S.; bulldozed road along top
of ridge; desc., over gradual W. slope.

Rim of mesa, bears N, and S.; desc. 200 ft. over W,
slope.

Wash in bottom of canyon, drains SW,.; asc. 50 ft. over
SE. slope to 1/4 sec. cor. .

Point for the 1/4 sec, cor. of secs. & and 9.

Set an iron post, 30 ins. long, 2% ins., diam., 12 ins,
in the ground to bedrock, in a mound of stome, 3% ft.
base to top, with brass cap mkd. i

T40S R5E

S4
% S9
. . 1965

Cont, gradual ascent.

Spur, slopes S.; desc. 20 ft., over SW. slope.
Head of draw, drains S.; ase., gradual SE, slope.
The cor. of secs. 4, 5, 8 and 9.
Land, rolling.

Soil, sandy. . .

Timber, scrub juniper and pinon.
Undergrowth, sagebrush and bunchgrass.

< T <

<
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Portion of the Subdivision of T. 40 S., R. 5E,

CHAINS
N. 0° 10' E., bet. secs. 4 and 5.

Over broken mountainous land, through sc?ub juniper and
Pinon; asc. 300 ft. over SW. slope.

36.10 | Top of high peak; desc. over gradual NE. slope,
40.00 | Point for the 1/4 sec. cor. of secs. 4 and 5.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, &4 ft.
base to top, with brass cap mkd,

T40S RSE
’ 1

%
s5]s4
1965
Cont. gradual descent over NE. slope.

40,30 | Bulldozed road, bears N. 30° W. and S. 30° E.; thence
.over gentle relling land. :

80.44 | The cor. of secs. 4, 5, 32 and 33, on the N. bdy. of the
Tp., an iron post, 2% ins, diam., set, mkd. and witnessed
as recorded in the survey of the N, bdy. of the Tp. in 1938.

Land, rolling.-

Soil, sandy and rocky.

| Timber, scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.,

From the cor. of secs. 29, 30, 31 and 32, an iron post 2%
ins. diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp. in 1958

N. 89° 52' W., bet. secs. 30 and 31.

Over rolling mountainous land, through scattered juniper:
desc. 336 ft. over steep W. slope.

18,40 |Wash, 25 lks, wide, 12 ins. deep, drains NW. from NE.;
asc, gradual NE. slope.

28.70 |Spur, slopes N.; ‘desc. 67 ft. over NW. slope.,

32,10 |Wash, .50 lks. wide, -2 ft, deep, drains SW.; asc, 63 ft.
over SE. slope to 1/4 sec. cor. )

40.00 |Point for the 1/4 sec. cor. of secs. 30 and 31,
Set an iron post, 30 ins, long, 2% ins. diam., 8 ins, in

the ground to bedrock, in a mound of stone, 4 ft. base to
top, with brass cap mkd, ) '

_T40S R5E
530
I
* 7831
1965

Asc. 138 ft, over SE, slope.
44,60 Spur, slopes S.; desc, 267 ft. over W. slope.

53.90 |Wash, 20 lks. wide, 2 ft. deep, drains S.; asc. 310 ft,
over SE. slope. ‘

66.90 [Spur, slopes SW,; desc. 111 ft. over NW. slope to sec, cor}

79.80 The cor. of secs. 25, 30, 31 and 36, on the W, bdy. of thd
Tp., an iron post, 2% ins, diam., set, mkd. and witnessed
as recorded in the survey of the W. bdy. of the Tp. in
1958,

80—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTF PA:
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CHAINS

9.90

14.60

29.90

38.50

39.50

40,00

42,40

45.10

56.20

59.20

66,00

71.90

80,00

22

"Portion of the Subdivision of T. 40 S., R, 5 E,

Land, rolling.

Soil, rocky and sandy.

Timber, scattered juniper.
Undergrowth, shadscale and bunchgrass,

From the Eor. of secs. 29, 30, 31 and 32,
N. 0° 03' W., bet. secs. 29 and 30,

Over broken and rolling hills, through scattered scrub
juniper; desc. 113 ft. over broken NW, slope.

Top of spur, slopes NW,; desc, 58 ft, over N, slope.

Bottom of draw, drains W.; cont. gradual descent over
W. slope.

Bottom of draw, drains S. 15° W.; asc. 224 ft. over
SE. slope.

Top of spur, slopes SW.; desc. 15 ft., over N, slope.
Bottom of small draw, drains W,
Point for the 1/4 sec, cor. of secs. 29 and 30.
Set an iron post, 30 ins. long, 2% ins. diam., 4 ins,
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass.cap mkd. .

T40S RSE

4
s30(s29

1965
Asc, 13 ft. over SW. slope.
Spur, slopes W.; desc. 70 ft, over NW, slope.

Bottom of draw, drains SW.; asc. 160 ft. over steep S.
slope.

- Top of spur, slopes SW.; desc. gentle NW, slope.

Bottom of small cove, drains SW.; asc. 78 ft, over
rocky S. slope.

Top of ridge, bears NE, and SW.; desc. 20 ft. over NW.
slope.

Bulldozed road, bears SE. and N. 8,00 chs., thence NE.
Point for the cor. of secs. 19, 20, 29 and 30.

Set an iron post, 30 ins. long, 2% ins, dlam., 15 ins.

+in the ground to bedrbck, ih a mound of stone to top,

with brass cap mkd.

T4OS RSE
" s19]s20
$30]529

1965
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Portion of the Subdivision of T. 40 Sey R. 5 E.
CHAINS ' ’

Land, rough and broken.

Soil, sandy and rocky,

Timber, scattered juniper,
Undergrowth, shadscale and blackbrush.

From the cor. of secs. 20, 21, 28, and 29,
S. 89° 57' W,, bet. secs, 20 and 29,

Over broken mountainous land, through scattered sage-
brush and bunchgrass; asc, 15 ft. over rocky SE, slope.

+60 | Spur, slopes S.; desc. 100 ft. over SW, slope.

15,00 | Wash in bottom of Navajo Canyon, drains SE.; asc, 125
ft. over E, slope,

34,20 | Spur, slopes NW.; dusc, 60 ft. over SW. slope; cnter
scattered juniper and pinon,

38.00 Bottom of draw, drains S.; over gentle rolling land.
40,06 | Point for the Y scc. cor. of sces. 20 and 29,

Set an iron post, 30 Ins, long, 2% ins, diam,, 10 1ins,
in the ground to bedrock, in a mound of stone, 3% fe,
base to top, with brass cap mkd.

T40S RSE

L 520

829
1965

Asc, 200 ft. over SE, slope to sec. cor.
78.00 | Dirt road, bears S, and NE.

80.12 | The cor, of secs. 19, 20, 29 and 30.
Land, broken and rolling,

Soil, rocky and sandy.

Timber, scattered juniper and pinon,
Undergrowth, sagebrush and bunchgrass.

N. 89° 47' W,, bet. sccs, 19 and 30,

Over broken and rolling hills, through scattered sage-
brush and bunchgrass; asc, 10 ft. over rocky E. slope,

1.10 Top of spur, slopes S.; desc, 20 ft, over SW. slope,
4,00 | Bottom of draw, drains S,; asc. 15 ft. over SE. slope.
9.10 | Spur, slopes S.; desc., 106 ft., over SW. slope.

22.00 | Base of descent, bears NW. and SE.; over nearly level
mesa top.

25,10 | Rim of mesa, bears NE. arid SW.; desc. 275 ft. over NW.
slope to % sec, cor,

40,00 | Point for the % sec. cor., of secs. 19 and 30,
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46 .60

79.78

7.40

11.40

.
w
o

sy
L ]

o

[e]

42.50

51.00

52,50

67.60

80,00

40,70
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‘'Portion of the Subdivision of T. 40 S . R.

Set an iron post, 30 imns. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd,

T40S R5E
S19
% S30
1965

Cont,. gradual descent,

Bottom of draw, drains N,; asc. 190 ft, over steep E.
slope.

Spur, slopes SE.; desc. 200 ft..over SW, slope to sec.
cor,

The cor. of secs. 19, 24, 25 and 30, on the W. bdy. of
the Tp., an iron post, 2% ins, diam., set, mkd. and
witnessed as recorded in the survey of the W. bdy. of
the Tp., in 1958,

Land, broken,

Soil, rocky and sandy,

Timber, scattered juniper and pinon.
Undergrowth, sagebrush and bunchgrass,

From the cor. of secs., 19, 20, 29 and 30,
N. 0° 03' W,, bet. secs. 19 and 20.

Over rolling mountainous land, through scrub juniper
and pinon; asc, 45 ft, over SE. slope,

Bulldozed road, bearsSE. andNW.

Top of ridge, bears E. and W.; desc, 140 ft. over NE.
slope to % sec. cor.

Bulldozed road, bears NE, and SW.

Point for the % sec. cor., of secs. 19 and 20.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins,
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.
T40S RSE
. .
s19]s20
1965

Desc. 52 ft., over NW,. slope,

Head of draw, drains W.; asc. 40 ft. over broken SW.

slope.
Bulldozed road, bears N,20°W, and S.20°E.

Top of ridge, bears N.30°W, and S.30°E,; desc., 173 ft.
over NE, slope to sec. cor.

Bulldozed road, bears NE. and SW.

Point for the cor, of ‘secs. 17, 18,’197and 20,

~—r




25

Portion of the Subdivision of T. 40 S., R. 5E,

365

CHAINS

3.80

11.10

14.00

20.20

24,20

26.50

30.50

40.08

46.30
54.00

59.70

75.60

78.10

Set an iron post, 30 ins. long, 2% ins. diam,, 8 ins,
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd. -

T40S RSE
S18]|s17
S19|520

1965

Land, rolling.

Soil, sandy and rocky.

Timber, scrub juniper and pinon.
Undergrowth, blackbrush and bunchgrass.

From the cor. of secs. 16, 17, 20 and 21.
N. 89° 59' W., bet. secs. 17 and 20.

Over broken mountainous land, through scattered juniper
and pinon; desc. 15 ft. over gentle SW. slope of mesa,

Rim of mesa, bears NW. and SE.; desc. 153 ft. over SW.
slope.

Bottom of draw, drains NW. 5.00 chs., thence SW,.; asc.
75 ft. over NE. slope.

Top of spur, slopes N.; desc. 65 ft. over NW. slope.

Bottom of draw, drains SW.; asc., 65 ft. over SE. slope
of exposed sandstone.

Top of spur, slopes S.; desc. 50 ft. over sandstone wall
and W. slope.

Wash, 30 lks. wide, 2 ft. decep, drains S.; asc. 50 ft.
over E, slope.

Top of low spur, slopes SE.; desc. gradual SW. slope.
Point for the % sc¢c. cor. of secs. 17 and 20,

Set an iron post, 30 ins. long, 2% ins. diam., 16 ins.
in the ground to bedrock, in a collar of stone to top,

with brass cap mkd.

T40S RSE

S17
E $20

1965
Asc. 145 ff. over SE. élope;
Spur, slopes S.; desc. 75 ft. over W. slope,
Top of spur, slopes S.; desc. 85 ft, over SW. slope.

Wash, 40 lks. wide, 12 ins. deep, drains S,; asc.
125 ft, over E. slope.

Top of spur, slopes N.; desc. 48 ft. over NW. slope.

Bottom of draw, drains NE.; asc. 45 ft. over E. slope,

)~7 (October 1964) (formerly 4=673b) USDI—-—~BLM
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80.16

31.90

36.40

40.00

53.20

70.40

76.80

79.56

10.90

15.60
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" ‘Portion of the Subdivision of T. 40 S., R. 5 E.

The cor. of secs. 17, 18, 19 and 20.

Land, broken. .

Soil, sandy and rocky.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush.

N. 89° 51' W., bet. secs, 18 and 19.

Over rolling hills, through juniper and pinon; asc.
150 ft. over NE, slope, "

Bulldozed road, bears N, and S.

Top of ridge, bears N, and S.; desc. 82 ft. over W.
slope.

Point for the % sec. cor. of secs. 18 and 19.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T40S R5E

L 818
* 7519

- 1965
Desc. 240 .ft. over W. slope.

Wash, 25 lks. -wide, -2 ft. deep, drains SW.; asc. 198
ft. over SE. slope. -

Top of spur, slopes SW,; desc., 44 ft. over NW. slope
to sec. cor.

Bulldozed road, bears S.60°W. and N,60°E.

The cor, of secs. 13, 18, 19 and 24, on the W. bdy. of
the Tp., an -iron post, 2; ins. diam., set, mkd. and
witnessed as recorded in the survey of the W, bdy. of
the Tp., in 1958, - : :

Land, rolling.

Soil, rocky and sandy.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush and bunchgrass.

From the cor, of seecs. 17, 18, 19 and 20.
N. 0° 03' W., bet. secs. 17 and 18.

Over broken mountainous land, through scrub juniper and
pinon; desc. 80 ft. over. NE, slope. -

Wash, 30 lks., wide, 2 ft, deep, drains E.; asc, 50 ft.
over S. slope.

Top of spur, slopes E.; desc. 113 ft, over NE. slope,
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Portion of the Subdivision of T. 40 S., R. 5 E.

CHAINS

34.30 | Wash, 50 lks. wide, 3 ft. deep, drains SE.; asc,
gradual SW. slope.

38.50 | Wash, (same as above), drains SW.

40.00 Point for the % sec. cor. of secs. 17 and 18, falls in
the bottom of a wash and cannot be perpetuated.

41,00 Point selected for the witness % sec. cor. of sec. 17
and 18.

Set an iron post, 30 ins, long, 2% ins. diam,, 8 ins.
in the ground to bedrock, in a mound of stone, 3 ft.
base to top, with brass cap mkd.

T40S RSE
X
A

S184S17
W

1965
Asc. 27 ft. over SW. slopc.
48,50 Spur, slopes W.; desc. 15 ft. over NW. slope.

54.30 [ Wash, 30 1lks. wide, 2 ft. deep, drains SE.; asc. 182 ft.
over SE, slope to sec. cor,

80.00 Point for the cor. of secs. 7, 8, 17 and 18.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T40S RSE
s7!s8
S18(s17

1965

Land, broken.

Soil, sandy.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush and bunchgrass.

From the cor. of secs, 8, 9, 16 and 17.
West, bet, secs, 8 and 17,

Over broken mountainous land, through scrub juniper and
pinon; desc. 200 ft. over sw. slope.

32,30 | Wash in bottom of canyon, drains SE.; asc. 40 ft. over
NE. slope to % sec. cor.

40,14 Point for the % sec. cor., of secs. 8 and 17.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

TMSRE

s8
% 517

1965
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56.70

73.00

80.28

4.40

13.50

18.10

26.30

31.50

32.30

40.00

52.60

55,30
72.40
77.60

79.44
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Portion of the Subdivision of T. 40 S., R. 5 E.

Asc., 260 ft. over NE;bslopé.
Top of spur, slopes N,; desc. 278 ft. over W. slope.

Wash, 20 1lks. wide, 2 ft. deep, drains S.; asc., 113 ft.
over SE. slope. ’ ’ )

The cor. of secs. 7, 8, 17 and 18.

Land, broken.

Soil, sandy and rocky.

Timber; scrub junipetr and pinon.
Undergrowth, scattered sagebrush.

N. 89° 50' W., bet. secs., 7 and 18.

Over broken mountainous land, through scrub juniper and
pinon; asc. 33 ft. over SE. slope.

Top of spur, slopes SW.; desc. 152.ft. over NW. slope.

Wash, 30 lks. wide, 2 ft. deep. drains S.; asc., 55.ft.
over E. slope.

Spur, slopes S.; desc. 80 ft. over W..slope.

Wash, 20 lks. wide, 3 ft. deep, drains SE.; asc. 15 ft.
over E. slope.

Spur, slopes SE,; desc., 10 ft. over SW. slope.

Wash, 50 lks, wide, 3 ft, deep, drains SE.; asc. 15 ft,
over NE, slope to % sec, cor,

Point for the % sec. cor. of secs. 7 and 18.

Set an irom post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, in a mound of stone, 3 ft.
base to top, with brass cap mkd. .

T40S RSE

s7
L _°of
* 7518

1965
Asc. 120 ft. over NE, slope.
Bulldozed road, bears N. and $.

Top of ridge, bears N, and S.; desc. 258 ft. over SW.
slope. ' ’ ' '

Wash in bottom of canyon, drains SW.; asc. 40 ft. over
SE. slope. ‘ ) '

Top of spur, slopes SW.; desc. 10 ft. over W. slope to
sec, cor,

The cor. of secs. 7, 12, 13 and 18, on the W. bdy. of
the Tp., an irom post, 2% ins. diam., set, mkd. and
witnessed as recorded in the survey of the W. bdy. of
the Tp., in 1958.
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Portion of the Subdivision of T. 40 S., R. 5 E.

CHAINS

Land, broken.

Soil, sandy.

Timber, scrub juniper and pinon.
Undergrowth, shadscale and sagebrush.

From the cor. of secs. 7, 8, 17 and 18.
N. 0° 03' W., bet. secs. 7 and 8.

Over rolling mountainous land, through scrub juniper and
pinon; asc. 80 ft. over SE. slope,

13.50 | Thence asc. 113 ft. over S. slope,

28,30 | Top of rise; over nearly level land.

37.70 Small spur, slopes W.; desc. over gradual N. slope{
40.00 | Point for the % sec. co¥, of secs. 7 and 8.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T40S RSE
%
S7{s8
1965

Cont. descent,

40.50 | Wash, 10 lks. wide, 5 ft. deep, drains W.; asc. 75 ft.
over SW, slope.

49,90 Spur, slopes W.; asc. 70 ft. over SW. slope.

60.60 | Top of ridge, bears S.70°E. and W.; desc, 240 ft. over
NE, slope to sec. cor.

80.00 Point for the cor. of secs. 5, 6, 7 and 8.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft. base to top, with
' brass cap mkd.

T40S R5E

S61855
57|88

1965

Land, rolling,

Soil, sandy.

Timber, scrub juniper and pinon.
Undergrowth, scattered sagebrush.

From the cor. of secs. 4, 5, 8 and 9.
N. 89° 56' W., bet. secs. 5 and 8.

" Over’ broken mountainous land, through scrub juniper and
pinon; asc., 40 ft., over S, slope.

6.00 | Spur, slopes S.; desc. 75 ft. over NW. slope.

-7 (October 1964) (formerly 4—673b) USDI——~BLM F - NOT CA
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39.20

40,17

51.00

70.00

80.34

20.00

44,00

51.70
68.20

78.40

79.30

30
~Portion of the Subdivision of T. 40 S., R. 5 E.

Wash, 25 lks,., wide, 2 ft, deep, drains SW,; asc, E.
slope,

Point for, the % sec. cor. of secs. 5 and 8.

Set an iron post, 30 ins. long, 2% ins. diam., on ex-
posed sandstone, in a mound of stone, 4 ft, base to top,
with brass cap mkd.

T408 R5E
S5
% 58
1965

Asc. 173 ft. over E. slope.
Spur, slopes S.,; desc. 75 ft. over W. slope.

Wash in bottom of canyon, drains SE.; asc. 100 ft,., over
NE. slope to sec. cor,

The cor. of secs. 5, 6, 7 and 8.

Land, rolling and broken.

5011, sandy.

Timber, scrub juniper and pinon.
Undergrowth, scattered sagebrush.

40.00

N. 89° 48' W., bet, secs, 6 and 7.

Over rolling mountainous land, through scrub juniper and

pinon; asc. 200 ft, over NE. slope,

Rim of mesa, bears NW. and SE.; over gentle rolling
land.

Point for the % sec. cor. of secs. 6 and 7.

Set an iron post, 30 ins. long, 2% ins. diam., 12 ins,
in the ground to bedrock, in a mound of stone, 3% fe.
base to top, with brass cap mkd.

" T40S R5E
S6
& s7
1965

Asc, 63 ft., over E. slope.
Bulldozed road, bears N, and S.

Top of ridge, bears N. and S.; desc° 488 ft. over steep,
broken W, slope.

Wash in bottom of canyon, drains S.; asc. 185 ft. over
SE. slope.

Spur, slopes SW.; desc., 45 ft. over W. slope.

The cor. of secs. 1, 6, 7 and 12, on the W, bdy. of the
Tp., an iron post, 2% ins. diam.)’ set, mkd, and wit-
nessed as recorded in the survey of the W. bdy. of the
Tp., in 1958,
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Portion of the Subdivision of T. 40 S., R. 5 E.

CHAINS

Land, rolling and broken.

Soil, rocky and sandy.

Timber, scrub juniper and pinon.
Undergrowth, sagebrush.

From the cor. of secs. 5, 6, 7 and 8.
N, 0° 18' E., bet. secs, 5 and 6,

Over broken mountainous land, through scrub juniper and
pinon; desc. 200 ft. over NE, slope.

20.30 |Wash in bottom of canyon, drains E.; asc., 58 ft. over
SE. slope to % sec. cor.

40.00 Point for the % sec. cor. of secs., 5 and 6.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T40S RSE
L

%
S6|s5
1965

Asc, 331 ft., over SE. slope.

63.50 | Top of steep ascent; thence over gentle S. slope to
sec, cor.

80.33 | The cor. of secs. 5, 6, 31 and 32, on the N. bdy. of
the Tp., an iron post, 2% ins., diam., set, mkd. and
witnessed as recorded in the survey of the N. bdy. of
the Tp., in 1958.

Land, rolling and broken.

Soil, sandy and rocky.

Timber, scrub juniper and pinon.
Undergrowth, shadscale and bunchgrass.

General Description

T. 40 S., R. 5 E. is located about 14 miles NE. of Glen
Canyon City, Utah. The township consists mainly of
broken and irregular sandstone formation of benches and
canyons draining southward to the Colorado River. Access
to the township can be gained by several bulldozed roads
within the township, which have been constructed re-
cently for coal exploration. Vegetation consists mainly
of scattered shadscale and bunch grass, with scattered
timber on most of the township. There is no habitation
or permanent improvements within the township. The
elevation varies from about 5,500 to 6,600 ft. above

sea level,
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CERTIFICATE OF SURVEY

I, Craig P. Sylvester , HEREBY CERTIFY upon honor that,

in pursuance of special instructions bearing date of the 30thday of April 30 ,1965,

I have surveyed a portion of the subdivisional lines completing the subdi.
of Township 40 South, Range 5 East.

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

o L

_April 13, 1965 | tle [ i el L
(Date) 7 (g‘dastrnl Sprveyor)
7 “Supervisory
(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL
SUBIMITIED FOR ﬂ/\PPRO‘J.«\L
FEB 10 77

Date __Fk® - - BUREAU OF LAND MANAGEMENT,
Washington, D. C.

The foregoing field notes of the survey of a portion of the subdivisional lines

completing the subdivision of Township 40 South, Range 5 East, Salt Lake
Meridian, State Of Utah

executed by Craig P. Sylvester, Supervisory Cadastral Surveyor

having been critically examined. and found correct, are hereby approved.

(Date) = (Chief,}lisio(n o(jgineering)

CERTIFICATE OF TRANSCRIPT

RS

, is a true copy of the original field notes.
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Portion of the Subdivision of T. 42 S., R. 5 E.

373

CHAINS

18.90

The west boundary was surveyed by Elliot Bird and Andrew
Nelson in 1934, The south boundary was surveyed by
Elliot Bird in 1934, The north and east boundaries, and
portion of the subdivision were surveyed by Vern E. Lane
in 1958, Section 1, between sections 1 and 12, and
section 3, between sections 3 and 10, were surveyed by
Gerald W, Hochstrasser, in 1964, under Group 475.

The following field notes are those of a survey of the
unsurveyed subdivisional lines of T. 42 S., R, 5 E.

The survey was executed in accordance with the speci-
fications as set forth in the Manual of Surveying
Instructions, 1947, and the Special Instructions dated
April 30, 1965.

Corners on the east-west lines were set on the true
latitudinal curve., Lines connecting previously
established corners were run by random and true method,
but for simplification of the record, the random lines
are omitted from these field notes.

All lines of this survey were run by direct method where
lines were accessible; lines inaccessible were run by
traverse or triangulation method. Distances to topograph
on lines run by traverse and triangulation methods are
approximately as scaled from U.S.G.S. topographic sheets.
The details of such traverses and triangulations have
been thoroughly checked and verified, and in order to
simplify the records, the diagrams and reductions are
omitted from these field notes.

The directions of the lines of this survey were de-
termined by reference to true meridians established on
line by altitude observations on the sun. The lines
were carried forward by sustained angulation being
supplemented by other numerous observations on the sun
taken throughout the progress of the survey.,

"The geographic position for the southeast corner of the

township was found to be at latitude 37° 06' 23.8" N.,
and longitude "111° 18' 26.6'"W.as furnished with data

contained in the Special Instructions.

The magnetic declination was read at a number of stations
throughout the townsliip and the average of the several
readings was found to be 15° 15' East,

From the cor. of secs. 25, 26, 35 and 36, an iron post,
2% ins, diam., set, mkd. and witnessed as recorded in
the survey of a portion of the subdivision of the Tp.,
in 1958.

N. 0° 01' W,, bet. secs. 25 and 26.

Over nearly level desert land.

Dirt road, bears E. to Last Chance and W. to Glen
Canyon City.

0~7 (October 1964) (formerly 4—673b) USDI——BLM
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26.80

36.90

38,50

40.00

41.80

44,10

47.20
62,30
68.50

80.00

30.50

Portion of the Subdivision of T, 42 S., R. 5 E.

Base of ascent bears E, and W,

' Asc. 67 ft. over S. slope.

Top of knoll; desc, gradual N, slope,

‘Bottom of ‘draw, drains NE,; asc. gradual S, slope,

Top of low ridge, bears NE, and SW.; desc, 80 ft, over
N, slope to 1/4 sec, cor,

Point for the 1/4 sec. cor. of secs. 25 and 26.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, with a collar of stone, with brass cap
mkd.

T42S RSE
%

526525

1965

Cont, descent.
Bottom of draw, drains NE., asc. gradual S. slope.

Top of low ridge, bears NE. and SW.; desc, gentle N,
slope.

Bottom of draw, drains SE,; asc, 65-ft., over S8, slope.

Top of spur, slopes SE.; desc. 20 ft. over N, slope.
Bottom of draw;‘drains NE.; asc. gradual S. slope.
Point for the cor. of secs. 23,'24, 25 and 26.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4% ft,
base to 'top, with brass cap mkd.

T42S RSE

4

823|824
$26 525

1965

Land, gentle rolling,
Soil, blue clay S. portion; rocky N, portion.
Timber, none.
Undergrowth, shadscale,

. . <
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Portion of the Subdivision of T. 42 S., R, 5 E.

From the cor. of secs, 19, 24, 25 and 30, on the E. bdy.
of the Tp., an iron post, 2% ins. diam., set, mkd. and
witnessed as recorded in the survey of the E, bdy. of
the Tp., in 1958,

S. 89° 54' W,., bet. secs. 24 and 25.

Over gentle rolliﬁg deseft land.

39,99 Point for the % sec. cor. of secs. 24 and 25,

Set an iron post,.30 ins..long, 2% ins., diam., 10 iﬁs.

in, the ground to bedrock,. in a mound of stone, 3% ft.
base to top, with brass cap mkd.

. . T42S. RS5E

L 824
* 7§25

1965
Cont. over gentle, rolling desert land.

58.50 Dirt road, bears N, 15° E, to Last Chance and S. 15° W.
to Glen Canyon City.

79.98 The cor. of secs. 23, 24, 25 and 26,

Land, gentle rolling,
Soil, blue clay.
Timber, none. .
Undergrowth, shadscale,

N. 0° 01' W., bet,.secs. 23 and 24.
Over rolling‘desert land; asc. gradual S. slope.

2,30 Top of low ridge, bears E, and W.; desc., 60 ft. over

N, slope..

20.00 Head of draw, drains E.; cont. descent,

23.90 Bottom of small draw, drains NE,; asc. 15 ft. over S.
slope. .

29,70 Top of ridge, bears E. and W.; desc., 33 ft. over N,
slope. . -

33.00 Bottom of draw, drains SE.; asc, 15 ft, over S. slope.

38,60 Top of ridge, bears NW. and SE.; desc. N. slope to %
sec, cor.

40,00 Point for the % sec. cor., of secs. 23 and 24.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.,

in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd.

807 (Octcber 1964) (formerty 4—67%) USDI—BLM ‘ FIELD NOTE PAPER
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49.40
70.50

73.38

80.00

17.00

39,93

73.90

79.86

Portion of the Subdivision of T. 42 S,, R. 5 E.

T42S R5E
%
§23{824
1965
Desc, 150.ft. over N, slope,
Bottom of descent; thence over nearly level desert land.
birt road, bears NE., and SW,

birt road, bears NW. to Last Chance and SE, to Glen
Canyon City.

Point for the cor. of secs. 13, 14, 23 and 24,

Set an iron post, 30 ins. long, 2% ins. diam., &4 ins,
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T42S R5E

514{S13
§23]S24
1965

Land, rolling.

Soil, blue clay and rocky.
Timber, none.

Undergrowth, shadscale,

From true point for the cor. of secs, 13, 18, 19 and 24,
from which.its witness cor., bears N, 1.66 chs., on the
E. bdy. of the Tp., an iron post, 2% ins. diam., set,
mkd, .and witnessed as recorded in the survey of the E.
bdy. of the Tp., in 1958,

S. 89° 54' W,, bet. secs., 13 and 24, .

Over broken desert land; asc, 160 ft, over ledgy S, -
slope.

Rim of box canyon, bears N. 80° E, and S.; thence over
nearly level desert land,

Point for the % sec. cor, of secs. 13 and 24.
Set an .iron past, 30 ins, long, 2% ins. diam., 6 ins,
in the ground to bedrock, in a mound of stone, 4% ft,

base to .top, with brass cap mkd, .

T42S RSE

513
% S24

1965
Wash, 20 lks. wide, 9 ft., deep, drains NE.
The cor. of secs, 13, 14, 23 and 24.

Land, broken E, portion; level W, portion.
Soil, sandy.

GPO
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Portion of the Subdivision of T, 42 S., R. 5 E.,

CHAINS

Timber, none.
Undergrowth, shadscale,

N. 0°'0l' W., bet., secé, 13 and 1l4."
Over gentle rolling desert land.
40.00 Point for the 1/4 sec. cor. of secs. 13 and l4.

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground to bedrock, in a collar of stone to top,
with brass cap mkd.

T42S RSE
%

. 8144313

1965

73.30 | Head of box canyon, drains N, into Last Chance Canyon;
¢ desc. 320 ft, over sandstone wall and N, slope.

80.00 True point for the cor. of secs. 11, 12, 13 and 14,
’ falls on inaccessible slopes of canyon, and cannot be
perpetuated.

Land, rolling.

Soil, sandy.

Timber, none.
Undergrowth, shadscale.

From true point for the cor. of sees. 7, 12, .13 and 18,
from which its witness cor., bears N.,, 0.84 chs., on the
E. bdy. of the Tp., an iron post, 2% ins. diam., set,
mkd. and witnessed as recorded in the survey of the E.
bdy. of ‘the Tp., in 1958. ’

N. 89° 57' W., bet. secs. 12 and 13,

Over broken canyon land; along bottom of Last Chance
Canyon. ‘ '

20.00 | Bottom of Last Chance Creek, flows E. from N. 60° W,
39.95 |Point for the 1/4 sec. cor. of secs, 12 and 13,

Set an iron post, 30 ins, long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.

T42S8 R5E

S12
S13

1965

Raise a mound of stone, 3 ft, base, 2 ft. high, N. of
cor.

Asc, 480 ft, over NE. slope and sandstone wall,

80~-7 (October 1964) (formerly 4-673b) USDI-—BLM FIELD NOTE PAPER
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79.90

1.20

30.10
35.00

40.03

- Soil, sandy and exposed 'sandstone,

Portion of the Subdivision of T. 42 S.. R. 5 E.

Top of exposed sandstone>spur, slopes N.; desc, 400 ft.
over NW, slope to sec. cor.

True point for the cor, of secs, 11, .12,.13 and 14, from
which its witness cor,, bears N, 0° 06' W,, ‘1,20 chs.,
hereinafter described.

Land, rough and broken.

Timber, none,
Undergrowth, shadscale,

From true point for thé cor, of secs, 11, 12, 13 and 14,
N. 0° 06' W., bet, secs., 11 and 12,

Over broken canyon land; desc. 80 ft. over N, slope of
box canyon.

Point selected for the witness coT, of secs. 11, 12, 13

*and 14,

Set am iron post, 30 ins. long, 2% ins, diam., 18 ins.
in the ground to bedrock, in a collar of stone to top,
with brass cap mkd.

T42S R5E °
S11|S12 .
. 814ys13 . -
WC
1965

Thence over canyon bottom,

* Bottom of Last Chance Creek, 30 lks. wide, 12 ins. deep,

flows E, into Lake Powell; asec, 80 ft, over SW. slope.

Spur, slopes Wes desc. 80 ft. over NW. slope to 1/4 sec.
cor,

Point for the 1/4 sec. cor. of secs, 11 and 12,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd,

T42S RSE
3

S11|si2
1965

Raise a mound of stone, 3 ft, base, 2 ft. high, W. of
cor,

Over nearly level canyon bottom.

GPO :
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Portion of the Subdivision of T. 42 S., R. 5 E,

60,00 Base of canyoﬁ wall, bears NW. and E,; asc., 400 ft.
.over 8. slope and sandstone. wall, - .

67.00 Top of, spur, from canyon rim, slopes S.; desc, 160 ft,
over W, slope.

80.06 True point for the cor. of secs. 1, 2, 11 and 12, from

which its witness cor., bears N, 0° 01' W., 8.04 chs.,

an iron post, 2% ins, diam., set, mkd. and witnessed as
recorded in the survey of a portion of the subdivision

of the Tp., in 1958.

Land, rough and broken,

Soil, sandy and exposed sandstone,
Timber, none.

Undergrowth, shadscale.

From true point for the Cor. of secs. 2, 3, 34 and 35,
on the S, bdy. of the Tp., from which its witness cor.,
bears W,, 4.56 chs., an.iron post, 2 ins. diam., set,
mkd. and witnessed as recorded in the survey of the N.
bdy. of T, 43 S., R. 5 E.,.in 1934,

N. 0° O1l' W., bet. secs. 34 and 35.

Over broken and rolling desert land; asc. 320 ft. over
S. slope and sandstone wall,

5.50 Rim of box canyon, bears E, and W, irregular; over
exposed sandstone.

9.80 Same canyon.rim, bears SW. and NE.; desc. 500 ft, over
sandstone wall,

12.00 Bottomvof canyon, drains SW.; asc. 500 ft. over sand-
stone wall,

15,10 Same canyon rim, bears E, and W. irregular; asc, 195
ft. over SW. slope.

30,10 Spur, slopes W,; desc. 20 ft, over W, slope.

. 33.30 Spur, slopes N. 80° W,; desc. 83 ft. over N. slope,
35.70 Base of knoll, bears E, and W.; desc. genéle N, slope.
40,00 Point for the %.sec. cor, of secs. 34 and 35.

Set an iron post, 30 ins. long, 2% ins, diam,, 10 ins.
in the ground to bedrock, in-.a mound of stone, 4 ft;

base to top, with brass cap mkd.

T42S RSE.
%

§34{835
1965
Desc. 98 ft. over N..slope;

56 .00 Bottom of draw, drains SW.; asc. 78 ft. over S. slope.

62,10 Top of low spur, slopes SW.; desc, over gradual W, slope,|

80—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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69.40

80.00

6.70.

21.80

32,40

40,00.

66.70

80,00

Portion of the Subdivision of T, 42 S., R, 5 E,

Thence over gentle rolling land.

Point for the cor, of secs. 26, 27, 34 and 35.

- Set an. iron post, 30 ins. long, 2% ins, diam., 10 ins.

in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T42S R5E

S$27i826
S$34(835

1965

Land, rolling and broken.
Soil, blue clay and rocky,
Timber, none.

Undergrowth, shadscale.

From. the cor. of secé. 25,:26, éS‘ana'36.

N. 89° 56' W., bet. secs.,.26 and 35, 4

Over gentle rolling desert land.

Bulldozed road, bears N, 10° E, and S. 10° W.
Wash, 10 1lks. widé, 12 ins. deep, drains SW;
Wash, 10 lkég wide; 2 ft, déep, drains S. 75° W.
Point for the % sec., cor, of secs., 26 and 35,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd. <
T425 RS5E

526 -
1.
* 835

1965 - .

Raise a mound of stone,.3 ft, base, 2 ft, high, N. of
cor,

| over neafly 1e§él deseft land.

Head of dra&, drains‘SW.
The cor. of secs. 26; 27, 34 and 35,

Land, level desert,
Soil, blue clay,
Timber, none.
Undergrowth, shadscale,

N, 89° 55' W., bet. secs, 27 and 34.

GPO



Portion of the Subdivision of T. 42 S,, R. 5 E.

Over rslling desert lané; desc, 38'ft.‘over W. slope.
2,60 Bottom of draw, drains S.; asc. 55 ft. over E. slope.

14,40 Top of low ridge, bears N, and S.; desc. 68 ft, over
W. slope.

22,30 Bottom of draw, drains S.; asc. 25 ft., over SE. slope.
31,00 Top of spur, slopes.S.; desc, 58 ft. over W. slope,

37.00 Wash, 20 1ks. wide, 2 ft. deep, drains SE.; asc. 37 -ft.
over E, slope to % sec. cor.

46{02 ;Point for the % sec.tcor. of(secs. 27 and 34.

Set an iron pdst, 30 ins, long, 2% ins. diam., 4 ins,
in the ground to bedrock, in a mound of stone, &4 ft.
base to top, with brass cap mkd.

T42S RSE

527
% S34

1965
Asc, 48 ft, over rocky E. slope.

43,40 Crest of bench, bears NW, and SE.; desc, 40 ft, over
gradual W. slope,

56,80 Wash, 20 lks, wide, 12 ins,., deep, drains SE.; asc. 88
ft. over E. slope.

w67.50 Top of spur, slopes S.; desc, 115 ft, over SW. slope.

75.30 Bottom of draw, drains S.; asc, 38 ft., over E. slope to
sec, cor.,

80.04 The cor. of secs. 27, 28, 33 and 34, an iron post, 2%
ins, diam., set, mkd, and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in
1958, ' a

Land, rolling.'

Soil, blue clay, sandy and rocky.
Timber, none,

Undergrowth, shadscale and bunch grass,

From the cor. of secs., 26, 27, 34 and 35,
N. 0° O1' W., bet. secs. 26 and 27,
Over nearly level desert land.

10.00 Dirt road bears W, to Glen Canyon City and E, to Last
Chance Creek.

30,00 Base of Smoky Mountain, bears E. and W.; asc, 100 ft.
over rocky S. slope to % sec, cor,

40,00 Point for the % sec. cor. of secs, 26 and 27.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins. in

fBO—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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Portion of the Subdivision of T, 42 S.. R. 5 E.

the ground to bedrock, in a mound of stone, 3% ft. base
to top,-with brass cap mkd.

T42S RSE
%

§27(S26
1965
Asc. 620 ft. over rocky.S. slope to sec, cor.
Point for the cor. of secs. 22, 23, 26 and 27,
Set an iron post,-30 iﬁs. long, 2% ins; diam., 6 ins.,

in the ground to bedrock, in a mound of stone, &4 ft.
base to top, with brass cap mkd,

T42S R5E

$22[s23
27526

1965

Land, level S. portion; mountainous N. portion,
Soil, sandy and rocky.

Timber, none,

Undergrowth, shadscale,

From the cor. of secs.23, 24, 25 and 26.
N. 89° 52' W., bet, secs, 23 and 26.

Over broken desert land; asc, 220 ft., over rocky E. slope
to % sec. cor,

Wash, 20 lks., wide, 10 ft. deep, drains N. 10° E,
Point for the % sec. cor. of secs. 23 and 26.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins,.
in the ground to bedrock, in a mound of stone, 4 ft,
base to top, with brass cap mkd.

T42S R5E

523
S26

1965

%

Asc, 107 ft, over E, slobe.

Base of main ascent, bears NW. and SE,; asc. 627 ft. over
ledgy NE. slope,

PO
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Portion of the Subdivision of T. 42 S., R. S5 E,

68.50 | Top of long narrow spur from Smoky Mountain, slopes SE.;
desc, 336 ft. over rocky SW. slope to sec. cor.

80.04 | The cor. of secs. 22,23, 26 and 27.

Land, rough and broken.
Soil, rocky and sandy.
Timber, none.

Undergrowth, shadscale.

N. 89° 51' W,, bet. sees. 22 and 27.

Over broken mountainous land; asc. 240 ft. over ledgy
SE. slope.

15.80 Slope changes to S., asc. 113 ft.

20.00 | Top of broken ledge, bears NE, and SW.; over rolling top
of Smoky Mountain.

' 40.05 | Point for the 1/4 sec. cor. of secs. 22 and 27, falls on
N. slope of high knoll,

Set an iron post, 30 ins. long, 2% ins. diam,.,, on solid
bedrock, in a mound of stone, 4 ft., base to top, with
brass cap mkd.

T42S R5E

5§22
: 527

1965

From this corner U.S.G.S. Triangulation Station ""LAST"
in Latitude 37° 08' 05.968" N., Longitude 111° 21'
10.550" W., bears S, 16° 50" W., 3,73 chs. dist.

Desc. gradual N. slope.

42,50 | Rim of Smoky Mountain, bears N. and S.; desc. 560 ft.
over ledgy W. slope. .

50,00 Base of steep descent, bears NW. and SE.; desc., 160 ft.
over S, slope of broken bench to sec. cor.

80.10 | The cor. of secs. 21;_22, 27 and 28, an iron post, 2%
ins. diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in
1958,

Land, rough and broken.

Soil, sandy and rocky.

Timber, none.

Undergrowth, shadscale and scattered sagebrush,

From the cor. of secs. 22, 23, 26 and 27,
N, 0° O1' W., bet..secs, 22 and 23,

Over broken slopes of Smoky Mountain; asc., 93 ft. over
ledgy S. slope.

30—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER
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40.00

57.90

80.00
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Poftion of the Subdivision of T, 42 S., R, 5 E.

Bottom of saddle of Smoky Mountaln, bears E. and W., top

of ascent; desc. 287 ft. over NE. slope.

Base of steep descent, bears E, and W,; desc, 232 ft.
over broken NE. slope of rocky bench to {/4 sec. cOr,

Point for the 1/4 sec. cor, of séqu 22 and 23,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4 ft.

base to top, with brass cap .mkd.

T42S RSE
%
$22|s23

1965

Desc. 386 ft. over rocky M. slope to sec. cor,

Wash, 20 lks, wide, 12 ins. deep, drains NE, irregular,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, &% ft,

base to top, with brass cap mkd.

T42S RSE -

S8151514
S$22(s23
1965

Land, rough and broken,

Soil, sandy and rocky.

Timber, none, :

Undergrowth, shadscale and scattered sagebrush

40.00.

From the cor, of secs. 13 14 23 and 24,

N. 89° 52' We, bet. secs. 14 and 23,

. Over nearly level desert:-land.

D1rt road bears S. 10° E. to Glen Canyon City and

N. 10° W, to last Chance.

Point for the 1/4 sec. cor. of secs. 14 and 23,

Set an iron post, 30 ins. long, 2% ins. d1am., 10 ins.
in the ground to bedrock, in a mound of stone, 4 ft.

base to top, with brass cap mkd. <

T425 R5E
Sl4
X553 823
1965

<

Desc. 50 ft, over NW. slope..

GPO
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Portion of the Subdivision of T. 42 S,, R. 5 E,

391

CHAINS

42.70 | Wash, 20 lks. wide, 12 ins. deep, drains NE.; over
gentle rolling land.

70.50 | Wash, 40 lks. wide, 12 ins, deep; drains NE. irregular;
asc, 95 ft. over NE. slope.

78.60 Top of spur, slopes N.; desc. 18 ft. over NW. slope to
sec, cor.. . : .

.80.00 | The cor., of secs., 14, 15, 22 and 23.

Land, rolling.

Soil, sandy and rocky.

Timber, none.

Undergrowth, shadscale and scattered sagebrush,

N. 89° 51' W,, bet. secs. 15 and 22,

Over rolling desert land; desc.lgradual NW. slope.

«50 Bottom of dra&, drains N.; asc. 64 ft. over NE. slope.
5.30 | Top of spur, siopes N.é desc, 130 ft. over NW. slope.
13.70 | Wash, 20 lks, wide, drains NE.; asc. gradual NE, siope

to 1/4 sec. cor.

40,01 | Point for the 1/4 sec. cor. of secs. 15 and 22,

Set an iron post, 30 ins. long, 2% ins., diam., 10 ins.
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.
T42S R5E
by S15
S22
1965
Cont, ascent,
«50 Top of spur, slopes N.; desc. 40 ft. over W. slope.
42,00 | Wash, 30 lks. wide, drains N, irregular; asc. 400 ft,
, over steep, ledgy E. slope,

69.50 | Top of broken bench, bears NW, and SE,; thence over
gentle N, slope to sec, cor.

80,02 | The cor. of secs. 15, 16, 21 and.22, an iron post, 2%
ins, diam., set, mkd. and witnessed as recorded in the
survey of a portjon of the subdivision of the Tp., in
1958.

Land, broken. .

Soil, blue clay and rocky.

Timber, none.

Undergrowth, shadscale,

From the cor. of secs. 14, 15, 22 and 23,
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40.00

42.80

56.30

70.44

80.00

9.20
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Portion of the Subdivision of T. 42 S,, R. 5 E.

N, 0° O1' W., bet. secs., 14 and 15.

OQer rolling‘desert land; .desc, 160 ft, over NE. slope
to 1/4 sec. cor,

foint for‘the 1/4 sec. cor., of secs..l4 and 15,
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd,.
T42S RSE
815?314
1965

Cont, descent,

Bottom of small draw, drains NE.; asc, gradual SE. slope|

Spur, slopes NE.; desc., 320 ft,to dirt road.

Head of draw, drains E.

Dirt road, bears SE, to Glen Ganyon City and NW. to
Last Chance; thence over nearly level desert land.

Point for the cor. of secs. 10, 11, 14 and 15.

Set an iron post, 30 .ins. long, 2% ins. diam., on solid

sandstone, in-a mound of stone, 4 ft, base to top, with
brass cap mkd.

T42S RSE

S10|S11
S15|s514
1965

Land, rolling.

S6il, sandy and tocky.

Timber, none.

Undergrowth, shadscale and ‘bunch ‘grass.

From true point for the cér. of secs, 11, 12, 13 and 14.
N. 89° 53" W,, bet. secs. 11 .and 14.

Over broken desert land; asc, 360 ft. over sandstone
wall and E. slope. '

Rim of box canyon, bears N, and SE.; thence over level
exposed sandstone. :

(1.0
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Portion of the Subdivision of T. 42 S., R, 5 E.

CHAINS

15,20 | Rim of box canyon, bears N, and S.; desc., 400 ft. over
sandstone wall and W. slope.

30.00 | Bottom of box canyon, drains N. into Last Chance Canyon;
asc, 160 ft. over NE, slope. :

35.00 | Spur, slopes N.; desc. 160 ft. over NW. slope.

38.00 | Bottom of box canyon, drains NE. into main canyon; asc,
80 ft. to 1/4 sec. cor,

40.00 | True point for the 1/4 sec, cor. of secs. 11 and 14, fallj
on inaccessible slopes of box canyon and cannot be per-
petuated.

Asc; 320 ft. over E. slope and sandstone wall.

44,30 | Point selected for the witness 1/4 sec. cor. of secs. 11
and 14,

Set an iron post,. 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4 ft, base to top, with
brass cap mkd. . -

T42S R5E

b S11. W

814 C
1965

Over nearly level land.

70,00 | Rim of box canyon, bears N. and S.; desc, 240 ft, over
W. slope and sandstone wall,

74.20 | Bottom of sandstone draw, drains NW.; asc, 160 ft. over
NE. slope,

79.20 | Rim of box canyon, bears N. and SE,: thenée over nearly
’ level land.

80.00 | The cor. of secs. 10, 11, 14 and 15,

Land, broken.,

‘Soil, sandy and exposed sandstone,

N Timber, none.

Undergrowth, shadscale and scattered sagebrush.

N. 89° 54' W., bet. sets, 10 and 15,
Over gentle rolling desert land.

9.10 | Wash, 40 1ks, wide, 12 ins. deep, dralns NE. into Last
Chance Canyon.

15.30 | Dirt road, bears SE. to Glen Canyon City and N, to Last
Chance; asc., 80 ft. over E. slope,’

20,00 | Crest of rise, bears N. and S.; thence over series of
small spurs, sloping N.
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40.04

44.50

55.00

61.70
66 .60
68.50
70.50

72.50

75.90

79.48

80.08

2,00

15.00

20,10
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Portion of the Subdivision of T. 42 S., R, 5 E.

Point for the 1/4 sec. cor. of secs. 10 and 15.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.
in the ground to bedrock, in a mound of stone, 4 fr,

base to top, with -brass cap mkd.

- T42S RSE -

S10
* 515 SlS

1965
Continue over series of small spurs,

Wash, 10 lks. wide, 6 ins, deep, drains NW.; over gentle
rolling land. . . .

Wash, 20 lks. wide, 4 ft. deep, drains N, irregular; asc,
60 ft, over E. slope. .

Top of spur, slopes N.; desc.. 73 ft, over SW. slope.
Bottom of-draw, drains N.; asc., 30 ft, over E. slope.
Top of spur, slopes N.; desc, 25 ft. over NW. slope.
Bottom of draw, drains NE.; asc. 30 ft, over E. slope.

Top of narrow ridge, bears N. and S.; desc, 92 ft. over
W. slope.

Bottom of deep draw, drains N.; asc. 25 ft. over E,
slope.

Spur, slopes N.; desc. 15 ft, over W. slope to sec, cor.

The cor, of secs. 9, 10, 15 and 16, an iron post, 2% ins.
diam., set, mkd. and witnessed as recorded in the survey
of a portion of the subdivision of the Tp., in 1958.

Land, gentle rolling.

Soil, blue'clay and rocky.

Timber, none.

Undergrowth, shadscale and scatteted sagebrush.

From the cor. of secs, 10, 11, 14 and 15,

N, 0° 07' W., bet. secs, 10 and 11,
Over broken desert land.

Rim of box canyon, bears NW. and SE,; desc. 320 ft.
over NE, slope. ’ .

Bottom of canyon, drains NE. into Last Chance Canyon;
asc, 320 ft. over SE. slope.

Rim of box canyon, bears NE, and SW,.; thence over
exposed sandstone,

PO
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Portion of the Subdivision of T. 42 S., R, 5 E.

(6%]

N

CHAINS

36.30

37.00

40,02

43.00

63.00

68.00

73.00

80.04

9.00

11.00

13.00

37.00

Point selected for the w1tness 1/4 sec. cor. of secs. 10
and 11.

Set an’ iron post, 30 ins. lohg, 2% ins. diam., 4 ins.
“in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd
T42S RSE
%
5101811
1965

Rim of Last Chance Canyon, bears NE, and SW.; desc.
240 ft. over sandstone wall and N. slope,

- True point for- the 1/4 sec. cor. of secs. 10 and 11,

falls on inaccessible slopes of Last Chance Canyon and
cannot be perpetuated.

Desc. 80 ft,. over N, slope,

Base of descent, bears E., and W.; thence over canyon
bottom.

Last Chance Creek, flows E, irregular.

Base of ascent, bears NE. and SW.; asc. 240 ft. over
E. slope.

Rim of Last Chance Canyon, bears NE., and SW.; thence
over nearly level exposed sandstone.

The cor. of secs. 2, 3, 10 and 11, an iron post, 2% ins.
diam., set, mkd. and witnessed as recorded in the survey

of a portion of the subdivision of the Tp., in 1958.

Land, broken.-

Soil, sandy and exposed sandstone,
Timber, none.

Undergrowth, shadscale.,

From the cor. of secs. 27, 28, 33 and 34.
N. 89° 51' W., bet. secs. 28 and 33.
Over rolling desert land; asc, 110 ft, over E, slope.

Top of ridge, bears N, and S.; desc. 10 ft. over SW,
slope.

Bottom of swale, drains S.; asc, 15 ft. over E. slobe.

"Top of narrow ridge, bears N. and S.; desc. 238 ft. over

W. slope.

Bottom of draw, drains S.; asc, 15 ft, over E, slope to
1/4 sec. cor.
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40.18

49.70

69.30
76 .60

80.36

8.00

40.00

50,70
60.40

65.50

“in the ground to bedrock, in‘a mound of stone, 4 ft.

18

Portion of the Subdivision of T. 42 S., R. 5 E.

Point for the 1/4 sec. cor. of secs. 28 and 33.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins,
base to top, with brass cap mkd.

T42S RSE

528
% §$33

1965
Asc, 133 ft. over E. slope.

Top of ridge, bears N. and S.; desc. 204 ft, over W,
slope.

Bottom of draw, drains S.; asc. 15 ft, over E. slope.
Top of rise, bears N. and S.; over nearly level land.

The cor. of secs. 28, 29, 32 and 33, an iron post, 2%
ins. diam., set, mkd. and witnessed as recorded in the
survey of a portion of the subdivision of the Tp., in
1958. ' ' ‘ :

Land, rolling. .

Soil, sandy and rocky.

Timber, none. ,

Undergrowth, shadscale and sagebrush,

N. 0° 03''W,, bet. secs, 28 and 29.
Over nearly level desert land.

Sandstone shelf, 8 ft. high, bears SE. and NW., irregular;
continue over level desert land.

Point for the 1/4 sec, cor. of secs. 28 and 29.
Set an irom post, 30 ins. long, 2% ins. diam., 12 ins.
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd.

T42S RSE

% .
s29]s28
1965

Wash, 10 1ks, wide, 6 ins. deep, drains NW.
Wash, 10 lks, wide, 12 ins. deep, drains SW.

Dirt road, bears W. to Glen Canyon City and E. to Last
Chance, ' : ’

GPO
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. Portion of the Subdivision of T. 42 S., Re 5 E.

CHAINS

70.70 Enter low rolling hills; asc. 115 ft., over S. slope,
76 .00 | Spur, slopes W.; desc, 22 ft; over N. slope,
78.30 | Bottom of draw, drains W.; asce. 30 ft, over S. slope.
79.80 | Spur, slopes W.; desc. over N. slope to sec. cor.
80.00 | Point for the cor. of secs. 20, 21, 28 and 29,
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T42S R5E

S20(s21 -

529(s28

1965

Land, gentle rolling.
Soil, sandy and rocky.

Timber, none,
Undergrowth, shadscale and bunch grass,

From the cor. of secs. 21, 22, 27 and 28,
N. 89° 52' W., bet. secs. 21 and 28.
Over rolling desert 'land; asc. 52 ft. over E. slope.

1.50 Crest of bench, bears N. and S.; thence over series of
small spurs, sloping S. :

40.17 | Point for the 1/4 sec. cor. of secs. 21 and 28,
Set an iron post, 30 ins, long, 2% ins., diam,, 10 ins,

in the ground to bedrock, in a mound of stone, & ft,
base to top, with brass cap mkd.

T42S R5E
S21

g 528
1965

Over gentle rolling desert land,
80.34 | The cor. of seecs. 20, 21, 28 and 29,

Land, rolling.

Soil, blue clay and rocky,

Timber, none.

Undergrowth,. shadscale and scattered sagebrush.

N. 0° 15' E., bet. secs. 20 and 21.

Over broken desert land; asc. 117 ft. over SW. slope.
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12.20
17.60
36.90

3%9.90

45.00
59.90

66 .30

67.90

79.80

9.10
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* Portion of the Subdivision of T. 42 S., R, 5 E.

Top of low ridge, bears NE, and SW.; desc. 72 ft. over
NW. slope. ' '

‘Bottom of draw, drains SW.; asc. 366 ft. over steep SE.

s%ope.

Crest of rocky bench, bears E. and W.; thence over.level

bench top.

;Point for the 1/4 sec. cor. of secs, 20 and 21.

Set an iron post, 30 ins., long, 2% ins. diam., 20 ins,
in the ground to bedrock, in a collar of stone, with
brass cap mkd.

T42S RSE
%
s20|s21
© 1965

Base of main ascent, bears E. and W.; asc., 720 ft, over
steep ledgy S. slope.

Rim of Smoky Mountain, bears E. and W.; desc. 45 ft,
over NW,. slope.

Bottom of draw, drains NE.; asc, gradual SE. slope.

Top of spur, slopes NE.; desc. 244 ft, over NE. slope
to sec, cor. .

. The cor. of secs. 16, 17, 20 and 21, an iron post, 2%

ins. diam., set, mkd. and witnessed as described in the
official record.

Land, rough and broken.
Soil, clay and rocky.
Timber, none.
Undergrowth, shadscale.

From the cor. of secs. 8, 9, 16 and 17, an iron post,
2% ins. diam., set, mkd. and witnessed as recorded in
the survey of a portion of the subdivision of the Tp.,
in 1958.

N. 0° 03' W., bet. secs. 8 and 9,

.Over broken mountainous land; asc.. 240 ft. over ledgy

SE. slope.

Top of spur from Smoky Mountain, projects NE,; desc,
320 ft. over ledgy N, slope.’" o )

GPO
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Portion of the Subdivision of T. 42 S., R, 5 E.

CHAINS

15.00 Base of mafn descent, bears E. and W,; desc. 400 ft.
over broken N. slope to 1/4 sec. cor.

40,00 Point for the 1/4 sec. cor. of secs. 8 and 9.

Set an {ron post, 30 ins. long, 2% ins. diam,, 24 ins.
in the ground, with brass cap mkd.

T42S RSE
1%

5859
1965

Raise a mound of stone, 3 ftr, base, 2 fc. high, W, of
cor,

Desc. 360 ft. over broken N, slaope.

75.00 Bottom of wash, 40 lks wide, 2 ft. deep, drains NE,
from SW, {rregular; asc, %0 ft. over S. slope,

80.00 Point for the cor. of seces, 4, 5, 8 and 9, falls on top
of narrow spur, which slopes NE.

Set an fron post, 30 {ns, long, 2% ins. diam,, 10 ins,
{n the ground to bedrock, {n a mound of stone, 4 ft.
base to top, with brass cap mkd.

T428 ROSE

land, broken,

50141, blue clay and rocky,
Timber, none,
Undergrowth, shadacale,

From the cor, of seen. 3, 4, 9 and 10, an {ron post,
2% {ns. diam., sct, mkd, and witnessed as recorded in
the survey of a portion of the subdivision of the Tp.,
fn 1958,

N. B9® 59' W., bet. secs. 4 oand 9.

Over gentle rolling desert land,

17.50 Dirt road, bears SE. to Glen Canyon City and NW. to
Last Chance,

39.95 Point for the 1/4 sec. cor, of sccs, 4 and 9.

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the ground, with brass cap mkd.
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58.40
66.30

68 .20

70.30

75.90

79.90

5.00

15.00

40.00

70.20

77.20
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Portion of the Subdivision of T. 42 S., R. 5 E.

T42S RSE ‘

S4
%59 . -
1965

Raise a mound of stone, 3 ff. base, 2 ft., high, N, of
cor.

Asc, 102 ft. over E, slope.

Top of spur, slopes N.; desc. 75 ft. over W, slope,

. Bottom of draw, drains N. 5.00 chs., thence E.; asc.

84 ft. over E, slope.
Top of spur, slopes N,; desc, 58 ft. over NW. slope.

Wash, 40 1lks, wide, 12 ins. deep, drains N, 5,00 chs.,
‘thence E.; asc. 98 ft. over NE, slope to sec. cor.

The cor. of secs. 4, 5, 8 add 9.

Land, rolling W. portion; level E. portion.
Soil, blue clay and rocky.

Timber, none, .

Undergrowth, shadscale.

N. 0° 16' W., bet, secs., 4 and 5.
Over broken desert land; desc., 20 ft, over N. slope.
Bottom of draw, drains E,; asc. 40 ft. over S, slope.

Crest of rocky bench, bears W. and:N. 10° E.; over
gradual E., slope.

Point for the 1/4 sec. cor. of secs. 4 and 5.
Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd. '

T42S RSE *
$5|s4
1965

Wash, 20 lks., wide, in bottom of draw, drains N.
irregular;- asc. 28 ft, over rocky E. slope.

Top of spur, slopes E.; desc. 32 ft. over N, slope to
sec, cor, :

GPO
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_ Portiop of the Subdivision of T. 42 8., R, 5 E,

CHAINS

79.88 | The cor, of secs. 4, 5, 32 and 33, on the N. bdy., an
iron post, 2% ins, diam., set, mkd, and witnessed as
recorded in the survey of the N. bdy. of the Tp., in
1958, .

Land, broken. .

Soil, blue clay and rocky.
Timber, none.

Undergrowth, shadscale.,

From the cor. of secs, 29, 30, 31 and 32, an iron post,
2% ins, diam., set, mkd. and witnessed as recorded in
the survey of a portion of the subdivision of the Tp.,
in 1958,

é. 89° 52' W., bet. sccs. 30 and 31.

Over nearly level desert land,

36.77 | Bulldozed road, bears NE. and SW, irregular,
40.00 | Point for the % sec., cor. of secs, 30 and 31.

Set an iron post, 30 ins, long, 2 ins. diam., 24 ins,
in the ground, with brass cap mkd.

T42S RSE
L 830
“831

1965
54,50 | Trail road, bcars NW, and SE,
56,70 | Trail road, bcars N,10 W, and S.10°E.

78.22 | The cor. of scecs. 25, 30, 31 and 36, on the W, bdy., an
iron post, 2 ins. diam,, set, mkd. and witnesscd as
recorded in the survey of the E. bdy. of T. 42 S,,

R. 4 E,, in 1934,

Land, level,

Soil, sandy and bluc clay,
Timber, nonec.

Undergrowth, shadscalc.

From the cor, of ;ecs. 25, 30, 31 and 32, -
N. 0° 03' W,, bet, secs. 29 and 30,

Over nearly level desert land.

8.20 |wash, 10 lks. wide, 12 ins. deep, drains E.
14,70 | Wash, 10 1lks, wide, 12 ins. deep, drains E,
32.50 Wash, 20 lks. wide, lé ins, deep, drains SE.

38,60 | Same wash, drains SW. 8.00 chs., thence SE,.

5730 (April 1963) USDI-——BLM "FIELD NOTE PAPER
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40,00

43.90

66 .66

80.00

6.00

26,50

33.70
38.00

39.99
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.Portion of the Subdivision of T, 42 S., R, 5 E,

Point for the % sec. cor., of .secs. 29 and 30.

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T42S R5E
%

S$30,529

1965
Wash, 1.00 chs. wide, 2 ft. deep, drains SE.

Dirt road, bears W, to Glen Canyon City and E. to Last
Chance.

Point for the cor. of secs., 19, 20, 29 and 30.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T42S R5E

S19]s
530 29

1965

Land, level desert.,

Soil, blue clay and rocky.
Tlmber, none,

Undergrowth, shadscale.

From the cor. of secs. 20, 21,:28 and 29,
S. 89° 49" W., bet., secs, 20 and 29.

Over gentle rolling desert land; desc. 70 ft. over
W. slope. )

Wash, 20 lks., wide, 12 ins. deep, &rainsis.; asc, 31 ft.
over E. slope, k

Crest of rise, bears N. and S.; over nearly level desert
land., :

Wash, 10 lks. wide, 12 ins. deep, drains S.

Wash, 30 lks, wide, 2 ft. deep, drains SW,

Point for the % sec. cor. of secs. 20 and 29,

Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.

in the ground to bedrock, in a mound of stone, & ft.
base to top, with brass cap mkd.

GPO
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Portion of the Subdivision of T. 42 S., R. 5 E,

CHAINS

T42S R5E
520

% 529
1965

Over gentle S. slope,

43,50 | Bottom of draw, drains S,

72.80 | Wash, 20 lks. wide, 12 ins. deep, drains S.
79.98 | The cor., of secs. 19, 20, 29 and 30.

Land, gentle rolling.

Soil, blue clay and rocky.,

Timber, none.
Undergrowth, shadscale,

S. 89° 51' W., bet. secs. 19 and 30.

Over nearly level desert land.

18.70 | Wash, 20 lks. wide, in bottom of small draw, drains S.
40.00 | Point for the 1/4 sec. cor. of secs. 19 and 30.

Set an iron post, 30 ins. long, 2% ins. diam., 10 ins.

in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

T42S RSE

y __S19
$30
1965

59.40 | Wash, 10 1lks. wide, 2 ft. deep, drains S.
75.10 | Wash, 10 1lks, wide, 12 ins, deep, drains S,

78.20 | The cor. of secs. 19, 24, 25 and 30, on the W. bdy., an
iron post, 2 ins. diam., set, mkd. and witnessed as re-
corded in the survey of the E, bdy. of T. 42 S., R. 4E.
in 1934,

Land, level desert, )
Soil, blue clay and rocky.
Timber, none. ) ,
Undergrowth, shadscale.

From the cor. of secs. 19, 20, 29 and 30.
N. 0°° 03" W., bet. secs. 19 and 20,

Over broken desert land; asc. 169 ft. over rocky S.
slope.

14,90 | Crest of bench, bears E. and W., over gentle S, slope.
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""Portion of the Subdivision of T. 42 S., R. 5 E.

Wash, 10 lks. wide, 2 ft. deep, drains SW.; asc, 163 ft,
over S. slope to 1/4 sec., cor.

Point for the 1/4 sec. cor. of secs. 19 and 20,

Set an iron post, 30 ins. long, 2% ins. diam., on solid
bedrock, in a mound of stone, 4% ft. base to top, with
brass cap mkd.

T42S R5E
¥
S19]520
1965
Asc, 40 ft, over S. slope, ¢

Base of main ascent, bears E. and MW.; asc. 640 ft. over
ledgy S. slope.

Rim of Smoky Mountaln, bears E. and NW.; thence over
broken top. :

Point for the cor. of secs. 17, 18, 19 and 20,

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass- cap mkd.

T42S R5E

s18]s17
S19]s20
1965

Land, rough and broken.
Soil, blue clay and rocky.
Timber, none,

Undergrowth, shadscale,

From the cor. of secs. 16 17 20 and 21,

€

S. 89° 55' W., bet. secs, 17 and 20.

Over broken mountainous land; asc. 33 ft. over E. slope.
Slope changes to NE., asc. 130 ft.

Top of spur, slopes N.; desc, 73 ft. OVe; W. slope.
Bottom of draw, drains N,; asc, 66 ft, over E. slope.
Top of spur, slopes NW., desc, 40 ft. over W. slope.

Wash in bottom of draw, drains NE., asc. 65 ft. over
SE. slope to 1/4 sec. cor, '- ‘

Point for the 1/4 sec. cor. of secs. 17 and 20.
Set an iron post, 30 ins. long, 2% ins. diam., 8 ins.

in the ground to bedrock, in a:mound of stone, 4 ft,
base to top, with brass cap mkd.

GPO
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CHAINS

T42S RSE

sl7 -
% 520
1965

Slope changes to NE., asc. 146 ft,

47.10 | Top of ridge, bears N, and S.; desc. 170 ft. over NW.
slope. ' ’ '

60,20 |Wash in bottom of draw, drains NE.; asc. 200 ft. over
rocky E. slope,

78.30 | Top of ridge, bears NW. and SE.; thence over ridge top.
80.36 | The cor. of secs., 17, 18, 19 and 20,

Land, mountainous.

Soil, sandy and rocky.

Timber, none.
Undergrowth, shadscale and scattered sagebrush,

S. 89° 50' W., bet. secs. 18 and 19,
Over broken mountainous land; asc. gentle E. slope,
9.60 Top of spur, slopes N,; desc. 80 ft. over W. slope,

11.00 | Rim of Smoky Mountain, bears N, and S.; desc. 480 ft,
over sandstone wall and W. slope.

29,00 |Wash, 50 lks. wide, 8 ft. deep, drains SW.; thence over
gradual S. slope.

40.00 Point for the 1/4 sec. cor. of secs. 18 and 19,

Set an iron post, 30 ins, long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stonc, 4% ft,
base to top, with brass cap mkd.

T42S RSE

518
% S19

1965

42,00 | Wash, 50 lks. wide, 6 ft. deep, drains S.; asc. 240 ft,
over ledgy SE. slope.

52,00 Spur, slopes S. from main ridge; desc. 320 ft, over SW,
slope. .

65.00 | Wash, 2.00 chs. wide, 6 ft. deep, drains S.; over nearly
level desert land.

78.20 | The cor, of secs, 13, 18, 19 and 24, on the W, bdy., an
iron post, 2 ins, diam,, set, mkd. and witnessed as
recorded in the survey of the E, bdy. of T. 42 S.,

R. 4 E., in 1934, ‘ :

Land, rough and broken.

Soil, sandy and rocky.

Timber, none.

Undergrowth, shadscale and scattered sagebrush,

180~7 (October 1964) (formerly 4—~673b) USD1——BLM FIELD NOTE PAPER
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" Portion of the Subdivision of T. 42 S., R. 5 E,

CHAINS

From the cor. of secs. 17, 18, 19 and 20.
N. 0° 03' W., bet. secs, 17 and 18.
Over mountainous land; along gentle rolling ridge top.

5.70 | Crest of ridge, bears NW, and SE., desc. 240 ft, over
’ NW, slope to 1/4 sec. cor.

40.00 | Point for the 1/4 sec. cor. of secs, 17 and 18,
Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, & ft.
base to top, with brass’ cap mkd.
‘T42S RSE
%
S18|s17
1965
Slope changes fb N., desc., 60 ft.

51.50 | Wash, 40 lks, wide, 2 ft, deep, in bottom of draw,
drains NE,; asc, 143 ft. over rocky SE, slope.

65.30 Top of spur,. slopes E.; desc. 168 ft. over NE, slope.

75.10 Small wash in bottom of draw, drains NE.; asc., gentle
SE. slope to sec. cor.

80.00 | Point for the, cor. of secs. 7, 8, 17 and 18.

Set an iron post, 30 ins. long, 2% ins, diam., on splid
bedrock, in a mound of stone, 4 ft., base to top, with
brass cap mkd.

T42S RSE

57188
S18(s17
1965

Land, mountainous.

Soil, sandy and rocky.
Timber, none.
Undergrowth, bunch grass.

From the cor. of secs. 8, 9, 16 and 17,

S. 89° 54' W., bet, secs. 8 and 17.

Over broken mountaimnous land asc, 280 ft. over ledgy
E. slope. -

12,80 Spur, slopes S. from hlgh‘knoll desc. 320 ft. over W.
slope.

30.20 Bottom of draw, drains N,; asc. 200 ft.. over. SE., slope
to 1/4 sec. cor.

40,17 Point for the 1/4 sec., cor. of secs. 8 and 17.

¢
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Portion of the Subdivision of T. 42 S., R. 5 E.

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 3% ft,
base to top, with brass cap mkd.

T42S R5E

S8

% S17

1965

Asc. 180 ft, over SE. slope, °
54.10 | Top of high knoll; desc. 160 ft. over W. slope.

60,30 Bottom of small draw, drains NW.; asc. 80 ft. over E.
slope. '

65,30 Top of spur, slopes N,; desc, 70 ft. over W. slope,

70.30 Bottom of draw, drains N. 10° E.; asc, 60 ft. over E.
slope to sec, cor.

80.34 The cor. of secs. 7, 8, 17 and 18.

Land, mountainous.

Soil, sandy and rocky.

Timber, none.

Undergrowth, shadscale and bunch grass.,

S. 89° 49' W., bet, secs, 7 and 18.

Over broken mountainous land; asc, 335 ft. over rocky
SE. slope.

92.90 Top of high ridge, bears N. and S.; desc. 325 ft. over
steep W. slope.

19,50 Base of steep descent, bears N, and S.; desc., 120 ft,
over NW, slope,

30,90 - | Wash, 10 lks. wide, 12 ins. deep, in bottom of draw,
drains NE, from W.; thence along wash,

40.00 Point for the 1/4 sec, cor, of secs. 7 and 18, falls in
bottom of wash and cannot be perpetuated.

Asc, 25 ft. over sandstone wall.

40,50 Top of sandstone wall, bears N, and S.; over nearly
level land.

41,12 Point selected for the witness 1/4 sec. cor. of secs., 7
and 18.

Set an iron post, 30 ins. long, 2% ins. diam., 4 ins.
in the ground to bedrock, in a mound of stone, 4 ft.
base to top, with brass cap mkd.

80—7 (October 1964) (formerly 4—673b) USDI——BLM FIELD NOTE PAPER



CHAINS

55.20

78.22

11.60

14,60

19.30

37.30

40.00

40,10

Portion of the Subdivision of T. 42 S., R. 5 E.

" T42S RSE

X S7.U
s18 C

1965

Base of main ascent, bears N, and S.; asc. 340 ft, over
rocky E, slope to sec. cor.

The cor. of secs. 7, 12, 13 and 18, on the W. bdy. of
the Tp., an iron post, 2 ins. diam., set, mkd. and wit-
nessed as recorded in the survey of the E., bdy. of

T. 42 S., R. 4 E., in 1934,

Land, rough and broken.

Soil, sandy and rocky.

Timber, none.

Undergrowth, shadscale and scattered sagebrush.,

From the cor. of secs., 7, 8, 17 and 18.
N. 0° 03' W., bet. secs. 7 and 8.

Over broken mountainous land; asc. 175 ft. over SE.
slope,

Top of spur, slopes E.; desc., 40 ft. over NE. slope.
Bottom of swale, drains E.; asc. 40 ft. over SE. slope.
Top of spur, slopes E.; desc. 400 ft. over N. slope.

Rim of small canyon, bears E. and W.; desc, 160 ft.
over sandstone wall and N, slope,

Wash in canyon bottom, drains E, irreghlar; asc, 80 ft,
over rocky S. slope to 1/4 sec. cor,

Point for the 1/4 sec. cor. of secs. 7 and 8, falls on
inaccessible slope of canyon and cannot be perpetuated,

Point selected for the witness 1/4 sec, cor. of secs. 7
and 8.

Set an iron post, 30 ins. long, 2% ins. diam., on solid
sandstone, in a mound of stone, 4% ft. base to top, with
brass cap mkd. '

T42S RSE
X
$74s8
WC

1965

Asc, B0 ft. over rocky S, slope.
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Portion of the Subdivision of T. 42 S., R. 5 E.

CHAINS

45,10 Rim of small canyon, bears NE. and SW.; asc. 240 ft.
over rocky S, slope.

73.90 Top of ridge, bears N. and S.; desc. 110 ft, over N,
slope,. '

" 79.50 | Bottom of sﬁale, drains E.; asc. over gradual E, slope,
80.00 | Point for the cor., of secs. 5, 6, 7 and 8,

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins,

in the ground to bedrock, in a mound of stone, 3% ft,

base to top, with brass cap mkd.

" T42S RSE

56S5
S$7|88
1965

Land, broken.

Soil, sandy and rocky.
Timber, none.
Undergrowth, shadscale,

From the cor, of secs. &, 5, 8 and 9.
S. 89° 54' W,, bet., secs. 5 and 8.

Over broken desert land; asc, 480 ft. over SE. slope to
1/4 sec. cor.

40.08 Point for the 1/4 sec. cor. of secs. 5 and 8.

Set an iron post, 30 ins. long, 2% ins. diam., 6 ins.
in the ground to bedrock, in a mound of stone, 4% ft.
base to top, with brass cap mkd.

T42S RSE

1 _S5
* 7s8
1965

Base of main ascent, bears NE. and SW.; asc. 240 ft,
over rocky SE. slope.

52,40 Rim of Smoky Mountain, bears N, and S.; asc, 80 ft, over
SE. slope.

71.70 Top of spur, slopes SE,; desc. 40 ft. over SW. slope.

76,20 .| Bottom of draw, drains SE.; asc. 280 ft. over NE. slope
to sec. cor,

80.16 The cor. of secs. 5, 6, 7 and 8.

Land, broken. :

Soil, sandy and rocky.

Timber, none. .

Undergrowth, shadscale, and sagebrush,
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Portion of the Subdivision of T. 42 S., R. 5 E.

S.-89° 52" W,., bet, secs, 6 and 7.
Over broken mountainous 1and- asc., 20 ft. over E, slope.

Top of low rldge, bears N, and S.; desc. 200 ft. over
NW. -slope.

Bottom of draw,: dralns N.; asc, 280 ft, over E. slope to
1/4 sec, cor.

Point for the 1/4 sec. cor. of secs. 6 and 7.

Set an iron post, 30 ins. long, 2% ins. diam., &4 ins.
in the ground to bedrock, in a mound of stone, 3% ft.
base to top, with brass cap mkd.

T42S RSE
6
1
“ 787
1965

Asc, 100 ft. over E. slope.

Top of ridge, bears N. and S.; desc, 400 ft. over W,
slope.

Bottom of canyon, drains N.; asc. 400 ft. over SE. slope
to sec. cor.

The cor., of secs., 1, 6, 7 and 12, on the W. bdy., an iron
post, 2 ins. diam., set, mkd. and witnessed as recorded
in survey of the E. bdy. of T. 42 S., R. 4 E., in 1934,

Land, broken.

Soil, sandy and rocky.

Timber, none.

Undergrowth, shadscale and sagebrush.

From the cor. of secs. 5, 6, 7 and 8.
N. 0° 13' W., bet. secs. 5 and 6.

Over broken mountainous fand; ase. 83 ft. over rocky SE.
slope.

Top of ridge, bears NE, and SW.; dese. 138 ft. over NW.
slope.

Bottom of draw, drains NE,; asc. 66 ft, over SE. slope.

Top of spur, slopes E,; desc. 178 ft., over NE. slope.

Bottom of draﬁ, drains W. Z.Ob.chs., thence N.; asc;
240 ft., over SW. slope to 1/4 sec, cor,

Point for the 1/4 sec. cor. of secs. 5 \an;i 6.

GPO |
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Portion of the Subdivision of T. 42 S., R. S E.

CHAINS

Set an iron post, 30 ins. long, 2% ins. diam., 20 ins.
in the ground, in a collar of stone to top, with brass
cap mkd.,

T42S R5E
%
S6|s5
1965
Slope changes to S.; asc, 33 ft.
45,70 Top of spur, slopes W.; desc, 202 ft. over NW. slope,

69.80 Sandstone wall, bears S, 10° W, and E.; desc. 193 ft,
over wall and NW. slope to sec. cor.

80.00 The cor. of secs, 5, 6, 31 and 32, on the N, bdy., an
iron post, 2% ins. diam., set, mkd, and witnessed as

recorded in the survey of the N, bdy. of the Tp., in

1958,

Land, broken.
Soil, sandy and rocky.
Timber, none.
Undergrowth, shadscale.

GENERAL DESCRIPTION

Towvnship 42 South, Range 5 East, is located 15 miles
Northeast of Glen Canyon GCity, Utah. The Northwest
portion of the township is broken mountainous land,
with the remaining portion being broken desert land.
Its elevation varies from 3,600 to 5,500 ft. above
sea level. The area is drained in a southwardly and
eastwardly direction by deep canyons. The soil is
blue clay in the desert land and sandy and rocky in
the mountainous land, with exposed sandstone along
the canyon rims and ledges. There is no timber on
the township, and the vegetation consists mostly of
shadscale, bunch grass and scattered sagebrush.
There is one dirt road through the township, from
Glen Canyon City to Last Chance, and some coal ex-
ploration, but no major improvements.

80—7 (October 1964) (formerly 4—673b) USDI—BLM FIELD NOTE PAPER
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CERTIFICATE OF SURVEY

I, Craig P. Sylvester , HEREBY CERTIFY upon honor that,
in pursuance of special instructions bearing date of the 30 thday of April , 19 65,

I have surveyed a portion of the subdivisional lines, completing the
subdivision of T. 42 S., R. 5 E, .

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

/// . N ,// |

January 27, 1967 g [ e ', i /z
(Date) 4 / (Cadéstral Surveyory
Supervisory
(Date) (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

SULLATTED FOR APPROVAL

Date FE? 10 1967 BUREAU OF LAND MANAGEMENT,

Washington, D. C.

The foregoing field notes of the survey of a portion of the subdivisional lines,
completing the subdivision of T. 42 S,, R. 5 E,, Salt Lake Meridian, Utah

executed by Craig P, Sylvester, Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

(Date) N\~ (Chief, Bjﬁision of \neering)

CERTIFICATE OF TRANSCRIPT

, is a true copy of the original field notes.
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Of the SALT LAKE Meridian,

UTAH

In the State of
EXECUTED BY

GERALD W, HOCHSTRASSER SUPERVISORY CADASTRAL SURVEYOR

Under special instructions dated JUNE 26 , 19 64 | which provided for the surveys
included under Group Number 475 , approved JUNE 29, 1964 ,
and assignment instructions dated DECEMBER 9 , 19 64

Survey commenced DECEMBER 15 , 19 _64

DECEMBER 17 ,19_64

Sutvey completed
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Portion of the Subdivision of T. 42 S., R. 5 E,

CHAINS

40.05

The south boundary was surveyed by Elliot Bird in 1934
and west boundary was surveyed by Elliot Bird and Andrew
Nelson in 1934. The north and east boundaries, and a
portion of the subdivisional lines were surveyed by Vern
E. Lane in 1958.

The -following field notes are those of the survey of

the subdivisional lines completing section 1, between
sections 1 and 12, and section 3, between sections 3

and 10. : :

The survey was executed in accordance with the specifica-
tions as set forth in the Manual of Surveying Instruc-
tions, 1947, and the Special Instructions dated June 26,
1964,

The lines were run by random and true method, but for
simplification of the record, only the true lines are
included in these notes,

All lines of this survey were run by direct method
where the lines were accessible; lines inaccessible were
run by traverse or triangulation methods. Distances to
topography on lines run by traverse or triangulation
methods are approximate, as scaled from U.S.G.S. topo-
graphic sheets. The details of such traverses and
triangulations have been thoroughly checked and veri-
fied, and in order to simplify the records, the diagrams
and deductions are omitted from these field notes.

The directions of the lines of this survey were de-
termined by references to true meridians established by
observations on Polaris, and carried forward by sus-
tained angulation.

The geographic position of the southeast corner of the
township was found to be in Latitude 37° 06' 23.8" N,
and Longitude 111° 18' 26.6'" W., as furnished with data
contained in the special instructions,

The magnetic declination was read at a number of stations
throughout the survey and the average of these readings
was found to be 15° 15' E,

Beginning at the cor. of secs. 1, 6, 7 and 12 on the E,
bdy. of the Tp., which is an iron post, 2% ins. diam.,
set, mkd. and witnessed as described in the off1c1al
record of the 1958 survey.

N, 89° 57' W., -bet., secs. 1 and 12,

Over -rolling desert land through medium growth of sage-
brush and shadscale.,

Point for the 1/4 sec, cor. of secs., 1 and 12,

Set an iron post, 30 ins. long, 2% ins. diam., 24 ins.
in the.ground with brass cap mkd.

)180—7 (October 1964) (formerly 4—673b) USDI-—BLM FIFl L 1
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Portion of the Subdivision of T. 42 S.. R. 5 E,

T42S RSE

Sl
% 512

1964

Raise a mound of stone, 3 ft. base, 2% ft, high, N, of
cor,

Desc. 120 ft, over rolling W. slope.

Box Canyon, 30 ft., deep, drains S.; canyon heads about
2,00 chs, N,

E. rim of Box Canyon, bears N. 30° E. and S. 30° W.;
desc. 120 ft. to sec, cor,

True point for the cor. of sees. 1, 2, 11 and 12,

From this point, the witness cor. for secs. 1, 2, 11 and
12, bears N, 0° OLl' W., 8.04 chs. dist., and is monu-
mented with an iron post, 2% ins. diam., firmly set, mkd.
and witnessed as described in the official record of the
1958 ‘survey.

‘Land, rolling and broken.

Soil, sandy, clay and rocky.
No timber,
Undergrowth, sagebrush and shadscale.

‘End of triangulation.

From the cor. of secs, 2, 3, 10 and 11, which is an iron
post, 2% ins, diam., firmly set, mkd. and witnessed as
described in the official record of the 1958 survey.

N. 89° 58' W., bet. secs, 3 and 10,

Over broken and rolling land along N. rim of Last Chance
Canyon, through medium undergrowth of sagebrush and
shadscale.

By triangulation,
Spur, projects S.

N. rim of Last Chance Canyon, 100 ft. high, bears S. 20°
E., and N. 45° W.; desc. into bottom of canyon, along
broken S. slope.

Bottom of Box Canyon, 100 ft. deep, drains S. approx.
5,00 chs., to Last Chance Canyon; canyon heads about
15,00 chs. to N.; asc., ledgy E. slope of spyr.

True point for the 1/4 sec, cor. of secs. 3 and 10 falls
in broken ledges where it.is deemed unsafe to perpetuate
the cor.

‘Point selected for the witness 1/4 sec, cor. of secs. 3
and 10 .
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Portion of the Subdivision of T. 42 S., R. 5 E,

Set an iron post, 30 ins, long, 2% ins. diam., 6 ins.
in the ground and in a mound of stone, 5 ft. base, to
brass cap mkd.

T42S RSE

The cor. is located on a spur, 100 ft. above Last Chance
Canyon, projecting S. about 4,00 chs. to end.

Thence, over broken land; by triangulation.

48.00 | Bottom of Last Chance Creek, 3" deep, 41' wide, course
S. approx. 8,00 chs, from NW.; thence N, 45° E,

Thence, along the bottom of Last Chance Canyon.

56,00 | Same stream, course N. 20° E. approx. 5.00 chs,, thence
S. 45° E.; asc., 100 ft. over E, slope.

62.00 Top of spur, projects S, about 7.00 chs. to end; desc,
100 ft. into Last Chance Canyon,

72,50 | Last Chance Creek, course S, 45° E., from N, 45° E,;
asc, 75 ft. over W. slope.

76,90 | Top of ledge, 75 ft. high, bears N. and S.; end of
triangulation,

79.90 | The cor. of secs. 3, 4, 9 and 10, which is an iron post,
2- ins. diam., set, mkd, and witnessed as described in
the official record of the 1958 survey.

Land, rolling and broken.

Soil, sandy clay and rocky,

No timber.

Undergrowth, sagebrush and shadscale.

The land in this portion of T, 42 S., R, 5 E., is rolling
and broken desert land, draining generally to the south-
east, Last Chance Creek flows through the southwest
corner of sec. 3, thence along the S. bdy. of sec. 3,

and was the only water noticed in the area, The land

is covered with a medium undergrowth of sagebrush and
shadscale, There is no timber in the area, The eleva-
tion in the area is about 4,000 ft, above sea level,
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CERTIFICATE OF SURVEY

I, Gerald W, Hochstrasser , HEREBY CERTIFY upon honor that,
in pursuance of special instructions bearing date of the 26thday of June , 1964 ,

[ have surveyed a portion of the subdivision of Township 42 South, Range
5 East,

of the Salt Lake Meridian, in the State of Utah , which
are represented in the foregoing field notes as having been executed by me and under my direction;
and that said survey has been made in strict conformity with said special instructions, the Manual
of Instructions for the Survey of the Public Lands of the United States, and in specific manner

described in the foregoing field notes.

June 21, 1966

(Date) /'\ ’ (Cadastral Surveyor)
’ Supervisory
(Date) - T (Cadastral Surveyor)

RTIFICATE OF APPROVAL

oD FOR APPROV
gfR 10 1967
Date ' BUREAU OF LAND MANAGEMENT,

Washington, D. C.

The foregoing field notes of the survey of a portion of the subdivision of Township

42 South, Range 5 East, Salt Lake Meridian, Utah,

executed by Gerald W, Hochstrasser, Supervisory Cadastral Surveyor

having been critically examined and found correct, are hereby approved.

APR5 1T
Date) CsndtBivighn o E@ring)

CERTIFICATE OF TRANSCRIPT

iald 03 f tho b d ribed y in.

(Date) N {Chief Division-of Eaai i ax




